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ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

Mounting Plate with
ceiling loop

DIAGRAM DESCRIPTION QTY

1

Wire Connectors

2Mounting Screw

3

Lock Collar

Chain

Quick Link

Canopy

(H)

1

1

2

1*144"L

Fixture Loop 1

(I)

(J)

(K)

(L)

(M)

Fixture Housing

Housing Cap

Arms with Six Leaves

Arms with Three Leaves

Bulb (not included)

1

1

8

16

16

parts enclosed:

ADELA BRASS 8‐LT CHANDELIER 6610031H656 

Page 1 of 2 

(A)

(B)
(C)

(D)

(E)

(H)

(I)

(F)

(G)

(J)

(K)



 
 

6. While holding the fixture, connect the black wire from fixture to
the hot wire (usually black or smooth) from the outlet box using a
wire connector (A). Connect the white wire from fixture to the
neutral wire (usually white or ribbed) from the outlet box using a
wire connector (A). DO NOT REVERSE THE HOT AND
NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY
WILL BE COMPROMISED.

7. If the outlet box has a ground wire (green or bare copper),
connect the green ground wire from the fixture to it using a wire
connector (A). If the outlet box does not have a ground wire,
connect the green ground wire from the fixture to the green
ground screw provided on the Mounting Plate (B).

9. Tuck these wire connections neatly into the outlet box, raise the
Canopy (D) all the way to the ceiling, and raise the Lock Collar
(E) and thread it onto the Ceiling Loop protruding through the
Canopy (D).

10. Loose the Housing Cap (J) by unscrewing it from the Fixture
Housing (I).

11. Random select a square hole on the top of Fixture Housing,
firstly insert an Arm (L), then insert an Arm (M) by sequence.

12. Repeat the actions of inserting Arm (L) and Arm (M), until all the
Arms are inserted.

13. Screw the Housing Cap (J) onto the Fixture Housing (I) until taut.
14. Install the proper light bulb (K) in accordance with the fixture’s

specifications (DO NOT EXCEED THE SPECIFIED WATTAGE
RATING).

15. Installation is completed. Turn on the power at the circuit breaker
or fuse box. Turn the light switch to activate the fixture. 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as 

they will damage the finish.  

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage

of six 9-watt Type B LED lightbulb (60-watt Type B incandescent
equivalent) for this fixture.

warnings:
1. All wires are connected. When unpacking, be carefully not to

remove the fixture from packaging by pulling on the power cord
as a bad connection may result. Do not connect electricity until
the fixture is fully assembled.

2. To reduce the risk of fire, electrical shock, or personal injury,
always turn off fixture and allow it to cool prior to replacing the
light bulb.

3. Do not touch bulb when fixture is turned on or look directly at lit
bulb.

4. Keep flammable materials away from lit bulb.

to assemble: 
1. Carefully remove all parts from the box and remove all

protective coverings. Take care not to lose any small parts.
2. Turn OFF power at the outlet box where the lamp will be

installed.
3. Attach the Mounting Plate (B) to outlet box using the Mounting

Screws (C), tighten with a screwdriver. Ensure the side of the
Mounting Plate (B) marked “GND” is facing out.

4. Determine the desired hanging height, and connect the
numbers of Chain (G) needed for proper hanging height, use a
pair of pliers to open one end link of the Chain (G) and discard
un-wanted chain. Attach the Chain (G) to the Fixture Loop (H)
by Quick Link (F).

5. Slip Lock Collar (E) and Canopy (D) through over the Chain (G),
then connect the other end of Chain (G) to Ceiling Loop (pre-
assembled on mounting plate) by Quick Link (F). Feed the
fixture wire though Fixture Loop (H), Chain (G), Lock Collar (E),
Canopy (D), and Ceiling Loop (B), pull fixture wire until taut.
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ADELA BRASS 8‐LT CHANDELIER  6610031H656 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO:E364786,UL RATING: DRY, MAX BULB WATTAGE: 150 W 
CONVERSION TO MAX LED WATTAGE: 28 W
BULB: 1 X A-19 (NOT INCLUDED)

ADRANO GOLD TABLE LAMP BASE 

Do not use polishes or cleaners on your lamp. Just wipe with soft,    
lint free cloth.

A. Shade Finial (1) 
B. Harp (1)

1. Remove lamp parts from carton. 

2. Remove protective guard from Saddle (C).
3. Place the lamp base (D) on a flat surface.
4. Place the harp (B) on the saddle (C).
5. Remove the finial (A) from the harp (B).
6. Place the shade on to the harp (B).
7. Gently tighten the finial (A) and affix the shade in place.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 911989L0560F ADRANO TABLE LAMP FINIAL
     BRUSHED NICKEL FINIAL

A PT-ADRANO PART

LIGHTING 911989L0560H ADRANO TABLE LAMP HARP
     NICKEL HARP

A PT-ADRANO PART

PARTS INVENTORY



 
  

  
 

 
 

 
 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
4. Assemble Wood screw (C) into Washer (B) and through the loop in Support 

Cable (A) and insert into the previously drilled pilot hole inside the junction 
box. 

5. Pull Support Cable (A) through the Mounting Plate (I). 
6. Install Fixture plate (I) to outlet box using Mounting screws (E.) 
7. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Fixture Plate (I) with a screw. 
8. Attach positive wire from ceiling (usually black or smooth) to positive wire 

on fixture with a Wire Connector (H) and wrap this connector with electrical 
tape. 

9. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

10. Attach Fixture base (F) onto ceiling and secure tightly using Nuts (G). 
11. Insert the light bulbs (I). 
12. Restore power to the junction box and test ceiling light fixture. 
13. If the bulb doesn’t work, use Tool (J) to unscrew Socket ring (H) inside of 

the crystal shade first, and take off the crystal shade to change the bulb. 
 

care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

AMOROSO 5LT CLUSTER CHANDELIER   6610031H125 



                                                                           
 

Height adjustment instructions 

 

6610031H125 AMOROSO 5LT CLUSTER CHANDELIER 



 
  

  
 

 
 

 
 
 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Using a 3/8 in. drill bit, pre-drill holes to install Plastic anchors (A).  
4. Using Mounting screws (C) through the pre-drilled holes in the ceiling and 

assemble with Plastic anchors (A). 
5. Using Screws (E) on Mounting plate (B) to the junction box. 
6. Using a 1/8 in. drill bit, drill a pilot hole for Wood screw (I) in the center of 

Mounting plate (B) about 7 in. from the end. Assemble Wood screw (I) into 
Steel flat washer (H) and through the loop in Support cable (G) and into the 
previously drilled pilot in Mouthing plate (B). 

7. Pull wire from ceiling outlet box, and attach ground wire (usually green of 
bare wire) from ceiling box to ground wire on Mounting Plate (B) with a 
screw. 

8. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (D) and wrap this connector with electrical 
tape. 

9. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (D), and wrap this connector with 
electrical tape. 

10. Push up Fixture base (F) to the ceiling and screw Cylinder nuts (K) onto 
Fixture base (F). 

11. Insert the light bulbs (O).  
12. Restore power to the junction box and test ceiling light fixture. 
13. If the bulb doesn’t work, use Tool (M) to unscrew Socket ring (N) inside of 

the crystal shade first, and take off the crystal shade to change the bulb.  

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

AMOROSO 6 LT LINEAR CHANDELIER   6610031H126   



                                                                           
 

Height adjustment instructions



 
  

  
 

 
 

 
 
 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Install the mounting plate (A) with mounting screws (B) to the junction box. 
4. Screw Threaded tube (E) and Hex nuts (F) onto the mounting plate. Then screw 

Ceiling loop (C) on Threaded tube (E). 
5. Weave the wires through Top ring (K), Chain (J), Lock collar (I) and Canopy. 

Open one Quick link (G).  Attach Quick link (G) with Ceiling loop (C) and top of 
Chain (J) and close Quick link (G). 

6. Open another Quick link (G). Attached Quick link (G) with Top ring (K) and 
bottom of Chain (J). 

7. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 
wire) from ceiling box to ground wire on Mounting Plate (A) with a screw. 

8. Attach positive wire from ceiling (usually black or smooth) to positive wire on 
fixture with a Wire Connector (D) and wrap this connector with electrical tape. 

9. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 
the fixture with a Wire Connector (D), and wrap this connector with electrical 
tape. 

10. Push up the canopy (H) to the ceiling and screw Lock Collar (I) onto Ceiling 
Loop (C). 

11. Insert the light bulbs (O). 
12. Restore power to the junction box and test ceiling light fixture. 
13. If the bulb doesn’t work, use Tool (M) to unscrew Socket ring (N) inside of the 

crystal shade first, and take off the crystal shade to change the bulb.  

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

AMOROSO CAROUSEL CHANDELIER   6610031H123   



 
  

  
 

 
 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Insert screw (B) into Round mounting plate (A) with Hex nut (C). 
4. Install Round mounting plate (A) to outlet box using Mounting screws (F).  
5. Pull the ground wire from ceiling outlet box, and attach ground wire (usually 

green of bare wire) from ceiling box to ground wire on Mounting Plate (A) 
with a screw. 

6. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (D) and wrap this connector with electrical 
tape. 

7. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (D), and wrap this connector with 
electrical tape. 

8. Secure the fixture to the ceiling using two Cylinder nuts (E). 
9. Insert the light bulbs (I). 
10. Restore power to the junction box and test ceiling light fixture. 
11. If the bulb doesn’t work, use Tool (J) to unscrew Socket ring (H) inside of 

the crystal shade first, and take off the crystal shade to change the bulb. 
 

care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

AMOROSO 1 LT PENDANT   6610031H124   



 
   

  
 

 

 

ITEM

(A)

(B)

(C)

(D)

(E)

Socket Ring

DIAGRAM DESCRIPTION QTY

1

Bracket 1

Shade 1

1

1

1Plug

Light Bulb

Upper Pole

(F)

OFF

B

D

E

F

C
A

important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider than 

the other) as a feature to reduce the risk of electric shock. This plug will 
fit in a polarized outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a qualified 
electrician.  Never use with an extension cord unless plug can be fully 
inserted. Do not alter the plug. 

2. To avoid the risk of fire, do not exceed the recommended wattage of 
one 4.5- watt Type G9 LED lightbulb (25-watt incandescent bulb 

equivalent) for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on the power 

cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, turn off 

lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Carefully lay the floor base flat, and pull out the cord. Assemble the 

Upper Pole (E) onto the lamp body and screw tightly. 
3. Place the Bracket (D) and the Shade (B) onto the socket, secure 

them with the Socket Ring (C). 
4. Insert the Light Bulb (A) into the socket. 
5. Assembly is complete. 
6. Insert the Plug (F) into proper electrical outlet and test the lamp. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

parts enclosed: 

AMOROSO FLOOR LAMP 6610031L262 



 
   

  
 

 

OF
F

ITEM

(A)

(B)

(C)

(D)

Socket Ring

DIAGRAM DESCRIPTION QTY

1

1

Shade 1

Light Bulb 1

Bracket

A

C

B

D

E

(E) 1Plug

important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider than 

the other) as a feature to reduce the risk of electric shock. This plug will 
fit in a polarized outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a qualified 
electrician.  Never use with an extension cord unless plug can be fully 
inserted. Do not alter the plug. 

2. To avoid the risk of fire, do not exceed the recommended wattage of 
one 4.5- watt Type G9 LED lightbulb (25-watt incandescent bulb 

equivalent) for this fixture 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on the power 

cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, turn off 

lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Place the Bracket (D) and the Shade (B) onto the socket, secure 

them with the Socket Ring (C). 
3. Insert the Light Bulb (A) into the socket. 
4. Assembly is complete. 
5. Insert the Plug (E) into proper electrical outlet and test the lamp. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

parts enclosed: 

AMOROSO TABLE LAMP 6610031L261 



 
   

  

 

 
 

ITEM

(A)

(B)

DIAGRAM DESCRIPTION QTY

3

Mounting Screw

1

(D)

(E) 2

(G)

1

Wire Connectors

Mounting Plate & green(C)

2

(H)

1

ground screw

Backplate 1

Backplate Screw

Bulb

Crystal Shade

1

1(I) Tool

Decorative Arm

(F)

(J)

(K)

(L)

Socket 1

1

1

Socket Ring

Socket Cover

B

CAED
H

F

K
L

G

J

I

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for one 4.5 watt Type G9 LED lightbulb. To 

avoid the risk of fire, do not exceed the recommended wattage. 
 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 

1. Carefully remove all parts from the box and remove all protective 
coverings. Take care not to lose any small parts. 

2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(A), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(B). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (B). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

6. Tuck these wire connections neatly into the outlet box, place the 
Backplate (D) over the Mounting plate (C) and align the two holes of the 
Backplate (D) with the corresponding holes on the Mounting plate (C), 
secure the Backplate (D) with Backplate Screws (E) to the wall. 

7. Put the Crystal Shade (G) and Socket Cover (L) over the Socket (J), 
secure with Socket Ring (K) by Tool (I). 

8. Install the light bulb (F) in accordance with the fixture’s specifications (DO 
NOT EXCEED THE SPECIFIED WATTAGE RATING). 

9. Screw the Decorative Arm (H) onto the fixture body. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

AMOROSO WALL SCONCE 6610031H263 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA NICKEL CHANDELIER
760ANACHDB

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the glass ornaments (K)/(L)/(M)/(N) in the right
places according to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA FLOOR LAMP
652036L0525

1. Carefully remove all parts from the box.
2. Install centre pole (E) on the base (F) first, then install
centre pole (D) on the top body, then adjust the cable at
bottom of the base (F) and link centre pole (D) and centre
pole (E) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle(G).( see the illustration).
4. Peel off the yellow paper on the flannelette (H) and then
stick it on the bottom base (F).
5. Install the bulbs on the sockets.
6. Install the glass ornaments (A)/(B)/(C) on the lamp
according to the illustration. The top row of glass drops
connects to the chandelier metal frame using the rings
(pre-assembled to the frame). All other rows of glass drops
hang from chandelier frame using clips which are pre-
assembled to glass drops.
7. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA LARGE CHANDELIER
652036H0341

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the glass ornaments (K)/(L)/(M)/(N) in the right
places according to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA PENDANT
652036H0336

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the glass ornaments (K)/(L)/(M)/(N) in the right
places according to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA NICKEL RECT CHANDELIER
652036H0369

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain in every 3-4 rings until through the ceiling loop (E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Install the glass ornaments (J)/(K)/(L) on the lamp
according to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANABELLA NICKEL TABLE LAMP
760ANATBNK

1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Install the glass ornaments (A)/ (B)/ (C) on the lamp body
according to the illustration.
4. Plug the lamp into wall outlet.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036ANACRB ANABELLA BALL W/ STRAND
     GLASS BALL CRYSTAL W/ STRAND

A PT-ANABELL PART

LIGHTING 912036ANACH ANABELLA GOLD 12 FT CHAIN
     .16" X 12 FT GOLD CHAIN

A PT-ANABELL PART

LIGHTING 912036ANACH6 ANABELLA GOLD 6 FT CHAIN
     .16" X 6 FT GOLD CHAIN

A PT-ANABELL PART

LIGHTING 912036H340CN ANABELLA GOLD RECT CANOPY
     RECT CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACN ANABELLA GOLD ROUND CANOPY
     GOLD CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACRL ANABELLA LG CRYSTAL
     LARGE 3" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANALGT ANABELLA LG TEARDROP
     LG GLASS TEARDROP CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANACRM ANABELLA MD CRYSTAL
     MEDIUM 2.5" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036NIKCH ANABELLA NICKEL 12 FT CHAIN
     .16" X 12 FT NICKEL CHAIN

A PT-ANABELL PART

LIGHTING 912036NIKCH6 ANABELLA NICKEL 6 FT CHAIN
     .16" X 6 FT NICKEL CHAIN

A PT-ANABELL PART

LIGHTING 912036H369CN ANABELLA NICKEL RECT CANOPY
     NICKEL RECT CANOPY W/ HRDWR

A PT-ANABELL PART

LIGHTING 912036NIKCN ANABELLA NICKEL ROUND CANOPY
     NICKEL CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACL ANABELLA S/10 BRNZ CLIPS
     SET OF 10 CLIPS

A PT-ANABELL PART

LIGHTING 912036ANACRS ANABELLA SM CRYSTAL
     SMALL 2" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANASMT ANABELLA SM TEARDROP
     SM GLASS TEARDROP CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANAF ANABELLA TABLE LAMP FINIAL
     GLASS FINIAL

A PT-ANABELL PART

PARTS INVENTORY



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.



parts enclosed:
important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA 3-TIER CHANDELIER
662036H106

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

1. Carefully remove all parts from the box.
2. Make the socket pole (O) straight and then install the
centre part (L) in the screw nipple (M).
3. Connect the rings with the chains (K) and connect the
ring (P) together with the chains (N), connect the ring (R)
together with the chains (Q).
4. Remove the mounting bracket (B) from the canopy (D) by
loosening the collar (A).
5. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed using
a pair of chain pliers.
6. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
7. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
8. Affix the mounting bracket (B) on the outlet box.
9. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
10. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
11. Install the bulbs on the sockets.
12. Install the glass sticks (S) and metal pipes (T)
alternately.
13. Installation is complete, turn on power at fuse or circuit
breaker.



1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Link centre pipe (O) and the socket body (P) together.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Use the ring (K) to link the big metal ring (L) together.
11. Install the bulbs on the sockets.
12. Install the iron sticks (M) and the glass sticks (N) on the
metal ring (L).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA 6 LIGHT ROUND CHANDELIER
662036H104



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA RECTANGLE CHANDELIER
662036H105

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

1.Carefully remove all parts from the box.
2.Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3.Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4.Use the open ring (F) to link the chain and the loop (K),
then put the cable (G) and naked earth cable (H) through
the chain in every 3-4 rings until through the ceiling loop
(E).
5.INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6.Affix the mounting bracket (B) on the outlet box.
7.Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8.Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9.Install the bulbs on the sockets.
10.Install the iron pipes (I) and the glass stick (J) on the
lamp body according to the illustration.
11.Installation is complete, turn on power at fuse or circuit
breaker



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91ANDALCH6 ANDALUCIA CHAND 6 FT CHAIN

     6 FT SILVER FOIL CHAIN
A PT-ANDALUC PART

LIGHTING 912036H105S ANDALUCIA RECT CANOPY SCREWS
     S/5 ANTQ SILVER SCREW REPL

A PT-ANDALUC PART

LIGHTING PARTS SKUS



1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Link centre pipe (O) and the socket body (P) together.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Use the ring (K) to link the big metal ring (L) together.
11. Install the bulbs on the sockets.
12. Install the iron sticks (M) and the glass sticks (N) on the
metal ring (L).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA 35" CHANDELIER
662036H566



1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the canopy (D) by
loosening the screws (E).
3. Affix the mounting bracket (C) on the outlet box with the
screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A) , push the base
(D) on the bracket (C) and then affix it with screws (E).
6. Install the iron sticks (G) and glass sticks (H) on the lamp
body according to the illustration.
7. Install the bulb on the sockets.
8. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA FLUSHMOUNT
662036H567



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA 56" RECT CHANDELIER
662036H568

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

1.Carefully remove all parts from the box.
2.Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3.Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4.Use the open ring (F) to link the chain and the loop (E),
then put the cable (G) and naked earth cable (H) through
the chain in every 3-4 rings until through the ceiling loop
(E).
5.INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6.Affix the mounting bracket (B) on the outlet box.
7.Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8.Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9.Install the bulbs on the sockets.
10.Install the iron pipes (I) and the glass stick (J) on the
lamp body according to the illustration.
11.Installation is complete, turn on power at fuse or circuit
breaker



1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the canopy (D) by
loosening the screws (E).
3. Affix the mounting bracket (C) on the outlet box with the
screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A) , push the base
(D) on the bracket (C) and then affix it with screws (E).
6. Install the iron sticks (F) and glass sticks (G) on the lamp
body according to the illustration.
7. Install the bulb on the sockets.
8. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ANDALUCIA WALL SCONCE
662036H569



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASE

(c)



Parts Enclosed:

A) Finial
B) Harp

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
    the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 

be installed.     
3. Attach the Harp (B) to the Saddle  (C).

S  h  4. Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO NOT use polishes or cleaners on your lamp.
wipe with soft, lint free cloth.

 

 

(A)

 ( C)

(B)

662889L668B ANDRA TABLE LAMP BASE



 
  

  
 

 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the junction 

box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 

the fixture with a Wire Connector (H), and wrap this connector with electrical 
tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS 5LT LINEAR CHANDELIER  6610031H119 



 
  

  
 

 
 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire 

on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS 7 LT LINEAR CHANDELIER   6610031H120 



 
  

  
 

 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loop (N), 

Quick links (K), Chains (M); the wires will come out on the backside of Canopy 

(F).  
4. Assemble Pipes (O), Chain loops (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop 

in Support cable (A) and install into the previously drilled pilot hole in side 
of the junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with electrical 
tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS 10 LT CHANDELIER  6610031H117 



 
  

  
 

 
 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Pull the wires through Threaded tubes (P), Pipes (O), Chain loop (N), 

Quick links (K), Chains (M) and Canopy (F).  
4. Assemble Pipes (O), Chain loops (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of 
the junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with 
electrical tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS 12 LT CHANDELIER  6610031H118 



 
  

  
 

 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires though Threaded tubes (L), Pipes (K), Top rings (J), Quick 

links (H); the wires will come out on the backside of Canopy (D). Assemble 

Threaded tubes (L), Pipes (K), Top rings (J), Quick links (H) and Canopy 
(D) together. 

4. Insert Screws (B) into Round mounting plate (A) with Hex nuts (C). 
5. Install Round mounting plate (A) to outlet box using Mounting screws (F). 
6. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Round mounting plate (A) 
with a screw. 

7. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (G) and wrap this connector with electrical 
tape. 

8. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (G), and wrap this connector with 
electrical tape. 

9. Attach Canopy (D) onto ceiling and secure tightly using Cylinder nuts (E). 
10. Unscrew the Threaded joint (M) over the Shade cap (N) and move up 

Shade cap (N). Put the fixture socket (O) into the Shade hole (P) and 
screw the threaded joint (M) with the shade cap (N).  

11. Screw Bulb (Q) onto the pendant. 
12. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS 1 LT PENDANT 6610031H121 



 
  

  

 
     
 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Insert Screws (A) into Round mounting plate (B) with Hex nuts (D). 
4. Install Round mounting plate (B) to outlet box using Mounting screws 

(C). 
5. Pull wire from ceiling outlet box, and attach ground wire (usually green 

of bare wire) from ceiling box to ground wire on Round mounting plate 
(B) with a screw. 

6. Attach positive wire from ceiling (usually black or smooth) to positive 
wire on fixture with a Wire Connector (E) and wrap this connector with 
electrical tape. 

7. Attach neutral wire from ceiling box (usually white or ribbed) with 
neutral wire on the fixture with a Wire Connector (E), and wrap this 
connector with electrical tape. 

8. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nuts 
(H). 

9. Assemble Bulb (J) and screw Shade (I) onto Socket (G). 
10. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your wall sconce. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

                   ANDREAS WALL SCONCE  6610031H122 



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 9110031H17CH ANDREAS CHAND 12 FT CHAIN

     12 FT BRONZE CHAIN
A PT-ANDREAS PART

LIGHTING 9110031H17P12 ANDREAS CHAND 12" ROD
     12" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17P18 ANDREAS CHAND 18" ROD
     18" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17CH6 ANDREAS CHAND 6 FT CHAIN
     6 FT BRONZE CHAIN

A PT-ANDREAS PART

LIGHTING 9110031H17P6 ANDREAS CHAND 6" ROD
     6" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17G ANDREAS CHAND GLASS TUBE
     2.4" GLASS TUBE REPLACEMENT

A PT-ANDREAS PART

LIGHTING 9110031H20CN ANDREAS CHAND RECT CANOPY
     10X4.5 RECT CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H17CN ANDREAS CHAND ROUND CANOPY
     9.9" DIAM CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H21CN ANDREAS PENDANT CANOPY
     5" DIAM CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H21G ANDREAS PENDANT GLASS TUBE
     3.5" GLASS TUBE REPLACEMENT

A PT-ANDREAS PART

LIGHTING 9110031H21MP ANDREAS SCONCE HARDWARE
     MOUNTING PLATE W/ HARDWARE

A PT-ANDREAS PART

LIGHTING PARTS SKUS
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the junction 

box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 

the fixture with a Wire Connector (H), and wrap this connector with electrical 
tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 5LT LINEAR CHANDELIER 6610031H119 

ANDREAS BRASS 5LT LINEAR CHANDELIER 6610031H332 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Top rings (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire 

on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 7 LT LINEAR CHANDELIER 6610031H120 

ANDREAS BRASS 7 LT LINEAR CHANDELIER 6610031H333
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), 

Quick links (K), Chains (M); the wires will come out on the backside of Canopy 

(F).  
4. Assemble Pipes (O), Top rings (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop 

in Support cable (A) and install into the previously drilled pilot hole in side 
of the junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with electrical 
tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 10 LT CHANDELIER 6610031H117 

ANDREAS BRASS 10 LT CHANDELIER 6610031H330 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Pull the wires through Threaded Nipples (P), Pipes (O), Top rings (N), 

Quick links (K), Chains (M) and Canopy (F).  
4. Assemble Pipes (O), Top rings (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of 
the junction box. 

7. Screw Threaded Nipple (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box.
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with 
electrical tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 

care instructions: 
Do not use polishes or cleaners on your chandelier.  

WIPE WITH A CLEAN SOFT CLOTH.

parts enclosed: 

ANDREAS BRONZE 12 LT CHANDELIER 6610031H118 

ANDREAS BRASS 12 LT CHANDELIER 6610031H331 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of two 5- 

watt Type T LED lightbulb (60-watt incandescent bulb equivalent) for this 
fixture. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the lamp will be installed. 
3. Insert the Backplate Screws (D) into the Mounting Plate (C) and tighten with 

the Hex Nuts (E) provided on the Backplate Screws (D). 
4. Attach the Mounting Plate (C) to outlet box using the Mounting Screws (B), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (C) marked 
‘‘GND’’ is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (C).  

7. Tuck these wire connections neatly into the outlet box, place the Backplate 
(F) over the Mounting Plate (C) and align the two holes on the Backplate (F) 
with the Backplate Screws (D), secure the Backplate (F) with the Cylinder 
Nuts (H) until the fixture is secured to the wall. 

8. Loose the Shade Caps (G) by unscrewing the Threaded Joints (J), put the 
sockets into the Glass Shades (K) according to the diagram and secure the 
Shade Caps (G) in place by screwing the Threaded Joints (J). 

9. Install the proper light bulb (I) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING) by 
using the Clamp (L). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

ANDREAS BRONZE DOUBLE SCONCE 6610031H336 

ANDREAS BRASS DOUBLE SCONCE 6610031H337 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of three 

5- watt Type T9 LED lightbulb (60-watt incandescent bulb equivalent) for 
this fixture. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Insert the Canopy Screws (D) into the Mounting Plate (C) and tighten with 

the Hex Nuts provided on the Canopy Screw (D). 
4. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(B), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

5. Loose the Shade Caps (H) by unscrewing the Threaded Joints (G), put 
the fixture Sockets (K) into the Glass Shades (I) and secure the Shade 
Caps (H) in place by screwing the Threaded Joints (G). 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

8. Tuck these wire connections neatly into the outlet box, place the Canopy 
(E) over the Mounting Plate (C) and align the two holes on the Canopy 
(E) with the Canopy Screws (D), secure the Canopy (E) with the Cylinder 
Nuts (F) until the fixture is secured to the ceiling. 

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING).

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

ANDREAS BRONZE FLUSHMOUNT 6610031H338 

ANDREAS BRASS FLUSHMOUNT 6610031H339 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires though Threaded Nipples (L), Pipes (K), Top rings (J), 

Quick links (H);  the  wires  will  come  out  on  the  backside  of  Canopy  (D). 

Assemble  Threaded Nipples (L), Pipes (K), Top rings (J), Quick links (H) 
and Canopy (D) together. 

4. Insert Screws (B) into Round mounting plate (A) with Hex nuts (C). 
5. Install Round mounting plate (A) to outlet box using Mounting screws (F). 
6. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Round mounting plate (A) 
with a screw. 

7. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (G) and wrap this connector with electrical 
tape. 

8. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (G), and wrap this connector with 
electrical tape. 

9. Attach Canopy (D) onto ceiling and secure tightly using Cylinder nuts (E). 
10. Unscrew the Threaded joint (M) over the Shade cap (N) and move up 

Shade cap (N). Put the fixture socket (O) into the Shade hole (P) and 
screw the threaded joint (M) with the shade cap (N).  

11. Screw Bulb (Q) onto the pendant. 
12. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE PENDANT 6610031H121 

ANDREAS BRASS PENDANT 6610031H334
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Insert Screws (A) into Round mounting plate (B) with Hex nuts (D). 
4. Install Round mounting plate (B) to outlet box using Mounting screws 

(C). 
5. Pull wire from ceiling outlet box, and attach ground wire (usually green 

of bare wire) from ceiling box to ground wire on Round mounting plate 
(B) with a screw. 

6. Attach positive wire from ceiling (usually black or smooth) to positive 
wire on fixture with a Wire Connector (E) and wrap this connector with 
electrical tape. 

7. Attach neutral wire from ceiling box (usually white or ribbed) with 
neutral wire on the fixture with a Wire Connector (E), and wrap this 
connector with electrical tape. 

8. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nuts 
(H). 

9. Assemble Bulb (J) and screw Shade (I) onto Socket (G). 
10. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your wall sconce. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE WALL SCONCE 6610031H122 

ANDREAS BRASS WALL SCONCE 6610031H335 
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important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 9-watt type T  LED 
lightbulbs (60-watt incandescent  type T  lightbulbs equivalent) for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling on 

the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off fixture 

and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the junction box where the fixture will be installed. 
3 Determine desired hanging height, and determine the numbers of Pipes (J) 

and Chain links (H) needed for proper hanging height. While connecting them, 
feed the fixture wire through the Pipes (J), Loop (I), Quick Links (G), Chain (H) 
and Canopy (F). 

4. Drill four holes into the ceiling for inserting the Anchors (A). Insert an anchor 
into each hole in the ceiling.  

5. Attach the Mounting Plate (B) to the outlet box with the Mounting Screws (E). 
Insert the Wood Screws (C) through the corresponding holes on the Mounting 
Plate (B) into the Anchors (A), tighten the Wood Screws (C) using screwdriver. 

6. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (D). 
Connect the white wire from fixture to the neutral wire (usually white or ribbed) 
from the outlet box using a wire connector (D). DO NOT REVERSE THE HOT 
AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (D). If the outlet box 
does not have a ground wire, connect the green ground wire from the fixture to 
the green ground screw provided on the Mounting Plate (B).  

8. Tuck these wire connections neatly into the outlet box, align the four screws 
pre-assembled on the Mounting Plate (B) with the corresponding four holes of 
the Canopy (F), secure the Canopy (F) with the Cylinder Nuts (M) until the 
fixture is secured to the ceiling. 

9. Install the proper light bulbs (L) (not included) in accordance with the fixture’s 

specification (DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 
10. Install the Glass Shades (K) onto sockets. 
11. Installation is completed. Turn on the power at the circuit breaker or fuse box. 

Turn the light switch to activate the fixture. 

parts enclosed: 

ANDREAS BRONZE 54" RECT CHANDELIER 6610031H608 

ANDREAS BRASS 54” RECT CHANDELIER 6610031H609 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the junction 

box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 

the fixture with a Wire Connector (H), and wrap this connector with electrical 
tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 5LT LINEAR CHANDELIER 6610031H119 

ANDREAS BRASS 5LT LINEAR CHANDELIER 6610031H332 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Top rings (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire 

on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 7 LT LINEAR CHANDELIER 6610031H120 

ANDREAS BRASS 7 LT LINEAR CHANDELIER 6610031H333
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), 

Quick links (K), Chains (M); the wires will come out on the backside of Canopy 

(F).  
4. Assemble Pipes (O), Top rings (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop 

in Support cable (A) and install into the previously drilled pilot hole in side 
of the junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with electrical 
tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE 10 LT CHANDELIER 6610031H117 

ANDREAS BRASS 10 LT CHANDELIER 6610031H330 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Pull the wires through Threaded Nipples (P), Pipes (O), Top rings (N), 

Quick links (K), Chains (M) and Canopy (F).  
4. Assemble Pipes (O), Top rings (N), Quick links (K), Chains (M) and 

Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of 
the junction box. 

7. Screw Threaded Nipple (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box.
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Mounting Plate (D) with a 
screw. 

10. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (H) and wrap this connector with 
electrical tape. 

11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 

care instructions: 
Do not use polishes or cleaners on your chandelier.  

WIPE WITH A CLEAN SOFT CLOTH.

parts enclosed: 

ANDREAS BRONZE 12 LT CHANDELIER 6610031H118 

ANDREAS BRASS 12 LT CHANDELIER 6610031H331 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of two 5- 

watt Type T LED lightbulb (60-watt incandescent bulb equivalent) for this 
fixture. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the lamp will be installed. 
3. Insert the Backplate Screws (D) into the Mounting Plate (C) and tighten with 

the Hex Nuts (E) provided on the Backplate Screws (D). 
4. Attach the Mounting Plate (C) to outlet box using the Mounting Screws (B), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (C) marked 
‘‘GND’’ is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (C).  

7. Tuck these wire connections neatly into the outlet box, place the Backplate 
(F) over the Mounting Plate (C) and align the two holes on the Backplate (F) 
with the Backplate Screws (D), secure the Backplate (F) with the Cylinder 
Nuts (H) until the fixture is secured to the wall. 

8. Loose the Shade Caps (G) by unscrewing the Threaded Joints (J), put the 
sockets into the Glass Shades (K) according to the diagram and secure the 
Shade Caps (G) in place by screwing the Threaded Joints (J). 

9. Install the proper light bulb (I) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING) by 
using the Clamp (L). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

ANDREAS BRONZE DOUBLE SCONCE 6610031H336 

ANDREAS BRASS DOUBLE SCONCE 6610031H337 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of three 

5- watt Type T9 LED lightbulb (60-watt incandescent bulb equivalent) for 
this fixture. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Insert the Canopy Screws (D) into the Mounting Plate (C) and tighten with 

the Hex Nuts provided on the Canopy Screw (D). 
4. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(B), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

5. Loose the Shade Caps (H) by unscrewing the Threaded Joints (G), put 
the fixture Sockets (K) into the Glass Shades (I) and secure the Shade 
Caps (H) in place by screwing the Threaded Joints (G). 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

8. Tuck these wire connections neatly into the outlet box, place the Canopy 
(E) over the Mounting Plate (C) and align the two holes on the Canopy 
(E) with the Canopy Screws (D), secure the Canopy (E) with the Cylinder 
Nuts (F) until the fixture is secured to the ceiling. 

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING).

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

ANDREAS BRONZE FLUSHMOUNT 6610031H338 

ANDREAS BRASS FLUSHMOUNT 6610031H339 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires though Threaded Nipples (L), Pipes (K), Top rings (J), 

Quick links (H);  the  wires  will  come  out  on  the  backside  of  Canopy  (D). 

Assemble  Threaded Nipples (L), Pipes (K), Top rings (J), Quick links (H) 
and Canopy (D) together. 

4. Insert Screws (B) into Round mounting plate (A) with Hex nuts (C). 
5. Install Round mounting plate (A) to outlet box using Mounting screws (F). 
6. Pull wire from ceiling outlet box, and attach ground wire (usually green of 

bare wire) from ceiling box to ground wire on Round mounting plate (A) 
with a screw. 

7. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (G) and wrap this connector with electrical 
tape. 

8. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (G), and wrap this connector with 
electrical tape. 

9. Attach Canopy (D) onto ceiling and secure tightly using Cylinder nuts (E). 
10. Unscrew the Threaded joint (M) over the Shade cap (N) and move up 

Shade cap (N). Put the fixture socket (O) into the Shade hole (P) and 
screw the threaded joint (M) with the shade cap (N).  

11. Screw Bulb (Q) onto the pendant. 
12. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE PENDANT 6610031H121 

ANDREAS BRASS PENDANT 6610031H334
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Insert Screws (A) into Round mounting plate (B) with Hex nuts (D). 
4. Install Round mounting plate (B) to outlet box using Mounting screws 

(C). 
5. Pull wire from ceiling outlet box, and attach ground wire (usually green 

of bare wire) from ceiling box to ground wire on Round mounting plate 
(B) with a screw. 

6. Attach positive wire from ceiling (usually black or smooth) to positive 
wire on fixture with a Wire Connector (E) and wrap this connector with 
electrical tape. 

7. Attach neutral wire from ceiling box (usually white or ribbed) with 
neutral wire on the fixture with a Wire Connector (E), and wrap this 
connector with electrical tape. 

8. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nuts 
(H). 

9. Assemble Bulb (J) and screw Shade (I) onto Socket (G). 
10. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your wall sconce. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRONZE WALL SCONCE 6610031H122 

ANDREAS BRASS WALL SCONCE 6610031H335 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the junction 

box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 

the fixture with a Wire Connector (H), and wrap this connector with electrical 
tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRZ 5LT LINEAR CHANDELIER 6610031H119 

ANDREAS BRS 5LT LINEAR CHANDELIER 6610031H332 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Top rings (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire 

on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRZ 7 LT LINEAR CHANDELIER 6610031H120 

ANDREAS BRS 7 LT LINEAR CHANDELIER 6610031H333
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Chain loops (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Chain loops (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the junction 

box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire on 

the fixture with a Wire Connector (H), and wrap this connector with electrical 
tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRZ 5LT LINEAR CHANDELIER 6610031H119 

ANDREAS BRS 5LT LINEAR CHANDELIER 6610031H332 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Feed the wires through Threaded tubes (P), Pipes (O), Top rings (N), Quick 

links (K), Chains (M); the wires will come out on the backside of Canopy (F).  
4. Assemble Threaded tubes (P), Pipes (O), Top rings (N), Quick links (K), 

Chains (M) and Canopy (F) together on Cover plates (Q). 
5. Using a 1/8 in. frill bit, drill a pilot hole for Support cable (A) inside of the 

junction box. 
6. Assemble Wood screw (C) into Steel flat washer (B) and through the loop in 

Support cable (A) and install into the previously drilled pilot hole in side of the 
junction box. 

7. Screw Threaded tube (I) and Hex nuts (J) onto the mounting plate (D).  
8. Install Mounting screws (E) through Mounting plate (D) to the junction box. 
9. Pull wire from ceiling outlet box, and attach ground wire (usually green of bare 

wire) from ceiling box to ground wire on Mounting Plate (D) with a screw. 
10. Attach positive wire from ceiling (usually black or smooth) to positive wire on 

fixture with a Wire Connector (H) and wrap this connector with electrical tape. 
11. Attach neutral wire from ceiling box (usually white or ribbed) with neutral wire 

on the fixture with a Wire Connector (H), and wrap this connector with 
electrical tape. 

12. Attach Canopy (F) onto ceiling and secure tightly using Cylinder nut (G). 
13. Assemble Bulbs (T) and put Shades (S) onto Sockets (R). 
14. Restore power to the junction box and test ceiling light fixture. 

 
care instructions: 
Do not use polishes or cleaners on your chandelier. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

ANDREAS BRZ 7 LT LINEAR CHANDELIER 6610031H120 

ANDREAS BRS 7 LT LINEAR CHANDELIER 6610031H333



 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Ball Nut 3 

N Pendant Body 1 
O Screw 3 

P Glass Shade 1 
Q Quick Link 1 

   
 
 
 
 
 
 
 
 
 

cautions: 
BEFORE INSTALLING CHANDELIER, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
 
important safety instructions: 
1. WE RECOMMEND INSTALLATION BY A LICENSED 

ELECTRICIAN. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

chandelier. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture.  

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON FAMILIAR 
WITH THE CONSTRUCTION AND OPERATION OF 
THE PRODUCT AND THE HAZARDS INVOLVED. 

8. Save these instructions. 
 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off the chandelier and allow it to cool 
prior to replacing light bulbs. 

2. Do not touch the bulbs when the chandelier is turned 
on. Do not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
 
 
to assemble: 
Remove all parts and hardware from box along with any 
plastic protective packaging. Do not discard any contents 
until after assembly is complete to avoid accidentally 
discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Unscrew Ball Nut (M) from Pendant Body (N) and 

remove the Glass Shade (P).  
3. Attach the Mounting Bracket (B) onto the Ceiling Outlet 

Box using Mounting Screws (C). Tighten screws with a 
Screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex Nut 
(F) to the bottom of the Nipple (G). Put the Lock 
Washer(H) in before attaching the Screw Collar Loop (I) 
to the bottom end of the Nipple (G). 

5. Secure the top of Nipple (G) to the Mounting Bracket (B) 
with the Hex Nut (F), exposing approximately 2” of its 
thread.  

6. Pull out the fixtures 2 wire power cord and bare copper 
ground wire woven through the Chain (K) 
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7. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 

8. Connect Chain (K) to Screw Collar Loop (I) by using 
Quick Link (Q). Close the opening of Quick link by 
screwing the nut clockwise. 

9. Gently pull existing Ground, Hot, and Neutral Junction 
Box Wires down from the Ceiling Junction Box and allow 
them to hang 

10. Carefully inspect the chandelier’s fixture wires. The 
Neutral Fixture Wire is ribbed. The Hot Fixture Wire is 
smooth, and the Ground Fixture Wire is in copper. 

11. Attach the Ground Wire from the fixture to the Ground 
Junction Box Wire; It usually has green insulation 
around it or is bare wire. Fasten them together with a 
Wire Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands are 
exposed. If Ceiling Outlet Junction Box does not have a 
Ground Junction Box Wire, insert the Ground Screw (D) 
into the Mounting Bracket (B) where it’s marked 
“Ground”, facing down and wrap the fixture’s ground 
wire around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp Ground Fixture Wire between the 
head of Ground Screw (D) and Mounting Bracket (B). IT 
IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

12. Connect the Neutral Fixture Wire to the Neutral Junction 
Box Wire; it usually has white insulation around it. 
Fasten them together with a plastic Wire Connector (A) 
and wrap the connection with electrical tape. Make sure 
that no wire strands are exposed. 

13. Connect the Hot Fixture Wire to Hot Junction Box Wire; 
it usually has black insulation around it. Fasten them 
together with a plastic Wire Connector (A) and wrap the 
connection with electrical tape. Make sure that no wire 
strands are exposed. Do not reverse the hot and neutral 
connections or safety will be compromised. 

14. Gently tuck the wire connections neatly into the Ceiling 
Outlet Junction Box. 

15. Place the Canopy (E) over the Ceiling Outlet Junction 
Box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Insert ONE (1) 40-Watt maximum Type A standard 
medium base incandescent light bulb (not included) or 
ONE (1) 9-watt maximum compact fluorescent light bulb 
(not included) or ONE (1) 6-watt maximum LED light 
bulb (not included) into the socket. DO NOT EXCEED 
SPECIFIED WATTAGE. 

17. Attach Glass Shade (P) onto the Pendant Body (N) by 
tightening the Ball Nut (M). IMPORTANT: Adjust the 
orientation of Glass Shade (P) until all 3 screws (O) at 
the top of Glass Shade (P) align with 3 holes on the 
cross bar of Pendant Body (N). Tighten the Ball Nut (M) 
to ensure Glass shade (P) and Pendant Body (N) are 
firmly attached together.  

18. Restore power to junction box and test the fixture. 
19. Installation is now complete. 
 
 
 
 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the 
chandelier’s finish. 
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91230L360F ANTOINETTE TABLE LAMP FINIAL
     ANTQ BRASS FINIAL

A PT-ANTOINT PART

LIGHTING 91230L360H ANTOINETTE TABLE LAMP HARP
     8" ANTQ BRASS HARP

A PT-ANTOINT PART

LIGHTING 91230L360SH ANTOINETTE TABLE LAMP SHADE
     ANTQ BEIGE SHADE REPLACEMENT

A PT-ANTOINT

PARTS INVENTORY



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO CHANDELIER
662036H1283

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws
(J).The screws should be screwed into holes at the top,tip
of the arms.
4. Link the tubes (E)(F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves(not included) to install the G9 LED
bulbs on the sockets and then install the glass shades ( H)
on the sockets.There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036H128R2 APOLLO CHAND 15.75" ROD

     HANGING ROD 15.75
A PT-APOLLO PART

LIGHTING 912036ROD1 APOLLO CHAND 7.9" ROD
     HANGING ROD 7.9

A PT-APOLLO PART

LIGHTING 912036G9BULB APOLLO CHAND DIM G9 BULB
     DIMMABLE G9 2W LED BULB

A PT-APOLLO PART

LIGHTING 912036H128C APOLLO CHAND SLOPE CONNECTOR
     CONNECTING HARDWARE FOR SLOPE

A PT-APOLLO PART

LIGHTING 912036H128CN APOLLO CHANDELIER CANOPY
     CANOPY WITH HARDWARE

A PT-APOLLO PART

LIGHTING 912036H128S APOLLO CHANDELIER GLASS SHADE
     ROUND GLASS SHADE

A PT-APOLLO

LIGHTING 912036H128B APOLLO CHANDELIER LED BULB
     G9 2W LED BULB

D PT-APOLLO PART

LIGHTING 912036L214D ARC FLOOR LAMP DIFFUSER
     19.7" ACRYLIC DIFFUSER

A PT-APOLLO PART

LIGHTING 912036L214F ARC FLR LAMP GLASS FINIAL BRNZ
     1.6" GLASS FINIAL BRONZE

A PT-APOLLO PART

LIGHTING 912036L216F ARC FLR LAMP GLASS FINIAL BRS
     1.6" GLASS FINIAL BRASS

A PT-APOLLO PART

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRASS 12-LT CHANDELIER
662036H415

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws (J).
The screws should be screwed into holes at the top, tip of
the arms.
4. Link the tubes (E) (F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves (not included) to install the G9 LED
bulbs on the sockets and then install the glass shades (H)
on the sockets. There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRASS 15-LT CHANDELIER
662036H352

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws
(J).The screws should be screwed into holes at the top,tip
of the arms.
4. Link the tubes (E)(F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves(not included) to install the G9 LED
bulbs on the sockets and then install the glass shades ( H)
on the sockets.There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRASS 18-LT CHANDELIER
662036H353

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws
(J).The screws should be screwed into holes at the top,tip
of the arms.
4. Link the tubes (E)(F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves(not included) to install the G9 LED
bulbs on the sockets and then install the glass shades ( H)
on the sockets.There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRASS FLUSHMOUNT
662036H578

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the ceiling base
(D) by loosening the screws (F).
3. Affix the mounting bracket (C) on the outlet box with the
screws.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A) , push the
canopy (D) on the ceiling base (C) and then affix it with
screws (F).
6. Please put on gloves to install the G9 LED bulbs (not
including) on the sockets and then install the glass shades
(G) on the sockets. There is a small hole in the glass globe
to dissipate heat.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRONZE 12-LT CHANDELIER
662036H414

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws (J).
The screws should be screwed into holes at the top, tip of
the arms.
4. Link the tubes (E) (F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves (not included) to install the G9 LED
bulbs on the sockets and then install the glass shades (H)
on the sockets. There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRONZE 18-LT CHANDELIER
662036H351

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws
(J).The screws should be screwed into holes at the top,tip
of the arms.
4. Link the tubes (E)(F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves(not included) to install the G9 LED
bulbs on the sockets and then install the glass shades ( H)
on the sockets.There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO BRONZE FLUSHMOUNT
662036H577

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the ceiling base
(D) by loosening the screws (F).
3. Affix the mounting bracket (C) on the outlet box with the
screws.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A) , push the
canopy (D) on the ceiling base (C) and then affix it with
screws (F).
6. Please put on gloves to install the G9 LED bulbs (not
including) on the sockets and then install the glass shades
(G) on the sockets. There is a small hole in the glass globe
to dissipate heat.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Do not to touch the included bulbs.Please put on gloves
(not included) when clean the glass shades.Clean with a
dry, soft cloth only. Use no harsh abrasives or chemical
agents.

APOLLO CHANDELIER
662036H1283

If the chandelier is installed on a sloping roof, please
replace the screw nipple (L) with the part (K).

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Affix the arms (I) to the box and secure with screws
(J).The screws should be screwed into holes at the top,tip
of the arms.
4. Link the tubes (E)(F) together (you need link them
according the height you want) and thread the linked pipe to
the fixture body.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
9. Please put on gloves(not included) to install the G9 LED
bulbs on the sockets and then install the glass shades ( H)
on the sockets.There is a small hole in the glass globe to
dissipate heat.
10.Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRASS DRUM SHADE KIT
662036H216KT

1. Carefully remove all parts from the box.
2. Assemble center poles (A), (C) and (E) together with
lock screws (B) and (D).
3. Install the assembled center pole on the screw nipple
(F) located on the marble base (G).
4. Unscrew the threaded collar (J) from the socket (H).
Assemble the shade (I) on the socket (H) and secure it
with the threaded collar (J).
5. Install the bulb (not included).
6. Assemble the diffuser (K) by twisting the threaded
sphere (L) onto the decorative finial (M). Insert the diffuser
(K) into position at the bottom of the shade (I) with
decorative finial (M) exposed and threaded sphere (L)
concealed in the shade.
7. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRASS GLASS SHADE KIT
662036H215KT

1. Carefully remove all parts from the box.
2. Assemble center poles (A), (C) and (E) together with
lock screws (B) and (D).
3. Install the assembled center pole on the screw nipple
(F) located on the marble base (G).
4. Install the bulb (not included) on the socket. Fix the
glass shade (J) using the screws (I) according to the
illustration.
5. Pull the wire out as you adjust the height downward.
6. Plug the lamp into the wall outlet.



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 913303L0571K ARC FLOOR LAMP KNOB

     BLACK KNOB
D PT-ARC PART

LIGHTING 912036114D ARC LAMP DIFFUSER REPLACEMENT
     ACRYLIC DIFFUSER

A PT-ARC PART

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRASS DRUM SHADE KIT
662036L16KT2

1. Carefully remove all parts from the box.
2. Use the washer (K) and screw (L) on the screw pipe (F)
to fix the pole (E) on the marble base (G) firmly with the
provided wrench (M) according to the illustration, and then
peel off the yellow paper on the flannelette (H) and adhere
it to the bottom marble base (G). NOTE: please put the
outlet hole in the right orientation to the marble base (G)
according to the illustration.
3. Link the pipes (A) (C) (E) together with the lock screws
(B) and (D).
4. Unscrew the lock collar (J) on the socket (N) and then
put the shade (I) on the socket (N) and secure it with lock
collar (J) again.
5. Install the bulb (not included) on the socket (N). If
diffuser is preferred, install the acrylic plate (O) in the
bottom of the shade (I) according to the illustration.
6. Pull the wire out as you adjust the height downward.
7. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRASS GLASS SHADE KIT
662036L15KT2

1. Carefully remove all parts from the box.
2. Use the washer (K) and screw (L) on the screw pipe (F)
to fix the pole (E) on the marble base (G) firmly with the
provided wrench (M) according to the illustration, and then
peel off the yellow paper on the flannelette (H) and adhere
it to the bottom marble base (G). NOTE: please put the
outlet hole in the right orientation to the marble base (G)
according to the illustration.
3. Link the poles (A) (C) (E) together with the lock screws
(B) and (D).
4. Install the bulb (not included) on the socket, fix the glass
shade (J) with the screws (I) according to the illustration.
5. Pull the wire out as you adjust the height downward.
6. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRONZE DRUM SHADE KIT
662036L14KT2

1. Carefully remove all parts from the box.
2. Use the washer (K) and screw (L) on the screw pipe (F)
to fix the pole (E) on the marble base (G) firmly with the
provided wrench (M) according to the illustration, and then
peel off the yellow paper on the flannelette (H) and adhere
it to the bottom marble base (G). NOTE: please put the
outlet hole in the right orientation to the marble base (G)
according to the illustration.
3. Link the pipes (A) (C) (E) together with the lock screws
(B) and (D).
4. Unscrew the lock collar (J) on the socket (N) and then
put the shade (I) on the socket (N) and secure it with lock
collar (J) again.
5. Install the bulb (not included) on the socket (N). If
diffuser is preferred, install the acrylic plate (O) in the
bottom of the shade (I) according to the illustration.
6. Pull the wire out as you adjust the height downward.
7. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the
recommended wattage for this fixture.
3. When adjusting lamp height, ensure excess electrical
cord is not lodged inside pole by cautiously pulling
excess cord through cord exit near base of the lamp. We
recommend removing the shade when adjusting lamp
height to desired positioned.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ARC BRONZE GLASS SHADE KIT
662036L13KT2

1. Carefully remove all parts from the box.
2. Use the washer (K) and screw (L) on the screw pipe (F)
to fix the pole (E) on the marble base (G) firmly with the
provided wrench (M) according to the illustration, and then
peel off the yellow paper on the flannelette (H) and adhere
it to the bottom marble base (G). NOTE: please put the
outlet hole in the right orientation to the marble base (G)
according to the illustration.
3. Link the poles (A) (C) (E) together with the lock screws
(B) and (D).
4. Install the bulb (not included) on the socket, fix the glass
shade (J) with the screws (I) according to the illustration.
5. Pull the wire out as you adjust the height downward.
6. Plug the lamp into the wall outlet.

















parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.

ARCADIA FLOOR LAMP 

A - Shade
B - Arm with cord
C - Body
D - Base
E - Threaded rod with
spheres
F - Anchor hook
G - Allen wrenches
H - Screws for base
I - Screws for arm

Wattage: 7 watt led
Type socket: E26

Please follow detailed instructions on the following pages.

1. Attach body (C) to base (D) by tightening screws (H) with
large Allen wrench (G).
2. Assemble arm (B) using the following steps.
3. Attach anchor hook (F) to arm (B).
4. To insert thinner square tube of arm (B) into larger
square tube, place small screws (I) in the large tube.
5. Loosen cord locking screw with large Allen wrench (G).
6. Gently pull cord to allow thinner square tube of arm to
properly insert into the correct position.
7. Tighten cord locking screw with large Allen wrench (G).
8. Tighten arm screws (I) with small Allen wrench (G).
9. Remove one sphere from threaded rod (E).
10. Remove sleeve from threaded rod (E).
11. Insert threaded rod (E) in holes in arm (B).
12. - 13. Insert anchor hook (F) on body (C).
14. - 17. Connect body (C) to arm (B) using threaded rod
(E).
18. Remove threaded ring from socket.
19. Insert arm (B) and socket into hole on the side of the
shade (A).
20. Tighten threaded ring on socket.

Clean with dry soft cloth/brush only
Do not use water/alchool or any detergent



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.

ARCADIA FLOOR LAMP 

A - Shade
B - Arm with cord
C - Body
D - Base
E - Threaded rod with
spheres
F - Anchor hook
G - Allen wrenches
H - Screws for base
I - Screws for arm

Wattage: 7 watt led
Type socket: E26

Please follow detailed instructions on the following pages.

1. Attach body (C) to base (D) by tightening screws (H) with
large Allen wrench (G).
2. Assemble arm (B) using the following steps.
3. Attach anchor hook (F) to arm (B).
4. To insert thinner square tube of arm (B) into larger
square tube, place small screws (I) in the large tube.
5. Loosen cord locking screw with large Allen wrench (G).
6. Gently pull cord to allow thinner square tube of arm to
properly insert into the correct position.
7. Tighten cord locking screw with large Allen wrench (G).
8. Tighten arm screws (I) with small Allen wrench (G).
9. Remove one sphere from threaded rod (E).
10. Remove sleeve from threaded rod (E).
11. Insert threaded rod (E) in holes in arm (B).
12. - 13. Insert anchor hook (F) on body (C).
14. - 17. Connect body (C) to arm (B) using threaded rod
(E).
18. Remove threaded ring from socket.
19. Insert arm (B) and socket into hole on the side of the
shade (A).
20. Tighten threaded ring on socket.

Clean with dry soft cloth/brush only
Do not use water/alchool or any detergent



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

ARCHARD BRONZE TABLE LAMP

(C)

UL NO: E310644, UL RATING: DRY, MAX LED WATTAGE:12W

3.

4.
(C)

(A)

(B)

ARCHARD BRASS TABLE LAMP



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

ARCHARD BRONZE TABLE LAMP

(C)

UL NO: E310644, UL RATING: DRY, MAX LED WATTAGE:12W

3.

4.
(C)

(A)

(B)



Parts Enclosed:

A) Finial
B) Harp
C) Saddle 
D) Knob
E) Acrylic Legs (E1,E2,E3)
F) Metal Cuffs (F1,F2,F3)

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.    

2. Turn OFF the power to the circuit breaker where the lamp will  
be installed.    

3. Gently tighten E1,E2,E3 in clockwise direction Acrylic Legs ( ) to 
    on the Metal Cuffs (F1,F2,F3) until it secure.
4 ( C). Attach the Harp (B) to the Saddle 
5 S  h  . Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
6. Lamp height can be adjusted with the help of Knob (D).
. Restore the power to the circuit breaker and test lamp fixture.7

DO NOT use polishes or cleaners on your lamp.
ipe with soft, lint free cloth.W

 

(A)

(B)

(E1) (E2) (E3)

(F1) (F2) (F3)
 ( C)

 (D)

662889L673B ARIANA BR FLOOR LAMP BASE



Parts Enclosed:

A) Finial
B) Harp
C) S  addle
D) Knob
E) Acrylic Legs (E1,E2,E3)
F) Cuffs (F1,F2,F3)Metal 

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.    

2. Turn OFF the power to the circuit breaker where the lamp will  
be installed.    

3. Gently tighten E1,E2,E3 in clockwise direction Acrylic Legs ( ) to 
    on the Metal Cuffs (F1,F2,F3) until it secure.
4 ( C). Attach the Harp (B) to the Saddle 
5 S  h  . Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
6. Lamp height can be adjusted with the help of Knob (D).
. Restore the power to the circuit breaker and test lamp fixture.7

DO NOT use polishes or cleaners on your lamp.
ipe with soft, lint free cloth.W

 

(A)

 ( C)

(B)

(D)

(E1) (E2) (E3)

(F1) (F2) (F3)

662889L671B ARIANA BR TABLE LAMP BASE



Parts Enclosed:

A) Finial
B) Harp
C) Saddle 
D) Knob
E) Acrylic Legs (E1,E2,E3)
F) Metal Cuffs (F1,F2,F3)

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.    

2. Turn OFF the power to the circuit breaker where the lamp will  
be installed.    

3. Gently tighten E1,E2,E3 in clockwise direction Acrylic Legs ( ) to 
    on the Metal Cuffs (F1,F2,F3) until it secure.
4 ( C). Attach the Harp (B) to the Saddle 
5 S  h  . Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
6. Lamp height can be adjusted with the help of Knob (D).
. Restore the power to the circuit breaker and test lamp fixture.7

DO NOT use polishes or cleaners on your lamp.
ipe with soft, lint free cloth.W

 

(A)

(B)

(E1) (E2) (E3)

(F1) (F2) (F3)
 ( C)

 (D)

662889L674B ARIANA NK FLOOR LAMP BASE



Parts Enclosed:

A) Finial
B) Harp
C) S  addle
D) Knob
E) Acrylic Legs (E1,E2,E3)
F) Cuffs (F1,F2,F3)Metal 

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.    

2. Turn OFF the power to the circuit breaker where the lamp will  
be installed.    

3. Gently tighten E1,E2,E3 in clockwise direction Acrylic Legs ( ) to 
    on the Metal Cuffs (F1,F2,F3) until it secure.
4 ( C). Attach the Harp (B) to the Saddle 
5 S  h  . Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
6. Lamp height can be adjusted with the help of Knob (D).
. Restore the power to the circuit breaker and test lamp fixture.7

DO NOT use polishes or cleaners on your lamp.
ipe with soft, lint free cloth.W

 

(A)

 ( C)

(B)

(D)

(E1) (E2) (E3)

(F1) (F2) (F3)

662889L672B ARIANA NK TABLE LAMP BASE



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

B-10

2X40WUL NO: E491659 UL RATING:DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X B-10 (NOT INCLUDED)

BOUILOTTE 2-LIGHT SCONCE - SATIN BLACK

A. Shade (2)
B. Socket Ring (1)

BLACK PLATE

A.

B.

C.

C. Socket (1)

2

A. Shade (2)
B. Socket Cover 
C. Socket Cover Ring

B

C

.

5. Attach shade (A) to socket cover (B) by removing
socket cover ring (C) re fix socket cover ring (C)
after shade attached.

6. Restore power to the circuit breaker and test wall 
    sconce.

ARNO BLACK WALL SCONCE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

Do not polishes or cleaners on your lamp. Wipe with soft, lint 
free cloth.

ARNO BLACK 2-LT SCONCE

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE: 4-5W
BULB: 2 X B-10 (NOT INCLUDED)

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade (A) to socket cover (B) by removing socket 
cover ring (C) re fix socket cover ring (C) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

DAMP,

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

ARNO BLACK 2-LT SCONCEARNO BLACK 2-LT SCONCE

DO NOT use polishes or cleaners on your lamp. Wipe with soft, 
lint free cloth.



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

1/2



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:

2/2

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

L. Shade (4)

ARNO WHITE 4-LT CHANDELIER

4x40W

4

ARNO BLACK 4-LT CHANDELIER

  1/2



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.

  2/2



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

B-10

2X40WUL NO: E491659 UL RATING:DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X B-10 (NOT INCLUDED)

BOUILOTTE 2-LIGHT SCONCE - SATIN BLACK

A. Shade (2)
B. Socket Ring (1)

BLACK PLATE

A.

B.

C.

C. Socket (1)

BOUILOTTE 2-LIGHT SCONCE - SATIN IVORY

140 W

BOUILOTTE SINGLE SCONCE - SATIN BLACK

A. Shade (1)
B. Socket Ring (1)
C. Socket (1)

BACK PLATE
C.

A.

B.

A. Shade (1)
B. Socket Cover 
C. Socket Cover Ring

B

C

40 W

5. Attach shade (A) to socket cover (B) by removing socket 
    cover ring (C) re fix socket cover ring (C) after shade
    attached.

6. Restore power to the circuit breaker and test wall sconce.

.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

Do not use polishes or cleaners on your lamp. Wipe with soft,
lint free cloth.

ARNO WHITE WALL SCONCE

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE: 4-5W
BULB: 2 X B-10 (NOT INCLUDED)

ARNO BLACK WALL SCONCE

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X B-10 (NOT INCLUDED)

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade (A) to socket cover (B) by removing socket 
cover ring (C) re fix socket cover ring (C) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

ARNO BLACK WALL SCONCE

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

ARNO BLACK WALL SCONCEARNO BLACK WALL SCONCE

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

B-10

2X40WUL NO: E491659 UL RATING:DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X B-10 (NOT INCLUDED)

BOUILOTTE 2-LIGHT SCONCE - SATIN BLACK

A. Shade (2)
B. Socket Ring (1)

BLACK PLATE

A.

B.

C.

C. Socket (1)

2

A. Shade (2)
B. Socket Cover 
C. Socket Cover Ring

B

C

.

5. Attach shade (A) to socket cover (B) by removing
socket cover ring (C) re fix socket cover ring (C)
after shade attached.

6. Restore power to the circuit breaker and test wall 
    sconce.

ARNO BLACK WALL SCONCE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

Do not polishes or cleaners on your lamp. Wipe with soft, lint 
free cloth.

ARNO WHITE 2-LT SCONCE

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE: 4-5W
BULB: 2 X B-10 (NOT INCLUDED)

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade (A) to socket cover (B) by removing socket 
cover ring (C) re fix socket cover ring (C) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

ARNO WHITE 2-LT SCONCEARNO WHITE 2-LT SCONCE

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

1/2



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.

  2/2



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

L. Shade (4)

ARNO WHITE 4-LT CHANDELIER

4x40W

4

1/2



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.

2/2



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

B-10

2X40WUL NO: E491659 UL RATING:DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X B-10 (NOT INCLUDED)

BOUILOTTE 2-LIGHT SCONCE - SATIN BLACK

A. Shade (2)
B. Socket Ring (1)

BLACK PLATE

A.

B.

C.

C. Socket (1)

BOUILOTTE 2-LIGHT SCONCE - SATIN IVORY

140 W

BOUILOTTE SINGLE SCONCE - SATIN BLACK

A. Shade (1)
B. Socket Ring (1)
C. Socket (1)

BACK PLATE
C.

A.

B.

A. Shade (1)
B. Socket Cover 
C. Socket Cover Ring

B

C

40 W

5. Attach shade (A) to socket cover (B) by removing socket 
    cover ring (C) re fix socket cover ring (C) after shade
    attached.

6. Restore power to the circuit breaker and test wall sconce.

.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

Do not use polishes or cleaners on your lamp. Wipe with soft,
lint free cloth.

ARNO WHITE WALL SCONCE

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE: 4-5W
BULB: 2 X B-10 (NOT INCLUDED)

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 4-5W
BULB: 1 X B-10 (NOT INCLUDED)

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade (A) to socket cover (B) by removing socket 
cover ring (C) re fix socket cover ring (C) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

ARNO WHITE WALL SCONCEARNO WHITE WALL SCONCE

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.
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(L) Glass Shade

A

C
D

E

F

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

Mounting Screw

DIAGRAM DESCRIPTION QTY

2

1

Wire Connectors

1

4x12"

Mounting Plate

3

2Nut

(I)

1

1Canopy

1

Pipes

(J)

Pivot Plate

G

Lock Collar

4x6"

4x18"

I

J

Decorative Tube

K

1

(K)

Ornament

(M) 2Screws with Hex Nut

Light Bulb (not included) 4

4

B
M

H

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage for this fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the power cord as a bad 

connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off fixture and 

allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. Keep flammable 

materials away from lit bulb. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed  
2. Carefully remove all parts from the box and remove all plastic coverings. Take care

not to lose any small parts. 
3. Determine the desired hanging height, then connect suitable numbers of Pipes (H) to

achieve the desired hanging height. Install Decorative Tube (I) then Ornament (J) onto
the fixture. 

4. Insert the Screws (M) into the remaining holes on the Mounting Plate (C) and tighten
with the Hex Nuts provided on the Screw (M).. 

5. Attach the Mounting Plate (C) to outlet box using the Mounting Screws (B) and tighten
them with a screwdriver. Ensure the side of the Mounting Plate (C) marked ‘‘GND’’ is
facing out. 

6. Attach the Pivot Plate (D) to the Mounting Plate (C) by aligning the holes on the Pivo
Plate (D) with the Screws (M) on the Mounting Plate (C) and secure the Mounting
Screws with Nuts (E) onto the Pivot Plate (D). 

7. While holding the fixture, connect the black wire from fixture to the hot wire (usually
black or smooth) from the outlet box using a wire connector (A). Connect the white
wire from fixture to the neutral wire (usually white or ribbed) from the outlet box using
a wire connector (A). DO NOT REVERSE THE HOT AND NEUTRAL WIRE
CONNECTIONS; OTHERWISE, SAFETY WILL BE COMPROMISED. 

8. If the outlet box has a ground wire (green or bare copper), connect the green ground
wire from the fixture to it using a wire connector (A). If the outlet box does not have a
ground wire, connect the green ground wire from the fixture to the green ground screw
provided on the Mounting Plate (C).  

9. Tuck these wire connections neatly into the outlet box. Raise the Canopy (F) over the
Pivot Plate (D) and secure with Lock Collar (G). 

10. Install the proper Light Bulbs (K) (not included) in accordance with the fixture’

specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 
11. Install Glass Shades (L) over the sockets. 
12. Installation is completed. Turn on the power at the circuit breaker or fuse box. Turn the

light switch to activate the fixture. 

 

parts enclosed: 

  ARROW BRONZE CHANDELIER 6610031H317 

ARROW BRASS CHANDELIER 6610031H318 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 



 
   

  
 

 

D

C

E

BLACK
WHITE

GREEN
B

H

A

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)
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green ground screw

DIAGRAM DESCRIPTION QTY

1

Canopy Screws 2

Wire Connectors 3

Light Bulb (Not included)

Tool 1

Mounting Screw 2

1

1

1

Canopy

Socket

F

G

I

(I) Glass Shade 1

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage for this 
fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the power cord as a 

bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. Keep 

flammable materials away from lit bulb. 
 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed  
2. Carefully remove all parts from the box and remove all plastic coverings. Take 

care not to lose any small parts. 
3. Determine the desired hanging height, unlock the screw at the Canopy (E) 

using Tool (H), pull the wire gently to desired length, and tighten the screw 
using Tool (H).  

4. Attach the Mounting Plate (C) to outlet box using the Mounting Screws (A) 
and tighten the Mounting Screws (A) with a screwdriver. Ensure the side of 
the Mounting Plate (C) marked ‘‘GND’’ is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (B). 
Connect the white wire from fixture to the neutral wire (usually white or ribbed) 
from the outlet box using a wire connector (B). DO NOT REVERSE THE HOT 
AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

6. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (B). If the outlet box 
does not have a ground wire, connect the green ground wire from the fixture 
to the green ground screw provided on the Mounting Plate (C).  

7. Tuck these wire connections neatly into the outlet box, place the Canopy (E) 
over the Mounting Plate (C), secure the canopy with the Canopy Screws (D).  

8. Install the Light Bulb (G) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING) onto 
the Socket (F). 

9. Screw Glass Shade (I) over Socket (F) 
10. Installation is completed. Turn on the power at the circuit breaker or fuse box. 

Turn the light switch to activate the fixture. 

parts enclosed: 

ARROW BRONZE PENDANT 6610031H319 

ARROW BRASS PENDANT 6610031H320 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.



B7262 2LT VANITY INSTALLATION INSTRUCTIONS

WARNING
DISCONNECT POWER BEFORE RE-LAMPING OR WIRING THE FIXTURE

READ ALL INSTRUCTIONS COMPLETELY BEFORE STARTING INSTALLATION.

CAUTION
· TO AVOID THE RISK OF FIRE OR SHOCK, FIXTURE MUST BE INSTALLED IN COMPLIANCE WITH

ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL/BUILDING CODES.

· INSTALLATION AND MAINTENANCE OF THIS UNIT REQUIRES AN ELECTRICIAN OR
CERTIFIED FACTORY TRAINED TECHNICIAN.

· If an existing fixture is being replaced, remove it and note to which of the wires in the junction box the fixture was attached.
DO NOT SEPARATE ANY OTHER WIRES THAT MAY BE IN THE BOX. DO NOT DAMAGE THE INSULATION OF OLDER WIRING.
In regular circumstances the BLACK wire will be the "Hot" lead and the WHITE wire will be the "Neutral" or "Common" lead
A GREEN or BARE COPPER wire is the "Ground". In older buildings it is always good practice to reconfirm the polarity of the wiring.

Page 1 of 3

NOTICE:
CALIFORNIA PROP 65: THIS LIGHTING FIXTURE CONTAINS CHEMICALS KNOWN TO THE STATE OF CALIFORNIA TO
CAUSE CANCER, BIRTH DEFECTS, AND/OR OTHER REPRODUCTIVE HARM. WASH HANDS AFTER USE.

JUNCTION BOX

MOUNTING RING
WITH WING

MOUNTNG SCREW

FIGURE-01

NOTICE
· The important safeguards and instructions outlined on this sheet cannot cover all possible conditions and situations that

may occur. it must be understood that common sense, caution and care factors that cannot be built into any product.
Caution and care must be supplied by the person(s) installing, operating and caring of this lighting fixture.

· This fixture is designed to be mounted on a correctly installed standard round or octagon box or a through wiring box
with a plaster frame. The box must be securely mounted to the structure of the building. The mounting ring and hardware
supplied should be used. directly mounting the fixture to the junction box may make it impossible to correctly align the fixture.

GREEN SCREW

WALL

FIXTURE PREPARATION
1. Remove the fixture, parts and parts bag(s) from the carton.

 NOTICE:
· Before discarding the carton, double check to

make certain that all parts are found.

FIXTURE INSTALLATION
1. Attach the mounting ring with wing to the juntion box using mounting screw. (the
    green screw should face out). (See Figure 01)

3. Fasten the white fixture lead to the white wire in the junction box.
Fasten the wires together with an approved fastener (wire nut). Starting about
1" below the fastener, tightly wrap the connection with electrical tape so that the
connections seals the end of the fastener.

WARNING
 Never fasten the ground wire to the black or "hot" wire!
 Failure to follow this instruction could result in serious injury or death!

2. Fasten the ground wire to the green or bare copper wire  in the junction box to
the green screw on the mounting ring with wing.



Page 2 of 3

FIGURE-02

FIGURE-03

Approved fastener ( wire nut )

Electrical tape

WARNING
      Make sure that there is no exposed wire or strands
       that could cause a dangerous short circuit!

4. Connect the black fixture lead to the black wire
in the junction box. Fasten the joined wires as in step 3.

5. Attach the the backplate to the mounting ring with wing and secure it with
flat head screw (See Figure 02).

6. Place the  LED into the socket of the fixture.

 NOTICE:
This fixture is rated for 4w LED.

WARNING

DO NOT EXCEED RECOMMENDED WATTAGE!

8. Restore power to the circuit breaker or fuse box.

7. Install the glass diffuser into place. (See Figure 03)

FLAT HEAD SCREW

BACK PLATE

GLASS DIFFUSER

WATTAGE LABEL
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1 R-HY41-BKP BACK PLATE
2 R-HY41-ESK SOCKET
3 R-HY41-GLS GLASS

1

3

2



B7263 NOMAD 3LT VANITY INSTALLATION INSTRUCTIONS

WARNING
DISCONNECT POWER BEFORE RE-LAMPING OR WIRING THE FIXTURE

READ ALL INSTRUCTIONS COMPLETELY BEFORE STARTING INSTALLATION.

CAUTION
· TO AVOID THE RISK OF FIRE OR SHOCK, FIXTURE MUST BE INSTALLED IN COMPLIANCE WITH

ALL APPLICABLE NATIONAL AND LOCAL ELECTRICAL/BUILDING CODES.

· INSTALLATION AND MAINTENANCE OF THIS UNIT REQUIRES AN ELECTRICIAN OR
CERTIFIED FACTORY TRAINED TECHNICIAN.

· If an existing fixture is being replaced, remove it and note to which of the wires in the junction box the fixture was attached.
DO NOT SEPARATE ANY OTHER WIRES THAT MAY BE IN THE BOX. DO NOT DAMAGE THE INSULATION OF OLDER WIRING.
In regular circumstances the BLACK wire will be the "Hot" lead and the WHITE wire will be the "Neutral" or "Common" lead
A GREEN or BARE COPPER wire is the "Ground". In older buildings it is always good practice to reconfirm the polarity of the wiring.

Page 1 of 3

NOTICE:
CALIFORNIA PROP 65: THIS LIGHTING FIXTURE CONTAINS CHEMICALS KNOWN TO THE STATE OF CALIFORNIA TO
CAUSE CANCER, BIRTH DEFECTS, AND/OR OTHER REPRODUCTIVE HARM. WASH HANDS AFTER USE.

JUNCTION BOX

MOUNTING RING
WITH WING

MOUNTNG SCREW

FIGURE-01

NOTICE
· The important safeguards and instructions outlined on this sheet cannot cover all possible conditions and situations that

may occur. it must be understood that common sense, caution and care factors that cannot be built into any product.
Caution and care must be supplied by the person(s) installing, operating and caring of this lighting fixture.

· This fixture is designed to be mounted on a correctly installed standard round or octagon box or a through wiring box
with a plaster frame. The box must be securely mounted to the structure of the building. The mounting ring and hardware
supplied should be used. directly mounting the fixture to the junction box may make it impossible to correctly align the fixture.

GREEN SCREW

WALL

FIXTURE PREPARATION
1. Remove the fixture, parts and parts bag(s) from the carton.

 NOTICE:
· Before discarding the carton, double check to

make certain that all parts are found.

FIXTURE INSTALLATION
1. Attach the mounting ring with wing to the juntion box using mounting screw. (the
    green screw should face out). (See Figure 01)

3. Fasten the white fixture lead to the white wire in the junction box.
Fasten the wires together with an approved fastener (wire nut). Starting about
1" below the fastener, tightly wrap the connection with electrical tape so that the
connections seals the end of the fastener.

WARNING
 Never fasten the ground wire to the black or "hot" wire!
 Failure to follow this instruction could result in serious injury or death!

2. Fasten the ground wire to the green or bare copper wire  in the junction box to
the green screw on the mounting ring with wing.
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FIGURE-02

FIGURE-03

Approved fastener ( wire nut )

Electrical tape

                          WARNING
      Make sure that there is no exposed wire or strands
       that could cause a dangerous short circuit!

4. Connect the black fixture lead to the black wire
    in the junction box. Fasten the joined wires as in step 3.

5. Attach the the backplate to the mounting ring with wing and secure it with
    flat head screw (See Figure 02).

6. Place the  LED into the socket of the fixture.

      NOTICE:
                    This fixture is rated for 4w LED.

                          WARNING

DO NOT EXCEED RECOMMENDED WATTAGE!

8. Restore power to the circuit breaker or fuse box.

7. Install the glass diffuser into place. (See Figure 03)

FLAT HEAD SCREW

BACK PLATE

GLASS DIFFUSER

WATTAGE LABEL
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1 R-HY42-BKP BACK PLATE
2 R-HY42-ESK SOCKET
3 R-HY42-GLS GLASS

1

3

2

4

MOUNTING HRD4 R-HY42-HRD



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

AUBREY 5 LTS CHANDELIER 
NEW GREY W/SILVER
#66636H065

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 5 x 40W
type of socket: E12

N

O

P





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

AUBREY 8 LTS CHANDELIER
DM36''-NEW GREY W/SILVER 
#66636H071

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place.

- To replace the finial glass sphere (R) screw the 
finial ball in the threaded part of the chandelier bottom.

N

O

P

R
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BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

replacement parts assembly:

Clean with dry soft cloth/brush only.                         

Do not use water/alcohol or any detergent

wattage: 1 x 60W

type of socket: E26

AUBREY 1LT 

FLOOR LAMP-NEW GREY W/SILVER

#66636L072

- Insert the polarized plug in the polarized outlet.

- To replace the glass spheres w/rod (A) (B) (C) 

Insert wire clip into the hole on the iron frame. 

Bend the wire and secure it in place.

- Screw the sphere top finial (D) in the threaded 

rod on top of the lamp.

D

A

C

B



WARNING
– PORTABLE LAMP N. #65636L0434
– TO BE USED ONLY WITH SHADE MODEL N. #65636L0434
– ALWAYS USE AN OPEN-TOP AND OPEN-BOTTON SHADE, AND MAKE SURE THAT THE TOP AND 

THE BOTTOM DIAMETER IS AT LEAST 4 1/2 INCHES WIDE.
– MAKE SURE THAT THE HORIZONTAL DISTANCE FROM THE CENTRE OF THE BULB TO THE 

SHADE IS AT LEAST 2 1/2 INCHES.

MAX 60 WATT
TYPE B LAMP    MODEL N.#65636L0434

CAUTION
IMPORTANT SAFETY

INSTRUCTION
THIS  PORTABLE  LAMP HAS  A POLARIZED  PLUG  (ONE  BLADE  IS  WIDER  THAN  THE  OTHER).AS  A
FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A POLARIZED OUTLET
ONLY ONE WAY. IF THE PLUG STILL DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE PLUG. IF IT
STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN.NEVER USE WITH AN EXTENSION COR
UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG. IN CASE OF CHANGE OF THE
ARTICLE,  NOT  PREVIOUSLY  AUTHORIZED,  THE  UL  CERTIFICATION  WILL  BE  TERMINATED,
IMMEDIATELY.

ATTENTION

•  LAMPE PORTABLE N. #65636L0434
•  À UTILISER UNIQUEMENT AVEC LE MODÈLE SHADE N. #65636L0434
•  UTILISEZ TOUJOURS UNE TÔLE D'OUVERTURE ET D'OUVERTURE DE BOTTON ET ASSUREZ-

VOUS QUE LE DIAMÈTRE SUPÉRIEUR ET LE DIÉMETRE INFÉRIEUR EST D'AU MOINS 4 1/2 
POUCES DE LARGEUR.

• S'ASSURER QUE LA DISTANCE HORIZONTALE DU CENTRE DE L'AMPOULE VERS L'OMBRE EST 
AU MOINS 2 1/2 POUCES.

MAX 60 WATT
CATÉGORIE B LAMPE                              MODÈLE N. #65636L0434

AVERTISSEMENT
 IMPORTANTE

INSTRUCTION DE SÉCURITÉ
CETTE LAMPE PORTABLE A UNE FICHE POLARISÉE (UNE LAME EST PLUS LARGE QUE 
L'AUTRE).COMME CARACTÉRISTIQUE DE RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE. CETTE 
PLAQUE SERA FIXEE DANS UNE SORTIE POLARISEE UNIQUEMENT. SI LA FICHE N'EST PAS ENCORE EN
FONCTIONNEMENT INTEGREE DANS LA SORTIE, INVERSER LA FICHE. SI CELA NE S'APPLIQUE PAS, 
CONTACTEZ UN ÉLECTRICIEN QUALIFIÉ.
N'UTILISEZ JAMAIS AVEC UN COR EXTENSION, A MOINS QUE LA FICHE PEUT ÊTRE INSÉRÉE 
ENTIÈREMENT. NE PAS MODIFIER LA FICHE. EN CAS DE CHANGEMENT DE L'ARTICLE, NON AUTORISE'
PRECEDENT, LA CERTIFICAION UL SERA TERMINE', IMMÉDIATEMENT. 



- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L).
- Unscrew the locking plastic nut (P) from canopy (L).
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L).
- Tighten the locking plastic nut (P).
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

AUBREY LARGE RECTANGULAR
5 LTS CHANDELIER
#65636H0359

R S T





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H206CN AUBREY 14.5 CM CANOPY
     RUST FINISH CANOPY W/ HARDWARE

A PT-AUBREY PART

LIGHTING 91636H65CN AUBREY 14.5 CM SILVER CANOPY
     GREY SILV FINISH CANOPY W/ 
HARDWARE

A PT-AUBREY PART

LIGHTING 91636H359CN AUBREY 16.5 CM OVAL CANOPY
     RUST OVAL CANOPY W/ HARDWARE

A PT-AUBREY PART

LIGHTING 91636H74CN AUBREY 16.5CM OVAL SLVR CANOPY
     GREY SILV OVAL CANOPY W/ 
HARDWARE

A PT-AUBREY PART

LIGHTING 91636H206CH AUBREY 4 MM 12 FT CHAIN
     4 MM X 3.7 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H65CH AUBREY 4 MM 12 FT SILVER CHAIN
     4 MM X 3.7 MT GREY SILV FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H206CH6 AUBREY 4 MM 6 FT CHAIN
     4 MM X 1.8 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H65CH6 AUBREY 4 MM 6 FT SILVER CHAIN
     4 MM X 1.8 MT GREY SILV FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H361CH AUBREY 5 MM 12 FT CHAIN
     5 MM X 3.7 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H71CH AUBREY 5 MM 12 FT SILVER CHAIN
     5 MM X 3.7 MT GREY SILV FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H361CH6 AUBREY 5 MM 6 FT CHAIN
     5 MM X 1.8 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H71CH6 AUBREY 5 MM 6 FT SILVER CHAIN
     5 MM X 1.8 MT GREY SILV FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H206F AUBREY CHANDELIER GLASS FINIAL
     40 MM GLASS CHAND FINIAL

A PT-AUBREY PART

LIGHTING 91636L434F AUBREY FLOOR LAMP GLASS FINIAL
     40 MM GLASS LAMP FINIAL

A PT-AUBREY PART

LIGHTING 91636H206CRL AUBREY LARGE CRYSTAL W/ ROD
     40 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRL AUBREY LRG CRYSTAL W/ SLVR ROD
     40 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRM AUBREY MED CRYSTAL W/ SLVR ROD
     30 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H206CRM AUBREY MEDIUM CRYSTAL W/ ROD
     30 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H206CRS AUBREY SMALL CRYSTAL W/ ROD
     20 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRS AUBREY SML CRYSTAL W/ SLVR ROD
     20 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

Parts Inventory



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place

- To replace the finial glass sphere (R) screw the 
finial ball in the threaded part of the chandelier bottom.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  12 x 40W
type of socket: E12

R

N
O

P

AUBREY 12 LTS 4TIERS 
CHANDELIER-BRASS/DK GOLD 
#66636H583 
 





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

AUBREY 5 LTS CHANDELIER  
BRASS /DK GOLD 
#66636H580 
 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place.

- To replace the finial glass sphere (R) screw the 
finial ball in the threaded part of the chandelier bottom.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 5 x 40W
type of socket: E12

N OP

R





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W 

 
type socket: E26 
 

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

R
S

T

AUBREY BRASS/DK GOLD 
7 LTS OVAL CHANDELIER 
#66636H587 
 





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

AUBREY 8 LTS CHANDELIER 
DM36''-BRASS/DK GOLD  
#66636H584 
 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place.

- To replace the finial glass sphere (R) screw the 
finial ball in the threaded part of the chandelier bottom.

N

OP

R





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

AUBREY 1 LT PENDANT  
2 TIERS-BRASS/DK GOLD  
LAQUER #66636H579 
 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass spheres w/rod (N,O, P) Insert wire 
clip into the hole on the iron frame. Bend the wire and 
secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 1 x 60W
type of socket: E26

N

O
P
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage:  x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

N

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

AUBREY 4LTS FLUSH MOUNT 
BRASS/DK GOLD 
#66636H585 





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1)

wattage: 5 X 60 W
type socket: E26

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

AUBREY LARGE RECTANGULAR 5 LTS 
CHANDELIER-BRASS/DK GOLD 
#66636H582 

R  S      T

R        S        T





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W 

 
type socket: E26 
 

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

R S T

AUBREY 7 LTS RECT XL 
CHANDELIER BRASS/DK GOLD 
#66636H586 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 2 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B)
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D)
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F)

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

- To replace glass spheres with rods (I),(L),(M), insert wire 
clip  into the hole on the iron frame. Bend the wire and 
secure it.

AUBREY 2 LTS WALL SCONCE 
BRASS/DK GOLD  
#66636H581 

I
L
M









- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W 

 
type socket: E26 
 

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

R
S T

AUBREY BRONZE 60'' 
RECT CHANDELIER 
#66636H401 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage:  x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

N

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

AUBREY BRONZE 
FLUSHMOUNT 
#66636H404 





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W 

 
type socket: E26 
 

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

R
S T

AUBREY RUST 60'' 
RECT CHANDELIER  
#66636H400 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage:  x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

N

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

AUBREY RUST  
FLUSHMOUNT 
#66636H405 









- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W 

 
type socket: E26 
 

- To replace glass sphere (R),(S),(T) insert wire clip  into 
the hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

R
S T

AUBREY SILVER 60'' 
RECT CHANDELIER 
#66636H402 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage:  x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

N

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

AUBREY SILVER  
FLUSHMOUNT 
#66636H403 





parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (A).
2. Attach mounting plate (B) to J-Box using screws (C).
3. Attach wall plate (D) to mounting plate (B) and secure with
screw (F) and washer (E) .
4. Insert bulb (G) into the socket.
5. Place sconce body (H) onto wall plate (D) and secure with
washer (I) and screw (J). 
6. Assembly is complete.

AVENTURE SCONCE LARGE

Sconce body (1)
T8 LED Bulb (1)
Washer (6)
Mounting screw (8)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

A
B C

F
E

D

J
I
H

G

J
I



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (A).
2. Attach mounting plate (B) to J-Box using screws (C).
3. Attach wall plate (D) to mounting plate (B) and secure with
screw (F) and washer (E) .
4. Insert bulb (G) into the socket.
5. Place sconce body (H) onto wall plate (D) and secure with
washer (I) and screw (J). 
6. Assembly is complete.

AVENTURE SCONCE SMALL

Sconce body (1)
T9 LED Bulb (1)
Washer (6)
Mounting screw (8)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

A
B C

F
E

D

J
I
H

G

J
I



Avery Buffet Lamp

6610024L113B

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  

(B.) Harp (1)     recommended wattage for this fixture. 

                   

   MAX BULB WATTAGE: 250 W

   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 

       on the power cord, which could cause a bad connection.  

    2. To avoid the risk of fire, electrical shock, or personal

        injury, turn off lamp and allow it to cool prior to 

        replacing light bulb. 

   3. Do not touch bulb when fixture is turned on or look

        directly at lit bulb. 

   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.

   2. Place the lamp base (D) on a flat surface.

   3. Insert the harp (B) into the harp saddle (C).

   4. Place the shade (not included) on to the harp (B).

   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 

   cleaner attachment



Avery Column Floor Lamp

6610024L116B

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  

(B.) Harp (1)     recommended wattage for this fixture. 

                   

   MAX BULB WATTAGE: 250 W

   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 

       on the power cord, which could cause a bad connection.  

    2. To avoid the risk of fire, electrical shock, or personal

        injury, turn off lamp and allow it to cool prior to 

        replacing light bulb. 

   3. Do not touch bulb when fixture is turned on or look

        directly at lit bulb. 

   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.

   2. Place the lamp base (D) on a flat surface.

   3. Insert the harp (B) into the harp saddle (C).

   4. Place the shade (not included) on to the harp (B).

   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 

   cleaner attachment



Avery Column Table Lamp

6610024L115B

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  

(B.) Harp (1)     recommended wattage for this fixture. 

                   

   MAX BULB WATTAGE: 250 W

   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 

       on the power cord, which could cause a bad connection.  

    2. To avoid the risk of fire, electrical shock, or personal

        injury, turn off lamp and allow it to cool prior to 

        replacing light bulb. 

   3. Do not touch bulb when fixture is turned on or look

        directly at lit bulb. 

   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.

   2. Place the lamp base (D) on a flat surface.

   3. Insert the harp (B) into the harp saddle (C).

   4. Place the shade (not included) on to the harp (B).

   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 

   cleaner attachment



Avery Floor Lamp

6610024L114B

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  

(B.) Harp (1)     recommended wattage for this fixture. 

                   

   MAX BULB WATTAGE: 250 W

   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 

       on the power cord, which could cause a bad connection.  

    2. To avoid the risk of fire, electrical shock, or personal

        injury, turn off lamp and allow it to cool prior to 

        replacing light bulb. 

   3. Do not touch bulb when fixture is turned on or look

        directly at lit bulb. 

   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.

   2. Place the lamp base (D) on a flat surface.

   3. Insert the harp (B) into the harp saddle (C).

   4. Place the shade (not included) on to the harp (B).

   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 

   cleaner attachment



Avery Table Lamp

6610024L112B

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  

(B.) Harp (1)     recommended wattage for this fixture. 

                   

   MAX BULB WATTAGE: 250 W

   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 

       on the power cord, which could cause a bad connection.  

    2. To avoid the risk of fire, electrical shock, or personal

        injury, turn off lamp and allow it to cool prior to 

        replacing light bulb. 

   3. Do not touch bulb when fixture is turned on or look

        directly at lit bulb. 

   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.

   2. Place the lamp base (D) on a flat surface.

   3. Insert the harp (B) into the harp saddle (C).

   4. Place the shade (not included) on to the harp (B).

   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 

   cleaner attachment



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Lamp  (1)

ETL NO: ETL5018481,ETL RATING: DRY, 
BULB: SMD LED 8W, DIMMABLE

1. Remove lamp parts from carton.
2. Place the lamp base (A) on a flat surface.
3. Gently adjust the shade by rotating it to the 
desired angle.
4. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

AXLE BRASS TASK FLOOR LAMP

(A)



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Lamp  (1)

ETL NO: ETL5018481,ETL RATING: DRY, 
BULB: SMD LED 8W, DIMMABLE

1. Remove lamp parts from carton.
2. Place the lamp base (A) on a flat surface.
3. Gently adjust the shade by rotating it to the 
desired angle.
4. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

AXLE BRASS TASK TABLE LAMP

(A)



 
   

  
 

 

 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

Mounting plate &
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

60-watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked ‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy 
(E) over Mounting Plate (B) and align the holes on the Canopy (E) with 
the corresponding holes on the Mounting Plate (B), secure the Canopy 
(E) with Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing 
Socket Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER CLEAR FLARE PENDANT 6610031H428  

BAUER MILK FLARE PENDANT 6610031H429 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

60-watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked ‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy 
(E) over Mounting Plate (B) and align the holes on the Canopy (E) with 
the corresponding holes on the Mounting Plate (B), secure the Canopy 
(E) with Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing 
Socket Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER CLOCHE PENDANT CLEAR GLASS 6610031H322

BAUER CLOCHE PENDANT MILK GLASS 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

60-watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked ‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy 
(E) over Mounting Plate (B) and align the holes on the Canopy (E) with 
the corresponding holes on the Mounting Plate (B), secure the Canopy 
(E) with Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing 
Socket Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER CLOCHE PENDANT CLEAR GLASS 6610031H322

BAUER CLOCHE PENDANT MILK GLASS 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 60- 

watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (B) marked 
‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy (E) 
over Mounting Plate (B) and align the holes on the Canopy (E) with the 
corresponding holes on the Mounting Plate (B), secure the Canopy (E) with 
Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing Socket 
Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER DOME PENDANT CLEAR GLASS 6610031H321 

BAUER DOME PENDANT MILK GLASS 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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Mounting plate &
green ground screw
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 60- 

watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (B) marked 
‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy (E) 
over Mounting Plate (B) and align the holes on the Canopy (E) with the 
corresponding holes on the Mounting Plate (B), secure the Canopy (E) with 
Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing Socket 
Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER DOME PENDANT CLEAR GLASS 6610031H321 

BAUER DOME PENDANT MILK GLASS 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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Mounting plate &
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

60-watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F), Loop 

(K), Quick Link (L), Chain (M), Quick Link (L), Loop (K), and Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked ‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (A).  

5. Tuck these wire connections neatly into the outlet box, raise the Canopy 
(E) over Mounting Plate (B) and align the holes on the Canopy (E) with 
the corresponding holes on the Mounting Plate (B), secure the Canopy 
(E) with Canopy Screws (D) until the fixture is secured to the ceiling. 

6. Place the Glass Shade (H) over Socket (G) and secure by screwing 
Socket Collar (I). 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

8. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

BAUER CLEAR FLARE PENDANT 6610031H428  

BAUER MILK FLARE PENDANT 6610031H429 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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BEACON 2‐TIER PENDANT 6610031H312 
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GND

ITEM
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DIACRAM DESCRIPTION QTY

1

Mounting Screw

Ceiling Loop

2

1

Wire Connectors 3

Nipple

Quick Link 2
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Hex Nut 2

Mounting Plate &
Green Ground Screw

Lock Collar 1

Chain 1

GLASS SHADE(K) 1

(L)

1

1GLASS SHADE

(M) 4Ring

parts enclosed: 



 
   

  
 
 

6. Determine the desired hanging height, attach the Chain (J) to the 
fixture body by Quick Link (G), raise the assembled fixture toward 
the ceiling, attach the other end of Chain (J) to the Ceiling Loop (C) 
by Quick Link (G). Feed the fixture wires through the Chain (J), 
Lock Collar (I), Canopy (H), Ceiling Loop (C) and the Nipple (E).  

7. While holding the fixture, connect the black wire from fixture to the 
hot wire (usually black or smooth) from the outlet box using a wire 
connector (D). Connect the white wire from fixture to the neutral 
wire (usually white or ribbed) from the outlet box using a wire 
connector (D). DO NOT REVERSE THE HOT AND NEUTRAL 
WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

8 If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire from the fixture to it using a wire connector 
(D). If the outlet box does not have a ground wire, connect the 
green ground wire from the fixture to the green ground screw 
provided on the Mounting Plate (A).  

9 Tuck these wire connections neatly into the outlet box, raise the 
Canopy (H) over the Ceiling Loop (C), secure the canopy in place 
with the Lock Collar (I).  

10 Installation is completed. Turn on the power at the circuit breaker or 
fuse box. Turn the light switch on to activate the fixture. 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 

 
 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord 
as a bad connection may result. Do not connect electricity until 
the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn 
off fixture and allow it to cool prior to replacing the glass. 

3. Do not touch glass when fixture is turned on or look directly at lit 
lamp. Keep flammable materials away from lit fixture. 

 
 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Insert fixture body into Glass Shade (K) until Glass Shade 

touches the Ring (M) on the top, thread the Ring (M) onto the 
threaded collar at the bottom of glass shade (K) to hold glass 
shade in place. 

4. Assemble the Ring (M), Glass Shade (L) and Ring (M) to the 
fixture body, secure Glass Shade (L) in place by threading the 
Rings (M) onto the threaded collars at top and bottom of glass 
shade (L). 

5. Attached the Mounting Plate (A) to the outlet box using the 
Mounting Screws (B). Ensure the side of the Mounting Plate 
(A)  marked ‘‘GND’’ is facing out. 
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GND
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DIACRAM DESCRIPTION QTY

1

Mounting Screw

Ceiling Loops

2

1

Wire Connectors 3

Nipple

Quick Link 2

Canopy 1
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Mounting Plate &
Green Ground Screw

Lock Collar 1

Chain 1
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1

2
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parts enclosed: 



 
   

  
 
 

6. While holding the fixture, connect the black wire from fixture to the 
hot wire (usually black or smooth) from the outlet box using a Wire 
Connector (D). Connect the white wire from fixture to the neutral 
wire (usually white or ribbed) from the outlet box using a wire 
connector (D). DO NOT REVERSE THE HOT AND NEUTRAL 
WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire from the fixture to it using a Wire Connector 
(D). If the outlet box does not have a ground wire, connect the 
green ground wire from the fixture to the green ground screw 
provided on the Mounting Plate (A).  

8. Tuck these wire connections neatly into the outlet box, raise the 
Canopy (H) over the Ceiling Loop (C), secure the canopy in place 
with the Lock Collar (I).  

9. Installation is completed. Turn on the power at the circuit breaker or 
fuse box. Turn the light switch on to activate the fixture. 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish. 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 

 
 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord 
as a bad connection may result. Do not connect electricity until 
the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn 
off fixture and allow it to cool prior to replacing the glass. 

3. Do not touch glass when fixture is turned on or look directly at lit 
lamp. Keep flammable materials away from lit fixture. 

 
 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Insert fixture body into Glass Shade (K) until Glass Shade 

touches Metal Cap Cover on the top, thread the Ring (L) onto the 
threaded collar at the bottom of Glass Shade (K) to fix it in place. 

4. Attached the Mounting Plate (A) to the outlet box using the 
Mounting Screws (B). Ensure the side of the Mounting Plate 
marked ‘‘GND’’ is facing out. 

5. Determine the desired hanging height, attach the Chain (J) to the 
fixture body by Quick Link (G), raise the assembled fixture 
toward the ceiling, and attach the other end of Chain (J) to the 
Ceiling Loop (C) by Quick Link (G). Feed the fixture wires 
through the Chain (J), Lock Collar (I), Canopy (H), Ceiling Loop 
(C) and the Nipple (E).  

Page 2 of 2 

BEACON MEDIUM PENDANT 6610031H310 



 
                    
                                                                         

 
 

 

BLACK

WHITE

K

L

D

EA
B

C F

G

H
I

J

BEACON SMALL PENDANT 6610031H311 

Page 1 of 2 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

(I)

(J)

DIACRAM DESCRIPTION QTY

1

Mounting Screw

Ceiling Loops

2

1

Wire Connectors 3

Nipple

Quick Link 2

Canopy 1

Hex Nut 2

Mounting Plate &
Green Ground Screw

Lock Collar 1

Chain 1

(K)

(L)

1

2

GLASS

RING

1

GND

parts enclosed: 



 
   

  
 
 

6. While holding the fixture, connect the black wire from fixture to the 
hot wire (usually black or smooth) from the outlet box using a Wire 
Connector (D). Connect the white wire from fixture to the neutral 
wire (usually white or ribbed) from the outlet box using a wire 
connector (D). DO NOT REVERSE THE HOT AND NEUTRAL 
WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire from the fixture to it using a Wire Connector 
(D). If the outlet box does not have a ground wire, connect the 
green ground wire from the fixture to the green ground screw 
provided on the Mounting Plate (A).  

8. Tuck these wire connections neatly into the outlet box, raise the 
Canopy (H) over the Ceiling Loop (C), secure the canopy in place 
with the Lock Collar (I).  

9. Installation is completed. Turn on the power at the circuit breaker or 
fuse box. Turn the light switch on to activate the fixture. 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish. 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 

 
 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord 
as a bad connection may result. Do not connect electricity until 
the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn 
off fixture and allow it to cool prior to replacing the glass. 

3. Do not touch glass when fixture is turned on or look directly at lit 
lamp. Keep flammable materials away from lit fixture. 

 
 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Insert fixture body into Glass Shade (K) until Glass Shade 

touches Metal Cap Cover on the top, thread the Ring (L) onto the 
threaded collar at the bottom of Glass Shade (K) to fix it in place. 

4. Attached the Mounting Plate (A) to the outlet box using the 
Mounting Screws (B). Ensure the side of the Mounting Plate 
marked ‘‘GND’’ is facing out. 

5. Determine the desired hanging height, attach the Chain (J) to the 
fixture body by Quick Link (G), raise the assembled fixture 
toward the ceiling, and attach the other end of Chain (J) to the 
Ceiling Loop (C) by Quick Link (G). Feed the fixture wires 
through the Chain (J), Lock Collar (I), Canopy (H), Ceiling Loop 
(C) and the Nipple (E).  
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parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

BEADED FLOOR LAMP
662036L059

1. Carefully remove all parts from the box.
2. Install centre pole (C) on the marble stone base (D) first,
then install centre pole (B) on the top body (A), then adjust
the cable (G) at bottom of the base (D) and link centre pole
(B) and centre pole (C) together.
3. Adjust the length of the cable (G) again and lock the
cable with screwing the buckle (E).
4. Peel off the yellow paper on the flannelette (F) and then
stick it on the bottom marble stone base (D).
5. Install the bulbs on the sockets.
6. Plug into a proper electrical outlet and test the fixture.
7. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

BEADED TABLE LAMP
662036L058

1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Plug the lamp into wall outlet.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (A).
2. Attach mounting plate (B) to J-Box using screws (C).
3. Attach sconce body (D) to mounting plate (B) and secure 
with screw (F) and washer (E) .
4. Insert bulb (G) into the socket (I).
5. Place glass shade (H) onto socket (I) and secure 
with thumbscrews (J). 
6. Assembly is complete.

BELLEGARDE SCONCE

Sconce body (1)
Glass shade (1)
A19 LED Bulb (1)
Washer (2)
Mounting screw (4)
Wiring nut (3)
Thumbscrews (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

A B C
F
E
D

G

I

J

H



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E355648, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 13 W
BULB: 1 X A-15 (NOT INCLUDED)

BICYCLE DESK LAMP 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

1. The lamp is fully assembled to plug and use.

 
lint free cloth.



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

BONITA 3 LTS CHANDELIER 
#65636H0358

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the Long glass drop (N), insert wire clip 
into the hole on the iron frame. twist the wire to close 
the loop and secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 3 x 40W
type of socket: E12

N





- Remove protective packaging above metal spheres 
only once chandelier is hanging.
- Attach cross bar (E) to the ceiling junction box using 
the cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the long glass drop(N) insert wire clip into 
the hole on the iron frame, twist the wire to close the 
loop and secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 6 x 40W
type of socket: E12

BONITA 6 LTS CHANDELIER
#65636H0155

N
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BONITA 2LTS WALL SCONCE
#65636H0357

(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 2 x 40 W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

To replace the glass drops (L), (I) insert wire clip into the 
hole on the iron frame. Twist the wire to close loop and 
secure it in place.

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

L

I





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H358CN BONITA 12.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-BONITA PART

LIGHTING 91636H155CN BONITA 14.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-BONITA PART

LIGHTING 91636H358CH BONITA 3 MM 12 FT CHAIN
     3 MM X 3.7 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636H358CH6 BONITA 3 MM 6 FT CHAIN
     3 MM X 1.8 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636H155CH BONITA 5 MM 12 FT CHAIN
     5 MM X 3.7 MT SILVER CLAY CHAIN

A PT-BONITA PART

LIGHTING 91636H155CH6 BONITA 5 MM 6 FT CHAIN
     5 MM X 1.8 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636BONCRL BONITA LARGE CRYSTAL
     150 MM GLASS CRYSTAL W/ SILVER

A PT-BONITA PART

LIGHTING 91636H110CH BONITA SILVER CHAND 12 FT CHN
     12FT IVORY SILV FINISH CHN 5MM

A PT-BONITA PART

LIGHTING 91636H110CH6 BONITA SILVER CHAND 6 FT CHAIN
     6 FT IVORY SILV FINISH CHN 5MM

A PT-BONITA PART

LIGHTING 91636H110CN BONITA SILVER CHAND CANOPY
     IVORY SILVER LG CANOPY W/ HRDW

A PT-BONITA PART

LIGHTING 91636BONCRS BONITA SMALL CRYSTAL
     80 MM GLASS CRYSTAL W/ SILVER

A PT-BONITA PART

Parts Inventory



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

HAIRPAIN WALL SCONCE

A. Socket Ring (1)
B. Socket (1)
A. Socket Cover (1)
B. Socket Cover Ring (1)

5. Unscrew socket cover ring (B) place shade on socket
cover (A) and tighten socket cover ring (B) to Socket cover (A)

6. Restore power to the circuit breaker and test wall sconce.

.

Socket Cove Ring

Socket Cover
Back Plate

Attach shade to socket cover (A) by removing socket cover 
ring (B) re fix socket cover ring (B) after shade attached.

HAYLEN WALL SCONCE BASE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp. Wipe with soft, 
lint free cloth.

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade to socket cover (A) by removing socket cover
ring (B) re fix socket cover ring (B) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

with screws.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

HAYLEN WALL SCONCE BASEHAYLEN WALL SCONCE BASE

DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.

Back Plate

5. Restore power to the circuit breaker and test wall sconce.

2 X B-10

2x40wUL NO:E491659 UL RATING:DAMP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE:6W
BULB: 2 X B-10 (NOT INCLUDED)

SIMMS LONG-ARM DOUBLE SCONCEBREA BRASS WALL SCONCE

Back Plate

A. PLAQUES SAMP (11)

663507H650-BREA BRASS WALL SCONCE

1. Marble Plaques (11)
2. Fixture Body (1)

DRY,

5. Hang marble plaques (A) as shown in image (B).
6. Restore power to the circuit breaker and test wall sconce.

A. Marble Plaques (11)
B. Fixture Body (1)

A

B

4. Keep flammable materials away from lit bulb. Insert bulb B-10
Do Not exceed specified wattage.

DO NOT use polishes or Cleaners on your lamp. Wipe with soft, 
lint free cloth.

UL NO:E491659, UL RATING: DRY, MAX BULB WATTAGE: 4X40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 4XB-10 (NOT INCLUDED)

6. Insert bulb B-10 Do Not exceed specified wattage.
7. Restore power to the circuit breaker and test wall sconce.

663507H650 BREA BRASS WALL SCONCE

UL NO:E491659, UL RATING: DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 2XB-10 (NOT INCLUDED)

UL NO:E491659, UL RATING: DRY, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 2 X B-10 (NOT INCLUDED)

6. Insert bulb B-10. Do Not exceed specified wattage.
7. Restore power to the circuit breaker and test wall sconce.



 

parts enclosed: 
 

QTY Part Letter 
1 Finial A 
1 Harp (top) B 
1 Harp C 
2 Harp caps D 
1 Socket E 
1 Saddle F 
1 Shade G 
   

 
 

 
 
 

Briar Espresso Floor Lamp 66230L168KT 
 
 
 
 

 
important safety instructions: 

It is important that it is read carefully and completely 
before assembling the fixture. To avoid risk of fire, do 
not exceed the recommended wattage. 
 

to assemble: 
1. Remove all packing contents and parts from the 
carton(s)carefully 
2. Please be sure you have all parts indicated before you 
begin assembly. 
3. Insert the harp (C) into the saddle (F) and lower the two 
harp caps (D) until they cover the two pronged saddle. 
4. Unscrew the finial (A) from the harp top (B). Place shade 
(G) over the assembled harp, making sure the top of the 
harp extends through the hole at the top of the shade. 
Attached the finial (A) and tighten to secure the shade. 
5. Insert correct bulb (not included) into the socket (E). 
 
       Do not exceed specified wattage. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
lamp.  

 
 

Made in India 











parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. According the height you need to decide how many rods
(E)/(F) needed, and then put the cable through the rods till
through the canopy (D) when install the rods (E)/(F) on the
screw nipple (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cables with
nipples (C), push the cable into the outlet box , and then
attach the canopy (D) to the mounting bracket (B) and secure
with screws (A).
7. Install the bulbs (NOT INCLUDING) on the sockets).
8. Install the selenite plaques (I) in the bottom ring and then
install the selenite plaques (H) in the top ring with the hooks
(J) according to the illustration.
9. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAMERON 2-TIER CHANDELIER
662036H439



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. According the height you need to decide how many rods
(E)/(F) needed, and then put the cable through the rods till
through the canopy (D) when install the rods (E)/(F) on the
screw nipple (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cables with
nipples (C), push the cable into the outlet box , and then
attach the canopy (D) to the mounting bracket (B) and secure
with screws (A).
7. Install the bulbs (NOT INCLUDING) on the sockets.
8. Install the selenite plaques (I) in the bottom and middle
rings and then install the selenite plaques (H) in the top ring
with the hooks (J) according to the illustration.
9.Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAMERON 3-TIER CHANDELIER
662036H438



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. According the height you need to decide how many rods
(E)/(F) needed, and then put the cable through the rods till
through the canopy (D) when install the rods (E)/(F) on the
screw nipple (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cables with
nipples (C), push the cable into the outlet box , and then
attach the canopy (D) to the mounting bracket (B) and secure
with screws (A).
7. Install the bulbs (NOT INCLUDING) on the sockets.
8. Install the selenite plaques (I) in the rings from bottom to
the 3rd and then install the selenite plaques (H) in the top
ring with the hooks (J) according to the illustration.
9. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAMERON 4-TIER CHANDELIER
662036H437



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the rectangular
canopy (D) by loosening the screws (E).
3. According the height you need to decide how many rods
(F)/(G) needed, and then put the cable through the rods till
through the canopy (D) when install the rods (F)/(G) on the
screw nipples (H).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (C) on the outlet box with
screws (B).
6. Hold the lamp body and wrap both safety cables with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular canopy (D) to the mounting bracket
(C) and secure with the side screws (E) again.
8. Install the bulbs (NOT INCLUDING) on the sockets.
9. Install the selenite plaques (K) in the bottom ring and then
install the selenite plaques (J) in the top ring with the hooks (I)
according to the illustration.
10.Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAMERON 49" RECT CHANDELIER
662036H436



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the rectangular
canopy (D) by loosening the screws (E).
3. According the height you need to decide how many rods
(F)/(G) needed, and then put the cable through the rods till
through the canopy (D) when install the rods (F)/(G) on the
screw nipples (H).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (C) on the outlet box with
screws (B).
6. Hold the lamp body and wrap both safety cables with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular canopy (D) to the mounting bracket
(C) and secure with the side screws (E) again.
8. Install the bulbs (NOT INCLUDING) on the sockets.
9. Install the selenite plaques (K) in the bottom ring and then
install the selenite plaques (J) in the top ring with the hooks (I)
according to the illustration.
10.Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAMERON 59" RECT CHANDELIER
662036H441



CAMERON WALL SCONCE
662036H440

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Natural Selenite is a soft, brittle stone. Due to its fragile

quality, please handle this product with care. It is normal
for some debris to occur during the unboxing and
installation this chandelier. Please use a soft, dry cloth to
remove any debris.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base by
loosening the screws (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables (E) with nipples (D) , push the
base on the bracket (B) and then affix it with screws (C).
6. Install the bulbs (NOT INCLUDING) on the sockets and
then put the selenite plaques (F) / (G) on the lamp body from
inside layer to outside layer.
7. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

CAPIZ SHELL CHANDELIER
662036H118

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the open
ring (G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the sea shell clusters (K)/ (L)/ (M) in the right
places according to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



cautions:
BEFORE INSTALLING CHANDELIER, MAKE SURE
THE POWER TO THE CIRCUIT IS TURNED OFF AT
THE MAIN FUSE BOX / CIRCUIT BREAKER UTILITY
BOX.

important safety instructions:
1. This chandelier is meant for indoor use, DRY

LOCATIONS ONLY.
2. Do not use the electric cord to support the weight

of the chandelier.
3. These instructions are provided for your safety. It is

important that they are read carefully and
completely before beginning the installation of this
lighting fixture.

4. For your safety, it is strongly recommended that
two people install the lighting fixture.

5. THIS PRODUCT MUST BE INSTALLED IN
ACCORDANCE WITH THE APPLICABLE
INSTALLATION CODES BY A PERSON
FAMILIAR WITH THE CONSTRUCTION AND
OPERATION OF THE PRODUCT AND THE
HAZARDS INVOLVED.

6. Save these instructions.

warnings:
1. To reduce the risk of fire, electrical shock or

personal injury, always turn off the chandelier and
allow it to cool prior to replacing light bulbs.

2. Do not touch the bulbs when the chandelier is
turned on. Do not look directly at lit bulbs.

3. Keep flammable materials away from lit bulbs.
4. This chandelier contains lead, chemical known to

the State of California to cause cancer, birth
defects, and other reproductive harm. Wash hands
after assembling, handling, cleaning, or otherwise
touching his chandelier.

to assemble:
Remove all parts and hardware from box along with any
plastic protective packaging.Do not discard any contents
until after assembly is complete to avoid accidentally
discarding small parts or hardware.
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY

FROM THE MAIN FUSE BOX/CIRCUIT BREAKER.
2. Gently pull existing Ground, Hot, and Neutral

Junction Box Wires down from the Ceiling Junction
Box and allow them to hang.

3. Carefully inspect the chandelier’s fixture wires. The
Neutral Fixture Wire is ribbed. The Hot Fixture Wire
is smooth, and the Ground Fixture Wire is in copper.

parts enclosed:
A Wire Connector 3
B Mounting Bracket 1
C Mounting Screw 2
D Ground Screw 1
E Canopy 1
F Hex Nut 2
G Nipple 1
H Lock Washer 1
I Screw Collar Loop 1
J Threaded Ring 1
K Chain 1
L Fixture Loop 1
M Quick Link 6
N Decorative Hanging Chain 3
O Chandelier Body 1
P Decorative Glass Disc 99

Carraway Chandelier



4 Attach the Ground Wire from the fixture to the Ground
Junction Box Wire; It usually has green insulation
around it or is bare wire. Fasten them together with a
Wire Connector (A) and wrap the connection with
electrical tape. Make sure that no wire strands are
exposed. If Ceiling Outlet Junction Box does not have a
Ground Junction Box Wire, insert the Ground Screw
(D) into the Mounting Bracket (B) where it’s marked
“Ground”, facing down and wrap the fixture’s ground
wire around the Ground Screw (D). Tighten the Ground
Screw (D) to clamp Ground Fixture Wire between the
head of Ground Screw (D) and Mounting Bracket (B).
IT IS IMPERATIVE THAT THE CEILING OUTLET
JUNCTION BOX IN YOUR HOME BE PROPERLY
GROUNDED!

5 Connect the Neutral Fixture Wire to the Neutral Junction
Box Wire; it usually has white insulation around it.
Fasten them together with a plastic Wire Connector (A)
and wrap the connection with electrical tape. Make sure
that no wire strands are exposed.

6 Connect the Hot Fixture Wire to Hot Junction Box Wire;
it usually has black insulation around it. Fasten them
together with a plastic Wire Connector (A) and wrap the
connection with electrical tape. Make sure that no wire
strands are exposed. Do not reverse the hot and neutral
connections or safety will be compromised.

7 Gently tuck the wire connections neatly into the Ceiling
Outlet Junction Box.

8 Attach the Mounting Bracket (B) onto the Ceiling Outlet
Box using Mounting Screws (C). Tighten screws with a
Screwdriver until secure.

9 Attach one Hex Nut (F) to the top, and the other Hex
Nut (F) to the bottom of the Nipple (G). Put the Lock
Washer (H) in before attaching the Screw Collar Loop
(I) to the bottom end of the Nipple (G).

10 Secure the top of Nipple (G) to the Mounting Bracket
(B) with the Hex Nut (F), exposing approximately 2” of
its thread.

11 Slide the Canopy (E) and the Threaded Ring (J) up the
Chain (K).

12 Place the Canopy (E) over the Ceiling Outlet Junction
Box and secure it in place by screwing the Threaded
Ring (J) onto the Screw Collar Loop (I).

13 Connect Chandelier Body (O) to the top of Chandelier
Centre Pole by Decorative Hanging Chain (N). Close
the openings of Quick links (for Decorative Hanging
Chain) (M) on the Decorative Hanging Chain (N) by
screwing the nut clockwise.

14 Attach the Fixture Loop (L) to the top of the Chandelier
Centre Pole.

15 Connect Chain (K) to Fixture Loop (L) and hang up to
Screw Collar Loop (I) by using Quick Links. Close the
opening of Quick links by screwing the nut clockwise.

16 Attach Glass Disc (P) onto Chandelier Body (O).
17 Insert SIX(6) 60-Watt maximum Type B

Candelabra incandescent light bulbs (not
included) or SIX (6) 5-watt LED light bulbs into the
socket into the sockets. Do not exceed the
specified wattage.

18 Restore power to junction box and test the fixture.
19 Installation is now completed.

care instructions:
1. Wipe clean with a soft, dry cloth or static duster.
2. Always avoid the use of harsh chemicals or

abrasive cleaners as they may cause damage to
the chandelier’s finish.

Made in China

Carraway Chandelier



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L403CH CARRAWAY CHAND 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-CARRAWA PART

LIGHTING 91594L403CH6 CARRAWAY CHAND 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-CARRAWA PART

LIGHTING 91594L403CN CARRAWAY CHANDELIER CANOPY
     CANOPY W/ HARDWARE

A PT-CARRAWA PART

LIGHTING 91594L403D CARRAWAY CHANDELIER DISC
     CLEAR SEEDED GLASS DISC

A PT-CARRAWA PART

Parts Inventory







Super
Category

Product ID Description Stat Collection Route

LIGHTING 912012H064CH CASCADE GREY CHAND 12 FT CHAIN
     12 FT RUST HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H064C6 CASCADE GREY CHAND 6 FT CHAIN
     6 FT RUST HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H064CN CASCADE GREY CHAND CANOPY
     RUST CANOPY WITH HARDWARE

A PT-CASCADE PART

LIGHTING 912012H127CH CASCADE IVORY CHAND 12FT CHAIN
     12 FT BLACK HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H127C6 CASCADE IVORY CHAND 6 FT CHAIN
     6 FT BLACK HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H127CN CASCADE IVORY CHAND CANOPY
     BLACK CANOPY WITH HARDWARE

A PT-CASCADE PART

Parts Inventory



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

CAYDON BLACK TABLE LAMP BASE   

A. Finial (1)
B. Harp (1) 

( A )

( B )

( C )

1.Carefully remove all parts from the box and remove all
protective coverings.

2.Turn OFF power to the circuit breaker where the lamp
win be installed

3.Attach harp (B) to the saddle (C).
4.Unscrew finial (A) place shade on harp (B) and tighten

finial (A) to harp (B).
5.Restore power to the circuit breaker and test lamp fixture.

UL NO: E510817, UL RATING: DRY, 
MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp.Wipe with 
soft, lint free cloth.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

CAYDON WHITE TABLE LAMP BASE   

A. Finial (1)
B. Harp (1) 

( A )

( B )

( C )

1.Carefully remove all parts from the box and remove all
protective coverings.

2.Turn OFF power to the circuit breaker where the lamp
win be installed

3.Attach harp (B) to the saddle (C).
4.Unscrew finial (A) place shade on harp (B) and tighten

finial (A) to harp (B).
5.Restore power to the circuit breaker and test lamp fixture.

UL NO: E510817, UL RATING: DRY, 
MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp.Wipe with 
soft, lint free cloth.



 

 
 
  

Celine Chandelier 66594H282 
 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Chandelier Body 1 
N Crystal Drops 18 
O Candle Sleeve 6 
P Quick link 1 

  
 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. Please save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off the fixture and allow it to cool prior to 
replacing the light bulbs. 

3. Do not touch the bulbs when the fixture is turned on. 
Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Attach the Mounting Bracket (B) onto the Ceiling Outlet 

Box using Mounting Screws (C). Tighten the screws 
with a screwdriver until secure. 

3. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

4. Thread the Nipple (G) to the Mounting Bracket (B) and 
secure it with the Hex Nut (F), exposing approximately 
2” of its thread.  

5. Pull out the fixtures wire power cord and the bare 
copper ground wire woven through the Chain (K). 

6. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 

7. Connect Chain (K) to the Screw Collar Loop (I) by using 
the Quick Link (P). Close the opening of the Quick Link 
(P) by screwing the nut clockwise. 



 

 
                                                         
Made in China 

 

 
 
 
 

 

Celine Chandelier 66594H282 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the chandelier 
finish 

8. Gently pull existing ground, hot, and neutral junction 
box wires down from the ceiling junction box and allow 
these to hang. 

9. Carefully inspect the fixture wires on the chandelier. 
The neutral fixture wire is ribbed. The hot fixture wire is 
smooth, and the ground fixture wire is bare copper. 

10. Attach the ground wire from the fixture to the ground 
junction box wire. It usually has green insulation 
around it or is bare. Fasten these together with a Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. If 
the ceiling outlet junction box does not have a ground 
junction box wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground” 
facing down, and wrap the ground wire from the fixture 
around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp the ground fixture wire between the 
head of Ground Screw (D) and Mounting Bracket (B). 
IT IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

11. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. Make 
sure that no wire strands are exposed. 

12. Connect the hot fixture wire to the hot junction box wire. 
It usually has black insulation around it. Fasten these 
together with a plastic Wire Connector (A) and wrap 
the connection with electrical tape. Make sure that no 
wire strands are exposed. Do not reverse the hot and 
neutral connections or safety will be compromised. 

13. Gently tuck the wire connections neatly into the ceiling 
outlet junction box. 

14. Place the Canopy (E) over the ceiling outlet junction 
box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

15. Attach Crystal drops(N) onto Chandelier Body (M) 
16. Slide the Candle Sleeves(O) over the sockets. 
17. Insert Six (6) 25-Watt maximum Type B incandescent 

light bulb (not included), or Six (6) 6-watt maximum 
compact fluorescent light bulb (not included), or Six (6) 
4-watt maximum LED light bulb (not included) into the 
socket. DO NOT EXCEED SPECIFIED WATTAGE. 

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
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CLARENCE FLOOR LAMP 

Assembly Instructions 
Important Safety Instructions:  
l For safety purposes, this lamp is equipped with a polarized plug (one blade is wider than the other). If 

the plug does not fit securely into your outlet, do not force it – contact a professional electrician. Use 
the plug with an extension cord only if it can be fully inserted into the cord’s socket. Never alter the 
plug in any way.  

l These instructions are provided for your safety. It is important that they are read carefully and 
completely before assembling fixture.  

l This fixture has been rated for up to (1) E26/max 9-watt LED standard bulb (included). To avoid the 
risk of fire, do not exceed the recommended wattage.  
 

 
Warning: 
l To reduce the risk of fire, electrical shock, or personal injury, always turn off and unplug lamp and 

allow it to cool prior to replacing light bulb.   
l Do not touch bulb when fixture is turned on.  Do not look directly at light bulb.   
l Keep flammable materials away from light bulb.   

 
 
Pre-assembly: 
l Remove all parts and hardware from box along with any plastic protective packaging.   
l Do not discard any contents until after assembly is complete to avoid accidentally discarding small 

parts or hardware.           
                

 
To Assemble:  (Please refer to page 2 for image) 
1. Assemble all part of KD. 
2. Insert one 9W LED Bulb (4) (included) into threaded Socket. 
3. Insert Harp (1) together. 
4. Place Shade on Harp(1) top and secure Finial (3) by tightening 
5. Assembly is completed.   
 
Care Instructions:  
l Clean with a soft, dry cloth or static duster.  
l Always avoid the use of harsh chemicals or abrasive cleaners.          
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Customer service 
Our team of customer service professionals is available to assist you with products that are already in your 
home.   Phone: 1.800.777.1745 x3050   E-mail: customerservice@arhaus.com  
 

Thank you for purchase! 
| www.arhaus.com | 



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the final glass sphere (O) screw the 
finial ball in the threaded part of the chandelier bottom.
- To replace the glass drops (N) insert wire clip into the 
hole on the iron bud, trough the glass part. Twist the 
wire around iron bud to secure glass part in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 12 x 40W
type of socket: E12

12LTS CHANDELIER
#65636H0257

O

N



12 LTS CHANDELIER
#65636H0257





CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91636H257CH6 12 LT SLVR 6 FT CHAIN

     5 MM X 1.8 MT SILVER CLAY CHAI
A PT-CLAUDET PART

LIGHTING 91636H257CR CLAUDET 12 LT CRYSTAL
     38 MM DROP CRYSTAL

A PT-CLAUDET PART

LIGHTING 91636H257F CLAUDET 12 LT FINIAL
     30 MM GLASS FINIAL

A PT-CLAUDET PART

LIGHTING 91636H257CH CLAUDET 12 LT RUST 12' CHAIN
     5 MM X 3.7 MT RUST CHAIN

A PT-CLAUDET PART

LIGHTING 91636H257CN CLAUDET 12 LT RUST CANOPY
     RUST FINISH CANOPY W/ HARDWARE

A PT-CLAUDET PART

LIGHTING 91636H121CH CLAUDET 12 LT SLVR 12' CHAIN
     5 MMX3.7 MT GREY SILV FINSH CH

A PT-CLAUDET PART

LIGHTING 91636H121CH6 CLAUDET 12 LT SLVR 6' CHAIN
     5 MMX1.8 MT GREY SILV FINSH CH

A PT-CLAUDET PART

LIGHTING 91636H121CN CLAUDET 12 LT SLVR CANOPY
     GREY SILV FNSH LG CNPY W/ HRDW

A PT-CLAUDET PART

LIGHTING 91636H121CR CLAUDET 12 LT SLVR CRYSTAL
     38 MM DROP CRYSTAL

A PT-CLAUDET PART

LIGHTING 91636H121F CLAUDET 12 LT SLVR FINIAL
     30 MM GLASS FINIAL

A PT-CLAUDET PART

LIGHTING 916587H059C6 CLAUDETTE CHAND 6 FT CHAIN
     6 FT IRON CHAIN

D PT-CLAUDET PART

LIGHTING 916587H059CC CLAUDETTE CHAND CANDLE COVER
     CANDLE SLEEVE

D PT-CLAUDET PART

LIGHTING 916587H059CR CLAUDETTE CHANDELIER CRYSTAL
     HAND CUT CRYSTALS

D PT-CLAUDET PART

LIGHTING 91636H302CR CLAUDETTE SCONCE CRYSTAL
     38 MM DROP CRYSTAL

D PT-CLAUDET PART

LIGHTING PARTS SKUS



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

COLLIER 6 LTS
CHANDELIER - ASH WHITE
#66636H056

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace top glass sphere (N)screw the hook on the 
hole of the sphere. 
- To replace drop glass (Q),(R) ,flower glass (P) ,sphere 
glass(O) and big glass (S) insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.
- To replace small chain(T)insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 6 x 40W
type of socket: E12

N

P

  T

R

Q

S

T
O
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BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

- INSERT WIRE CLIP IN TO THE HOLE ON THE

IRON FRAME. TWIST THE WIRE TO CLOSE

THE LOOP AND SECURE IT IN PLACE.

wattage: 8x 40W
type of socket: E12

COLLIER WHITE 8LTS 
CHANDELIER-ASH WHITE
#66636H146

- To replace top glass sphere (N)screw the hook on the hole 
of the sphere. 
- To replace drop glass (Q),(R) ,flower glass (P) ,sphere 
glass(O) and big glass (S) insert wire clip  into the hole on 
the iron frame. Bend the wire and secure it.
- To replace small chain(T)insert wire clip  into the hole on 
the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only. 
Do not use water/alchool or any detergent

N

P

O

R

S

T

QT

replacement parts assembly:

(D) wire nuts (3)

(E) cross bar set (1)

(F) cross bar screws (2)

(I) canopy (1)

- Attach cross bar (E) to the ceiling junction box using 
the cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.





-To ensure chandelier is unpacked properly and reduce 
risk of damage, carefully remove tape using a cutting 
device rather than pulling. Do not pull on power cord to 
remove chandelier from package as a bad connection 
may result.
- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

COLLIER 8LTS CHANDELIER
OIL RUBBED BRONZE
#66636H061

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:
- To replace top glass sphere (N)screw the hook on the 
hole of the sphere. 
- To replace drop glass (Q),(R) ,flower glass (P) ,sphere 
glass(O) and big glass (S) insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.
- To replace small chain(T)insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

N
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636COL6B COLLIER 4 MM 12 FT BRZ CHAIN
     12 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6W COLLIER 4 MM 12 FT WHITE CHAIN
     12 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6B6 COLLIER 4 MM 6 FT BRZ CHAIN
     6 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6W6 COLLIER 4 MM 6 FT WHITE CHAIN
     6 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8B COLLIER 5 MM 12 FT BRZ CHAIN
     12 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8W COLLIER 5 MM 12 FT WHITE CHAIN
     12 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8B6 COLLIER 5 MM 6 FT BRZ CHAIN
     6 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8W6 COLLIER 5 MM 6 FT WHITE CHAIN
     6 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6TC COLLIER 6 LIGHT TOP CRYSTAL
     50 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COL6CNB COLLIER 6 LT BRONZE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL6CNW COLLIER 6 LT WHITE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL8TC COLLIER 8 LIGHT TOP CRYSTAL
     60 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COL8CNB COLLIER 8 LT BRONZE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL8CNW COLLIER 8 LT WHITE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COLBC COLLIER BOTTOM CRYSTAL
     40 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COLCST COLLIER CRYSTAL STRAND
     39" CRYSTAL STRAND

A PT-COLLIER PART

LIGHTING 91636COLFC COLLIER FLOWER CRYSTAL
     20 MM FLOWER CRYSTAL

A PT-COLLIER PART

LIGHTING 91636COLCRL COLLIER LARGE CRYSTAL DROP
     76 MM DROP CRYSTAL

A PT-COLLIER PART

LIGHTING 91636COL8CL COLLIER LG CRYSTAL W/ OCT
     63 MM DROP W/ OCTOGON

A PT-COLLIER PART

LIGHTING 91636COL6CM COLLIER MD CRYSTAL W/ OCT
     50 MM DROP W/ OCTOGON

A PT-COLLIER PART

LIGHTING 91636COL8CS COLLIER SM CRYSTAL W/ OCT
     38 MM DROP W/ OCTOGON

A PT-COLLIER PART

PARTS INVENTORY



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6

CORTENNA TASK TABLE LAMP



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

B

C

D

A

E

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry locations 

only. 
6. This lamp has been rated for up to one 3-way 100-watt 

maximum TYPE A standard incandescent light bulb (not 
included). To avoid the risk of fire, do not exceed the 
recommended wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of the 
Lamp Shade.  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert one 3-way 100-watt maximum TYPE A standard 
incandescent light bulb (not included) into the socket. 
DO NOT EXCEED SPECIFIED WATTAGE. 

6. Remove Protective Plastic from Electrical Plug (E). 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
 
 
 
 
Made in China 

 

parts enclosed: 
A Finial 1 
B Lamp Shade 1 
C Harp 1 

 
 
 
 
 
 
 

Countess Blue Table Lamp 



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

B

C

D

A

E

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 23-watt compact 
fluorescent light bulb (not included) or one (1) 20-Watt 
LED light bulb (not included). To avoid the risk of fire, 
do not exceed the recommended wattage. 

7. Remove the silica gel pack from the socket before 
plugging the lamp in. 

8. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Lamp Shade (B) over the assembled Harp (C), making 
sure the harp top extends through the hole at the top 
of the Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light 
bulb (not included), or ONE (1) 20-watt maximum LED 
light bulb (not included) into the socket. 

6. Remove protective plastic from the Electrical Plug (E). 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp 
finish. 

 
 

 
Made in China 

 

parts enclosed: 
 

A Finial 1 
B Lamp Shade 1 
C Harp 1 

 
 
 
 
 
 
 

Countess White Table Lamp 66594L354 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L492F COUNTESS TABLE LAMP FINIAL
     MATTE BLACK FINIAL

A PT-COUNTES PART

LIGHTING 91594L492H COUNTESS TABLE LAMP HARP
     NICKEL HARP

A PT-COUNTES PART

LIGHTING 91594L492SH COUNTESS TABLE LAMP SHADE
     BEIGE FAUX SILK SHADE

A PT-COUNTES

Parts Inventory



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION LARGE CHANDELIER
662036H144

(104 clusters)

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the ferric flower branch (K) on the lamp body.
10. Install the bulbs on the sockets.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION SMALL CHANDELIER
662036H137

(55 clusters)

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the ferric flower branch (K) on the lamp body.
10. Install the bulbs on the sockets.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION BRASS 22” CHANDELIER
662036H345

(55 clusters)

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the ferric flower branch (K) on the lamp body.
10. Install the bulbs on the sockets.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION BRASS 32” CHANDELIER
662036H346

(104 clusters)

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the ferric flower branch (K) on the lamp body.
10. Install the bulbs on the sockets.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION BRASS FLUSHMOUNT
662036H347

(47 clusters)

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from canopy (D) by
loosening screws (A).
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
4. Affix the mounting bracket (B) on the outlet box.
5. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
6. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
7. Install the ferric flower branch (E) on the lamp body.
8. Install the bulbs on the sockets.
9. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

DANDELION FLUSHMOUNT
662036H273

1. Carefully remove all parts from the box.
2. Remove mounting bracket (B) from canopy (D) by
loosening screws (A).
3. Make sure the power is turned off.
4. Fix the mounting bracket (B) on the socket box.
5. Wrap the two safety cables with connector (C) and push
the cables into the outlet cable box.
6. Connect canopy (D) to mounting bracket (B) and secure
with screws (A).
7. Install the ferric flower branch (E) on the lamp body.
8. Put the bulb in the socket.
9. Installation is complete, turn on power at fuse or circuit
breaker.



 

 

Dawson Brass Table Lamp 66594L284 
 
 
 
 

parts enclosed: 
A Finial 1 
B Lamp Shade 1 
C Harp 1 

 

important safety instructions: 
1. To avoid the risk of fire, do not exceed the recommended 

wattage. 
2. This portable lamp has a polarized plug as a safety feature 

to reduce the risk of electric shock (one blade is wider than 
the other). This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 

warnings: 
1. Do not remove the lamp from packaging by pulling on the 

power cord as a bad connection or damage may result.  
2. To reduce the risk of fire, electrical shock or personal injury, 

turn off the lamp and allow it to cool prior to replacing the 
light bulb. 

3. Do not touch the bulb when the lamp is turned on or look 
directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
5. Remove the clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry locations 

only. 
7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 23-watt compact 
fluorescent light bulb (not included) or one (1) 20-Watt LED 
light bulb (not included).  

8. Remove the silica gel pack from the socket before plugging 
the lamp in.  

9. Save these instructions. 
to assemble: 
1. Unpack all the parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the harp 

caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the Shade 

(B) over the assembled Harp (C), making sure the harp top 
extends through the hole at the top of the Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten to secure 
the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light bulb 
(not included), or ONE (1) 20-watt maximum LED light bulb 
(not included) into the socket.  

6. Remove the protective plastic from the electrical plug. 
7. Plug the lamp into the proper electrical outlet and test this 

lamp. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp finish. 
                                                                              
                                                                
 
 
                                                                     
                                                                        Made in China 
 
 
 



 

 

Dawson Nickel Table Lamp 66594L283 
 
 
 
 

parts enclosed: 
A Finial 1 
B Lamp Shade 1 
C Harp 1 

 

important safety instructions: 
1. To avoid the risk of fire, do not exceed the recommended 

wattage. 
2. This portable lamp has a polarized plug as a safety feature 

to reduce the risk of electric shock (one blade is wider than 
the other). This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 

warnings: 
1. Do not remove the lamp from packaging by pulling on the 

power cord as a bad connection or damage may result.  
2. To reduce the risk of fire, electrical shock or personal injury, 

turn off the lamp and allow it to cool prior to replacing the 
light bulb. 

3. Do not touch the bulb when the lamp is turned on or look 
directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
5. Remove the clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry locations 

only. 
7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 23-watt compact 
fluorescent light bulb (not included) or one (1) 20-Watt LED 
light bulb (not included).  

8. Remove the silica gel pack from the socket before plugging 
the lamp in.  

9. Save these instructions. 
to assemble: 
1. Unpack all the parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the harp 

caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the Shade 

(B) over the assembled Harp (C), making sure the harp top 
extends through the hole at the top of the Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten to secure 
the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light bulb 
(not included), or ONE (1) 20-watt maximum LED light bulb 
(not included) into the socket.  

6. Remove the protective plastic from the electrical plug. 
7. Plug the lamp into the proper electrical outlet and test this 

lamp. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp finish. 
                                                                              
                                                                
 
 
                                                                     
                                                                        Made in China 
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E

E

E
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important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider 

than the other) as a feature to reduce the risk of electric shock. This 
plug will fit in a polarized outlet only one way. If the plug does not fit 
fully in the outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord unless plug 
can be fully inserted. Do not alter the plug.  

2. To avoid the risk of fire, do not exceed the recommended wattage 
for this lamp. 

 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the lamp from packaging by pulling on the power cord as a 
bad connection may result. Do not connect electricity until the lamp 
is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off 
fixture and allow it to cool prior to replace the bulb. 

3. Do not touch bulb when lamp is turned on or look directly at lit bulb. 
Keep flammable materials away from lit bulb. 

 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Place the Metal Ring (E) and Glass Shades (F and G) through the 

Pipe (I) as shown in the diagram.  
3. Thread the Socket (H) onto the top of the Pipe (I). 
4. Insert Harp (D) into the saddle. 
5. Install the Light Bulb (not included) into the Socket (H). 
6. Remove the Finial (A) by unscrewing it in counterclockwise 

direction. 
7. Place the Fabric Shade (B) onto the Harp (D) and secure the Fabric 

Shade (B) by screwing the Finial (A) in clockwise direction. 
8. Assembly is complete. 
9. Plug fixture into proper electrical outlet and turn the fixture on and 

off using the switch to test the functionality of the lamp. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

parts enclosed: 

DELUCA FLOOR LAMP 6610031L324 



 
   

  
 

 
  

 

(A)
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(F)
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(H)
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Fabric Shade 1

1

1
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1
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Light Bulb (not included)

Harp

Glass Shade

Finial

Metal Ring

Glass Shade

ITEM DIAGRAM DESCRIPTION QTY

Pipe

Socket

(A)

(B)

(C)

(D)

(F)

(G)

(E)

(E)

(E)

(E)

(F)

Saddle (H)

(I)

important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider 

than the other) as a feature to reduce the risk of electric shock. This 
plug will fit in a polarized outlet only one way. If the plug does not fit 
fully in the outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord unless plug 
can be fully inserted. Do not alter the plug.  

2. To avoid the risk of fire, do not exceed the recommended wattage 
for this lamp. 

 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the lamp from packaging by pulling on the power cord as a 
bad connection may result. Do not connect electricity until the lamp 
is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off 
fixture and allow it to cool prior to replace the bulb. 

3. Do not touch bulb when lamp is turned on or look directly at lit bulb. 
Keep flammable materials away from lit bulb. 

 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Place the Metal Ring (E) and Glass Shades (F and G) through the 

Pipe (I) as shown in the diagram.  
3. Thread the Socket (H) onto the top of the Pipe (I). 
4. Insert Harp (D) into the saddle. 
5. Install the Light Bulb (not included) into the Socket (H). 
6. Remove the Finial (A) by unscrewing it in counterclockwise 

direction. 
7. Place the Fabric Shade (B) onto the Harp (D) and secure the Fabric 

Shade (B) by screwing the Finial (A) in clockwise direction. 
8. Assembly is complete. 
9. Plug fixture into proper electrical outlet and turn the fixture on and 

off using the switch to test the functionality of the lamp. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

parts enclosed: 

DELUCA TABLE LAMP 6610031L323 



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASERHYS BRONZE TABLELAMP BASEDIVYA TABLE LAMP BASE

A. Finial (1)
B. Harp (1)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASEDIVYA BLACK TABLE LAMP

(c)



TO ASSEMBLE:
1. Shut off the main electrical supply from the main fuse 
box/circuit breaker.

2. Carefully unpack all fixture parts and hardware. Lay items out 
on a clear workspace.

3. Attach the ground wire from the fixture to the ground junction 
box wire from the outlet box (Usually green or bare wire). Or wrap 
the fixture's ground wire around Green ground screw (E), and then 
fix the green ground screw into the Mounting plate (A). 

4. Connect the hot wire to the hot junction box wire (usually 
black or smooth) with a plastic wire connector (D) and wrap the 
connection with electrical tape. Connect the neutral wire to the 
neutral junction box wire (usually white or ribbed) with a Plastic 
wire connector (D) and wrap the connection with electrical tape.

5. Attach the Mounting plate (A) to the outlet box using the 
Mounting screws (F). Tighten with a screwdriver.

6. Attach the Back Plate (B) to the Mounting plate (A) using the 
Screws (G) and tighten with a screwdriver.

7. Insert the Arm (C) and turn clockwise until tight.

8. Insert the 40-watt bulbs (not included) into the sockets.

9. Restore power to the junction box and test lamp fixture.

10. Installation is complete. 

IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.
2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

DYER 2 LT WALL SCONCE 667198H231   

PARTS ENCLOSED: 
(A)Mounting Plate (1)
(B)Back Plate (1)
(C)Arm (2)
(D)Plastic Wire Connector (3)
(E)Green Ground Screw (1)
(F)Mounting Screw (2)
(G)Screw (2)

A

B

F

C

E

D

G



TO ASSEMBLE:
1. Shut off the main electrical supply from the main fuse 
box/circuit breaker.
2. Carefully unpack all fixture parts and hardware. Lay items out 
on a clear workspace.
3. Determine the desired hanging height of lighting fixture from 
ceiling. If necessary, disassemble the existing suspension rod by 
unscrewing the sections apart. Guide wiring carefully through the 
Extension rod(s) (E) and thread the Extensions rod(s) (E) together 
to light fixture body accordingly. Secure the Extensions rod(s) 
using the Allen Key (D) provided. 
4. Attach the ground wire from the fixture to the ground junction 
box wire from the outlet box (Usually green or bare wire). Or wrap 
the fixture's ground wire around Green ground screw (G), and then 
fix the green ground screw into the Mounting plate (A). 
5. Connect the hot wire to the hot junction box wire (usually 
black or smooth) with a plastic wire connector (F) and wrap the 
connection with electrical tape. Connect the neutral wire to the 
neutral junction box wire (usually white or ribbed) with a Plastic 
wire connector (F) and wrap the connection with electrical tape.
6. Attach the Mounting plate (A) to the outlet box using the 
Mounting screws (H). Tighten with a screwdriver.
7. Attach the Canopy (B) to the Mounting plate (A) using the 
Ring (C) and tighten it.
8. Rotate the Arm (I) to find a desired position and tighten the
arm by using the Allen key (D) provided.
9. Insert the 40-watt bulbs (not included) into the sockets.
10. Insert the Bar (J) and turn clockwise until tight.  
11. Restore power to the junction box and test lamp fixture.
12. Installation is complete. 

IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.
2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

 18" 12"  6"

2pcs

2pcs

2pcs

DYER 10LT CHANDELIER 667198H229   

PARTS ENCLOSED: 
(A)Mounting Plate (1)
(B)Canopy (1)
(C)Ring (1)
(D)Allen Key (1)
(E)Extension rod (6)
(F)Plastic Wire Connector (3)
(G)Green Ground Screw (1)
(H)Mounting Screw (2)
(I)Arm (5)
(J)Bar (10)

AH

C
D

B

I

F

E

D

J

G



TO ASSEMBLE:
1. Shut off the main electrical supply from the main fuse 
box/circuit breaker.
2. Carefully unpack all fixture parts and hardware. Lay items out 
on a clear workspace.
3. Determine the desired hanging height of lighting fixture from 
ceiling. If necessary, disassemble the existing suspension rod by 
unscrewing the sections apart. Guide wiring carefully through the 
Extension rod(s) (E) and thread the Extensions rod(s) (E) together 
to light fixture body accordingly. Secure the Extensions rod(s) (E)
using the Allen Key (D) provided and fasten with Nut (L). 
4. Mark the location of the mounting plate holes on the ceiling using a 
pencil. Using the marks as a guide, drill holes for the Anchor (I). Insert 
the Anchor (I) into the holes. Using a hammer to fully insert until flush 
with the ceiling. 
5. Attach the ground wire from the fixture to the ground junction 
box wire from the outlet box (Usually green or bare wire). Or wrap 
the fixture's ground wire around Green ground screw (G), and then 
fix the green ground screw into the Mounting plate (A). 
6. Connect the hot wire to the hot junction box wire (usually black or 
smooth) with a plastic wire connector (F) and wrap the connection with 
electrical tape. Connect the neutral wire to the neutral junction box wire 
(usually white or ribbed) with a Plastic wire connector (F) and wrap the 
connection with electrical tape.
7. Attach the Mounting plate (A) to the ceiling outlet box using the 
Mounting screws (H). Fasten the Anchor screws (K) to the Anchors (d).
Tighten with a screwdriver.
8. Attach the Back Plate (B) to the Mounting plate (A) using the 
Plate screw (C) and tighten it.
9. Insert the 40-watt bulbs (not included) into the sockets.
10. Insert the Arm (J) and turn clockwise until tight.  
11. Restore power to the junction box and test lamp fixture.
12. Installation is complete. 

IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.
2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

 18" 12"  6"

4pcs

4pcs

4pcs

DYER 12LT LINEAR CHANDELIER 667198H230   

PARTS ENCLOSED: 
(A)Mounting Plate (1)
(B)Back Plate (1)
(C)Plate Screw (4)
(D)Allen Key (1)
(E)Extension rod (12)
(F)Plastic Wire Connector (3)
(G)Green Ground Screw (1)
(H)Mounting Screw (2)
(I)Anchor (4)
(J)Arm (12)
(K)Anchor Screw (4)
(L)Nut (2)
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1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)
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1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

warnings:

INST. 14/12/2021 - Rev.21/04/2022

to assemble:

6610146H565 / 6610146H562 - ELEONORA WALL SCONCE-2 LIGHT

[12.60] Inches

important safety instructions:

1. Carefully remove all parts from the box and remove all
protective coverings.

2. Shut OFF power to the circuit breaker where the wall
sconce be installed.

3. Remove the back plate (A) from the base by unscrewing 
the two finials (B) and the two washers (C).

4. Affix the back plate (A) onto the outlet box.

5. Wrap both safety cables with nipples (D). Push the cables 
into the outlet box.

6. After fixing the back plate (A) onto the outlet box, fix the 
base of the wall sconce with finials (B) and the washers (C).

7. Install the candle sleeves (E) over the sockets.

8. Install the bulbs (not included) on the sockets.

9. Restore power to the circuit breaker and test wall sconce.

10. Installation is complete.

care instructions:

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

Candle sleeve 2E

D Nipples

Finials
C

B
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Back Plate
2

Washers 2

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

parts enclosed:

3
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parts enclosed:

1A

Qty.Part

Back Plate

Nipples

2
Washers 2

1. Carefully remove all parts from the box and remove all
protective coverings.

2. Shut OFF power to the circuit breaker where the wall
sconce be installed.

3. Remove the back plate (A) from the base by unscrewing 
the two finials (B) and the two washers (C).

4. Affix the back plate (A) onto the outlet box.

5. Wrap both safety cables with nipples (D). Push the cables 
into the outlet box.

6. After fixing the back plate (A) onto the outlet box, fix the 
base of the wall sconce with finials (B) and the washers (C).

7. Install the candle sleeves (E) over the sockets.

8. Install the bulbs (not included) on the sockets.

9. Restore power to the circuit breaker and test wall sconce.

10. Installation is complete.

care instructions:

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

INST. 14/12/2021 - Rev.21/04/2022

Description

3
C

D

E

6610146H566 / 6610146H563 - ELEONORA WALL SCONCE-3 LIGHT

Candle sleeve 3

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

warnings:

[15.75] Inches

to assemble:

important safety instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)
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Mounting Bracket
Nipples
Canopy

Open Ring
Loop

Part

Chain

Description Qty.

Lock collar

1

1

E

1
1

H Cable
I Naked Earth Cable
J3 Ceiling Loop

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

care instructions:

K 8

6610146H561 - ELEONORA CHANDELIERE-8 LIGHT - CHARCOAL

INST. 14/12/2021 - Rev.21/04/2022

6610146H564 - ELEONORA CHANDELIERE-8 LIGHT - ANTIQUE SILVER

Candle sleeve

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

to assemble:

warnings:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

important safety instructions:

Part Description Qty.

A 1
1

1
1
1

parts enclosed:

B

C

D

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)

1. Carefully remove all parts from the box.

2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).

3. Shorten the chain (E) as needed using a pair of chain pliers.

4. Use the open ring (F) to link the chain (E) and the loop (G),
put the cable (H) and naked earth cable (I) through the chain
(E) in every 3-4 rings until through the ceiling loop (J).

5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.

6. Affix the bracket (B) onto the outlet box.

7. Wrap both safety cables with nipples (C). Push the cables 
into the outlet box.

8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).

9. Install the candle sleeves (K) over the sockets.

10. Install the bulbs (not Included) on the sockets.

11. Installation is complete, turn on power at fuse or circuit
breaker.
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1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)
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1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

warnings:

INST. 14/12/2021 - Rev.21/04/2022

to assemble:

6610146H565 / 6610146H562 - ELEONORA WALL SCONCE-2 LIGHT

[12.60] Inches

important safety instructions:

1. Carefully remove all parts from the box and remove all
protective coverings.

2. Shut OFF power to the circuit breaker where the wall
sconce be installed.

3. Remove the back plate (A) from the base by unscrewing 
the two finials (B) and the two washers (C).

4. Affix the back plate (A) onto the outlet box.

5. Wrap both safety cables with nipples (D). Push the cables 
into the outlet box.

6. After fixing the back plate (A) onto the outlet box, fix the 
base of the wall sconce with finials (B) and the washers (C).

7. Install the candle sleeves (E) over the sockets.

8. Install the bulbs (not included) on the sockets.

9. Restore power to the circuit breaker and test wall sconce.

10. Installation is complete.

care instructions:

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

Candle sleeve 2E

D Nipples

Finials
C

B

1A
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Qty.DescriptionPart

Back Plate
2

Washers 2

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

parts enclosed:

3
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parts enclosed:

1A

Qty.Part

Back Plate

Nipples

2
Washers 2

1. Carefully remove all parts from the box and remove all
protective coverings.

2. Shut OFF power to the circuit breaker where the wall
sconce be installed.

3. Remove the back plate (A) from the base by unscrewing 
the two finials (B) and the two washers (C).

4. Affix the back plate (A) onto the outlet box.

5. Wrap both safety cables with nipples (D). Push the cables 
into the outlet box.

6. After fixing the back plate (A) onto the outlet box, fix the 
base of the wall sconce with finials (B) and the washers (C).

7. Install the candle sleeves (E) over the sockets.

8. Install the bulbs (not included) on the sockets.

9. Restore power to the circuit breaker and test wall sconce.

10. Installation is complete.

care instructions:

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

INST. 14/12/2021 - Rev.21/04/2022

Description

3
C

D

E

6610146H566 / 6610146H563 - ELEONORA WALL SCONCE-3 LIGHT

Candle sleeve 3

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

warnings:

[15.75] Inches

to assemble:

important safety instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)
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K. 8 pieces

F

G

Mounting Bracket
Nipples
Canopy

Open Ring
Loop

Part

Chain

Description Qty.

Lock collar

1

1

E

1
1

H Cable
I Naked Earth Cable
J3 Ceiling Loop

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents

care instructions:

K 8

6610146H561 - ELEONORA CHANDELIERE-8 LIGHT - CHARCOAL

INST. 14/12/2021 - Rev.21/04/2022

6610146H564 - ELEONORA CHANDELIERE-8 LIGHT - ANTIQUE SILVER

Candle sleeve

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape,and texture,making each truly unique.

to assemble:

warnings:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixtures is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

important safety instructions:

Part Description Qty.

A 1
1

1
1
1

parts enclosed:

B

C

D

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.
UL RATING: DRY, BULB WATTAGE 60W
BULB: 1x TYPE (NOT INCLUDED)

1. Carefully remove all parts from the box.

2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).

3. Shorten the chain (E) as needed using a pair of chain pliers.

4. Use the open ring (F) to link the chain (E) and the loop (G),
put the cable (H) and naked earth cable (I) through the chain
(E) in every 3-4 rings until through the ceiling loop (J).

5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.

6. Affix the bracket (B) onto the outlet box.

7. Wrap both safety cables with nipples (C). Push the cables 
into the outlet box.

8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).

9. Install the candle sleeves (K) over the sockets.

10. Install the bulbs (not Included) on the sockets.

11. Installation is complete, turn on power at fuse or circuit
breaker.



2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before

installing the fixture.

1. Carefully remove all parts and hardware from the carton
2. Place the universal mounting bracket (B) over the outlet

box using given screw  (A) .
3. Gently pull the house wiring (white, black and copper

ground wire) out of the electrical out let box.

6. Fit the canopy onto the universal mounting bracket (B)
and secured with the supplied threaded nipple (D).

7. Insert bulb into the pendent socket and make sure they
do not exceed the maximum wattage specified on the
wattage label.

8. Restore power to the celing outlet.

important safety instructions:

warnings:

to assemble:

care instructions:

A - Screws (2) 
B - Universal Mounting Bracket (1)
C - Plastic Wire Nuts (2)
D - Threaded nipple (1)
E - Canopy  (1)  

parts enclosed:

660954H598 ELIANA SMALL PENDANT

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.

    E

F G

Universal Mounting

White wire - Nutural 
Black wire - Hot

Copper wire - Ground

Electrical Outlet
GNDA

D
C

UL NO:E178419 UL RATING:DRY, MAX BULB WATTAGE:1X40W
CONVERSION TO MAX LED WATTAGE: 4 - 6 W
BULB: 1 X B-11 (NOT INCLUDED)

4. Using the plastic wire nuts, (C) attached the ribbed wire (F)
to the white "neutral" house wire and the non-ribbedwire 
(G) to the black "hot" house wire. Connect the braided
copper ground wire to the green ground screw marked
"GND" on the mounting strip.

5. Gently tuck the wire connectors nearly in to the wall
outlet box.

1. Do not remove the lamp from its packaging by pulling on
the power cord , as a bad connection may result.

wattage for this fixture.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded



Important safety instructions:

Care instructions:

Parts enclosed:

Warnings:

UL File #: E178419
Max watt - 1x40 , E 26 Type A -1 Bulb

66954H104 ELIANA LANTERN PENDANT
ARHAUS

your home

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on
the power cord , as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before

installing the fixture.

To Assemble:

1. Carefully remove all parts and hardware from the carton
2. Place the universal mounting bracket (B) over the outlet

box using given screw  (A) .
3. Gently pull the house wiring (white, black and copper

ground wire) out of the electrical out let box.
4. Using the plastic wire nuts, (C) attached the ribbed wire (F)

to the white "Neutral" house wire and the non-ribbed wire 
(G) to the black "hot" house wire. Connect the braided 
copper ground wire to the green ground screw marked
"GND" on the mounting strip. It is imperative that the 
outlet box in your home be properly grounded.

5. Gently tuck the wire connectors nearly in to the wall
outlet box.

6. Fit the canopy onto the universal mounting bracket (B)
and secured with the supplied threaded nipple (D).

7. Insert bulb into the pendent socket and make sure they
do not exceed the maximum wattage specified on the
wattage label.

8. Restore power to the celing outlet.

Wipe with a soft dry cloth. To protect finish, avoid the
use of chemicals and household cleaners.

A - Screws (2) 
B - Universal Mounting Bracket (1)
C - Plastic Wire Nuts (2)
D - Threaded nipple (1)
E - Canopy  (1)  

    E

F G

Universal Mounting

White wire - Neutral 
Black wire - Hot

Copper wire - Ground

Electrical Outlet
GND



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

H

I

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X A-19 (NOT INCLUDED)

FARIDA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture.  

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

H

I

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 1 X A-19 (NOT INCLUDED)

FARIDA PENDANT 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture.  

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912082H129CH FARIDA CHANDELIER 12 FT CHAIN

     BLACK NICKEL MATTE HANGING CH
D PT-FARIDA PART

LIGHTING 912082H129C6 FARIDA CHANDELIER 6 FT CHAIN
     BLACK NICKEL MATTE HANGING CH

D PT-FARIDA PART

LIGHTING 912082H129CN FARIDA CHANDELIER CANOPY
     BLACK NICKEL MATTE CANOPY

D PT-FARIDA PART

LIGHTING PARTS SKUS



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

important safety instructions: 
1. To avoid the risk of fire, do not exceed the 

recommended wattage. 
2. This portable lamp has a polarized plug as a safety 

feature to reduce the risk of electric shock (one blade 
is wider than the other). This plug will fit in a polarized 
outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord 
unless plug can be fully inserted. Do not attempt to 
defeat this safety feature. 

 
warnings: 
1. Do not remove the lamp from packaging by pulling on   

the power cord as a bad connection may result.  
2. To reduce the risk of fire, electrical shock or personal 

injury, turn off lamp and allow it to cool prior to 
replacing the light bulb. 

3. Do not touch the bulb when the lamp is turned on or 
look directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
5. Remove the clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry 

locations only. 
7. This lamp has been rated for up to one (1) 60-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 13-watt compact 
fluorescent light bulb (not included) or one (1) 9-Watt 
LED light bulb (not included).  

8. Remove the silica gel pack from the socket before 
plugging the lamp in.  

9. Save these instructions. 
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Screw the Lamp Body Tube (D) into Lamp Base (E) 

until tighten. 
3. Unscrew the Locking Ring (A) from lamp socket. 
4. Place the Rattan Shade (C) and then the Fabric Shade 

(B) over lamp socket. Secure the shades by tightening 
the Locking Ring (A) over the socket. 

5. Insert ONE (1) 60-Watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 13-Watt compact fluorescent light bulb (not 
included), or ONE (1) 9-Watt LED light bulb (not 
included) into the socket. For your convenience, ONE 
(1) 5-Watt LED light bulb is included. 

6. Remove the protective plastic from the electrical plug. 
7. Plug the lamp into the proper electrical outlet and test 

this lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp 
finish. 

 
   Made in China 

parts enclosed: 
 

A Locking Ring  1 
B Rattan Shade  1 
C Fabric Shade  1 
D Lamp Body Tube  1 
E Lamp Base  1 

 
 
 
 
 
 

Farrah Rattan Floor Lamp 66594L214 



 

  

Farrah Rattan Wall Sconce 66594H215 
 
 
 
 
 

parts enclosed: 
 

A        Wire Connector 3 
B        Mounting Bracket 1 
C        Outlet Box Screw 2 
D        Ground Screw 1 
E        Back Plate 1 
F        Mounting Screw 2 
G        Rattan Shade 1 
H        Fabric Shade 1 
I        Locking Ring 1 

 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY LOCATIONS 

ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that these are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. Save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To reduce the risk of fire, electrical shock or personal 
injury, always turn off the fixture and allow it to cool prior 
to replacing the light bulb. 

3. Do not touch the bulb when the fixture is turned on. Do 
not look directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any contents 
until after assembly is complete to avoid accidentally 
discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Attach the Mounting Bracket (B) onto the wall outlet box 

using Outlet Box Screws (C). Use a screwdriver to 
tighten each screw until the Mounting Bracket (B) is 
firmly secured to the outlet box.  

3. Carefully inspect the wall sconce fixture wires. The 
NEUTRAL FIXTURE WIRE is white and/or has FINE 
LONGITUDINAL RIDGES running along its length. The 
HOT FIXTURE WIRE is BLACK and/or SMOOTH, and 
the bare copper wire is the GROUND WIRE. If you have 
any doubt and cannot identify the power supply wires 
with confidence, please contact a certified electrician to 
finish the installation of your fixture.  

4. Gently pull existing wires from the junction box and allow 
the wires to hang. The HOT or LIVE wire is usually black. 
The NEUTRAL wire is usually white. The GROUND wire 
is bare copper with green insulation or green with a 
yellow strip. If needed, use a pair of wire strippers to 
remove about 1/2 inches of insulation from the end of 
each wire.  



 

 
                                                         
Made in China 

 

 
 
 
 

 

Farrah Rattan Wall Sconce 66594H215 
 

 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the finish.  
 

5. Attach the GROUND WIRE from the fixture to the 
GROUND WIRE from the outlet junction box and 
secure these with the Wire Connector (A) by twisting 
the connector in a clockwise direction and wrapping 
the connection with electrical tape. If your outlet 
junction box DOES NOT have a GROUND WIRE, be 
sure to insert the Ground Screw (D) into the Mounting 
Bracket (B), marked as “GND” facing front, and wrap 
the fixture bare ground wire around the Ground 
Screw (D). Tighten the screw to clamp the ground 
wire between the ground screw head and Mounting 
Bracket (B). IT IS IMPERATIVE THAT THE 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED!  

6. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. 
Make sure that no wire strands are exposed. 

7. Connect the hot fixture wire to the hot junction box 
wire. It usually has black insulation around it. Fasten 
these together with a plastic Wire Connector (A) and 
wrap the connection with electrical tape. Make sure 
that no wire strands are exposed. Do not reverse the 
hot and neutral connections or safety will be 
compromised. 

8. Gently tuck the wire connections neatly into the wall 
outlet junction box. 

9. Fasten the Back Plate (E) to the Mounting Bracket (B) 
and over the Outlet Box by using the Mounting Screw 
(F).  

10. Put the Rattan Shade (G) under the socket and put 
the Fabric Shade (H) under the Rattan Shade (G), 
and secure these together with the Locking Ring (I). 

11. Insert ONE (1) 60-Watt maximum Type A 
incandescent light bulb (not included), or ONE (1) 13-
watt maximum compact fluorescent light bulb (not 
included), or ONE (1) 9-watt maximum LED light bulb 
(not included) into the socket. DO NOT EXCEED 
SPECIFIED WATTAGE. For your convenience ONE 
(1) 5W LED light bulb is included. 

12. Restore the power to junction box and test the fixture. 
13. Installation is now completed. 

 
 
 
 
 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.



     Important Safety Instructions:
           1. To avoid risk of fire, DO NOT exceed the
                recommended Wattage for this Fixture.

       UL NO: E492403, UL RATING: DRY, BULB WATTAGE- 150 W
       CONVERSION TO MAX 35 W SBCFL OR 28 W SBLED
       BULB: 2x TYPE A (NOT INCLUDED)

    Warnings:

FERDINAND FLOOR LAMP

B. HARP- 1 Pc.
A. FINIAL- 1 Pc.

Part Enclosed:

          1. DO NOT Remove the lamp from its packaging by
               pulling on the power cord/ wire, as a bad connection
               may result.
          2. To avoid the risk of fire, electrical shock or personal
               injury, turn off lamp and allow it to cool prior to
               replacing light bulb.
          3. DO NOT touch bulb when fixture is turned on or look
               directly at lit bulb.
          4. Keep flammable materials away from lit bulb.

    To Assemble:
           1. Carefully remove all parts from the box and remove
                all protective coverings.
           2. Turn OFF power to the circuit breaker where the lamp
                will be installed.
           3. Attach Harp (B) to the Saddle (C).
           4. Unscrew Finial (A) & place Shade on Harp (B) and
                tighten Finial (A) to harp (B).
           5. Restore power to the circuit breaker and test lamp
                fixture.

        DO NOT use polishes or Cleaners on your lamp.
        Just wipe with soft, lint free cloth.

    Care Instructions:



     Important Safety Instructions:
           1. To avoid risk of fire, DO NOT exceed the
                recommended Wattage for this Fixture.

       UL NO: E492403, UL RATING: DRY, BULB WATTAGE- 150 W
       CONVERSION TO MAX 35 W SBCFL OR 28 W SBLED
       BULB: 2x TYPE A (NOT INCLUDED)

    Warnings:

FERDINAND TABLE LAMP

B. HARP- 1 Pc.
A. FINIAL- 1 Pc.

Part Enclosed:

          1. DO NOT Remove the lamp from its packaging by
               pulling on the power cord/ wire, as a bad connection
               may result.
          2. To avoid the risk of fire, electrical shock or personal
               injury, turn off lamp and allow it to cool prior to
               replacing light bulb.
          3. DO NOT touch bulb when fixture is turned on or look
               directly at lit bulb.
          4. Keep flammable materials away from lit bulb.

    To Assemble:
           1. Carefully remove all parts from the box and remove
                all protective coverings.
           2. Turn OFF power to the circuit breaker where the lamp
                will be installed.
           3. Attach Harp (B) to the Saddle (C).
           4. Unscrew Finial (A) & place Shade on Harp (B) and
                tighten Finial (A) to harp (B).
           5. Restore power to the circuit breaker and test lamp
                fixture.

        DO NOT use polishes or Cleaners on your lamp.
        Just wipe with soft, lint free cloth.

    Care Instructions:



TO ASSEMBLE:
1.  Shut off the main electrical supply from the main fuse box/circuit breaker.
2.  Carefully unpack all fixture parts and hardware. Lay items out on a clear workspace.
3.  Connect the Chain (F) and the Lower Chain Link (E) and then connect the Chain (F) 
 and the Upper Chain Link (D).
4.  Attach the ground wire from the fixture to the ground junction box wire from the 
 outlet box (Usually green or bare wire). Or wrap the fixture's ground wire around 
 Green ground screw (b), and then fix the green ground screw into the 
 Mounting Plate (A).
5.  Connect the hot wire to the hot junction box wire (usually black or smooth) with a 

Plastic Wire Connector (a) and wrap the connection with electrical tape. Connect the 
neutral wire to the neutral junction box wire (usually white or ribbed) with a 
Plastic Wire Connector (a) and wrap the connection with electrical tape.

6.  Attach the Mounting Plate (A) to the ceiling outlet box using the Mounting Screws (c). 
Tighten with a screwdriver.

7.  Attach the Canopy (B) to the Mounting Plate (A) using the Lock Ring (C) and 
tighten it.

8. Insert the 25-watt Type B bulb (not included).
9.  Restore power to the junction box and test fixture.
10. Assembly is complete.

A

IMPORTANT SAFETY INSTRUCTIONS:
The following instructions are provided for your safety. It is very important that they 
are read completely before beginning the installation of your light fixture.

WE RECOMMEND INSTALLATION BY A LICENSED ELECTRICIAN. 
This fixture has been rated for up to (15) 25-watt maximum TYPE B bulbs. 
To avoid the risk of fire, do not exceed the recommended wattage.

WARNINGS:
All wires are connected. When unpacking, be carefully not to pull wires as a bad 
connection migth result. Do not connected electricity until your light fixture is fully
assembled.

To reduce the risk of fire, electrical shock, or personal injury, always turn off light 
fixture and allow it to cool prior to replacing light bulb(s).

This light fixture may contain lead, a chemical know to the State of California to cause 
cancer, birth defects and other reproductive harm. Wash hands after installing, 
handling, cleaning or otherwise touching this light fixture.

RECOMMENDED CARE
Wipe clean using a soft, dry cloth or static duster.
Always avoid the use of harsh chemicals and abrasives to clean light fixture as they
may damage the finish.

This Product is Listed to applicable UL Standard and requirements by UL.

ASSEMBLY INSTRUCTIONS 

PARTS ENCLOSED: 

(A) Mounting Plate (1)
(B) Canopy (1)
(C) Lock Ring (1)
(D) Upper Chain Link (2) 
(E) Lower Chain Link (2)
(F) Chain (1)

HARDWARE INCLUDED: 

(a) Plastic Wire Connector (3)
(b) Green Ground Screw (1)
(c) Mounting Screw (2)

ba

c

B
C

D

E
F



TO ASSEMBLE:
1.  Shut off the main electrical supply from the main fuse box/circuit breaker.
2.  Carefully unpack all fixture parts and hardware. Lay items out on a clear workspace.
3.  Connect the Chain (C) and the Lower Chain Link (E) and then connect the Chain (C) 
 and the Upper Chain Link (D).
4.  Insert the Rod (F) onto the Center box (G) and turn clockwise until the Rod (F) screw 
 into the Center box (G). 
5.  Secure the Rod (F) onto the Threaded pipe (I) and turn clockwise until the Rod (F) 
 screw into the Threaded pipe (I). Secure the Rod (F) by using Allen key (d) provided.
6.  Attach the ground wire from the fixture to the ground junction box wire from the 
 outlet box (Usually green or bare wire). Or wrap the fixture's ground wire around 
 Green ground screw (b), and then fix the green ground screw into the 
 Mounting Plate (A).
7.  Connect the hot wire to the hot junction box wire (usually black or smooth) with a 

Plastic Wire Connector (a) and wrap the connection with electrical tape. Connect the 
neutral wire to the neutral junction box wire (usually white or ribbed) with a 
Plastic Wire Connector (a) and wrap the connection with electrical tape.

8.  Attach the Mounting Plate (A) to the ceiling outlet box using the Mounting Screws (c). 
Tighten with a screwdriver.

9.  Attach the Canopy (B) to the Mounting Plate (A) using the Lock Ring (H) and 
 tighten it.

10. Insert the 25-watt Type B bulb (not included).
11. Restore power to the junction box and test fixture.
12. Assembly is complete.

A

IMPORTANT SAFETY INSTRUCTIONS:
The following instructions are provided for your safety. It is very important that they 
are read completely before beginning the installation of your light fixture.

WE RECOMMEND INSTALLATION BY A LICENSED ELECTRICIAN. 
This fixture has been rated for up to (16) 25-watt maximum TYPE B bulbs. 
To avoid the risk of fire, do not exceed the recommended wattage.

WARNINGS:
All wires are connected. When unpacking, be carefully not to pull wires as a bad 
connection migth result. Do not connected electricity until your light fixture is fully
assembled.

To reduce the risk of fire, electrical shock, or personal injury, always turn off light 
fixture and allow it to cool prior to replacing light bulb(s).

This light fixture may contain lead, a chemical know to the State of California to cause 
cancer, birth defects and other reproductive harm. Wash hands after installing, 
handling, cleaning or otherwise touching this light fixture.

RECOMMENDED CARE
Wipe clean using a soft, dry cloth or static duster.
Always avoid the use of harsh chemicals and abrasives to clean light fixture as they
may damage the finish.

This Product is Listed to applicable UL Standard and requirements by UL.

ASSEMBLY INSTRUCTIONS 

PARTS ENCLOSED: 

(A) Mounting Plate (1)
(B) Canopy (1)
(C) Chain (4)
(D) Upper Chain Link (4) 
(E) Lower Chain Link (4)
(F) Rod (6)
(G) Center Box (1)
(H) Lock Ring (1)
(I)  Threaded Pipe (1)

HARDWARE INCLUDED: 

(a) Plastic Wire Connector (3)
(b) Green Ground Screw (1)
(c) Mounting Screw (2)
(d) Allen Key (1)

b
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 917198H398CH FERRIS CHANDELIER 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-FERRIS PART

LIGHTING 917198H398C6 FERRIS CHANDELIER 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-FERRIS PART

LIGHTING 917198H398SL FERRIS CHANDELIER CANDLE COVER
     CANDLE SLEEVE

A PT-FERRIS PART

LIGHTING 917198H398CN FERRIS CHANDELIER CANOPY
     BLACK IRON CANOPY

A PT-FERRIS PART

LIGHTING 917198H398R2 FERRIS RECT CHANDELIER 12" ROD
     12" BLACK IRON HANGING ROD

A PT-FERRIS PART

LIGHTING 917198H398R8 FERRIS RECT CHANDELIER 18''ROD
     18" BLACK IRON HANGING ROD

A PT-FERRIS PART

PARTS INVENTORY



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry locations 

only. 
6. This lamp has been rated for up to one 3-way 150-watt 

maximum TYPE A standard incandescent light bulb (not 
included). To avoid the risk of fire, do not exceed the 
recommended wattage. 

7. Save these instructions. 
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of the 
Lamp Shade.  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert one 3-way 150-watt maximum TYPE A standard 
incandescent light bulb  into the socket (not included). 
DO NOT EXCEED SPECIFIED WATTAGE. 

6. Remove Protective Plastic from Electrical Plug . 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
 
 
 
 
Made in China 

 

parts enclosed: 
 A Finial 1 
B Shade 1 
C Harp 1 

 
 
 
 
 
 
 

Fielding Charcoal Floor Lamp 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L489F FIELDING CHARCOAL FLOOR FINIAL
     CHARCOAL GREY FINIAL

A PT-FIELDIN PART

LIGHTING 91594L489H FIELDING CHARCOAL FLOOR HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L489SH FIELDING CHARCOAL FLOOR SHADE
     LINEN SHADE

A PT-FIELDIN

LIGHTING 91594L493F FIELDING CHARCOAL TABLE FINIAL
     CHARCOAL GREY FINIAL

A PT-FIELDIN PART

LIGHTING 91594L493H FIELDING CHARCOAL TABLE HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L493SH FIELDING CHARCOAL TABLE SHADE
     LINEN SHADE

A PT-FIELDIN

LIGHTING 91594L384F FIELDING FLOOR LAMP FINIAL
     ANTIQUED FINIAL

A PT-FIELDIN PART

LIGHTING 91594L384H FIELDING FLOOR LAMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L384SH FIELDING FLOOR LAMP SHADE
     LINEN & WHITE SHADE

A PT-FIELDIN PART

LIGHTING 91594L491F FIELDING RUST FLOOR LMP FINIAL
     ANTIQUE RUST FINIAL

A PT-FIELDIN PART

LIGHTING 91594L491H FIELDING RUST FLOOR LMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L491SH FIELDING RUST FLOOR LMP SHADE
     LINEN SHADE

A PT-FIELDIN PART

LIGHTING 91594L495F FIELDING RUST TABLE LMP FINIAL
     ANTIQUE RUST FINIAL

A PT-FIELDIN PART

LIGHTING 91594L495H FIELDING RUST TABLE LMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L495SH FIELDING RUST TABLE LMP SHADE
     LINEN SHADE

A PT-FIELDIN

LIGHTING 91594L355F FIELDING TABLE LAMP FINIAL
     ANTIQUED FINIAL

A PT-FIELDIN PART

LIGHTING 91594L355H FIELDING TABLE LAMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L355SH FIELDING TABLE LAMP SHADE
     LINEN & WHITE SHADE

A PT-FIELDIN

Parts Inventory



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Rotate joint (B) to the desired angle.
2. Rotate lamp arm (C) to the desired angle. NOTE: Arm can
only rotate a maximum of 350 degrees.
3. Insert plug (A) into proper electrical outlet and turn on with 
foot switch. 
4. Assembly is complete.

FINNEGAN FLOOR LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001).

1. Do not force the lamp arm (C) while joint (B) is tightened, 
    as this may damage the lamp. Adjust the lamp arm (C) 
    by loosening the joint (B) and then retightening it to 
    hold the position. 
2. Do not break or pull out LED panel.
3. Do not use outdoors or near water. 
4. Do not handle the transformer or lamp with wet hands.
5. Do not look directly at the LEDs.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Rotate joint (C) to the desired angle.
2. Rotate lamp arm (D) to the desired angle. NOTE: Arm can
only rotate a maximum of 350 degrees.
3. Insert plug (A) into proper electrical outlet and turn on with 
dimmer switch (B). 
4. Assembly is complete.

FINNEGAN TABLE LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001).

1. Do not force the lamp arm (D) while joint (C) is tightened, 
    as this may damage the lamp. Adjust the lamp arm (D) 
    by loosening the joint (C) and then retightening it to 
    hold the position. 
2. Do not break or pull out LED panel.
3. Do not use outdoors or near water. 
4. Do not handle the transformer or lamp with wet hands.
5. Do not look directly at the LEDs.



TO ASSEMBLE:
1.  Shut off the main electrical supply from the main fuse box/circuit breaker.
2.  Carefully unpack all fixture parts and hardware. Lay items out on a clear workspace.
3.  Connect the Upper rod (D) and the Lower rod (E) throught the Ring (G) and then 
 screw the Upper rod (D) to the Loop ring (F).
4.  Attach the ground wire from the fixture to the ground junction box wire from the 
 outlet box (Usually green or bare wire). Or wrap the fixture's ground wire around 
 Green ground screw (b), and then fix the green ground screw into the 
 Mounting Plate (A).
5.  Connect the hot wire to the hot junction box wire (usually black or smooth) with a 

Plastic Wire Connector (a) and wrap the connection with electrical tape. Connect 
the neutral wire to the neutral junction box wire (usually white or ribbed) with a 
Plastic Wire Connector (a) and wrap the connection with electrical tape.

6.  Attach the Mounting Plate (A) to the ceiling outlet box using the Mounting Screws (c). 
Tighten with a screwdriver.

7.  Attach the Canopy (B) to the Mounting Plate (A) using the Lock Ring (C) and 
tighten it.

8.  Insert the 25-watt Type T bulb (not included).
9.  Hook one end of the Long Rope (H) in the small loop on the Ring (G). Then hook 
     another end on the Top plate (J). Repeat this on the remaining 7 Long Ropes (H).
10. Hook one end of the Short Rope (I) on the Bottom Plate (K). Then hook another end 
  in the small loop of the Ring (G). Repeat this on the remaining 7 Short Ropes (I). 
11. Restore power to the junction box and test fixture.
12. Assembly is complete.

IMPORTANT SAFETY INSTRUCTIONS:
The following instructions are provided for your safety. It is very important that they 
are read completely before beginning the installation of your light fixture.

WE RECOMMEND INSTALLATION BY A LICENSED ELECTRICIAN. 
This fixture has been rated for up to (4) 25-watt maximum TYPE T bulbs. 
To avoid the risk of fire, do not exceed the recommended wattage.

WARNINGS:
All wires are connected. When unpacking, be carefully not to pull wires as a bad 
connection migth result. Do not connected electricity until your light fixture is fully
assembled.

To reduce the risk of fire, electrical shock, or personal injury, always turn off light 
fixture and allow it to cool prior to replacing light bulb(s).

This light fixture may contain lead, a chemical know to the State of California to cause 
cancer, birth defects and other reproductive harm. Wash hands after installing, 
handling, cleaning or otherwise touching this light fixture.

RECOMMENDED CARE
Wipe clean using a soft, dry cloth or static duster.
Always avoid the use of harsh chemicals and abrasives to clean light fixture as they
may damage the finish.

This Product is Listed to applicable UL Standard and requirements by UL.

ASSEMBLY INSTRUCTIONS 

PARTS ENCLOSED: 

(A) Mounting Plate (1)
(B) Canopy (1)
(C) Lock Ring (1)
(D) Upper Rod (1) 
(E) Lower Rod (1)
(F) Loop Ring (1)
(G) Ring (1)
(H) Long Rope (8)
(I) Short Rope (8)
(J) Top Plate (1)
(K) Bottom Plate (1)

HARDWARE INCLUDED: 

(a) Plastic Wire Connector (3)
(b) Green Ground Screw (1)
(c) Mounting Screw (2)
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- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

- To replace glass dop (O) (P) and chain of 10 octagons 
(N), insert wire clip into the hole on the iron frame, 
twist the wire to close the loop and secure it in place.

FOTINI 1 LT CHANDELIER
#65636H0151

O

P

N





 !"#$%&’()*$&+, -. *"#!’#%$!/&#0%-’$#"1(#-*’$,

2!"’-’3$,

#*%!$$&.4)&,

(!"&%-’$#"1(#-*’$,

 !"#$%#&’(’)"*+’!%#,"*$-

 !"#$"%$&’(($)*"+),-.//.-+’)"01"."/+&$),$*"$/$&-%+&+.)!

 !"#$"%&$’(")*+",’-."$/"0,+1"($"2$)"+34++(")*+",+4$55+(+("

6%))%7+"/$,")*’-"03)8,+!

9!":$"2$)",+5$&+")*+";%5<"/,$5"’)-"<%4.%7’27"=>"<8;;’27"$2"

)*+"<$6+,"4$,(1"%-"%"=%("4$22+4)’$2"5%>",+-8;)!

 !!"#$"%&$’(")*+",’-."$/"0,+1"+;+4),’4%;"-*$4.1"$,"<+,-$2%;"’2?8,>1"

)8,2"$@";%5<"%2("%;;$6"’)")$"4$$;"<,’$,")$",+<;%4’27";’7*)"=8;=!

A!":$"2$)")$84*"=8;="6*+2"03)8,+"’-")8,2+("$2"$,";$$."(’,+4);>"

%)";’)"=8;=!

B!"C++<"D%55%=;+"5%)+,’%;-"%6%>"/,$5";’)"=8;=!

(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 1 x 40 w
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F).

See back of the page for wiring connection details.

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

FOTINI 1LT WALL SCONCE
#65636H0303

- To replace the glass drops (I) and octagon glass chain (L) 
insert wire clip into the hole on the iron frame, twist the 
wire to close the loop and secure it in place

I
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H151CH FOTINI CHAND 12 FT CHAIN
     3 MM X 3.7 MT SILVER CLAY CHAIN

A PT-FOTINI PART

LIGHTING 91636H151CH6 FOTINI CHAND 6 FT CHAIN
     3 MM X 1.8 MT SILVER CLY CHAIN

A PT-FOTINI PART

LIGHTING 91636H151CN FOTINI CHAND CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-FOTINI PART

LIGHTING 91636H151CRC FOTINI CHAND CRYSTAL STRAND
     STRAND OF 10 CRYSTALS W/ GOLD

A PT-FOTINI PART

LIGHTING 91636H151CRL FOTINI CHAND LG CRYSTAL
     50 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H151CRS FOTINI CHAND SM CRYSTAL
     38 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H343CH FOTINI LG 12 FT CHAIN
     4 MM X 3.7 MT SILVER CLY CHAIN

A PT-FOTINI PART

LIGHTING 91636H343CH6 FOTINI LG 6 FT CHAIN
     4 MM X 1.8 MT SILVER CLY CHAIN

A PT-FOTINI PART

LIGHTING 91636H343CN FOTINI LG CHAND CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-FOTINI PART

LIGHTING 91636H343CR FOTINI LG CHAND CRYSTAL
     50 MM CRYSTAL W/ SILVER WIRE

A PT-FOTINI PART

LIGHTING 91636H343CRC FOTINI LG CHAND CRYSTAL STRAND
     STRAND OF 17 CRYSTAS W/ SILVER

A PT-FOTINI PART

LIGHTING 91636H303CR FOTINI SCONCE CRYSTAL
     38 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H303CRC FOTINI SCONCE CRYSTAL STRAND
     STRAND OF 10 CRYSTALS W/ GOLD

A PT-FOTINI PART

LIGHTING 91636H249CN SMALL CROWN CHAND CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

D PT-FOTINI PART

PARTS INVENTORY



 
  

  
 

 
 

 

important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Install Mounting plate (C) to the Junction box with Mounting screws (A). 
4. Pull the ground wire from ceiling outlet box, and attach ground wire 

(usually green of bare wire) from ceiling box to ground wire on 
Mounting Plate (C) with a screw. 

5. Attach positive wire from ceiling (usually black or smooth) to positive 
wire on fixture with a Wire Connector (B) and wrap this connector with 
electrical tape. 

6. Attach neutral wire from ceiling box (usually white or ribbed) with 
neutral wire on the fixture with a Wire Connector (B), and wrap this 
connector with electrical tape. 

7. Install Canopy (E) with Mounting plate (C) by use Steel screws (D).  
8. Lock Socket ring (J), Fixture shade (G), Shade cap (H), Shade (I) onto 

Socket (F). 
9. Insert the light bulbs (M). 
10. Restore power to the junction box and test ceiling light fixture. 
11. The height can be adjusted by using Tool (K). 

 

care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

  FRAMED FLARE PENDANT  6610031H128   
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(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

DIAGRAM DESCRIPTION
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the wires as a bad 

connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. Keep 

flammable materials away from lit bulb. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed.  
2. Carefully remove all parts from the box and remove all plastic coverings. 

Take care not to lose any small parts  
3. Attach Mounting plate (C) to the outlet box with Mounting screws (A), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (B). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (B). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

5. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (C).  

6. Tuck these wire connections neatly into the outlet box, place Canopy (E) 
over the Mounting Plate (C), and secure the canopy with Steel Screws (D). 

7. Put Glass Shade (G) into Fixture Frame (F), put Rubber Pad (H) over the 
socket, and secure Glass Shade (G) with Socket Ring (I). 

8. Insert the proper light bulb (J) in accordance with the fixture’s specifications 
(DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 

9. Installation is completed. Turn on the power at the circuit breaker or fuse 
box.  

10. Turn the light switch to activate the fixture. 

 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on the fixture.  

parts enclosed: 

  FRAMED FLARE 13” PENDANT  6610031H253  

FRAMED FLARE 17” PENDANT  6610031H254 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the wires as a bad 

connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. Keep 

flammable materials away from lit bulb. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed.  
2. Carefully remove all parts from the box and remove all plastic coverings. 

Take care not to lose any small parts  
3. Attach Mounting plate (C) to the outlet box with Mounting screws (A), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (B). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (B). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

5. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (C).  

6. Tuck these wire connections neatly into the outlet box, place Canopy (E) 
over the Mounting Plate (C), and secure the canopy with Steel Screws (D). 

7. Put Glass Shade (G) into Fixture Frame (F), put Rubber Pad (H) over the 
socket, and secure Glass Shade (G) with Socket Ring (I). 

8. Insert the proper light bulb (J) in accordance with the fixture’s specifications 
(DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 

9. Installation is completed. Turn on the power at the circuit breaker or fuse 
box.  

10. Turn the light switch to activate the fixture. 

 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on the fixture.  

parts enclosed: 

  FRAMED FLARE 13” PENDANT  6610031H253  

FRAMED FLARE 17” PENDANT  6610031H254 



GARNET BRONZE CHANDELIER
652036H041

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET MD BRASS PENDANT
662036H158

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRASS PENDANT
662036H064

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRASS RECT CHANDELIER
662036H062

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain and the loop (I),
then put the cable (G) and naked earth cable (H) through
the chain (J) in every 3-4 rings until through the ceiling loop
(E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base by
loosening the side screw (C) .
3. Affix the mounting bracket (B) on the outlet box with the
screws (A) .
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF
5. Hold the lamp body and wrap both safety cable (D) with
nipples (E) , push the base on the bracket(B)and then affix it
with screws (C) again.
6. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET BRASS SCONCE
662036H161



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036H11CH GARNET BRONZE 12 FT CHAIN
     12 FT IRON HANGING CHAIN

A PT-GARNET PART

LIGHTING 912036H11CH6 GARNET BRONZE 6 FT CHAIN
     6 FT IRON HANGING CHAIN

A PT-GARNET PART

LIGHTING 912036H041CC GARNET BRONZE CANDLE COVER
     ANTIQUE BRONZE CANDLE COVER

A PT-GARNET PART

LIGHTING 912036H113CN GARNET BRONZE PENDANT CANOPY
     IRON CANOPY

A PT-GARNET PART

LIGHTING 912036H114CN GARNET BRONZE RECT CANOPY
     BRONZE RECT CANOPY W/ HARDWARE

A PT-GARNET PART

PARTS INVENTORY



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain(E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET BRASS 21” CHANDELIER
662036H561



GARNET BRASS 35” PENDANT
662036H267

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRASS 51” CHANDELIER
662036H270

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRASS 54” RECT CHANDELIER
662036H563

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain and the loop (I),
then put the cable (G) and naked earth cable (H) through
the chain (J) in every 3-4 rings until through the ceiling loop
(E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable(H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET BRONZE 21” CHANDELIER
662036H560



GARNET BRONZE 35” PENDANT
662036H268

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRONZE 51” CHANDELIER
662036H271

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



GARNET BRONZE 54” RECT CHANDELIER
662036H565

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain and the loop (I),
then put the cable (G) and naked earth cable (H) through
the chain (J) in every 3-4 rings until through the ceiling loop
(E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain(E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET SILVER 21” CHANDELIER
662036H562



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain(E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET SILVER 21” CHANDELIER
662036H562



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET ANTIQUE SILVER 35” PENDANT
662036H269



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GARNET ANTIQUE SILVER 51” CHANDELIER
662036H272



GARNET SILVER 54” RECT CHANDELIER
662036H564

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain and the loop (I),
then put the cable (G) and naked earth cable (H) through
the chain (J) in every 3-4 rings until through the ceiling loop
(E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRASS 1-LT PENDANT
662036H570



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRASS 3-LT PENDANT
662036H573



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRASS FLUSHMOUNT
662036H349

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the canopy (D)
by loosening the screws (E).
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
4. Affix the mounting bracket (C) on the outlet box.
5. Wrap both safety cables with nipples (A), push the cable
into the outlet box.
6. Attach the canopy (D) to the mounting bracket (C) and
secure with screws (E) again.
7. Install the bulbs on the sockets.
8. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRONZE 1-LT PENDANT
662036H572



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRONZE 3-LT PENDANT
662036H575



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE BRONZE FLUSHMOUNT
662036H348

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the canopy (D)
by loosening the screws (E).
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
4. Affix the mounting bracket (C) on the outlet box.
5. Wrap both safety cables with nipples (A), push the cable
into the outlet box.
6. Attach the canopy (D) to the mounting bracket (C) and
secure with screws (E) again.
7. Install the bulbs on the sockets.
8. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE SILVER FLUSHMOUNT
662036H350

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the canopy (D)
by loosening the screws (E).
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
4. Affix the mounting bracket (C) on the outlet box.
5. Wrap both safety cables with nipples (A), push the cable
into the outlet box.
6. Attach the canopy (D) to the mounting bracket (C) and
secure with screws (E) again.
7. Install the bulbs on the sockets.
8. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE SILVER 1-LT PENDANT
662036H571



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

GEODE SILVER 3-LT PENDANT
662036H574



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry locations 

only. 
6. This lamp has been rated for up to ONE (1) 3-way 100-

watt maximum TYPE A standard incandescent light bulb 
(not included). To avoid the risk of fire, do not exceed 
the recommended wattage. 

7. Save these instructions. 
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of the 
Lamp Shade.  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 3-way 100-watt maximum TYPE A 
standard incandescent light bulb into the socket (not 
included). DO NOT EXCEED SPECIFIED WATTAGE. 

6. Remove Protective Plastic from Electrical Plug. 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
 
 
 
Made in China 

 

parts enclosed: 
 
A Finial    1 
B Shade    1 
C Harp    1 
 
 
 
 
 
 

Ghent White Crackle Table Lamp 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594GHETLF GHENT TABLE LAMP FINIAL
     RUSTIC BLACK FINIAL

A PT-GHENT PART

LIGHTING 91594GHETLH GHENT TABLE LAMP HARP
     10.5" BRASS HARP

A PT-GHENT PART

LIGHTING 91594GHETLSH GHENT TABLE LAMP SHADE
     LINEN SHADE REPLACEMENT

A PT-GHENT

PARTS INVENTORY

















 

 

Glass Column Floor Lamp 66594L100/ 66594L102 
 
 
 
 
parts enclosed: 

A Finial 1 

B Lamp Shade 1 

C Harp 1 

 

important safety instructions: 

1. To avoid the risk of fire, do not exceed the recommended 

wattage. 

2. This portable lamp has a polarized plug (one blade is 

wider than the other) as a safety feature to reduce the risk 

of electric shock. This plug will fit in a polarized outlet only 

one way. If the plug does not fit fully in the outlet, reverse 

the plug. If it still does not fit, contact a qualified electrician. 

Never use with an extension cord unless plug can be fully 

inserted. Do not attempt to defeat this safety feature. 

 

warnings: 
1. Do not remove the lamp from packaging by pulling on the 

power cord, as a bad connect may result.  

2. To reduce the risk of fire, electrical shock or personal 

injury, turn off lamp and allow it to cool prior to replacing 

light bulb. 

3. Do not touch the bulb when the lamp is turned on or look 

directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 

5. Remove clear shade cover prior to use. 

6. This portable lamp is meant for indoor use, dry locations 

only. 

7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 

light bulb (not included) or one (1) 23-watt compact 

fluorescent light bulb (not included) or one (1) 20-Watt 

LED light bulb (not included).  

8. Save these instructions. 

 

to assemble: 
1. Unpack all parts from carton carefully.  

2. Insert the Harp (C) into the Saddle (D) and lower the harp 

caps until they cover the two-pronged Saddle (D). 

3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure the 

harp top extends through the hole at the top of the Lamp 

Shade.  

4. Attach the Finial (A) onto the harp top and tighten to 

secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 

medium base incandescent light bulb (not included), or 

ONE (1) 23-watt maximum compact fluorescent light 

bulb (not included), or ONE (1) 20-watt maximum LED 

light bulb (not included) into the socket.  

6. Remove Protective Plastic from Electrical Plug. 

7. Plug the lamp into proper electrical outlet and test this 

lamp. 

 

care instructions: 

1. Wipe clean with a soft, dry cloth or static duster. 

2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s finish. 

 

Made in China 
 
 



 

 

Glass Column Table Lamp 66594L101/ 66594L103 

 
 
 
 
 

parts enclosed: 
A Finial 1 

B Lamp Shade 1 

C Harp 1 

 

important safety instructions: 

1. To avoid the risk of fire, do not exceed the recommended 

wattage. 

2. This portable lamp has a polarized plug (one blade is 

wider than the other) as a safety feature to reduce the risk 

of electric shock. This plug will fit in a polarized outlet only 

one way. If the plug does not fit fully in the outlet, reverse 

the plug. If it still does not fit, contact a qualified electrician. 

Never use with an extension cord unless plug can be fully 

inserted. Do not attempt to defeat this safety feature. 

 

warnings: 
1. Do not remove the lamp from packaging by pulling on the 

power cord, as a bad connect may result.  

2. To reduce the risk of fire, electrical shock or personal 

injury, turn off lamp and allow it to cool prior to replacing 

light bulb. 

3. Do not touch the bulb when the lamp is turned on or look 

directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 

5. Remove clear shade cover prior to use. 

6. This portable lamp is meant for indoor use, dry locations 

only. 

7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 

light bulb (not included) or one (1) 23-watt compact 

fluorescent light bulb (not included) or one (1) 20-Watt 

LED light bulb (not included).  

8. Save these instructions. 

 

to assemble: 
1. Unpack all parts from carton carefully.  

2. Insert the Harp (C) into the Saddle (D) and lower the harp 

caps until they cover the two-pronged Saddle (D). 

3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure the 

harp top extends through the hole at the top of the Lamp 

Shade.  

4. Attach the Finial (A) onto the harp top and tighten to 

secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 

medium base incandescent light bulb (not included), or 

ONE (1) 23-watt maximum compact fluorescent light 

bulb (not included), or ONE (1) 20-watt maximum LED 

light bulb (not included) into the socket.  

6. Remove Protective Plastic from Electrical Plug. 

7. Plug the lamp into proper electrical outlet and test this 

lamp. 

 

care instructions: 

1. Wipe clean with a soft, dry cloth or static duster. 

2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s finish. 

 

Made in China 
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important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture. 
 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 
2. Turn OFF power to the junction box where the lamp will be installed. 
3. Install Mounting plate (C) to the Junction box with Mounting screws (A). 
4. Pull the ground wire from ceiling outlet box, and attach ground wire 

(usually green of bare wire) from ceiling box to ground wire on Mounting 
Plate (C) with a screw. 

5. Attach positive wire from ceiling (usually black or smooth) to positive wire 
on fixture with a Wire Connector (B) and wrap this connector with 
electrical tape. 

6. Attach neutral wire from ceiling box (usually white or ribbed) with neutral 
wire on the fixture with a Wire Connector (B), and wrap this connector with 
electrical tape. 

7. Install Canopy (E) with Mounting plate (C) by use Steel screws (D).  
8. Secure Shade (G) by install Thumb screws (I) to the Shade cup (F). 
9. Insert the light bulbs (I). 
10. Restore power to the junction box and test ceiling light fixture. 
11. The height can be adjusted by using Tool (H). 

 

care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

 GLASS TEARDROP PENDANT 6610031H127 



important safety instructions:

care instructions:

warnings:

LARGE GLOBE PENDANT
AR HAUS

y  our home

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommeded

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on
the power cord , as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury,
turn o fflamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before

installing the fixture.

to assemble:
1. Carefully remove all parts and hardware from the carton
2. Place the universal mounting bracket (C) over the outlet

box using given screw (A).
3. Gently pull the house wiring (white, black and copper

ground wire) out of the electrical outlet box.
4. Using the plastic wire nuts (B) attached the ribbed wire to

the white "neutral" house wire and the non-ribbed
wire to the black "hot" house wire. Connect the braided
copper ground wire to the green ground screw marked
"GND" on the mounting strip. It is imperative that the
outlet box in your home be properly grounded.

5. Gently tuck the wire connectors nearly in to the wall
outlet box.

6. Fit the canopy onto the universal mounting bracket (C)
and secure with the supplied threaded nipple (D).

7. Insert 1 x A19 bulb into the pandent socket and make sure they
do not exceed the maximum wattage specified on the
wattage label.

Wipe with a soft dry cloth. To protect finish, avoid the
use of chemicals and household cleaners.

parts enclosed:
A. Screws (2) 
B. Plastic Wire Nuts (2) 

(B)

(A)

(C)
(D)

(E)

9. Restore power to the ceiling outlet.

(F)

(G)

8. Then attach the glass ball (G) with pendent cap and tighten it
with the given screws (F). Make sure all 3 screws are tighten
properly and evenly to secure the Glass ball with Pendant
cap.

 UL NO: E178419, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 9 W
BULB: 1 X A-19 (NOT INCLUDED)

6. Make sure all 3 screws are tighten properly and
evenly to secure the Glass ball with Pendant cap.



important safety instructions:

care instructions:

warnings:

SMALL GLOBE PENDANT
ARHAUS

y  our home

1. Professional installation recommended.
2.To avoid the risk of fire, do not exceed the recommeded

wattage for this fixture.

1.Do not remove the lamp from its packaging by pulling on
the power cord , as a bad connection may result.

2.To avoid the risk of fire, electrical shock, or personal injury,
turn o fflamp and allow it to cool prior to replacing light bulb.

3.Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4.Keep flammable materials away from lit bulb.
5.Be sure to shut off power at the main fuse before

installing the fixture.

to assemble:
1. Carefully remove all parts and hardware from the carton
2. Place the universal mounting bracket (C) over the outlet

box using given screw (A).
3. Gently pull the house wiring (white, black and copper

ground wire) out of the electrical outlet box.
4. Using the plastic wire nuts (B) attached the ribbed wire to

the white "neutral" house wire and the non-ribbed
wire to the black "hot" house wire. Connect the braided
copper ground wire to the green ground screw marked
"GND" on the mounting strip. It is imperative that the
outlet box in your home be properly grounded.

5.Gently tuck the wire connectors nearly in to the wall
outlet box.

6. Fit the canopy onto the universal mounting bracket (C)
and secure with the supplied threaded nipple (D).

7. Insert 1 x B10 bulb into the pandent socket and make sure they
do not exceed the maximum wattage specified on the
wattage label.

Wipe with a soft dry cloth. To protect finish, avoid the
use of chemicals and household cleaners.

parts enclosed:
A. Screws (2) 
B. Plastic Wire Nuts (2) 

(B)

(A)

(C)
(D)

(E)

9. Restore power to the ceiling outlet.

(F)

(G)

8. Then attach the glass ball (G) with pendent cap and tighten it
with the given screws (F). Make sure all 3 screws are tighten
properly and evenly to secure the Glass ball with Pendant
cap.

 UL NO: E178419, UL RATING : DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X B-10 (NOT INCLUDED)

6. Make sure all 3 screws are tighten properly and
evenly to secure the Glass ball with Pendant cap.



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91954H132CH GLOBE PENDANT 12 FT CHAIN

     VINTAGE BRASS 12 FT CH
A PT-GLOBE PART

LIGHTING 91954H132C6 GLOBE PENDANT 6 FT CHAIN
     VINTAGE BRASS 6 FT CH

A PT-GLOBE PART

LIGHTING 91954H132CN GLOBE PENDANT CANOPY
     VINTAGE BRASS CANOPY

A PT-GLOBE PART

LIGHTING 91954H132GLL GLOBE PENDANT LARGE GLASS BALL
     CLEAR 12" D GLASS BALL

A PT-GLOBE

LIGHTING 91954H132GLS GLOBE PENDANT SMALL GLASS BALL
     CLEAR 8" D GLASS BALL

A PT-GLOBE

LIGHTING PARTS SKUS



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 9  x 40W
type of socket: E12

GRAND 9LTS CHANDELIER
#65636H0364
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H210CH GRAND 28 LT CHAND 12 FT CHAIN
     6 MM X 3.7 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H210CH6 GRAND 28 LT CHAND 6 FT CHAIN
     6 MM X 1.8 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H210PLT GRAND 28 LT CHAND MOUNTING PLT
     MOUNTING PLATE

A PT-GRAND PART

LIGHTING 91636H210CN GRAND 28 LT CHAND SP CANOPY
     DARK SILVER CLAY CANOPY

A PT-GRAND PART

LIGHTING 91636H364CH GRAND CHAND 12 FT CHAIN
     5 MM X 3.7 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H364CH6 GRAND CHANDELIER 6 FT CHAIN
     5 MM X 1.8 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H364CN GRAND CHANDELIER CANOPY
     DK SILVER CLAY CANOPY W/ HDWR

A PT-GRAND PART

LIGHTING 91636H364SL ITALIAN WHITE CANDLE SLEEVE
     CANDLE SLEEVE

A PT-GRAND PART

PARTS INVENTORY



 



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

HAIRPAIN WALL SCONCE

A. Socket Ring (1)
B. Socket (1)
A. Socket Cover (1)
B. Socket Cover Ring (1)

5. Unscrew socket cover ring (B) place shade on socket
cover (A) and tighten socket cover ring (B) to Socket cover (A)

6. Restore power to the circuit breaker and test wall sconce.

.

Socket Cove Ring

Socket Cover
Back Plate

Attach shade to socket cover (A) by removing socket cover 
ring (B) re fix socket cover ring (B) after shade attached.

HAYLEN WALL SCONCE BASE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp. Wipe with soft, 
lint free cloth.

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade to socket cover (A) by removing socket cover
ring (B) re fix socket cover ring (B) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

with screws.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

HAYLEN WALL SCONCE BASEHAYLEN WALL SCONCE BASE

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEALDSBURG LARGE PENDANT
662036H052

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEALDSBURG MEDIUM PENDANT
662036H051

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEALDSBURG SMALL PENDANT
662036H050

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEMISPHERE GEODE BRASS CHANDELIER
652036H7090



HEMISPHERE GEODE LG BR CHAND
662036H146

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Use scissors to cut the rope fixed to the chandelier frame
preventing movement and remove the rope. Pull cables (H)
and (I) through the opening at the top of the chandelier frame
following the arrow. Screw loop (G) onto threaded pipe (K)
according to the illustration.
4. Take off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and naked earth cable (I) through the
chain (E) in every 3-4 rings until through the ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEMISPHERE GEODE LG BRZ CHAND
662036H146



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Take the mounting bracket (A) from the canopy (E). Then
inset the expansion tubes (B) to the ceiling holes and then fix
the bracket with screws (C) to the ceiling.
2. Loosen the side screw (F) and Put the ceiling loop(D) on
the bracket (A).
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.

4. Connect the 3 power wires according to their colors. Brown
is the live wire, blue is the neutral wire, green / yellow is the
earth wire.
5. Attach the canopy (E) to the mounting bracket (A) and
secure with side screw (F).
6. Install the bulbs on the sockets 7. Installation is complete ,
turn on power at fuse or circuit breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

HEMISPHERE PRISM SILVER CHANDELIER
652036H0396



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036HBRCH HEMISPHERE BRASS 12 FT CHAIN
     .16" X 12 FT ANTIQUE GOLD CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBRCH6 HEMISPHERE BRASS 6 FT CHAIN
     .16" X 6 FT ANTIQUE GOLD CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBRCN HEMISPHERE BRASS CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

LIGHTING 912036HBZCH HEMISPHERE BRONZE 12 FT CHAIN
     .16" X 12 FT BRONZE CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBZCH6 HEMISPHERE BRONZE 6 FT CHAIN
     .16" X 6 FT BRONZE CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBZCC HEMISPHERE BRONZE CANDLE COVER
     ANTIQUE BRONZE CANDLE COVER

A PT-HEMISPH PART

LIGHTING 912036HBZCN HEMISPHERE BRONZE CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

LIGHTING 912036HSVCH HEMISPHERE SILVER 12 FT CHAIN
     .16" X 12 FT SILVER CHAIN

A PT-HEMISPH PART

LIGHTING 912036HSVCH6 HEMISPHERE SILVER 6 FT CHAIN
     .16" X 6 FT SILVER CHAIN

A PT-HEMISPH PART

LIGHTING 912036HSVCN HEMISPHERE SILVER CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

PARTS INVENTORY



 

 
 

Henri Brass Swag 651595H0332 
 
 
 
 
 

parts enclosed: 
 

A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Canopy Screw 2 
E Canopy 1 
F Socket 1 
G Socket Ring 1 

 
 

 
caution: 
BEFORE INSTALLING THIS PENDANT, MAKE SURE 
THE POWER TO THE CIRCUIT IS TURNED OFF AT THE 
MAIN FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. This pendant is meant for indoor use, DRY 

LOCATIONS ONLY. 
2. The maximum weight of shade is 8lbs. Please do 

not use overweighed shade.  
3. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting 
fixture. 

4. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

5. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON FAMILIAR 
WITH THE CONSTRUCTION AND OPERATION 
OF THE PRODUCT AND THE HAZARDS 
INVOLVED. 

6. Save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by 

pulling on the power cord as a bad connection or 
damage may result.  

2. To reduce the risk of fire, electrical shock or 
personal injury, always turn off the chandelier and 
allow it to cool prior to replacing the light bulbs. 

3. Do not touch the bulbs when the chandelier is 
turned on. Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY 

FROM THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Attach the Mounting Bracket (B) onto the Ceiling 

Outlet Box using Mounting Screws (C). Tighten the 
screws with a screwdriver until secure. 

3. Gently pull wiring down from the ceiling junction box 
and allow it to hang. Thread the wires through the 
center hole on the Mounting Bracket (B). 

4. Carefully inspect the fixture’s wires. The NEUTRAL 
FIXTURE WIRE is usually white. The HOT 
FIXTURE WIRE is usually black.  Attach the 
GROUND WIRE from the fixture to the GROUND 
JUNCTION BOX WIRE from the outlet (usually 
green).  Fasten each together with a Wire connector 
(A) and wrap the connection with electrical tape.  Be 
sure that no wire strands are exposed. 



 

 
                                                         Made in China 

 

  
 
 
 
 

 

Henri Brass Swag 651595H0332 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to finish on the 
chandelier.  

 
  

5. If your outlet box DOES NOT have a GROUND 
WIRE, insert the Green ground screw into the 
Mounting Bracket (B) facing DOWN, and wrap 
the fixture's green ground wire around the 
ground screw. IT IS IMPERATIVE THAT THE 
OUTLET BOX IN YOUR HOME BE 
PROPERLY GROUNDED! 

6. Connect the neutral fixture wire to the neutral 
junction box wire. It usually has white insulation 
around it. Fasten these together with a plastic 
Wire Connector (A) and wrap the connection 
with electrical tape. Make sure that no wire 
strands are exposed. 

7. Connect the hot fixture wire to the hot junction 
box wire. It usually has black insulation around 
it. Fasten these together with a plastic Wire 
Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands 
are exposed. Do not reverse the hot and neutral 
connections or safety will be compromised. 

8. Gently tuck the wire connections neatly into the 
ceiling outlet junction box. 

9. Pull Canopy (E) up over the Mounting Bracket 
(B), using the Canopy Screws (D) and tighten 
them with a screwdriver. 

10. Insert one 40W TYPE B Bulb (not included) into 
threaded socket (F). 

11. If needed, remove the Socket Ring (G) and 
secure the Shade (not included) by tightening 
the Socket Ring (G) onto the Socket (F). 

12. Restore power to junction box and test the 
fixture. 

13. Installation is now completed. 
 
 
 
 
 



Horse Head Table Lamp

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  
(B.) Harp (1)     recommended wattage for this fixture. 

                   
   MAX BULB WATTAGE: 250 W
   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 
       on the power cord, which could cause a bad connection.  
    2. To avoid the risk of fire, electrical shock, or personal
        injury, turn off lamp and allow it to cool prior to 
        replacing light bulb. 
   3. Do not touch bulb when fixture is turned on or look
        directly at lit bulb. 
   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.
   2. Place the lamp base (D) on a flat surface.
   3. Insert the harp (B) into the harp saddle (C).
   4. Place the shade (not included) on to the harp (B).
   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 
   cleaner attachment



Parts Enclosed:

A) Finial
B) Harp

(A)

 ( C)

(B)

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
    the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 

be installed.     
3. Attach the Harp (B) to the Saddle (C). 

S  h  4. Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO NOT use polishes or cleaners on your lamp.
wipe with soft, lint free cloth.

 

 

662889L670B HOWELL TABLE LAMP BASE



TO ASSEMBLE:
1.  Shut off the main electrical supply from the main fuse box/circuit breaker.
2.  Carefully unpack all fixture parts and hardware. Lay items out on a clear workspace.
3.  Attach the Glass Shade (E) into Metal Cover (D) then secure it by Bolts (d). 
4.  Insert the 40-watt Type A bulb (not included).
5.  Attach the ground wire from the fixture to the ground junction box wire from the outlet 

box (Usually green or bare wire). Or wrap the fixture's ground wire around Green 
ground screw (b), and then fix the green ground screw into the Mounting Plate (A).

6.  Connect the hot wire to the hot junction box wire (usually black or smooth) with a 
Plastic Wire Connector (a) and wrap the connection with electrical tape. Connect the 
neutral wire to the neutral junction box wire (usually white or ribbed) with a 
Plastic Wire Connector (a) and wrap the connection with electrical tape.

7.  Attach the Mounting Plate (A) to the ceiling outlet box using the Mounting Screws (c). 
Tighten with a screwdriver.

8.  Attach the Canopy (B) to the Mounting Plate (A) using the Screw Head (C) and 
thread onto the Mounting Plate (A) by turning in a clockwise direction until the 
Canopy (B) is fush with the ceiling. 

9.  Restore power to the junction box and test fixture.
10. Assembly is complete.

A
IMPORTANT SAFETY INSTRUCTIONS:
The following instructions are provided for your safety. It is very important that they are
read completely before beginning the installation of your light fixture.

WE RECOMMEND INSTALLATION BY A LICENSED ELECTRICIAN. 
This fixture has been rated for up to (1) 40-watt maximum TYPE A bulb. 
To avoid the risk of fire, do not exceed the recommended wattage.

WARNINGS:
All wires are connected. When unpacking, be carefully not to pull wires as a bad 
connection migth result. Do not connected electricity until your light fixture is fully
assembled.

To reduce the risk of fire, electrical shock, or personal injury, always turn off light 
fixture and allow it to cool prior to replacing light bulb(s).

This light fixture may contain lead, a chemical know to the State of California to cause 
cancer, birth defects and other reproductive harm. Wash hands after installing, 
handling, cleaning or otherwise touching this light fixture.

RECOMMENDED CARE
Wipe clean using a soft, dry cloth or static duster.
Always avoid the use of harsh chemicals and abrasives to clean light fixture as they
may damage the finish.

This Product is Listed to applicable UL Standard and requirements by UL.

ASSEMBLY INSTRUCTIONS 

PARTS ENCLOSED: 

(A) Mounting Plate (1)
(B) Canopy (1)
(C) Screw Head (2)
(D) Metal Cover (1) 
(E) Glass Shade (1)

HARDWARE INCLUDED: 

(a) Plastic Wire Connector (3)
(b) Green Ground Screw (1)
(c) Mounting Screw (2)
(d) Bolt (3)

b

a

c
B

C

D

E

d





CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91636H111CH IVY CHANDELIER 12 FT CHAIN

     5 MMX3.7 MT GREY SILV FINSH CH
A PT-IVY PART

LIGHTING 91636H111CH6 IVY CHANDELIER 6 FT CHAIN
     5 MMX1.8 MT GREY SILV FINSH CH

A PT-IVY PART

LIGHTING 91636H111CN IVY CHANDELIER CANOPY
     GREY SILV FINSH CANOPY W/ HRDW

A PT-IVY PART

LIGHTING PARTS SKUS



JACARRA 6 LIGHT CHANDELIER

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Place the mounting strap (A) over the outlet using mounting screws (B).
3. Remove the threaded ring (C) from the screw collar loop (D). Fully thread the
screw collar loop (D) on to the nipple. Thread the hex nuts (E) on to the
nipple (F) and the nipple (F) into the mounting strap (A). Place the canopy (G)
over the screw collar (D) and against the ceiling. Adjust the nipple (F) so that 1/4"
of threads on the screw collar loop (D). Secure the canopy (G) using the threaded
ring (C).
4. Attach the chain (H) with quicklink chain (I) to the fixture loop (S). Determine
the desired drop and remove the excess chain.
5. Hang the fixture assembly (J) to the screw collar loop (D) on the canopy (G)
using a quicklink chain (I).
6. Unscrew threaded ring (C) from the screw collar loop (D). Slide down the
threaded ring (C) and canopy (G) through the chain (H).
7. Discard the brace on top of the shades (K) by removing the hex
nuts & replacing them with the finials (L).
8. Rotate the loose arms clockwise to their designated places.
9. Lift the cover (M) of the center ring (N) & use the provided flat head screws (O)
to fix the arms to their places. Place back the cover (M) to the center ring (N).
10. Measure 6" of lead and ground wire beyond the top of the chain. Cut off
excess wire. Strip the insulation of the ends of the leads exposing approx. 1/2"
of wire. Twist the strands together. Push the leads and ground wire up through
the screw collar loop and into the outlet box.
11. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (P) on the mounting strap (A).
12. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (Q) and wrap this connection
with electrical tape.
13. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (Q) and wrap this connection
with electrical tape. Slide the canopy (G) up the chain (H) and fasten using the
threaded ring (C) to the ceiling.
14. Install the lamps (R).
15. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 6x15w , E 26 Type A - 6 Bulbs

  A
  B

  D
  I

  F
  E

  G

  H

  J

  L

  K

  R

  O
  N
  M

  P

  Q

(A) Mounting strap (1)
(B) Mouting screws (2)
(C) Threaded ring (1)
(D) Screw collar loop (1)
(E) Hex nuts (2)
(F) Nipple (1)
(G) Canopy (1)
(H) Chain (1)
(I) Quicklink Chain (2)
(J) Fixture Assembly (1)
(K) Shades (6)
(L) Finials (6)
(M) Cover (1)
(N) Center ring (1)
(O) Flathead screws (6)

  C

(P) Green screw (1)
(Q) Plastic wire connector (3)

  S



JACARRA 5 LIGHT LINEAR PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Determine the desired hanging height of the lighting fixture from ceiling. Assemble
the Extension rods (A) using nipple (F) to the desired height. Guide wiring carefully
through the Extension rods (A) and thread the end Extension rods (A) together to the
fixture assembly (B) & then attached the other end to the check ring (G) & Canopy (C)
using lock washers (D) & hex nuts (E).
3. Mark the location of the mounting plate (H) holes on the ceiling using a pencil. Using
the marks as a guide, drill holes for the Anchor (I) in to the holes. Using a hammer to
fully insert until flush with the ceiling.
4. Attach the mounting plate (H) to the ceiling outlet box using the mounting screws (J).
Fasten the anchor screws (K) to the anchors (I). Tighten with a screwdriver.
5. Cut off the excess fixtrure wire 6" beyond the canopy (C).
6. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (L) on the mounting strap (H).
7. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (M) and wrap this connection
with electrical tape.
8. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (M) and wrap this connection
with electrical tape.
9. Attach the Canopy (C) with the Fixture assembly (B) to the mounting plate (H) using
the Barrel nuts. (N)
10. Install the Lamps. (O)
11. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 5x15w , E 26 Type A - 5 Bulbs

  A

  H

  O

  K

(A) Extension Rods (24)
(B) Fixture assembly (1)
(C) Canopy (1)
(D) Lock Washers (2)
(E) Hex nuts (2)
(F) Nipple (24)
(G) Check ring (2)
(H) Mounting Plate (1)
(J) Mounting screws (2)
(L) Green screw (1)
(M) Plastic wire connectors (3)
(N) Barrel Nuts (2)

  B

  F
  G
  C
  D
  E

  I
  L
  J

  N

  M



JACARRA 1 LIGHT PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Attach the mounting strap (A) to the outlet box using mounting screws (B).
Thread the studs (C) into the mounting strap (A) at the spacing that matches the
mounting holes on the Canopy (D).
3. Determine the overall desired drop of the fixture. Tighten the allen screws (E) to
fix the lead wire desired length.
4. Cut off the excess fixtrure wire 6" beyond the canopy (D).
5. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (F) on the mounting strap (A).
6. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (G) and wrap this connection
with electrical tape.
7. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (G) and wrap this connection
with electrical tape.
8. Attach the Canopy (D) with the Fixture assembly (H) to the mounting plate (A) using
the Barrel nuts. (I)
9. Install the Lamps. (J)
10. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 1x15w , E 26 Type A - 1 Bulb

  A

  H

(A) Mounting strap (1)
(B) Mounting screws (2)
(C) Threaded studs (2)
(D) Canopy (1)
(E) Allen screw (2)
(F) Green screw (1)
(G) Check ring (2)
(H) Plastic wire connectors (3)
(I) Barrel nuts (2)

  E

  C
  B   D

  F
  G

  I

  J



JADA SELENITE 9 LT CHANDELIER
662036H233

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Use the open ring (E) on the end of the chains (F) to link
the loops (G) on canopy (C) and the loops (H) on the lamp
body while put the cable through one of the chains (F) in
every 3-4 rings until through the ceiling loop (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular base (C) to the mounting bracket (B)
and secure with screws (D).
8. Install the bulbs on the sockets.
9. Install the selenite crystals (I) on the lamp body according
to the illustration.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



JADA SELENITE 15 LT CHANDELIER
662036H232

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Use the open ring (E) on the end of the chains (F) (I) to
link the loops (G) on canopy (C) and the loops (H) on the
lamp body while put the cable through one of the chains (F)
in every 3-4 rings until through the ceiling loop (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular base (C) to the mounting bracket (B)
and secure with screws (D).
8. Install the bulbs on the sockets.
9. Install the selenite crystals (J) on the lamp body according
to the illustration.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



JADA SELENITE WALL SCONCE
662036H234

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the base (D) by
loosening the screws (E).
3. Affix the mounting bracket (C) on the outlet box with the
screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A), push the base (D)
on the bracket (C) and then affix it with screws (E).
6. Install the bulb on the sockets.
7. Install the selenite crystals (F) on the lamp body according
to the illustration.
8. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

James Table Lamp 
 
 
 
 
 
 

parts enclosed: 
B Lamp Shade 1 
C Socket Ring 1 
   

 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to one (1) 60-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 13-watt compact 
fluorescent light bulb (not included) or one (1) 9-Watt 
LED light bulb (not included). To avoid the risk of fire, do 
not exceed the recommended wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Place the Lamp Shade (B) onto the Socket (A) and lock 

it securely with Socket Ring (C). 
3. Insert one (1) 60-watt maximum TYPE A standard base 

incandescent light bulb (not included) or one (1) 13-watt 
compact fluorescent light bulb (not included) or ONE (1) 
9-watt maximum LED light bulb (not included) into the 
socket. DO NOT EXCEED SPECIFIED WATTAGE. 

4. Remove Protective Plastic from Electrical Plug . 
5. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1.     Wipe clean with a soft, dry cloth or static duster. 
2.   Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
 
 
 
 
 
 
 
 
Made in China 

 
 
 
 
 
 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L496SH JAMES FLOOR LAMP SHADE
     IRON SHADE

A PT-JAMES

LIGHTING 91594L496R JAMES FLOOR LAMP SOCKET RING
     WHITE SOCKET RING

A PT-JAMES PART

LIGHTING 91594L490SH JAMES TABLE LAMP SHADE
     IRON SHADE

A PT-JAMES

LIGHTING 91594L490R JAMES TABLE LAMP SOCKET RING
     WHITE SOCKET RING

A PT-JAMES PART

PARTS INVENTORY



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6

JAXTYN EASEL FLOOR LAMP

3. Use bracket in opposite to swing arms & shade 
(as shown in images).
4. Maximum weight allow on brackets 07.00 lbs.

A - 1

A - 2

1. Bracket (2)

JAXTYN EASEL FLOOR LAMP

parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:

to assemble:

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft,
lint free cloth.

3. Use bracket in opposite to swing arms & shade 
    (as shown in image).
4. Maximum weight allow on brackets 07.00 lbs.

40W

04.000 lbs

5. Maximum photo frame size 16 x 20 inches.

3. Maximum weight allowance on brackets 04.000 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 4 X A-19 (NOT INCLUDED)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X A-19 (NOT INCLUDED)

05.000 lbs.3. Maximum weight allowance on brackets is 5 lbs.
4. Maximum size allow on photo frame is 20 x 24 inches.

14 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X A-19 (NOT INCLUDED)

4. Maximum photo frame size 24 x 36 inches
8 lbs.10 lbs.

2. Place portrait on brackets (A-1 & A-2) in same direction of
    arms. (as shown in images).(as shown in image).



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6

JAXTYN EASEL FLOOR LAMP

3. Use bracket in opposite to swing arms & shade 
(as shown in images).
4. Maximum weight allow on brackets 07.00 lbs.

A - 1

A - 2

1. Bracket (2)

JAXTYN EASEL FLOOR LAMP

parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:

to assemble:

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft,
lint free cloth.

JAXTYN EASEL TABLE LAMP

A - 1

A - 2

3. Use bracket in opposite to swing arms & shade 
    (as shown in images).
4. Maximum weight allow on brackets 05.00 lbs.

3. Use bracket in opposite to swing arms & shade 
    (as shown in image).
4. Maximum weight allow on brackets 05.00 lbs.

40W

02.000 lbs.

5. Maximum photo frame size 10 x 12 inches.

3. Maximum weight allowance on brackets 02.000 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X A-19 (NOT INCLUDED)

2.5 lbs.3. Maximum weight allowance on brackets is 2.5 lbs.
4. Maximum photo frame size 12 x 15 inches

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X A-19 (NOT INCLUDED)

7 lbs.
4. Maximum photo frame size 16 x 20 inches.

7.5 lbs.

2. Place portrait on brackets (A-1 & A-2) in same direction of
    arms. (as shown in images).(as shown in image).

12 lbs.



662082H333

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (4)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 14 X A-19 (NOT INCLUDED)

JEUNET 2-TIER RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 14 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H331

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 6-8 W
BULB: 4 X A-19 (NOT INCLUDED)

JEUNET 24" RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H332

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 6 X A-19 (NOT INCLUDED)

JEUNET 42" RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 6 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H334

Page 1 of 2

E

F

G

H

I

A

B

D

C

J

K

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 6 X B-10 (NOT INCLUDED)

JEUNET 49" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (G) by loosen up the gripper (K),

protective coverings.

be installed.

if desired.

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.



Page 2 of 2

1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:



662082H335

Page 1 of 2

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X B-10 (NOT INCLUDED)

JEUNET 60" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (G) by loosen up the gripper (K),

protective coverings.

be installed.

if desired.

E

F

G

H

I

A

B

D

C

J

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 8 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.

K



Page 2 of 2

1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:



662082L337

A. Finial (1)

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X A-19 (NOT INCLUDED)

JEUNET FLOOR LAMP

Do not use polishes or cleaners on your lamp. Just wipe with   

5. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Install shade (B) onto the stand (C), and screw the finial (A). 

 

4. Insert the bulb (D) into socket (E) as shown in picture. 

    

protective coverings.

be installed.

Repeat for all 2 bulbs. 

soft, lint free cloth.

A

B

D

C

E



662082L336

A. Finial (1)

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X B-10 (NOT INCLUDED)

JEUNET TABLE LAMP

Do not use polishes or cleaners on your lamp. Just wipe with   

5. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Install shade (B) onto the stand (C), and screw the finial (A). 

 

4. Insert the bulb (D) into socket (E) as shown in picture. 

    

protective coverings.

be installed.

Repeat for all 2 bulbs. 

soft, lint free cloth.

A

B

D

C

E



662082H330

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)   

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 6-8 W
BULB: A-19 (NOT INCLUDED)

JEUNET WALL SCONCE

Do not use polishes or cleaners on your lamp. Just wipe with   

 8. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Drill two holes on the wall corresponding to the key hole
    of lamp then knock the anchors (C) into the holes and fix

4. Pull wire from wall outlet box and attach ground wire (usually 
    green or bare wire) to the ground wire of fixture.
5. Attach hot wire from wall box (usually black) to hot wire of

plastic wire connector (B) and wrap this fixture with a 

 

7. Insert the bulb (D) into socket (E) as shown in picture. 

    wall, for wooden wall only screws can be used. 

    

protective coverings.

be installed.

connection with an electrical tape.
6. Attach neutral wire from wall outlet box (usually white) to 

wrap this connection with an electrical tape.

Repeat for all 2 bulbs. 

soft, lint free cloth.

mounting screws (A). Note: Anchors are used for concrete

C

A

B

E

D

C. Anchors (2)   

    neutral wire of fixture with a plastic wire connector (B) and 



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASE

A. Finial (1)
B. Harp (1)

MYLES MARTINI FLOOR LAMPJOLEEN BLACK FLR LAMP

(c)

C. Legs (3)D. Lamp body (1)
E. Legs (3)

2. Install legs (E) to the lamp body (D) following picture (F).

3. Turn OFF power to the circuit breaker where the lamp will 
    be installed. 

4. Attach harp (B) to the saddle (C).

5. Unserew finial (A) place shade on harp (B) and tighten
    finial (A) to harp (B).

6. Restore power to the circuit breaker and test lamp fixture.

(C)

JOLEEN BRASS FLR LAMP

(D)

(E)

Lamp body part (D)

3 x Legs for lamp body part (E)

(F)

JOLEEN BLACK FLR LAMP

Picture (F)

JOLEEN BLACK FLOOR LAMP



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASE

A. Finial (1)
B. Harp (1)

MYLES MARTINI FLOOR LAMPJOLEEN BLACK FLR LAMP

(c)

C. Legs (3)D. Lamp body (1)
E. Legs (3)

2. Install legs (E) to the lamp body (D) following picture (F).

3. Turn OFF power to the circuit breaker where the lamp will 
    be installed. 

4. Attach harp (B) to the saddle (C).

5. Unserew finial (A) place shade on harp (B) and tighten
    finial (A) to harp (B).

6. Restore power to the circuit breaker and test lamp fixture.

(C)

JOLEEN BRASS FLR LAMP

(D)

(E)

Lamp body part (D)

3 x Legs for lamp body part (E)

(F)

Picture (F)

JOLEEN BRASS FLOOR LAMP



Clutch Wire

Clutch Grip

Installation is complete.

Do not use polishes or cleaners on your lamp.

WIPE WITH A CLEAN SOFT CLOTH

10. Restore power to the junction box and test lamp fixture.     

1. Carefully remove all parts from the box and remove all protective coverings.
2. Turn OFF power to the junction box where the lamp will be installed.
3. Measure desired drop of fixture from ceiling, and adjust the length of 
    clutch wire (E) by loosen up and press the clutch grip (D), as well as

4. 
5. Pull wire from ceiling outlet box, and attach ground wire (usually green of-
    bare wire) from ceiling box to ground wire on cross bar (A) with a screw.
6. Attach hot wire from ceiling (usually black) to hot wire on fixture with a
    plastic wire connector (I) and wrap this connection with electrical tape.
7. Attach neutral wire from ceiling box (usually white) with neutral wire on 
    fixture with a plastic wire connector (I), and wrap this connection with a 
    electrical tape.
8. Slide canopy (B) up and hold flush against cross bar (A) then screw the side 

 9. Insert (8) 40-watt max type A bulb (G) (not included) as shown in picture, 
    into the socket (F).

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage for 
this light fixture.

This fixture has been rated for up to (8) 40 watt maximum type A bulb.

To avoid the risk of fire, do not exceed the recommended wattage.

Warnings:
1. Do not  remove the lamp form its  packaging by puling on  the power cord,
as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personnel injury, turnoff lamp
and allow it to cool prior to replacing light bulb(s).
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.

To assemble:

Care instructions:

Attach cross bar (A) to ceiling outlet box using mounting screws (H).

    screw to the corresponding holes of cross bar (A) to hang the fixture. 

JULIETTE RING CHANDELIER 

Cord Grip

(H)

(I)

I

    the length of cord by loosen up the cord grip (C) screw, if desired.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912082H115CN JULIETTE CHANDELIER CANOPY
     NICKEL CANOPY WITH HARDWARE

A PT-JULIETT PART

LIGHTING 912082H115W JULIETTE CHANDELIER WIRE S/4
     NICKEL CLUTCH WIRE/ SET OF 4

A PT-JULIETT PART

PARTS INVENTORY



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Insert plug (A) into proper electrical outlet and turn on with 
dimmer switch (B). 
2. Assembly is complete.

KARSON FLOOR LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001).

1. Do not break or pull out LED panel.
2. Do not use outdoors or near water. 
3. Do not handle the transformer or lamp with wet hands.
4. Do not look directly at the LEDs.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Insert plug (A) into proper electrical outlet and turn on with 
dimmer switch (B). 
2. Assembly is complete.

KARSON TABLE LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001)

1. Do not break or pull out LED panel.
2. Do not use outdoors or near water. 
3. Do not handle the transformer or lamp with wet hands.
4. Do not look directly at the LEDs. 



KATYA 1 LIGHT LARGE PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Place the mounting strap (A) over the outlet given mounting screws (B).
3. Remove the threaded ring (C) from the screw collar loop (D). Fully thread the
screw collar loop (D) on to the nipple. Thread the hex nuts (E) on to the
nipple (F) and the nipple (F) into the mounting strap (A). Place the canopy (G)
over the screw collar (D) and against the ceiling. Adjust the nipple (F) so that 1/4"
of threads on the screw collar loop (D). Secure the canopy (G) using the threaded
ring (C).
4. Attach the chain (H) with quicklink chain (I) to the fixture loop (J). Determine
the desired drop and remove the excess chain.
3. Insert and hang the rattan (K) to the fixture assembly (L).
5. Hang the fixture assembly (L) to the screw collar loop (D) on the canopy (G)
using a quicklink chain (I).
7. Attached the safety cable to the structure or brace.
6. Unscrew threaded ring (C) from the screw collar loop (D). Slide down the
threaded ring (C) and canopy (G) through the chain (H).
10. Measure 6" of lead and ground wire beyond the top of the chain. Cut off
excess wire. Strip the insulation of the ends of the leads exposing approx. 1/2"
of wire. Twist the strands together. Push the leads and ground wire up through
the screw collar loop and into the outlet box.
11. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (O) on the mounting strap (A).
12. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (P) and wrap this connection
with electrical tape.
13. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (P) and wrap this connection
with electrical tape. Slide the canopy (G) up the chain (H) and fasten using the
threaded ring (C) to the ceiling.
14. Install the lamps (S).
12. Install the glass diffuser (R) to the fitter using the thumbscrews.(M)
15. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 1x75w , E 26 Type A - 1 Bulb

(A) Mounting strap (1)
(B) Mouting screws (2)
(C) Threaded ring (1)
(D) Screw collar loop (1)
(E) Hex nuts (2)
(F) Nipple (1)
(G) Canopy (1)
(H) Chain (1)
(I) Quicklink Chain (2)
(J) Fixture loop (1)
(K) Rattan (1)
(L) Fixture Assembly (1)
(M) Thumbscrews (1)
(N) Glass Fitter (1)
(O)  Green screw(1)

(P) Plastic wire connector (3)

(Q) Safety cable (1)
(R) Glass Diffuser (1)

A
B

C

D

E
F

G

H

I

L

M

N

R

P

O

Q

K

J
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- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 6 LTS CHANDELIER 
#65636H0365

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

  - To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 6 x 40W
type of socket: E12

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 8 LTS
CHANDELIER - DM36''
#66636H0366

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

N
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BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

replacement parts assembly:

- INSERT WIRE CLIP IN TO THE HOLE ON THE

IRON FRAME. TWIST THE WIRE TO CLOSE

THE LOOP AND SECURE IT IN PLACE.

LA CAGE 1LT FLOOR LAMP

#66636L0575

wattage: 1 x 60W

type of socket: E26

- Insert the polarized plug in the polarizet outlet.

- To replace glass sphere (A) insert wire clip  

into the hole on the iron frame. Bend the wire 

and secure it.

Clean with dry soft cloth/brush only. 

Do not use water/alcohol or any detergent

A



WARNING
– PORTABLE LAMP N. #65636L0575 
– TO BE USED ONLY WITH SHADE MODEL N. #65636L0575
– ALWAYS USE AN OPEN-TOP AND OPEN-BOTTON SHADE, AND MAKE SURE THAT THE TOP AND 

THE BOTTOM DIAMETER IS AT LEAST 4 1/2 INCHES WIDE.
– MAKE SURE THAT THE HORIZONTAL DISTANCE FROM THE CENTRE OF THE BULB TO THE 

SHADE IS AT LEAST 2 1/2 INCHES.

MAX 60 WATT
TYPE B LAMP    MODEL N.#65636L0575 

CAUTION
IMPORTANT SAFETY

INSTRUCTION
THIS  PORTABLE  LAMP HAS  A POLARIZED  PLUG  (ONE  BLADE  IS  WIDER  THAN  THE  OTHER).AS  A
FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A POLARIZED OUTLET
ONLY ONE WAY. IF THE PLUG STILL DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE PLUG. IF IT
STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN.NEVER USE WITH AN EXTENSION COR
UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG. IN CASE OF CHANGE OF THE
ARTICLE,  NOT  PREVIOUSLY  AUTHORIZED,  THE  UL  CERTIFICATION  WILL  BE  TERMINATED,
IMMEDIATELY.

ATTENTION

•  LAMPE PORTABLE N. #65636L0575
•  À UTILISER UNIQUEMENT AVEC LE MODÈLE SHADE N. #65636L0575
•  UTILISEZ TOUJOURS UNE TÔLE D'OUVERTURE ET D'OUVERTURE DE BOTTON ET ASSUREZ-

VOUS QUE LE DIAMÈTRE SUPÉRIEUR ET LE DIÉMETRE INFÉRIEUR EST D'AU MOINS 4 1/2 
POUCES DE LARGEUR.

• S'ASSURER QUE LA DISTANCE HORIZONTALE DU CENTRE DE L'AMPOULE VERS L'OMBRE EST 
AU MOINS 2 1/2 POUCES.

MAX 60 WATT
CATÉGORIE B LAMPE                              MODÈLE N. #65636L0575

AVERTISSEMENT
 IMPORTANTE

INSTRUCTION DE SÉCURITÉ
CETTE LAMPE PORTABLE A UNE FICHE POLARISÉE (UNE LAME EST PLUS LARGE QUE 
L'AUTRE).COMME CARACTÉRISTIQUE DE RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE. CETTE 
PLAQUE SERA FIXEE DANS UNE SORTIE POLARISEE UNIQUEMENT. SI LA FICHE N'EST PAS ENCORE EN
FONCTIONNEMENT INTEGREE DANS LA SORTIE, INVERSER LA FICHE. SI CELA NE S'APPLIQUE PAS, 
CONTACTEZ UN ÉLECTRICIEN QUALIFIÉ.
N'UTILISEZ JAMAIS AVEC UN COR EXTENSION, A MOINS QUE LA FICHE PEUT ÊTRE INSÉRÉE 
ENTIÈREMENT. NE PAS MODIFIER LA FICHE. EN CAS DE CHANGEMENT DE L'ARTICLE, NON AUTORISE'
PRECEDENT, LA CERTIFICAION UL SERA TERMINE', IMMÉDIATEMENT. 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE 3LTS FLUSH MOUNT
OIL RUBBED BRONZE
#66636H152

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE RECTANGULAR XL 
7 LTS CHANDELIER-OIL RUBBED 
BRONZE-#66636H136

R





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 1LT PENDANT 
#65636H0248

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 1 x 40W
type of socket: E12

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 5 x 60W
type of socket: E12

LA CAGE SQUARE 5LTS 
CHANDELIER-OIL RUBBED BRONZE
#66636H134

N
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BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

replacement parts assembly:

- INSERT WIRE CLIP IN TO THE HOLE ON THE

IRON FRAME. TWIST THE WIRE TO CLOSE

THE LOOP AND SECURE IT IN PLACE.

LA CAGE 1LT TABLE LAMP

#66636L0574

wattage: 1 x 60W

type of socket: E26

- Insert the polarized plug in the polarizet outlet.

- To replace glass sphere (A) insert wire clip  

into the hole on the iron frame. Bend the wire 

and secure it.

Clean with dry soft cloth/brush only. 

Do not use water/alcohol or any detergent

A



WARNING
– PORTABLE LAMP N. #65636L0574 
– TO BE USED ONLY WITH SHADE MODEL N. #65636L0574
– ALWAYS USE AN OPEN-TOP AND OPEN-BOTTON SHADE, AND MAKE SURE THAT THE TOP AND 

THE BOTTOM DIAMETER IS AT LEAST 4 1/2 INCHES WIDE.
– MAKE SURE THAT THE HORIZONTAL DISTANCE FROM THE CENTRE OF THE BULB TO THE 

SHADE IS AT LEAST 2 1/2 INCHES.

MAX 60 WATT
TYPE B LAMP    MODEL N.#65636L0574 

CAUTION
IMPORTANT SAFETY

INSTRUCTION
THIS  PORTABLE  LAMP HAS  A POLARIZED  PLUG  (ONE  BLADE  IS  WIDER  THAN  THE  OTHER).AS  A
FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A POLARIZED OUTLET
ONLY ONE WAY. IF THE PLUG STILL DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE PLUG. IF IT
STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN.NEVER USE WITH AN EXTENSION COR
UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG. IN CASE OF CHANGE OF THE
ARTICLE,  NOT  PREVIOUSLY  AUTHORIZED,  THE  UL  CERTIFICATION  WILL  BE  TERMINATED,
IMMEDIATELY.

ATTENTION

•  LAMPE PORTABLE N. #65636L0574
•  À UTILISER UNIQUEMENT AVEC LE MODÈLE SHADE N. #65636L0574
•  UTILISEZ TOUJOURS UNE TÔLE D'OUVERTURE ET D'OUVERTURE DE BOTTON ET ASSUREZ-

VOUS QUE LE DIAMÈTRE SUPÉRIEUR ET LE DIÉMETRE INFÉRIEUR EST D'AU MOINS 4 1/2 
POUCES DE LARGEUR.

• S'ASSURER QUE LA DISTANCE HORIZONTALE DU CENTRE DE L'AMPOULE VERS L'OMBRE EST 
AU MOINS 2 1/2 POUCES.

MAX 60 WATT
CATÉGORIE B LAMPE                              MODÈLE N. #65636L0574

AVERTISSEMENT
 IMPORTANTE

INSTRUCTION DE SÉCURITÉ
CETTE LAMPE PORTABLE A UNE FICHE POLARISÉE (UNE LAME EST PLUS LARGE QUE 
L'AUTRE).COMME CARACTÉRISTIQUE DE RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE. CETTE 
PLAQUE SERA FIXEE DANS UNE SORTIE POLARISEE UNIQUEMENT. SI LA FICHE N'EST PAS ENCORE EN
FONCTIONNEMENT INTEGREE DANS LA SORTIE, INVERSER LA FICHE. SI CELA NE S'APPLIQUE PAS, 
CONTACTEZ UN ÉLECTRICIEN QUALIFIÉ.
N'UTILISEZ JAMAIS AVEC UN COR EXTENSION, A MOINS QUE LA FICHE PEUT ÊTRE INSÉRÉE 
ENTIÈREMENT. NE PAS MODIFIER LA FICHE. EN CAS DE CHANGEMENT DE L'ARTICLE, NON AUTORISE'
PRECEDENT, LA CERTIFICAION UL SERA TERMINE', IMMÉDIATEMENT. 
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H248CN LA CAGE 12.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H141CN LA CAGE 12.5 CM CANOPY - BRNZ
     BRONZE SM CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H102CN LA CAGE 12.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H365CN LA CAGE 14.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H103CN LA CAGE 14.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H139CN LA CAGE 14.5 CM CANOPY- BRNZ
     BRONZE LG CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H140CN LA CAGE 16.5 CM CANOPY- BRNZ
     BRONZE OVAL CANOPY W/ HDWR

A PT-LACAGE PART

LIGHTING 91636H248CH LA CAGE 4 MM 12 FT CHAIN
     4 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH LA CAGE 4 MM 12 FT CHAIN -GOLD
     4 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH LA CAGE 4 MM 12 FT CHAIN- BRNZ
     4 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CH6 LA CAGE 4 MM 6 FT CHAIN
     4 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH6 LA CAGE 4 MM 6 FT CHAIN - GOLD
     4 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH6 LA CAGE 4 MM 6 FT CHAIN-BRONZE
     4 MM X1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH LA CAGE 5 MM 12 FT CHAIN
     5 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH LA CAGE 5 MM 12 FT CHAIN -GOLD
     5 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H139CH LA CAGE 5 MM 12 FT CHAIN- BRNZ
     5 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH6 LA CAGE 5 MM 6 FT CHAIN
     5 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH6 LA CAGE 5 MM 6 FT CHAIN - GOLD
     5 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H139CH6 LA CAGE 5 MM 6 FT CHAIN-BRONZE
     5 MM X 1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CR LA CAGE CRYSTAL -SILVER/BRONZE
     30 MM CRYSTAL W/ NICKEL WIRE

A PT-LACAGE PART

LIGHTING 91636H367CN LA CAGE RECT CHAND CANOPY
     SILVER CLAY OVAL CANOPY W HDWR

A PT-LACAGE PART

PARTS INVENTORY



- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE BRONZE 9-LT 
RECT 
#66636H409 
 

R
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE BRONZE12-LT 
CHANDELIER 
#66636H411 
 
 
 
 

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT TALL PENDANT  
OIL RUBBED BRONZE  
#66636H589 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





N

- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT DRUM PENDANT  
OIL RUBBED BRONZE  
#66636H591 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R),insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE OVAL BRONZE 
CHANDELIER   
#66636H413 
  

R





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R),insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE OVAL SILVER/CLAY 
CHANDELIER  
#66636H412 
  

R





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE SILVER CLAY 9-LT  
RECT 
#66636H408 
 
 

R
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE SILVER CLY 12-LT 
CHANDELIER 
#66636H410 
 
 
 
 

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT TALL PENDANT  
SILVER/CLAY  #66636H588 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





N

- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT DRUM PENDANT  
SIVER/CLAY  #66636H590 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.
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C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2) 

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 6 X B-10 (NOT INCLUDED)

LAILA 37” RECTANGLE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

protective coverings.

be installed.

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



E

F

G

H

I

A

B

D

C

J

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2) 

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 6 X B-10 (NOT INCLUDED)

LAILA 49” RECTANGLE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

protective coverings.

be installed.

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.



HI

A
B

C
D
E

F

G

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X A-19 (NOT INCLUDED)

LAILA LARGE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 8 bulbs. 

lint free cloth.



C

A

B

E

D

C. Anchors (2)

A. Mounting screw (2)
B. Wire connector (2) 

mounting screws (A).  Note: Anchors are used for concrete
wall, for wooden wall only screws can be used.

for all 2 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X A-19 (NOT INCLUDED)

LAILA WALL SCONCE

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

8. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 
    

4. Pull wire from wall outlet box and attach ground wire  
    (usually green or bare wire) to the ground wire of fixture.
5. Attach hot wire from wall box (usually black) to hot wire of

fixture with a plastic wire connector (B) and wrap this 

 

7. Insert the bulb (D) into socket (E) as shown in picture. Repeat

3. Drill two holes on the wall corresponding to the key hole 

    

protective coverings.

be installed.

of lamp then knock the anchors (C) into the holes and fix

connection with an electrical tape.
6. Attach neutral wire from wall box (usually white) to neutral
    wire of plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912082H0322CH LAILA CHAND 6 FT CHAIN
     2 METERS PER BOX/ CSV PARTS

A PT-LAILA PART

LIGHTING 912082H0322CN LAILA CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LAILA PART

LIGHTING 912082H0355H LAILA CHAND CHAIN HOOK
     CHAIN HOOK

A PT-LAILA PART

LIGHTING 912082H134CH LAILA PENDANT 12 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134C6 LAILA PENDANT 6 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134CN LAILA PENDANT CANOPY
     ANTIQUE COPPER CANOPY

A PT-LAILA PART

PARTS INVENTORY



1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. ross  Drill holes on the ceiling corresponding with holes in c
    bar (D) then knock the anchors (C) into the holes. Attach 

protective coverings.

be installed.

ceiling only screws can be used.

knob (J). Do not over tight the knob.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

9. Restore power to the junction box and test lamp fixture.

    

4. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
5. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

7.  Insert the bulb (F) into socket (G) as shown in picture. Repeat

 

8. Flush the lamp shade (H) into the canopy (I) and screw the

    the cross bar (D) to the ceiling with mounting screws (A).  

    for all 4 bulbs.  

Note: Anchors are used for concrete ceiling, for wooden   

connection with an electrical tape.
6. Slide canopy (I) up and hold flush against cross bar (D) then
    screw the side screw (E) to the corresponding holes of cross

bar (D) to hang the fixture.

soft, lint free cloth.

662082H597

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (4)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA FLUSHMOUNT

C. Anchors (4)

J



662082H596

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 8 X B-10 (NOT INCLUDED)

LAILA 70" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    any unnecessary links from the chain (G), if desired.

protective coverings.

be installed.

E

F

G

H

I

A

B

D

C

J

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 8 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.

K



HI

A
B

C
D
E

F

G

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X A-19 (NOT INCLUDED)

LAILA LARGE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 8 bulbs. 

lint free cloth.



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lancia Brass Floor Lamp 66230L187KT 
 
 
 
 
 

 
important safety instructions: 

Never use with an extension cord unless plug can 
be fully inserted. Do not alter plug. 
 

to assemble: 
1. Remove all packing contents and parts from the 

cartons carefully 
2. Please be sure you have all parts indicated before 

you begin assembly. 
3. Pull excess wire through the base before 

assembling the lamp 
4. Place the lamp base (a) on a flat surface 
5. Screw the column (b) onto the base (a) until tight.  
6. Unscrew the socket ring (d) off the socket (c), 

attach shade (taken from another carton) to the 
socket, then tighten it with socket ring. 

7. Insert 1 type A 100W bulb (or suitable CFL 26W/ 
LED 20W bulb, not included) into the socket. 

 
DO NOT EXCEED SPECIFIED WATTAGE 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
lamp.  

 

 

 
                                                         Made in China 

 

 



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lancia Bronze Table Lamp 66230L189KT 
 
 
 
 
 

 
important safety instructions: 

Never use with an extension cord unless plug can 
be fully inserted. Do not alter plug 
 

to assemble: 
1. Remove all packing contents and parts from the 

cartons carefully 
2. Please be sure you have all parts indicated before 

you begin assembly. 
3. Pull excess wire through the base before 

assembling the lamp 
4. Place the lamp base (a) on a flat surface 
5. Screw the column (b) onto the base (a) until tight.  
6. Insert the harp (d) into the saddle 
7. Place the shade (e) taken from another carton) on 

top of harp (d). then tighten finial (f) clockwise to 
secure the shade 

8. Insert 1 type A 60W bulb (or suitable CFL 16W/ 
LED 13W bulb, not included) into the socket. 

 
DO NOT EXCEED SPECIFIED WATTAGE 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
lamp.  

 

 

 
                                                         Made in China 

 

 



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91230LANF LANCIA FLOOR LAMP FINIAL

     4 INCH BRONZE FINIAL
A PT-LANCIA PART

LIGHTING 91230LANS LANCIA FLOOR LAMP SHADE
     GREY LINEN COTTON SHADE

A PT-LANCIA

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER LARGE MESH PENDANT
652036L046

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER MEDIUM MESH PENDANT
652036L045

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER SMALL MESH PENDANT
652036L044

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



Parts Enclosed:

A) Finial
B) Harp

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
    the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 

be installed.     
3. Attach the Harp (B) to the Saddle  (C).

S  h  4. Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO NOT use polishes or cleaners on your lamp.
wipe with soft, lint free cloth.

 

 

(A)

 ( C)

(B)

662889L669B LARGO TABLE LAMP BASE



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036H142CH LARKYN CHANDELIER 12 FT CH

     .16" X 12 FT BRONZE HANGING CH
A PT-LARKYN PART

LIGHTING 912036H142C6 LARKYN CHANDELIER 6 FT CH
     .16" X 6 FT BRONZE HANGING CH

A PT-LARKYN PART

LIGHTING 912036H142C LARKYN CHANDELIER CANOPY
     ANTIQUE BRONZE CANOPY

A PT-LARKYN PART

LIGHTING 912036H142SK LARKYN CHANDELIER GLASS STICKK
     NO K GLASS STICK

A PT-LARKYN PART

LIGHTING 912036H142SL LARKYN CHANDELIER GLASS STICKL
     NO L GLASS STICK

A PT-LARKYN PART

LIGHTING 912036H142SM LARKYN CHANDELIER GLASS STICKM
     NO M GLASS STICK

A PT-LARKYN PART

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LARKYN CHANDELIER
662036H142

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. According to the illustration, install the glass sticks
clusters (M) firstly, then install the glass sticks (K) secondly
and install the glass sticks (L) lastly.
11. Installation is complete, turn on power at fuse or circuit
breaker.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.



Parts Enclosed:

A) Finial- 1 Pc
B) Harp- 1 Pc

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

Lathe Alabaster Table Lamp Base

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.
3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 
be installed.
3. Attach the Harp (B) to the Saddle ( C).
4. Unscrew Finial (A) and place the shade (Not included) on 
Harp (B) and tighten the Finial (A) to the Harp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO  NOT  use  polishes  or  cleaners  on  your  lamp.Wipe  with 
soft, lint free cloth.



 

LATHE BLACK  

FLOOR LAMP BASE 
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP-  1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

       Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE BLACK TABLE 

LAMP BASE 

 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 
UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

 Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE NATURAL 

FLOOR LAMP BASE  
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 

      Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE NATURAL 

TABLE LAMP BASE 
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 
UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  





Leaf Table Lamp

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  
(B.) Harp (1)     recommended wattage for this fixture. 

                   
   MAX BULB WATTAGE: 250 W
   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 
       on the power cord, which could cause a bad connection.  
    2. To avoid the risk of fire, electrical shock, or personal
        injury, turn off lamp and allow it to cool prior to 
        replacing light bulb. 
   3. Do not touch bulb when fixture is turned on or look
        directly at lit bulb. 
   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.
   2. Place the lamp base (D) on a flat surface.
   3. Insert the harp (B) into the harp saddle (C).
   4. Place the shade (not included) on to the harp (B).
   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 
   cleaner attachment



      
 
 
 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 

 
 

 
 

 

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 care instructions:  

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

warnings:  

Clean with a dry, soft cloth only. Do not use any 
harsh abrasives or chemical agents.  
 

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary 
in color, pattern, shape, and texture, making each 
truly unique. 
 



       
 
 
 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 

 
 

 
 

 

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

care instructions:  

to assemble:  

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 

warnings:  

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape, and texture, making each truly unique. 
 





      
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
care instructions:  

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary in 
color, pattern, shape, and texture, making each truly 
unique. 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

 warnings:  

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 



       
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
care instructions:  
Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary in 
color, pattern, shape, and texture, making each truly 
unique. 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

warnings:  





UL RATING: DRY, BULB WATTAGE 40W 
BULB: 1x TYPE (NOT INCLUDED)



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lennon Double Sconce Trim Shades 
66230H191 
 
 
 
 

 
important safety instructions: 

WE RECOMMENED INSTALLATION BY A 
LICENSED ELECTRICIAN. 
 

to assemble: 
1. Remove all packing contents and parts from the 
carton(s)carefully 
2. Please be sure you have all parts indicated before you 
begin assembly. 
3.turn off power to the junction box where the lamp will be 
installed. 
4.remove the mounting plate (a) from the back plate of 
sconce(b) by loose plate screws(d). 
5.pull the electrical cord of "j box” through the exit hole of 
the mounting plate(a). 
6. Attach the ground wire from the fixture to the ground 
junction box wire from the outlet (usually green or bare 
wire). Fasten each together with a plastic wire connector 
(c) and wrap the connection with electrical tape. If your 
outlet box does not have a ground wire, insert the green 
ground screw into the mounting plate (a) facing down, and 
wrap the fixture's bare ground wire around the ground 
screw. It is imperative that the outlet box in your home be 
properly grounded.   
7. Connect the neutral fixture wire to the neutral junction 
box wire (usually white). Fasten each together   with a 
wire connector (c) and wrap the connection with electrical 
tape. Be sure no strands are exposed.  
8.connect the hot fixture wire to the hot junction box wire 
(usually black). Fasten each together    with a plastic wire 
connector (c) and wrap the connection with electrical 
tape. Be sure no wire strands   are exposed.  Do not 
reverse the hot and neutral connections or safety will be 
compromised. 
9. Gently tuck the wire connections neatly into the wall 
junction box. 
10.attach the mounting plate (a) to the outlet box using 
the mounting screws(b), tighten with a screwdriver. 
11.attach the back plate to the mounting plate(a) using 
the enclosed plate screws(d).      Tighten screws with a 
screwdriver 
12.install two type t 5w led bulb (f, not included) into 
threaded socket. 
       Do not exceed specified wattage. 
13.take the shade(g)from another carton, then place the 
shade cover the bulb till secure. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
sconce.  

 

 

 
                                                         Made in China 

 

 



 

parts enclosed: 
 

   
 

 

 

   
   

 
 

 
 
 

Lennon Swing Arm Sconce White Shade 
66230H192 
 
 
 
 

 
important safety instructions: 

WE RECOMMENED INSTALLATION BY A 
LICENSED ELECTRICIAN. 
 

to assemble: 
1. Remove all packing contents and parts from the 
carton(s)carefully 
2. Please be sure you have all parts indicated before you 
begin assembly. 
3.turn off power to the junction box where the lamp will be 
installed. 
4.remove the mounting plate (a) from the back plate of 
sconce(b) by loose plate screws(d). 
5.pull the electrical cord of "j box” through the exit hole of 
the mounting plate(a). 
6. Attach the ground wire from the fixture to the ground 
junction box wire from the outlet (usually green or bare 
wire). Fasten each together with a plastic wire connector 
(c) and wrap the connection with     electrical tape. If your 
outlet box does not have a ground wire, insert the green 
ground screw into the mounting plate (a) facing down, and 
wrap the fixture's bare ground wire around the ground 
screw.    It is imperative that the outlet box in your home 
be properly grounded.   
7. Connect the neutral fixture wire to the neutral junction 
box wire (usually white). Fasten each together   with a 
wire connector (c) and wrap the connection with electrical 
tape. Be sure no strands are exposed.  
8.connect the hot fixture wire to the hot junction box wire 
(usually black). Fasten each together    with a plastic wire 
connector (c) and wrap the connection with electrical 
tape. Be sure no wire strands   are exposed.  Do not 
reverse the hot and neutral connections or safety will be 
compromised. 
9. Gently tuck the wire connections neatly into the wall 
junction box. 
10.attach the mounting plate (a) to the outlet box using 
the mounting screws(b), tighten with a screwdriver. 
11.attach the back plate to the mounting plate(a) using 
the enclosed plate screws(d).      Tighten screws with a 
screwdriver12.install one type t 5w led bulb (f, not 
included) into threaded socket. 
       Do not exceed specified wattage. 
13.take the shade(g)from another carton, then place the 
shade cover the bulb till secure. 
*PLEASE NOTE THE SCONCE CAN BE SWIWEL AS 
THE DOTTED LINES SHOWN 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
sconce.  

 

 

 
                                                         Made in China 

 

 



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 1-TIER BRONZE CHAND
662036H201

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable(H) and naked earth cable (I) through
the chain(E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystals (K) on the lamp body according to the
illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 6 LT BRASS CHANDELIER
760LEY6LTC

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Install the top part (M) on the screw nipple (N).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (K) / (L) in the right places
according to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 11 LT BRASS CHANDELIER
760LEY11CB

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED
OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (M) / (N) in the right places
according to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 22 LT BRASS CHANDELIER
760LEY22LC

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED
OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (M) in the right places according
to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL FLUSH MOUNT
760LEYFMNK

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the base by
loosening the screws (D).
3. Affix the mounting bracket (C) on the outlet box with the
mounting screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Hold the lamp body and wrap both safety cable with
nipples (A).
6. Attach the base to the mounting bracket (C) and then fix
it with push the cable into the outlet box.
7. Install the bulbs on the sockets side screws (D) with a
screwdriver.
8. Install the crystals (E) on the lamp body according to the
illustration.
9. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL RECT CHANDELIER
652036H378-2

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4. Use the open ring (F) to link the chain and the loop (J),
then put the cable (G) and naked earth cable (H) through the
chain in every 3-4 rings until through the ceiling loop (E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Install the crystals (I) on the lamp body according to the
illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL TABLE LAMP
760LEYTBLN

1. Carefully remove all parts from the box.
2. Install the top part (A) in the screw nipple (B).
3. Install the bulbs on the sockets.
4. Install the crystals (C) /(D) on the lamp body according
to the illustration.
5. Plug the lamp into wall outlet.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036BR4CH LEYLAND 4MM BRS 12 FT CHAIN
     .16" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR4CH6 LEYLAND 4MM BRS 6 FT CHAIN
     .16" X 6 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ4CH LEYLAND 4MM BRZ 12 FT CHAIN
     .16" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ4CH6 LEYLAND 4MM BRZ 6 FT CHAIN
     .16" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH LEYLAND 4MM NIK 12 FT CHAIN
     .16" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH6 LEYLAND 4MM NIK 6 FT CHAIN
     .16" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH LEYLAND 6MM BRS 12 FT CHAIN
     .24" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH6 LEYLAND 6MM BRS 6 FT CHAIN
     .24" X 6 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH LEYLAND 6MM BRZ 12 FT CHAIN
     .24" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH6 LEYLAND 6MM BRZ 6 FT CHAIN
     .24" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH LEYLAND 6MM NIK 12 FT CHAIN
     .24" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH6 LEYLAND 6MM NIK 6 FT CHAIN
     .24" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036BRCN LEYLAND BRASS ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036L482F LEYLAND BRONZE LAMP FINIAL
     BRONZE LAMP FINIAL-TBL OR FLR

A PT-LEYLAND PART

LIGHTING 912036BZCN LEYLAND BRONZE ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 65LEYFLRBASE LEYLAND FLOOR LAMP - BASE ONLY
     REPLACEMENT BASE

T PT-LEYLAND PART

LIGHTING 912036LEYCRL LEYLAND LARGE CRYSTAL
     8" CRYSTAL

A PT-LEYLAND PART

LIGHTING 912036NKCN LEYLAND NICKEL ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036BRCNR LEYLAND RECT BRASS CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036BZCNR LEYLAND RECT BRONZE CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036NKCNR LEYLAND RECT NICKEL CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036LEYCL LEYLAND S/10 BRONZE CLIPS
     SET OF 10 BRONZE CLIPS

A PT-LEYLAND PART

LIGHTING 912036LEYCRS LEYLAND SMALL CRYSTAL
     5" CRYSTAL

A PT-LEYLAND PART

PARTS INVENTORY



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS 5- TIER CHAND
662036H264

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS FLOOR LAMP
760LEYFLBR

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS WALL SCONCE
760LEYSCNE

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE 5- TIER
CHAND 662036H266

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE FLOOR LAMP
652036L0483

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE WALL SCONCE
652036H0273

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL 5- TIER CHAND
662036H265

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL FLOOR LAMP
652036L0547

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND WALL NICKEL SCONCE
652036H0376

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY 24" CHANDELIER
662036H109



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY 32" CHANDELIER
662036H108



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036H108CH LILY CHAND 12 FT CHAIN

     12 FT CHAIN
A PT-LILY PART

LIGHTING 912036H108SS LILY CHAND 12.25" BRASS STICK
     12.25" BRASS STICK

A PT-LILY PART

LIGHTING 912036H108SL LILY CHAND 13.38" BRASS STICK
     13.38" BRASS STICK

A PT-LILY PART

LIGHTING 912036H109FS LILY CHAND 4.38" GLASS FLOWER
     4.38" LILY PAD

A PT-LILY PART

LIGHTING 912036H108FM LILY CHAND 5.13" GLASS FLOWER
     5.13" LILY PAD

A PT-LILY PART

LIGHTING 912036H108FL LILY CHAND 5.88" GLASS FLOWER
     5.88" LILY PAD

A PT-LILY PART

LIGHTING 912036H108CH6 LILY CHAND 6 FT CHAIN
     6 FT CHAIN

A PT-LILY PART

LIGHTING 912036H109SS LILY CHAND 8.5" BRASS STICK
     8.5" BRASS STICK

A PT-LILY PART

LIGHTING 912036H109SL LILY CHAND 9.5" BRASS STICK
     9.5" BRASS STICK

A PT-LILY PART

LIGHTING 912036H108B LILY CHAND BRASS SCREW BALL
     BRASS SCREW BALL

A PT-LILY PART

LIGHTING 912036H108CN LILY CHAND ROUND CANOPY
     CANOPY W/ HARDWARE

A PT-LILY PART

LIGHTING 912036H108W LILY CHAND SILICON WASHER
     SILICON WASHER REPLACEMENT

A PT-LILY PART

LIGHTING 912036H108F LILY CHANDELIER FINIAL
     0.7" BRASS PLATED FINIAL

A PT-LILY PART

LIGHTING PARTS SKUS



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple ( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK 8-LIGHT CHANDELIER
662036H430



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple ( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK 10-LIGHT CHANDELIER
662036H431



1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Install the metal sticks (E) (F) in each latitude circle holes
firmly on the metal ball in alternate way.
4. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Connect the 2 power wires (black and white color) with
connectors (D) and earth wire according to their colors.
7. Attach the base to the bracket (B) and secure with side
screws (C) again.
8. Take off the ball screws (I) and rubber rings (H) and then
install the glass ornaments (G)/ (J) (big and small) on the
metal sticks (E) (F) which on each latitude circle in alternate
way according to the illustration. And then affix them with
the rubber rings (H) and the ball screws (I). NOTE: big glass
on the long metal stick while small glass on the short metal
stick, and one clear washer at the bottom and two washers
on the top.
9. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK FLUSHMOUNT
662036H432



1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Install the metal sticks (E) (F) in each latitude circle holes
firmly on the metal ball in alternate way.
4. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Connect the 2 power wires (black and white color) with
connectors (D) and earth wire according to their colors.
7. Attach the base to the bracket (B) and secure with side
screws (C) again.
8. Take off the ball screws (I) and rubber rings (H) and then
install the glass ornaments (G)/ (J) (big and small) on the
metal sticks (E) (F) which on each latitude circle in alternate
way according to the illustration. And then affix them with
the rubber rings (H) and the ball screws (I). NOTE: big glass
on the long metal stick while small glass on the short metal
stick, and one clear washer at the bottom and two washers
on the top.
9. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY FLUSHMOUNT
662036H274



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Lamp body (1)
(B) Shade  (1)
(C) Shade Finial (1) ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 

120W CONVERSION TO MAX LED WATTAGE: 24W
BULB: (2) A-19 [BULBS NOT INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (A) on a flat surface.
3. Remove the shade finial (C) from the lamp 
base (A).
5. Screw (2) bulbs into the sockets completely.
6. Place the shade (B) onto the lamp body (A).
7. Screw the shade finial (C) and adjust the 
shade as required to sit level.
8. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

(C)

(B)

(A)

LINDEN BRASS FLOOR LAMP



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

LINDEN BRASS TABLE LAMP

(A) Harp  (1)
(C) Shade  (1)
(D) Shade Finial (1) ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 

120W CONVERSION TO MAX LED WATTAGE: 24W
BULB: (1) A-19 [BULB NOT INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (E) on a flat surface.
3. Place the harp (A) on the lamp base (E).
4. Remove the shade finial (D) from the harp (A).
5. Screw the bulb into the socket completely.
6. Place the shade (C) onto the harp (A).
7. Screw the shade finial (D) and adjust the 
shade as required sit level.
8. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

(D)

(A)

(C)

(B)

(E)



parts enclosed: important safety instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LOUISE CHANDELIER
652036H0274

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the ornaments (M) / (N) / (O) in the right places
according to the illustration.
11. Install the bulbs on the sockets.
12. Installation is complete, turn on power at fuse or circuit
breaker.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036H274CH LOUISE CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CH6 LOUISE CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CN LOUISE CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LOUISE PART

LIGHTING 912036H274CRC LOUISE CHAND CRYSTAL STRAND
     WOODEN BEAD STRAND

A PT-LOUISE PART

LIGHTING 912036H274CRL LOUISE CHAND LG CRYSTAL
     WOOD DROP W/ STRAND

A PT-LOUISE PART

LIGHTING 912036H274CL LOUISE CHAND S/10 CLIPS
     SET OF 10 CLIPS

A PT-LOUISE PART

LIGHTING 912036H274CRS LOUISE CHAND SM CRYSTAL
     WOOD DROP BEAD

A PT-LOUISE PART

PARTS INVENTORY





 
   

  
 

 

 

ITEM

Wire Connectors

Mounting Screw

Canopy

1

Bulb (not included)

Socket

(H)

(B)

(A)

(C)

(D)

(E)

(F)

(G)

Glass Shade 1

1

2

1

3

QTY

3

1

DIAGRAM DESCRIPTION

Canopy Screw

green ground screw
Mounting Plate &

Cable Tie 1(I)

B
A

C

DE

F

G

H

I
Screw Driver

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 9-watt 

Type B LED lightbulb (60-watt incandescent bulb equivalent) for this fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the power cord as a 

bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed  
2. Carefully remove all parts from the box and remove all plastic coverings. Take 

care not to lose any small parts. 
3. Determine the desired hanging height, unlock the screw at the Cable Tie (I) 

with a screwdriver, pull the wire gently to desired length, and tighten the 
screws on the Cable Tie (I).  

4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C) 
and tighten the Mounting Screws (C) with a screwdriver. Ensure the side of 
the Mounting Plate (B) marked “GND” is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or ribbed) 
from the outlet box using a wire connector (A). DO NOT REVERSE THE HOT 
AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

6. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (A). If the outlet box 
does not have a ground wire, connect the green ground wire from the fixture 
to the green ground screw provided on the Mounting Plate (B).  

7. Tuck these wire connections neatly into the outlet box, align the three holes of 
the Canopy (E) with the corresponding holes on the Mounting Plate (B), 
secure the Canopy (E) with the Canopy Screws (D) until the fixture is secured 
to the ceiling. 

8. Install the Light Bulb (G) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING) onto 
the Socket (F). 

9. Screw Glass Shade (H) over Socket (F). 
10. Installation is completed. Turn on the power at the circuit breaker or fuse box. 

Turn the light switch to activate the fixture. 

parts enclosed: 

LUCENS BRASS 1‐LT PENDANT 6610031H653 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 



 
   

  
 

 
 

 
 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

Mounting Plate &
green ground screw

DIAGRAM

1

Canopy Screw 2

Wire Connectors

2Mounting Screw

3

1

3

Canopy

3

Light Bulb (not included)

Glass Shade

(H)

(I)
4*6"
4*12"
3*24"

Pivot Joint 1

Pipe

DESCRIPTION QTY

B

D

A

G

E

F

C

D

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of three 9-

watt Type B LED lightbulb (60-watt incandescent bulb equivalent) for this 
fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble as semi flush: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

4. Assemble one 12”Length Pipe (I) to the fixture body. Feed the wire 
through Pipe (I) and Canopy (E) 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Tuck these wire connections neatly into the outlet box, align the two holes 
of the Canopy (E) with the corresponding holes on the Mounting Plate (B), 
secure the Canopy (E) with the Canopy Screws (D) until the fixture is 
secured to the ceiling. 

8. Install the proper light bulbs (G) (not included) in accordance with the 
fixture’s specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Install the Glass Shades (F) onto Sockets by screwing clockwise. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

LUCENS BRASS 3‐LT SEMI FLUSH 6610031H652 
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to assemble as pendant: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (I), Pivot 

Joint (H) and Canopy (E), and assemble the Pipes (I) onto the fixture 
body. 

4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 
(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Tuck these wire connections neatly into the outlet box, align the two holes 
of the Canopy (E) with the corresponding holes on the Mounting Plate 
(B), secure the Canopy (E) with the Canopy Screws (D) until the fixture is 
secured to the ceiling. 

8. Install the proper light bulbs (G) (not included) in accordance with the 
fixture’s specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Install the Glass Shades (F) onto Sockets by screwing clockwise. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 
 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on the fixture as they will 

damage the surface. 

 

LUCENS BRASS 3‐LT SEMI FLUSH 6610031H652 
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1

4

Wire Connector 3

Mounting Screw 2

1Canopy

Wood screw 2

Ground Wire

2Hex Nut

2Internal Star Washer

1Spring Washer

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

DIAGRAM DESCRIPTION

(I)

(J)

(K)

(L)

(M)

(N)

(O)

(P)

(Q)

Anchor 2

1

1

5

5

2

Reinforce Plate

Pivot Joint

Pipe with Nipple

Frame

Light Bulb (not included)

Glass Shade

QTYITEM

Mounting Plate &
green ground screw

1

Canopy Screw

18"*8

6"*8
12"*8

(R) Fiberglass Sleeve 1

parts enclosed: 

LUCENS BRASS 5‐LT LINEAR CHANDELIER 6610031H654 
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6. Place the Spring Washers (G) and Hex Nuts (F) over one nipple in 
sequence; place one Internal Star Washer (H), the Ground Wire (I), 
another Internal Star Washer (H) and Hex Nut (F) over the other 
nipple in sequence. Tighten all the Hex Nuts (F).  

7. Drill two holes into the ceiling for inserting the Anchors (A). Insert an 
anchor into each hole in the ceiling.  

8. Attach the Mounting Plate (B) to the outlet box with the Mounting 
Screws (E). Insert the Wood Screws (C) through the corresponding 
holes on the Mounting Plate (B) into the Anchors (A), tighten the 
Wood Screws (C) using screwdriver. 

9. While holding the fixture, connect the black wire from fixture to the 
hot wire (usually black or smooth) from the outlet box using a wire 
connector (D). Connect the white wire from fixture to the neutral 
wire (usually white or ribbed) from the outlet box using a wire 
connector (D). DO NOT REVERSE THE HOT AND NEUTRAL 
WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

10.  If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire from the fixture to it using a wire connector 
(D). If the outlet box does not have a ground wire, connect the 
green ground wire from the fixture to the green ground screw 
provided on the Mounting Plate (B).  

11. Tuck these wire connections neatly into the outlet box, align the four 
holes of the Canopy (K) with the corresponding holes on the 
Mounting Plate (B), secure the Canopy (K) with the Canopy Screws 
(M) until the fixture is secured to the ceiling. 

12. Install the proper light bulbs (P) (not included) in accordance with 
the fixture’s specification (DO NOT EXCEED THE SPECIFIED 
WATTAGE RATING). 

13. Install the Glass Shades (Q) onto sockets by screwing clockwise. 
14. Installation is completed. Turn on the power at the circuit breaker or 

fuse box. Turn the light switch to activate the fixture. 
 
 
 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

LUCENS BRASS 5‐LT LINEAR CHANDELIER 6610031H654 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for five 5 watt type B LED lightbulb (60-

watt incandescent bulb equivalent). To avoid the risk of fire, do not 
exceed the recommended wattage. 

 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord 
as a bad connection may result. Do not connect electricity until 
the fixture is fully assembled. 

2. To reduce the risk of fire, electrical shock, or personal injury, 
always turn off fixture and allow it to cool prior to replacing the 
light bulb. 

3. Do not touch bulb when fixture is turned on or look directly at lit 
bulb.  

4. Keep flammable materials away from lit bulb. 

 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Determine the desired hanging height, and connect the numbers 

of Pipes (N) needed for proper hanging height. While connecting 
the pipes, feed the fixture wire through the Pipes (N), the Pivot 
Joint (L) and Canopy (K). 

4. Disassemble the Hex Nuts (F), the Spring Washers (G), the 
Internal Star Washers (H) and the Reinforce Plate (J) from the 
Pivot Joint (L). Feed the fixtures wires through the Fiberglass 
Sleeves (R) and the Reinforce Plate (J), let the nipples that are 
pre-assembled on Pivot Joint (L) exit from the holes of the 
Reinforce Plate (J).  

Page 2 of 2 



 !"#$%&’()*$&+, -. *"#!’#%$!/&#0%-’$#"1(#-*’$,

2!"’-’3$,

#*%!$$&.4)&,

(!"&%-’$#"1(#-*’$,

 !"#$%#&’(’)"*+’!%#,"*$-

 !"#$"%$&’(($)*"+),-.//.-+’)"01"."/+&$),$*"$/$&-%+&+.)!

 !"#$"%&$’(")*+",’-."$/"0,+1"($"2$)"+34++(")*+",+4$55+(+("

6%))%7+"/$,")*’-"03)8,+!

9!":$"2$)",+5$&+")*+";%5<"/,$5"’)-"<%4.%7’27"=>"<8;;’27"$2"

)*+"<$6+,"4$,(1"%-"%"=%("4$22+4)’$2"5%>",+-8;)!

 !!"#$"%&$’(")*+",’-."$/"0,+1"+;+4),’4%;"-*$4.1"$,"<+,-$2%;"’2?8,>1"

)8,2"$@";%5<"%2("%;;$6"’)")$"4$$;"<,’$,")$",+<;%4’27";’7*)"=8;=!

A!":$"2$)")$84*"=8;="6*+2"03)8,+"’-")8,2+("$2"$,";$$."(’,+4);>"

%)";’)"=8;=!

B!"C++<"D%55%=;+"5%)+,’%;-"%6%>"/,$5";’)"=8;=!

(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 2 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B)
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D)
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F)

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LUCREZIA-2 LTS WALL SCONCE
#65636H0305

- To replace the glass drops (G), (H) insert wire clip  into 
the hole on the iron frame. Twist the wire to close loop 
and secure it in place.

H

G





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H305CRL LUCREZIA SCONCE LG CRYSTAL
     50 MM CRYSTAL W/ OCTAGON

A PT-LUCREZI PART

LIGHTING 91636H305CRS LUCREZIA SCONCE SM CRYSTAL
     38 MM CRYSTAL W/ OCTAGON

A PT-LUCREZI PART

PARTS INVENTORY



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass drop (N) insert wire clip into the 
hole on the iron bud. Twist the wire around bud to 
secure glass part in place.
- To replace the finial glass sphere (O) screw the finial 
ball in the threaded part of the chandelier bottom.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 9 x 40W
type of socket: E12

LUISA CHANDELIER 9LTS 
NEW GREY/SILVER
#66636H055

NO





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636LSACH LUISA HRT CHAND 12 FT CHAIN
     NEW GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACH6 LUISA HRT CHAND 6 FT CHAIN
     NEW GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACN LUISA HRT CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LUISA PART

LIGHTING 91636LSAFS LUISA HRT CHAND FINAL SPHERE
     30 MM GLASS SPHERE

A PT-LUISA PART

LIGHTING 91636LSAGD LUISA HRT CHAND GLASS DROP
     38 MM GLASS DROP

A PT-LUISA PART

PARTS INVENTORY



 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Ball Nut 4 
N Pendant Body 1 
O Screw 4 
P Glass Shade 1 

 
 
 
 
 
 
 
 

caution: 
BEFORE INSTALLING CHANDELIER, MAKE SURE 
THE POWER TO THE CIRCUIT IS TURNED OFF AT 
THE MAIN FUSE BOX / CIRCUIT BREAKER UTILITY 
BOX. 
 
 
important safety instructions: 
1. This chandelier is meant for indoor use, DRY 

LOCATIONS ONLY. 
2. Do not use the electric cord to support the weight 

of the chandelier. 
3. These instructions are provided for your safety. It 

is important that they are read carefully and 
completely before beginning the installation of this 
lighting fixture. 

4. For your safety, it is strongly recommended that 
two people install the lighting fixture. 

5. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON 
FAMILIAR WITH THE CONSTRUCTION AND 
OPERATION OF THE PRODUCT AND THE 
HAZARDS INVOLVED. 

6. Save these instructions. 
 
 
warning: 
1. To reduce the risk of fire, electrical shock or 

personal injury, always turn off the chandelier and 
allow it to cool prior to replacing light bulbs. 

2. Do not touch the bulbs when the chandelier is 
turned on. Do not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
 
 
to assemble: 
Remove all parts and hardware from box along with any 
plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY 

FROM THE MAIN FUSE BOX/CIRCUIT 
BREAKER. 

2. Unscrew Ball Nut (M) from Pendant Body, and 
remove the Glass Shade (P).  

3. Attach the Mounting Bracket (B) onto the Ceiling 
Outlet Box using Mounting Screws (C). Tighten 
screws with a screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar 
Loop (I) to the bottom end of the Nipple (G). 

5. Secure the top of Nipple (G) to the Mounting 
Bracket (B) with the Hex Nut (F), exposing 
approximately 2” of its thread.  

 

Margolis Glass Pendant 
 



 

 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
6. Pull out the fixtures 2 wire power cord  and bare 

copper ground wire woven through the Chain (K) 
7. Slide the Canopy (E) and the Threaded Ring (J) up 

the Chain (K). 
8. Connect Chain (K) to Fixture Loop (L) and hang up to 

Screw Collar Loop (I) by using quick links. Close the 
opening of quick links by screwing the nut clockwise.  

9. Gently pull existing Ground, Hot, and Neutral Junction 
Box wires down from the Ceiling Junction Box and 
allow them to hang 

10. Carefully inspect the chandelier’s fixture wires. The 
Neutral Fixture Wire is ribbed. The Hot Fixture Wire is 
smooth, and the Ground Fixture Wire is in copper. 

11. Attach the Ground Wire from the fixture to the Ground 
Junction Box Wire. It usually has green insulation 
around it or is bare wire. Fasten these together with a 
Wire Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands are 
exposed. If the Ceiling Outlet Junction Box does not 
have a Ground Junction Box Wire, insert the Ground 
Screw (D) into the Mounting Bracket (B) where it’s 
marked “Ground”, facing down and wrap the fixture’s 
ground wire around the Ground Screw (D). Tighten 
the Ground Screw (D) to clamp Ground Fixture Wire 
between the head of Ground Screw (D) and Mounting 
Bracket (B). IT IS IMPERATIVE THAT THE CEILING 
OUTLET JUNCTION BOX IN YOUR HOME BE 
PROPERLY GROUNDED! 

12. Connect the Neutral Fixture Wire to the Neutral 
Junction Box Wire. It usually has white insulation 
around it. Fasten these together with a plastic Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. 

13. Connect the Hot Fixture Wire to Hot Junction Box 
Wire. It usually has black insulation around it. Fasten 
these together with a plastic Wire Connector (A) and 
wrap the connection with electrical tape. Make sure 
that no wire strands are exposed. Do not reverse the 
hot and neutral connections or safety will be 
compromised. 

14. Gently and neatly tuck the wire connections into the 
Ceiling Outlet Junction Box. 

15. Place the Canopy (E) over the Ceiling Outlet Junction 
Box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Insert ONE (1) 40-Watt maximum Type A standard 
medium base incandescent light bulb (not included) 
or ONE (1) 9-watt maximum compact fluorescent light 
bulb (not included) or ONE (1) 6-watt maximum LED 
light bulb (not included) into the socket. DO NOT 
EXCEED SPECIFIED WATTAGE. 

 
 
 
 

17. Attach Glass Shade (P) onto the Pendant Body (N) 
by tightening the Ball Nut (M). 

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or 

abrasive cleaners as they may cause damage to the 
chandelier’s finish. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
 
 
 
 
 
 
 
 
 

  
 

 
Made in China 

 
 
 
 
 
 

Margolis Glass Pendant 



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91594L70CH MARGOLIS PENDANT 12 FT CHAIN

     PAINTED GLD 12 FT HANGING CHN
A PT-MARGOLI PART

LIGHTING 91594L70CH6 MARGOLIS PENDANT 6 FT CHAIN
     PAINTED GLD 6 FT HANGING CHN

A PT-MARGOLI PART

LIGHTING 91594L70CN MARGOLIS PENDANT CANOPY
     ASSEMBLY PARTS FOR CANOPY

A PT-MARGOLI PART

LIGHTING PARTS SKUS



 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Ball Nut 3 
N Pendant Body 1 
O Screw 3 
P Glass Shade 1 

Q Quick Link 2 
 
 
 
 
 
 
 

cautions: 
BEFORE INSTALLING CHANDELIER, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
 
important safety instructions: 
1. WE RECOMMEND INSTALLATION BY A LICENSED 

ELECTRICIAN. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY LOCATIONS 

ONLY. 
4. Do not use the electric cord to support the weight of 

the chandelier. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture.  

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON FAMILIAR 
WITH THE CONSTRUCTION AND OPERATION OF 
THE PRODUCT AND THE HAZARDS INVOLVED. 

8. Save these instructions. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off the chandelier and allow it to 
cool prior to replacing light bulbs. 

2. Do not touch the bulbs when the chandelier is turned 
on. Do not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
 
 
to assemble: 
Remove all parts and hardware from box along with any 
plastic protective packaging. Do not discard any contents 
until after assembly is complete to avoid accidentally 
discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Unscrew Ball Nut (M) from Pendant Body，and remove 

the Glass Shade (P).  
3. Attach the Mounting Bracket (B) onto the Ceiling Outlet 

Box using Mounting Screws (C). Tighten screws with a 
Screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex Nut 
(F) to the bottom of the Nipple (G). Put the Lock 
Washer(H) in before attaching the Screw Collar Loop (I) 
to the bottom end of the Nipple (G). 

5. Secure the top of Nipple (G) to the Mounting Bracket (B) 
with the Hex Nut (F), exposing approximately 2” of its 
thread.  

 

Margolis SM Glass Pendant 66594H651 
 



 

 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
6. Pull out the fixtures 2 wire power cord and bare copper 

ground wire woven through the Chain (K) 
7. Slide the Canopy (E) and the Threaded Ring (J) up the 

Chain (K). 
8. Connect Chain (K) to Fixture Loop (L) and hang up to 

Screw Collar Loop (I) by using Quick Links (Q). Close 
the opening of Quick links by screwing the nut 
clockwise.  

9. Gently pull existing Ground, Hot, and Neutral Junction 
Box Wires down from the Ceiling Junction Box and allow 
them to hang 

10. Carefully inspect the chandelier’s fixture wires. The 
Neutral Fixture Wire is ribbed. The Hot Fixture Wire is 
smooth, and the Ground Fixture Wire is in copper. 

11. Attach the Ground Wire from the fixture to the Ground 
Junction Box Wire; It usually has green insulation 
around it or is bare wire. Fasten them together with a 
Wire Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands are 
exposed. If Ceiling Outlet Junction Box does not have a 
Ground Junction Box Wire, insert the Ground Screw (D) 
into the Mounting Bracket (B) where it’s marked 
“Ground”, facing down and wrap the fixture’s ground 
wire around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp Ground Fixture Wire between the 
head of Ground Screw (D) and Mounting Bracket (B). IT 
IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

12. Connect the Neutral Fixture Wire to the Neutral Junction 
Box Wire; it usually has white insulation around it. 
Fasten them together with a plastic Wire Connector (A) 
and wrap the connection with electrical tape. Make sure 
that no wire strands are exposed. 

13. Connect the Hot Fixture Wire to Hot Junction Box Wire; 
it usually has black insulation around it. Fasten them 
together with a plastic Wire Connector (A) and wrap the 
connection with electrical tape. Make sure that no wire 
strands are exposed. Do not reverse the hot and neutral 
connections or safety will be compromised. 

14. Gently tuck the wire connections neatly into the Ceiling 
Outlet Junction Box. 

15. Place the Canopy (E) over the Ceiling Outlet Junction 
Box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Insert ONE (1) 40-Watt maximum Type A standard 
medium base incandescent light bulb (not included) or 
ONE (1) 9-watt maximum compact fluorescent light bulb 
(not included) or ONE (1) 6-watt maximum LED light 
bulb (not included) into the socket. DO NOT EXCEED 
SPECIFIED WATTAGE. 

 
 
 
 

17. Attach Glass Shade (P) onto the Pendant Body (N) by 
tightening the Ball Nut (M). IMPORTANT: Adjust the 
orientation of Glass Shade (P) until all 3 screws (O) at 
the top of Glass Shade (P) align with 3 holes on the 
cross bar of Pendant Body (N). Tighten the Ball Nut (M) 
to ensure Glass shade (P) and Pendant Body (N) are 
firmly attached together.  

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the fixture’s 
finish. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
 
 
 
 
 
 
 
 
 

  
 

 
Made in China 

Margolis SM Glass Pendant 66594H651 
 



MARLOW RUST WIRE CHANDELIER
652036H0554

parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. Toavoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection mayresult.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B)and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036H554CH MARLOW RUST CHAND 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-MARLOW PART

LIGHTING 912036H554C6 MARLOW RUST CHAND 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-MARLOW PART

LIGHTING 912036H554CN MARLOW RUST CHAND CANOPY
     ANTIQUE RUST CANOPY

A PT-MARLOW PART

PARTS INVENTORY



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Finial   (1)
(B)	 Acrylic	Diffuser		 (1)
(C)	 Acrylic	Tube	 	 (1)
(D)	 G-9	LED	Bulb	 (1)
(E) Lamp Body  (1)

ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 
LED 9W
BULB: (1) G-9 LED [BULB INCLUDED]

1.	Remove	lamp	parts	from	carton.
2.	Place	the	lamp	base	(E)	on	a	flat	surface.
3.	Remove	the	finial	(A),	acrylic	diffuser	(B),	and	
acrylic	tube	(C).
4.	Install	the	bulb	(D)	into	the	socket.
5.	Replace	the	acrylic	tube	(C)	onto	the	socket.
6.	Install	the	acrylic	diffuser	(B)	inside	the	shade	
with	the	glossy	surface	facing	out.
7.	Screw	the	finial	(A)	completely.
8.	Plug	in	the	lamp.

Wipe	with	a	clean,	dry	cloth.	Do	not	use	polishes	
or	cleaners	on	your	lamp.

(A)

(B)

(C)

(D)

(E)

MARQUEE BRONZE TASK FLOOR LAMP

5. The shade can only rotate 350 degrees. It cannot be 
turned upward, as it will dislocate the swivel joint.
6. When adjusting the height of the lamp, guide the wire for 
easier movement.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Finial   (1)
(B)	 Acrylic	Diffuser		 (1)
(C)	 Acrylic	Tube	 	 (1)
(D)	 G-9	LED	Bulb	 (1)
(E) Lamp Body  (1)

ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 
LED 9W
BULB: (1) G-9 LED [BULB INCLUDED]

1.	Remove	lamp	parts	from	carton.
2.	Place	the	lamp	base	(E)	on	a	flat	surface.
3.	Remove	the	finial	(A),	acrylic	diffuser	(B),	and	
acrylic	tube	(C).
4.	Install	the	bulb	(D)	into	the	socket.
5.	Replace	the	acrylic	tube	(C)	onto	the	socket.
6.	Install	the	acrylic	diffuser	(B)	inside	the	shade	
with	the	glossy	surface	facing	out.
7.	Screw	the	finial	(A)	completely.
8.	Plug	in	the	lamp.

Wipe	with	a	clean,	dry	cloth.	Do	not	use	polishes	
or	cleaners	on	your	lamp.

(A)

(B)

(C)

(D) (E)

MARQUEE BRONZE TASK TABLE LAMP

5. The shade can only rotate 350 degrees. It cannot be 
turned upward, as it will dislocate the swivel joint.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Finial   (1)
(B) Acrylic  (1)
(C) Acrylic Tube
(D) G-9 LED Bulb
(E) Lamp Body  (1)

ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 
LED 9W
BULB: (1) G-9 LED [BULB INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (E) on a  surface.
3. Remove the  (A), acrylic  (B), and 
acrylic tube (C).
4. Install the bulb (D) into the socket.
5. Replace the acrylic tube (C) onto the socket.
6. Install the acrylic  (B) inside the shade 
with the glossy surface facing out.
7. Screw the  (A) completely.
8. Plug in the lamp.
9. The lampshade only swivels 350 degrees. 
Damage will occur if the lampshade is turned 
upside down.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

(A)

(B)

(C)

(D)

(E)

MARQUEE BRONZE TASK FLOOR LAMP

5. The shade can only rotate 350 degrees. It cannot be 
turned upward, as it will dislocate the swivel joint.
6. When adjusting the height of the lamp, guide the wire for 
easier movement.

9.

(1)
(1)



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Finial   (1)
(B) Acrylic Diffuser  (1)
(C) Acrylic Tube  (1)
(D) G-9 LED Bulb (1)
(E) Lamp Body  (1)

ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 
LED 9W
BULB: (1) G-9 LED [BULB INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (E) on a flat surface.
3. Remove the finial (A), acrylic diffuser (B), and 
acrylic tube (C).
4. Install the bulb (D) into the socket.
5. Replace the acrylic tube (C) onto the socket.
6. Install the acrylic diffuser (B) inside the shade 
with the glossy surface facing out.
7. Screw the finial (A) completely.
8. Plug in the lamp.
9. The lampshade only swivels 350 degrees. 
Damage will occur if the lampshade is turned 
upside down.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

MARQUEE BRONZE TASK TABLE LAMP

5. The shade can only rotate 350 degrees. It cannot be 
turned upward, as it will dislocate the swivel joint.

9.



 
   

  

 

 
 

ITEM

(A)

(B)

(C)

(D)

(E)

(G)

(H)

Mounting Plate
& green ground screw

DIAGRAM DESCRIPTION QT Y

Switch Chain

2

Backplate

Wire connector

(I)

Backplate Screw

Mounting Screw

1

2

1

3

1

1

1

1

(F)

Bulb (not included)

Di ffuser

Finial

D

AF

H
I
G

A BC

E

Harp

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 4.5- 

watt Type G9 LED lightbulb for this fixture. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective coverings. 

Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the lamp will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (B) marked 
‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (E). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (E). DO NOT REVERSE 
THE HOT AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (E). If the 
outlet box does not have a ground wire, connect the green ground wire from 
the fixture to the green ground screw provided on the Mounting Plate (B).  

6. Tuck these wire connections neatly into the outlet box, place the Backplate 
(F) over the Mounting Plate (B) and align the two holes on the Backplate (F) 
with the corresponding holes on the Mounting Plate (B), secure the 
Backplate (F) with the Backplate Screws (A) until the fixture is secured to 
the wall. 

7. Install the proper light bulb (H) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING). 

8. Attach the Diffuser (I) to the Harp and secure in place with the Finial (G). 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Pull the Switch Chain (D) to activate the fixture. 

parts enclosed: 

MARQUEE WALL SCONCE 6610031H340 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.



care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with soft,    
lint free cloth.

parts enclosed: important safety instructions:

warnings:

to assemble:

1. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Glass shade (1)

UL NO: E355648, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 13 W
BULB: 1 X A-15 (NOT INCLUDED)

MERCURY RISING FLOOR LAMP 

1. Carefully remove all parts from the box and remove all 

    assembly is complete to avoid accidentally discarding small

2. Remove ring (C) from the holder (B).
    3. Insert the holder (B) into the shade (A) & tighten the ring (C)
    with holder (B) keeping the shade (A) in middle.

protective coverings. Do not discard any contents until after 

parts or hardware.

C

A

B



care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with soft,    
lint free cloth.

parts enclosed: important safety instructions:

warnings:

to assemble:

1. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Glass shade (1)

UL NO: E355648, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 13 W
BULB: 1 X A-15 (NOT INCLUDED)

MERCURY RISING TASK LAMP 

1. Carefully remove all parts from the box and remove all 

    assembly is complete to avoid accidentally discarding small

2. Remove ring (C) from the holder (B).
    3. Insert the holder (B) into the shade (A) & tighten the ring (C)
    with holder (B) keeping the shade (A) in middle.

protective coverings. Do not discard any contents until after 

parts or hardware.

C

A

B



Super
Category

Product ID Description Stat Collection Route

LIGHTING 918947L138SH MERCURY RISING DESK LAMP SHADE
     GLASS SHADE FOR DESK LAMP

A PT-MERCURY PART

LIGHTING 918947L0390SH MERCURY RISING FLOOR LAMPSHADE
     REPLACEMENT SHADE

A PT-MERCURY PART

PARTS INVENTORY



 

MICHA SQUARE   

TABLE LAMP BASE  

 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
         Care instructions: 

DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

MICHA TALL TABLE  

LAMP BASE   

 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
 
Bulb: 1xType A (Not included)

 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 

Care instructions: 
 

DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  

 
 





Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASE

A. Finial (1)
B. Harp (1)

MYLES MARTINI FLOOR LAMP



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 913507L170F MYLES FLOOR LAMP FINIAL

     BRASS FINIAL REPLACEMENT
A PT-MYLES PART

LIGHTING 913507L170H MYLES FLOOR LAMP HARP
     BRASS HARP REPLACEMENT

A PT-MYLES PART

LIGHTING PARTS SKUS



 
   

  

 
 

 
 
 

parts enclosed: 

NOELLA CHANDELIER 6610031H182 

warnings: 
All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord as 

a bad connection may result. Do not connect electricity until the 

fixture is fully assembled. 

To reduce the risk of fire, electrical shock, or personal injury, 

always turn off fixture and allow it to cool prior to replacing the 

light bulb. 

Do not touch bulb when fixture is turned on or look directly at lit 

bulb. Keep flammable materials away from lit bulb. 

important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for 5 x 1.5 watt type T14 LED lightbulb (40-watt 

incandescent bulb equivalent). To avoid the risk of fire, do not exceed the 
recommended wattage. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed. 

2. Carefully remove all parts from the box and remove all plastic coverings. 

3. Place the Glass Shades (G) over the socket and secure in place 
with the Socket Rings (H). 

4. Determine the desired hanging height, feed the fixture wires through 
the Pipes with Nipples (F) and the Canopy Assembly (E), tighten the 
Pipes (F) to fixture body and the Canopy Assembly (E). 

5. Attached the Mounting Plate (B) to the outlet box using the Outlet 
Box Screws (C). Ensure the side of the Mounting Plate (B) marked 
‘‘GND’’ is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (B).  

8. Tuck these wire connections neatly into the outlet box, place the Canopy 
(E) over the Mounting Plate (B), secure the canopy with the Mounting 
Screws (D).  

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  



 
  

  
 

 

 
 
 

ITEM

Wire Connectors

Mounting Screw

Canopy

3

Light Bulb (not included)

Glass Shade

(H)

(B)

(A)

(C)

(D)

(E)

(F)

(G)

Socket Ring 3

3

2

1

3

QTY

3

1

DIAGRAM DESCRIPTION

Canopy Screw

green ground screw
Mounting Plate &

B

E
D

A

C

F

H

G

parts enclosed: 

NOELLA BRASS FLUSHMOUNT 6610031H599 

NOELLA BRONZE FLUSHMOUNT 6610031H600 

important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for three 5 watt type T14 OR A19 LED lightbulb 

(40-watt incandescent bulb equivalent). To avoid the risk of fire, do not 
exceed the recommended wattage. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (B).  

6. Tuck these wire connections neatly into the outlet box, align the three 
holes of the Canopy (E) with the corresponding holes on the Mounting 
Plate (B), secure the Canopy (E) with the Canopy Screws (D) until the 
fixture is secured to the ceiling. 

7. Place the Glass Shades (F) over the sockets and secure in place with 
the Socket Rings (H). 

8. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



 
  

  
 

 

 
 
 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

DIAGRAM DESCRIPTION QTY

1

3

2

Glass Shade

Socket Ring 5

3

1

5

4*18"
4*12"
4*6"

Pipe with Nipple

(I) Bulb (not included) 5

Mounting Plate with
Green Ground Screw

Mounting Screws

Wire Connectors

Outlet Box Screws

Canopy Assembly

4x
4x

4x

F

B

G
H

C

I

F

A

E
D

parts enclosed: 

NOELLA BRASS CHANDELIER 6610031H182 

NOELLA BRONZE CHANDELIER 6610031H325 

warnings: 
All wires are connected. When unpacking, be careful not to 

remove the fixture from packaging by pulling on the power cord as 

a bad connection may result. Do not connect electricity until the 

fixture is fully assembled. 

To reduce the risk of fire, electrical shock, or personal injury, 

always turn off fixture and allow it to cool prior to replacing the 

light bulb. 

Do not touch bulb when fixture is turned on or look directly at lit 

bulb. Keep flammable materials away from lit bulb. 

important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for 5 x 1.5 watt type T14 LED lightbulb (40-watt 

incandescent bulb equivalent). To avoid the risk of fire, do not exceed the 
recommended wattage. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed. 

2. Carefully remove all parts from the box and remove all plastic coverings.  
3. Place the Glass Shades (G) over the socket and secure in place 

with the Socket Rings (H). 
4. Determine the desired hanging height, feed the fixture wires through 

the Pipes with Nipples (F) and the Canopy Assembly (E), tighten the 
Pipes (F) to fixture body and the Canopy Assembly (E). 

5. Attached the Mounting Plate (B) to the outlet box using the Outlet 
Box Screws (C). Ensure the side of the Mounting Plate (B) marked 
“GND” is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (B).  

8. Tuck these wire connections neatly into the outlet box, place the Canopy 
(E) over the Mounting Plate (B), secure the canopy with the Mounting 
Screws (D).  

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  
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DIAGRAM DESCRIPTION QTY

1
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2

Glass Shade

Socket Ring 5

3

1

5

4*18"
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4*6"
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(I) Bulb (not included) 5

Mounting Plate with
Green Ground Screw

Mounting Screws

Wire Connectors

Outlet Box Screws

Canopy Assembly

4x
4x

4x

Upper Pivot Joint

Lower Pivot Joint

Handle

Fig.1

Fig.2

Fig.3

parts enclosed: 

NOELLA BRASS CHANDELIER 6610031H182 

NOELLA BRONZE CHANDELIER 6610031H325 

 

to assemble to slopped ceiling: 
1. Shut off power at the outlet box where the fixture will be 

installed. 
2. Carefully remove all parts from the box and remove all plastic 

coverings.  
3. Place the Glass Shades (G) over the socket and secure in 

place with the Socket Rings (H). 
4. Determine the desired hanging height, feed the fixture wires 

through the Pipes with Nipples (F) and the Canopy Assembly 
(E), tighten the Pipes (F) to fixture body. 

5. Screw the Lower Pivot Joint (K) to the Pipe (F), refer to Fig.2. 
6. Screw the Upper Pivot Joint (J) to the Canopy (E), refer to 

Fig.1. 
7. Attach the Upper Pivot Joint (J) to the Lower Pivot Joint (K), 

tighten with the Handle (L),  refer to Fig.3. 
8. Attach the Mounting Plate (B) to the outlet box using the Outlet 

Box Screws (C). Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

9. While holding the fixture, connect the black wire from fixture to 
the hot wire (usually black or smooth) from the outlet box using 
a wire connector (A). Connect the white wire from fixture to the 
neutral wire (usually white or ribbed) from the outlet box using 
a wire connector (A). DO NOT REVERSE THE HOT AND 
NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

10. If the outlet box has a ground wire (green or bare copper), 
connect the green ground wire from the fixture to it using a wire 
connector (A). If the outlet box does not have a ground wire, 
connect the green ground wire from the fixture to the green 
ground screw provided on the Mounting Plate (B).  

11. Tuck these wire connections neatly into the outlet box, place 
the Canopy (E) over the Mounting Plate (B), secure the canopy 
with the Mounting Screws (D).  

12. Install the proper light bulb (not included) in accordance with 
the fixture’s specifications (DO NOT EXCEED THE 
SPECIFIED WATTAGE RATING). 

13. Installation is completed. Turn on the power at the circuit 
breaker or fuse box. Turn the light switch to activate the fixture. 

 

2 



 
  

  
 

 

 
 
 

ITEM

Wire Connectors

Mounting Screw

Canopy

3

Light Bulb (not included)

Glass Shade

(H)

(B)

(A)

(C)

(D)

(E)

(F)

(G)

Socket Ring 3

3
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1

3

QTY
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DIAGRAM DESCRIPTION

Canopy Screw

green ground screw
Mounting Plate &

B

E
D

A

C

F

H

G

parts enclosed: 

NOELLA BRASS FLUSHMOUNT 6610031H599 

NOELLA BRONZE FLUSHMOUNT 6610031H600 

important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for three 5 watt type T14 OR A19 LED lightbulb 

(40-watt incandescent bulb equivalent). To avoid the risk of fire, do not 
exceed the recommended wattage. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (B).  

6. Tuck these wire connections neatly into the outlet box, align the three 
holes of the Canopy (E) with the corresponding holes on the Mounting 
Plate (B), secure the Canopy (E) with the Canopy Screws (D) until the 
fixture is secured to the ceiling. 

7. Place the Glass Shades (F) over the sockets and secure in place with 
the Socket Rings (H). 

8. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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Mounting Screws

Wire Connectors

Outlet Box Screws

Canopy Assembly

4x
4x

4x

F

B

G
H
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I
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A
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parts enclosed: 

NOELLA BRASS CHANDELIER 6610031H182 

NOELLA BRONZE CHANDELIER 6610031H325 

warnings: 
All wires are connected. When unpacking, be careful not to 

remove the fixture from packaging by pulling on the power cord as 

a bad connection may result. Do not connect electricity until the 

fixture is fully assembled. 

To reduce the risk of fire, electrical shock, or personal injury, 

always turn off fixture and allow it to cool prior to replacing the 

light bulb. 

Do not touch bulb when fixture is turned on or look directly at lit 

bulb. Keep flammable materials away from lit bulb. 

important safety instructions: 
CONSULT  A  QUALIFIED  ELECTRICIAN TO  ENSURE  
CORRECT BRANCH  CIRCUIT  CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for 5 x 1.5 watt type T14 LED lightbulb (40-watt 

incandescent bulb equivalent). To avoid the risk of fire, do not exceed the 
recommended wattage. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed. 

2. Carefully remove all parts from the box and remove all plastic coverings.  
3. Place the Glass Shades (G) over the socket and secure in place 

with the Socket Rings (H). 
4. Determine the desired hanging height, feed the fixture wires through 

the Pipes with Nipples (F) and the Canopy Assembly (E), tighten the 
Pipes (F) to fixture body and the Canopy Assembly (E). 

5. Attached the Mounting Plate (B) to the outlet box using the Outlet 
Box Screws (C). Ensure the side of the Mounting Plate (B) marked 
“GND” is facing out. 

6. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (B).  

8. Tuck these wire connections neatly into the outlet box, place the Canopy 
(E) over the Mounting Plate (B), secure the canopy with the Mounting 
Screws (D).  

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  
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Fig.1

Fig.2

Fig.3

parts enclosed: 

NOELLA BRASS CHANDELIER 6610031H182 

NOELLA BRONZE CHANDELIER 6610031H325 

 

to assemble to slopped ceiling: 
1. Shut off power at the outlet box where the fixture will be 

installed. 
2. Carefully remove all parts from the box and remove all plastic 

coverings.  
3. Place the Glass Shades (G) over the socket and secure in 

place with the Socket Rings (H). 
4. Determine the desired hanging height, feed the fixture wires 

through the Pipes with Nipples (F) and the Canopy Assembly 
(E), tighten the Pipes (F) to fixture body. 

5. Screw the Lower Pivot Joint (K) to the Pipe (F), refer to Fig.2. 
6. Screw the Upper Pivot Joint (J) to the Canopy (E), refer to 

Fig.1. 
7. Attach the Upper Pivot Joint (J) to the Lower Pivot Joint (K), 

tighten with the Handle (L),  refer to Fig.3. 
8. Attach the Mounting Plate (B) to the outlet box using the Outlet 

Box Screws (C). Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

9. While holding the fixture, connect the black wire from fixture to 
the hot wire (usually black or smooth) from the outlet box using 
a wire connector (A). Connect the white wire from fixture to the 
neutral wire (usually white or ribbed) from the outlet box using 
a wire connector (A). DO NOT REVERSE THE HOT AND 
NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY 
WILL BE COMPROMISED. 

10. If the outlet box has a ground wire (green or bare copper), 
connect the green ground wire from the fixture to it using a wire 
connector (A). If the outlet box does not have a ground wire, 
connect the green ground wire from the fixture to the green 
ground screw provided on the Mounting Plate (B).  

11. Tuck these wire connections neatly into the outlet box, place 
the Canopy (E) over the Mounting Plate (B), secure the canopy 
with the Mounting Screws (D).  

12. Install the proper light bulb (not included) in accordance with 
the fixture’s specifications (DO NOT EXCEED THE 
SPECIFIED WATTAGE RATING). 

13. Installation is completed. Turn on the power at the circuit 
breaker or fuse box. Turn the light switch to activate the fixture. 
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(A)

(B)

Parts Enclosed :
A. FINIAL - 1 Pc.
B. HARP - 1 Pc.

OAKLEY-WOOD LAMP BASE

ARHAUS
your home

Important Safety Instructions: 
1. To avoid risk of fire, DO NOT exceed the 

recommended Wattage for this Fixture.

Warnings:

UL NO: E492403, UL RATING: DRY, BULB WATTAGE- 150 W

CONVERSION TO MAX 35 W SBCFL OR 28 W SBLED
BULB: 2x TYPE A (NOT INCLUDED)

1. DO NOT Remove the lamp from its packaging by
pulling on the power cord/ wire, as a bad connection
may result.

2. To avoid the risk of fire, electrical shock or personal
injury, turn off lamp and allow it to cool prior to
replacing light bulb.

3. DO NOT touch bulb when fixture is turned on or look
directly at lit bulb.

4. Keep flammable materials away from lit bulb.

To Assemble:
1. Carefully remove all parts from the box and remove

all protective coverings.
2. Turn OFF power to the circuit breaker where the lamp

will be installed.
3. Attach Harp (B) to the Saddle (C).
4. Unscrew Finial (A) & place Shade on Harp (B) and

tighten Finial (A) to harp (B).
5. Restore power to the circuit breaker and test lamp

fixture.

Care Instructions:
DO NOT use polishes or Cleaners on your lamp.
Just wipe with soft, lint free cloth.

C. SADDLE - 1 Pc.

(C)



TO ASSEMBLE:
1. Shut off the main electrical supply from the main fuse 
box/circuit breaker.
2. Carefully unpack all fixture parts and hardware. Lay items out 
on a clear workspace.
3. Attach the ground wire from the fixture to the ground junction 
box wire from the outlet box (Usually green or bare wire). Or wrap 
the fixture's ground wire around Green ground screw (G), and then 
fix the green ground screw into the Mounting plate (A). 
4. Connect the hot wire to the hot junction box wire (usually 
black or smooth) with a plastic wire connector (F) and wrap the 
connection with electrical tape. Connect the neutral wire to the 
neutral junction box wire (usually white or ribbed) with a Plastic 
wire connector (F) and wrap the connection with electrical tape.
5. Attach the Mounting plate (A) to the outlet box using the 
Mounting screws (F). Tighten with a screwdriver.
6. Attach the Canopy (B) to the Mounting plate (A) using the 
Ring (C) and tighten it.
7. Connect the Loop (I) and the lower Chain link (K). Connect the 
Mounting plate loop (E) and the upper Chain link (J).
8. Fasten the Rod (D) to the Loop (I) and tighten with the 
Allen Key (D) provided
9. Attach the Shade (L) to the socket and tighten with the 
Socket Ring (M).
10. Insert the bulbs (N) into the sockets.
11. Restore power to the junction box and test lamp fixture.
12. Installation is complete. 

IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.
2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

ODIN 2 LIGHT ISLAND PENDANT 667198H281

A

B

F

C

D

G

PARTS ENCLOSED: 
(A)Mounting Plate (1)
(B)Canopy (1)
(C)Ring (1)
(D)Allen Key (1)
(E)Mounting Plate Loop (1)
(F)Plastic Wire Connector (3)
(G)Green Ground Screw (1)
(H)Mounting Screw (2)
(I)Loop (1)
(J)Upper Chain Link (1)
(K)Lower Chain Link (1)
(L)Shade (2)
(M)Socket Ring (2)
(N)Bulb (2)
(0)Rod (1)

H

J

K

I

E

L

M

N

O



IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     

2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.

2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

ODIN TABLE LAMP 667198L280 

PARTS ENCLOSED: 
(A) Shade (1)
(B) Base (1)
(C) Ring (1)
(D) Post (1)
(E) Allen key (1)
(F) Bulb (1)
(G) Switch (1)

B

G

C

E

D

G TO ASSEMBLE:
1. Carefully unpack all parts from the box and remove all covering 
from the packaging. 

2. Fasten the Post (D) to the Base (B) and tighten with the 
Allen Key (E) provided.

3. Attach the Shade (A) to the socket and tighten with the Ring (C).

4. Insert the bulb (F) into the socket.

5. Plug into the electrical outlet and turn on the switch (G).

6. Assembly is complete.

A

F





 
  

  
 

 

 
 

 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

Mounting plate &
green ground

DIAGRAM DESCRIPTION QTY

1

Screw, #8-32 2

3

1

Screw 2

1

1

1

CANOPY

SOCKET

Wire connectors

Bulb (Not included)

Tool

D

C

E

F

G

BLACK

WHITE

GREEN

H

A
B

important safety instructions: 
1. We recommend installation by a licensed electrician. 

2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on 

the power cord, as a bad connection may result. 

2. To avoid the risk of fire, electrical shock, or personal injury, 

turn off lamp and allow it to cool prior to replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look directly 

at lit bulb. 

4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. 

2. Turn OFF power to the junction box where the lamp will be installed. 

3. Install Mounting plate (C)  to the Junction box with Screw (A). 

4. Pull the ground wire from ceiling outlet box, and attach ground wire 

(usually green of bare wire) from ceiling box to ground wire on 

Mounting Plate (C) with a screw. 

5. Attach positive wire from ceiling (usually black or smooth) to positive 

wire on fixture with a Wire Connector (B) and wrap this connector with 

electrical tape. 

6. Attach neutral wire from ceiling box (usually white or ribbed) with 

neutral wire on the fixture with a Wire Connector (B), and wrap this 

connector with electrical tape. 

7. Install Canopy (E) with Mounting plate (C) by use Screw(D).  

8. Insert the light bulb (I). 

9. Restore power to the junction box and test ceiling light fixture. 

10. Use Tool (H) to unlock the screw and adjust the wire length. 

 

care instructions: 
Do not use polishes or cleaners on your pendant. 

WIPE WITH A CLEAN SOFT CLOTH 

parts enclosed: 

  6610031H167 OHLSON BRASS SWAG KIT 

6610031H1
27 

  

6610031H1
27 
 

 



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

9

ORB BUFFET LAMP

Finial (1)
Tube (1)

(A)

(B)

Finial (1)
Shade Rod (1)

(C)

3.3.  Attach shade rod (B) to the junction box (C).
4.  Unscrew finial (A) place shade on shade rod (B) and
     tighten finial (A) to shade rod (B).
5.  Restore power to the circuit breaker and test lamp fixture.

2

2x60W

OLIVER FLOOR LAMP

A. Finial (1)
B. Shade (1)

(C)

4

3. Unscrew finial (A) place shade on lamp body (C)
    tighten finial (A) lamp body (C).

4. Restore powder to the circuit breaker and test lamp fixture.

(A)

(B)

power4. Restore power to the circuit breaker and test lamp fixture.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

9

ORB BUFFET LAMP

Finial (1)
Tube (1)

(A)

(B)

Finial (1)
Shade Rod (1)

(C)

3.3.  Attach shade rod (B) to the junction box (C).
4.  Unscrew finial (A) place shade on shade rod (B) and
     tighten finial (A) to shade rod (B).
5.  Restore power to the circuit breaker and test lamp fixture.

2

2x60W

OLIVER FLOOR LAMP

A. Finial (1)
B. Shade (1)

(C)

4

3. Unscrew finial (A) place shade on lamp body (C)
    tighten finial (A) lamp body (C).

4. Restore powder to the circuit breaker and test lamp fixture.

(A)

(B)

OLIVER TABLE LAMP

(A)

(B)

(C)

powerRestore power to the circuit breaker and test lamp fixture.4.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMP



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)





 
  

  
 

 

 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

Mounting plate &
green ground screw

DIAGRAM DESCRIPTION QTY

1

Canopy Screw 3

Wire Connectors

2

Socket Collar 1

Mounting Screw

3

1

1

Canopy

(I)

1

Socket

Light bulb (not included) 1(J)

Glass Shade

4*6"
4*12"
4*18"

Pipe

N
D

G

A
B
C
D
E

F

G

H

I

J

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

60-watt Type A, T, or G incandescent bulb for this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (F) and 

Canopy (E). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 

(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6. If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting 
Plate (A).  

7. Tuck these wire connections neatly into the outlet box, raise the Canopy 
(E) over Mounting Plate (B) and align the holes on the Canopy (E) with 
the corresponding holes on the Mounting Plate (B), secure the Canopy 
(E) with Canopy Screws (D) until the fixture is secured to the ceiling. 

8. Place the Glass Shade (H) over Socket (G) and secure by screwing 
Socket Collar (I). 

9. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

10. Installation is completed. Turn on the power at the circuit breaker or fuse 
box. Turn the light switch to activate the fixture. 

parts enclosed: 

ORGANIC CLEAR LARGE PENDANT 6610031H607 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (A).
2. Attach mounting plate (B) to J-Box using screws (C).
3. Attach wall plate (D) to mounting plate (B) and secure with
screw (F) and washer (E) .
4. Insert bulb (G) into the socket (H).
5. Place top plate (I) onto threaded rod (L) and secure with
washer (J) and finial (K). 
6. Assembly is complete.

PALLADIAN SCONCE LARGE

Sconce body (1)
T8 LED Bulb (1)
Finial (1)
Washer (3)
Mounting screw (4)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

A

B

C

F
E
D

G

H

K
J
I

L

F
E



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (A).
2. Attach mounting plate (B) to J-Box using screws (C).
3. Attach wall plate (D) to mounting plate (B) and secure with
screw (F) and washer (E) .
4. Insert bulb (G) into the socket (H).
5. Place top plate (I) onto threaded rod (L) and secure with
washer (J) and finial (K). 
6. Assembly is complete.

PALLADIAN SCONCE SMALL

Sconce body (1)
T9 LED Bulb (1)
Finial (1)
Washer (3)
Mounting screw (4)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

A

B

C

F
E
D

G

H

K
J
I

L

F
E



 

 

  
Paloma 3-Arm Floor Lamp 66594L218 

 

 
Parts enclosed: 
A Locking Ring 3 

B Lamp Shade 3 

D Lamp Arm 1 

E Screw 1 

F Lamp Body Tube 1 

G Lamp Base 1 

H Flat Washer 1 

I Ribbed Washer 1 

J Hex Nut 1 

K Wrench 1 

 

important safety instructions: 
1. To avoid the risk of fire, do not exceed the 

recommended wattage. 
2. This portable lamp has a polarized plug as a safety 

feature to reduce the risk of electric shock (one 
blade is wider than the other). This plug will fit in a 
polarized outlet only one way. If the plug does not fit 
fully in the outlet, reverse the plug. If it still does not 
fit, contact a qualified electrician. Never use with an 
extension cord unless plug can be fully inserted. Do 
not attempt to defeat this safety feature. 
 

warnings: 
1. Do not remove the lamp from packaging by pulling on   

the power cord as a bad connection or damage may 
result.  

2. To reduce the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch the bulbs when the lamp is turned on or 
look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
5. Remove the clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry 

locations only. 
7. This lamp has been rated for up to three (3) 40-Watt 

maximum Type A standard medium base 
incandescent light bulb (not included) or three (3) 
9-watt compact fluorescent light bulb (not included) 
or three (3) 6-Watt LED light bulb (not included).  

8. Remove the silica gel pack from the socket before 
plugging the lamp in.  

9. Save these instructions. 
 

To assemble: 
1 Unpack all the parts from carton carefully. 
2 Insert the Lamp Body Tube (F) into the hole at the 

Round Base (G). 
3 Attach the Flat Washer (H) and then the Ribbed 

Washer (I) to the bottom end of the Lamp Body Tube 
(F) and secure the Lamp Body Tube (F) to the Round 
Base (G) with the Hex Nut (J) by using the Wrench 
(K) provided. It is important to ensure the Lamp Body 
Tube (F) is fully inserted into the Round Base (G), 
and that the Hex Nut (J) is tightened securely so that 
the lamp body remains straight. 

4 Insert the Arm Section (D) into Lamp Body Tube (F). 
Make sure the screw hole on the Arm Section (D) is 
aligned with the screw hole on the Lamp Body Tube 
(F). Then secure it by tightening the Screw (E). 

5 Place the Shades (B) onto the Lamp Socket (C), and 
then secure it with the Locking Ring (A). 

6 Insert three (3) 40-Watt MAXIMUM TYPE A standard 
incandescent light bulbs (not included) or three (3) 
9-Watt MAXIMUM compact fluorescent light bulbs 
(not included) or three (3) 6-Watt MAXIMUM LED 
light bulbs into the socket (not included). DO NOT 
EXCEED SPECIFIED WATTAGE.  
 
 



 

7 Remove the protective plastic from the electrical plug. 
8 Plug the lamp into proper electrical outlet and test this 

lamp. 
 

Paloma 3-Arm Floor Lamp 66594L218 

 

 

Care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 

2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to lamp finish. 

 
  

Made in China 
  



 

 
 
  

Paloma Large Chandelier 66594H622 
 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Quick Link 2 

 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. WE RECOMMEND INSTALLATION BY A LICENSED 

ELECTRICIAN. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture.  

7. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON FAMILIAR 
WITH THE CONSTRUCTION AND OPERATION OF 
THE PRODUCT AND THE HAZARDS INVOLVED. 

8. Save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off the fixture and allow it to cool prior to 
replacing the light bulbs. 

3. Do not touch the bulb when the fixture is turned on. Do 
not look directly at lit bulb. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Attach the Mounting Bracket (B) onto the Ceiling Outlet 

Box using Mounting Screws (C). Tighten the screws 
with a screwdriver until secure. 

3. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

4. Thread the Nipple (G) to the Mounting Bracket (B) and 
secure it with the Hex Nut (F), exposing approximately 
2” of its thread.  

5. Pull out the fixtures wire power cord and the bare 
copper ground wire woven through the Chain (K). 

6. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 



 

 
                                                         Made in China 

 

 
 
 
 

 

Paloma Large Chandelier 66594H622 
 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the chandelier 
finish 

 
  

7. Connect Chain (K) to the Fixture Loop (L) and hang to 
the Screw Collar Loop (I) by using the Quick Link (M). 
Close the opening of the Quick Link (M) by screwing 
the nut clockwise. 

8. Gently pull existing ground, hot, and neutral junction 
box wires down from the ceiling junction box and allow 
these to hang. 

9. Carefully inspect the fixture wires on the chandelier. 
The neutral fixture wire is ribbed. The hot fixture wire is 
smooth, and the ground fixture wire is bare copper. 

10. Attach the ground wire from the fixture to the ground 
junction box wire. It usually has green insulation 
around it or is bare. Fasten these together with a Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. If 
the ceiling outlet junction box does not have a ground 
junction box wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground” 
facing down, and wrap the ground wire from the fixture 
around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp the ground fixture wire between the 
head of Ground Screw (D) and Mounting Bracket (B). 
IT IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

11. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. Make 
sure that no wire strands are exposed. 

12. Connect the hot fixture wire to the hot junction box wire. 
It usually has black insulation around it. Fasten these 
together with a plastic Wire Connector (A) and wrap 
the connection with electrical tape. Make sure that no 
wire strands are exposed. Do not reverse the hot and 
neutral connections or safety will be compromised. 

13. Gently tuck the wire connections neatly into the ceiling 
outlet junction box. 

14. Place the Canopy (E) over the ceiling outlet junction 
box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

15. Insert Three (3) 60-Watt maximum Type A 
incandescent light bulbs (not included), or Three (3) 
13-watt maximum compact fluorescent light bulbs (not 
included), or Three (3) 9-watt maximum LED light bulbs 
(not included) into the socket. DO NOT EXCEED 
SPECIFIED WATTAGE. 

16. Restore power to junction box and test the fixture. 
17. Installation is now completed. 
 
 
 
 
 



PETALS CHANDELIER

Height: 72.5 cm (28.54in)

Grounded / Hardwired

Weight: 15.20 kg (33.51lbS)
Diameter: 45.0 cm (17.7in)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

2. This fixture has been rated for five (5) 25watt maximum E12 Incandescent bulbs.
1. Use an authorized and certified electrician for consultation and installation.

 
4. The manufacturer and distributor accepts no liability for incorrect installation.
5. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

6. Keep away from children.

C
B

A
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D1

H
D2
E1

E2

E3
F1 F2

F3
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1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

1. Carefully remove all parts from the box and remove all plastic covering.
2. Turn OFF power to junction box where the ceiling light will be installed.
3. Attach the ceiling plate (C) to the ceiling with mounting screws (B). Please 
    reinforce your ceiling as necessary.
4. Wind the main wire along with the chain (E2), come out from the canopy (D1).
5. Connect the ground wire from the fixture to the ground junction box 
    wire (usually the green or bare wire) with a plastic nut (H) and wrap the connection 
    with electrical tape. Connect the hot wire to the junction box wire (usually black or 
    smooth) with a plastic wire nut (H) and wrap the connection with electrical tape. 
    connect the neutral wire to the neutral junction box wire (usually white or ribbed) with 
    a plastic wire nut (H) and wrap the connection with electrical tape.
6. Loosen the bolts (F2) from the body (F) and remove the cover frame (F3) from the
    body (F).
7. Fasten lightbulb (D) to lampholder.
8. Attach the cover frame (F3) back to the body (F) with bolts (F2).
9. Attach the body to the ceiling plate (C) with quick link (E1 & E3) and chain (E2).

10. Move the canopy (D1) up to the ceiling plate, then fasten the bolts (D3)
11. Restore power to the junction box and test the ceiling light fixture.

TO ASSEMBLE:

(H)

(G)

(F4)

(F)

(E1)

(D3)
(D2)
(D1)

(A)

(B)

(C)

(E2)
(E3)

Bulbs+Spares 5+2

10

8

Bolts

Quick Link

Quick Link
Chain

Hang straight
Canopy

Mounting Screws

Ceiling Plate

3Wire Nuts

Body

Glass Drop Spares

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth solution. Do not use corrosive cleaners.



General material: Glass & Iron
Height: 165.0 cm (65.0in)

Grounded / Hardwired

Weight: 18.7 kg (41.22lbs)
Diameter: 32.0 cm (12.6in)

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for three (3) 25watt maximum E12 Incandescent bulbs.

 Bulbs+Spare

 Glass Drop Spare

3+1

5(A1)

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

1. Carefully remove all parts from the box and remove all plastic covering.
2. Fasten lightbulb (B) to lamp holder.
3. Insert plug into socket and test floor lamp fixture.

PETALS FLOOR LAMP



PETALS TABLE LAMP

General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 65.0 cm (25.6in)

Grounded / Hardwired

Weight: 7.45kg (16.42lbs)
Diameter: 21.0 cm (8.27in)

    

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your table lamp is fully assembled and installed.
2. All wires are connected. Do not remove the table lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    table lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from the box and remove all plastic covering.
2. Fasten lightbulb (B) to lampholder.
3. Insert plug into socket and test floor lamp fixture.

Bulb+Spare

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 

 Glass Drop Spare

1+1

2(A1)



PETALS WALL SCONCE

General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 27.0 cm (10.63in)

Grounded / Hardwired
Weight: 1.97 kg (4.34lbs)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

4. The manufacturer and distributor accepts no liability for incorrect installation.
5. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

6. Keep away from children.

2. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 
1. Use an authorized and certified electrician for consultation and installation. 

Lenght: 20.0 cm (7.87in)
Width: 10.5 cm (4.13in)

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from the box and remove all plastic covering.
2. Turn OFF power to junction box where the light will be installed.
3. Loosen the bolts (C1) from the body (C) and remove the glass drops (C3) from the
    bracket (C2).   
4. Connect the ground wire from the fixture to the ground junction box wire (usually the 
    green or bare wire) with a plastic nut (E) and wrap the connection with electrical tape.
    Connect the hot wire to the junction box wire (usually black or smooth) with a plastic wire 
    nut (E) and wrap the connection with electrical tape. connect the neutral wire to the neutral
    junction box wire (usually white or ribbed) with a plastic wire nut (E) and wrap the connection 
    with electrical tape.Attach the wall bracket (C2) to wall with mounting screws (B).
5. Attach the wall bracket (C2) to wall with mounting screws (B). Please reinforce your wall 
    as necessary.
5.1. There are 2 elongated holes in bracket for mounting light fixture onto the junction box with 
    screws (B1).
5.2.  There are 3 round holes in brakcet (2 holes in the top and 1 hole in the bottom) for mounting 
    light fixture onto the wall with screws (B2).
6. Fasten lightbulb (D) to lampholder.
7. Attach the glass drops (C3) to the bracket (C2) with bolts (C1).
8. Restore power to the junction box and test the light fixture.

(C)

(D)

(E)

C2

C3

C

C1

D

A

Wall

B2

B2

B1

E

Body

Bulb+Spare

Wire Nuts

5

1+1

2

3

(C3) Glass Drop Spares



Height: 72.5 cm (28.54in)

Grounded / Hardwired

Weight: 15.20 kg (33.51lbS)
Diameter: 45.0 cm (17.7in)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

2. This fixture has been rated for five (5) 25watt maximum E12 Incandescent bulbs.
1. Use an authorized and certified electrician for consultation and installation.

4. The ceiling must have at least the capacity of 5 times the weight of the ceiling light.
    For this light at least a ceiling capacity of 76.0kg (167.55lbs) is required. 
5. The manufacturer and distributor accepts no liability for incorrect installation.
6. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

7. Keep away from children.

C
B
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D3
D1
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1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Turn OFF power to junction box where the ceiling light will be installed.
3. Attach the ceiling plate (C) to the ceiling with mounting screws (B). Please 
    reinforce your ceiling as necessary.
4. Wind the main wire along with the chain (E2), come out from the canopy (D1).
5. Connect the ground wire from the fixture to the ground junction box 
    wire (usually the green or bare wire) with a plastic nut (H) and wrap the connection 
    with electrical tape. Connect the hot wire to the junction box wire (usually black or 
    smooth) with a plastic wire nut (H) and wrap the connection with electrical tape. 
    connect the neutral wire to the neutral junction box wire (usually white or ribbed) with 
    a plastic wire nut (H) and wrap the connection with electrical tape.
6. Loosen the bolts (F2) from the body (F) and remove the cover frame (F3) from the
    body (F).
7. Fasten lightbulb (D) to lampholder.
8. Attach the cover frame (F3) back to the body (F) with bolts (F2).
9. Attach the body to the ceiling plate (C) with quick link (E1 & E3) and chain (E2).
10. Move the canopy (D1) up to the ceiling plate, then fasten the bolts (D3)
11. Restore power to the junction box and test the ceiling light fixture.

TO ASSEMBLE:

(H)

(G)

(F4)

(F)

(E1)

(D3)
(D2)
(D1)

(A)

(B)

(C)

(E2)
(E3)

Bulbs+Spares 5+2

10

8

Bolts

Quick Link

Quick Link
Chain

Hang straight
Canopy

Mounting Screws

Ceiling Plate

3Wire Nuts

Body

Glass Drop Spares

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth solution. Do not use corrosive cleaners.

6610022H221 PETALS BRILLIANT CHANDELIER
6610022H225 PETALS FROST CHANDELIER



General material: Glass & Iron
Height: 165.0 cm (65.0in)

Grounded / Hardwired

Weight: 18.7 kg (41.22lbs)
Diameter: 32.0 cm (12.6in)

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for three (3) 25watt maximum E12 Incandescent bulbs.

 Bulbs+Spare

 Glass Drop Spare

3+1

5(A1)

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Fasten lightbulb (B) to lamp holder.
3. Insert plug into socket and test floor lamp fixture.

6610022L224 PETALS BRILLIANT FLOOR LAMP
6610022L228 PETALS FROST FLOOR LAMP



General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 65.0 cm (25.6in)

Grounded / Hardwired

Weight: 7.45kg (16.42lbs)
Diameter: 21.0 cm (8.27in)

    

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your table lamp is fully assembled and installed.
2. All wires are connected. Do not remove the table lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    table lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Fasten lightbulb (B) to lampholder.
3. Insert plug into socket and test floor lamp fixture.

Bulb+Spare

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 

 Glass Drop Spare

1+1

2(A1)

6610022L223 PETALS BRILLIANT TABLE LAMP
6610022L227 PETALS FROST TABLE LAMP



General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 27.0 cm (10.63in)

Grounded / Hardwired
Weight: 1.97 kg (4.34lbs)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

4. The manufacturer and distributor accepts no liability for incorrect installation.
5. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

6. Keep away from children.

2. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 
1. Use an authorized and certified electrician for consultation and installation. 

Lenght: 20.0 cm (7.87in)
Width: 10.5 cm (4.13in)

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Turn OFF power to junction box where the light will be installed.
3. Loosen the bolts (C1) from the body (C) and remove the glass drops (C3) from the
    bracket (C2).   
4. Connect the ground wire from the fixture to the ground junction box wire (usually the 
    green or bare wire) with a plastic nut (E) and wrap the connection with electrical tape.
    Connect the hot wire to the junction box wire (usually black or smooth) with a plastic wire 
    nut (E) and wrap the connection with electrical tape. connect the neutral wire to the neutral
    junction box wire (usually white or ribbed) with a plastic wire nut (E) and wrap the connection 
    with electrical tape.Attach the wall bracket (C2) to wall with mounting screws (B).
5. Attach the wall bracket (C2) to wall with mounting screws (B). Please reinforce your wall 
    as necessary.
5.1. There are 2 elongated holes in bracket for mounting light fixture onto the junction box with 
    screws (B1).
5.2.  There are 3 round holes in brakcet (2 holes in the top and 1 hole in the bottom) for mounting 
    light fixture onto the wall with screws (B2).
6. Fasten lightbulb (D) to lampholder.
7. Attach the glass drops (C3) to the bracket (C2) with bolts (C1).
8. Restore power to the junction box and test the light fixture.

(C)

(D)

(E)

C2

C3

C

C1

D
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B2

B2

B1

E
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Bulb+Spare

Wire Nuts
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1+1

2

3

(C3) Glass Drop Spares

6610022H222 PETALS BRILLIANT WALL SCONCE
6610022H222 PETALS FROST WALL SCONCE



Height: 72.5 cm (28.54in)

Grounded / Hardwired

Weight: 15.20 kg (33.51lbS)
Diameter: 45.0 cm (17.7in)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

2. This fixture has been rated for five (5) 25watt maximum E12 Incandescent bulbs.
1. Use an authorized and certified electrician for consultation and installation.

4. The ceiling must have at least the capacity of 5 times the weight of the ceiling light.
    For this light at least a ceiling capacity of 76.0kg (167.55lbs) is required. 
5. The manufacturer and distributor accepts no liability for incorrect installation.
6. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

7. Keep away from children.

C
B

A

D3
D1

H
D2
E1

E2

E3
F1 F2

F3

G

F

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Turn OFF power to junction box where the ceiling light will be installed.
3. Attach the ceiling plate (C) to the ceiling with mounting screws (B). Please 
    reinforce your ceiling as necessary.
4. Wind the main wire along with the chain (E2), come out from the canopy (D1).
5. Connect the ground wire from the fixture to the ground junction box 
    wire (usually the green or bare wire) with a plastic nut (H) and wrap the connection 
    with electrical tape. Connect the hot wire to the junction box wire (usually black or 
    smooth) with a plastic wire nut (H) and wrap the connection with electrical tape. 
    connect the neutral wire to the neutral junction box wire (usually white or ribbed) with 
    a plastic wire nut (H) and wrap the connection with electrical tape.
6. Loosen the bolts (F2) from the body (F) and remove the cover frame (F3) from the
    body (F).
7. Fasten lightbulb (D) to lampholder.
8. Attach the cover frame (F3) back to the body (F) with bolts (F2).
9. Attach the body to the ceiling plate (C) with quick link (E1 & E3) and chain (E2).
10. Move the canopy (D1) up to the ceiling plate, then fasten the bolts (D3)
11. Restore power to the junction box and test the ceiling light fixture.

TO ASSEMBLE:

(H)

(G)

(F4)

(F)

(E1)

(D3)
(D2)
(D1)

(A)

(B)
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(E2)
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Bulbs+Spares 5+2
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Quick Link

Quick Link
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Ceiling Plate

3Wire Nuts

Body

Glass Drop Spares

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth solution. Do not use corrosive cleaners.

6610022H221 PETALS BRILLIANT CHANDELIER
6610022H225 PETALS FROST CHANDELIER



General material: Glass & Iron
Height: 165.0 cm (65.0in)

Grounded / Hardwired

Weight: 18.7 kg (41.22lbs)
Diameter: 32.0 cm (12.6in)

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for three (3) 25watt maximum E12 Incandescent bulbs.

 Bulbs+Spare

 Glass Drop Spare

3+1

5(A1)

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Fasten lightbulb (B) to lamp holder.
3. Insert plug into socket and test floor lamp fixture.

6610022L224 PETALS BRILLIANT FLOOR LAMP
6610022L228 PETALS FROST FLOOR LAMP



General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 65.0 cm (25.6in)

Grounded / Hardwired

Weight: 7.45kg (16.42lbs)
Diameter: 21.0 cm (8.27in)

    

IMPORTANT SAFETY INSTRUCTIONS:

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your table lamp is fully assembled and installed.
2. All wires are connected. Do not remove the table lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    table lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Fasten lightbulb (B) to lampholder.
3. Insert plug into socket and test floor lamp fixture.

Bulb+Spare

      
3. The manufacturer and distributor accepts no liability for incorrect installation.
4. For indoor use only.

2. To avoid the risk of fire, do not exceed the recommended wattage.

5. Keep away from children.

1. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 

 Glass Drop Spare

1+1

2(A1)

6610022L223 PETALS BRILLIANT TABLE LAMP
6610022L227 PETALS FROST TABLE LAMP



General material: Glass & Iron

1. Make sure that the power is turned off and bulb has cooled before handling.
2. Wipe clean with a dry cloth. Do not use corrosive cleaners.

Height: 27.0 cm (10.63in)

Grounded / Hardwired
Weight: 1.97 kg (4.34lbs)

IMPORTANT SAFETY INSTRUCTIONS:
PROFESSIONAL INSTALLATION RECOMMENDED

4. The manufacturer and distributor accepts no liability for incorrect installation.
5. For indoor use only.

3. To avoid the risk of fire, do not exceed the recommended wattage.

6. Keep away from children.

2. This fixture has been rated for one (1) 25watt maximum E12 Incandescent bulb. 
1. Use an authorized and certified electrician for consultation and installation. 

Lenght: 20.0 cm (7.87in)
Width: 10.5 cm (4.13in)

1. Turn-off electricity supply at main circuit panel before installing. Do not connect
    electricity supply until your lamp is fully assembled and installed.
2. All wires are connected. Do not remove the lamp from its packaging by pulling
    on the power cord, as a bad connection may result.
3. To reduce the risk of fire, electrical shock, or personal injury, always turn off the
    lamp and allow it to cool prior to replacing light bulb. Do not touch bulb when 
    fixture is turned on or look directly at light bulb. Keep flammable materials away from
    light bulb.
4. Deviation from instructions may result in a risk of fire or electric shock.

TO ASSEMBLE:
1. Carefully remove all parts from box. Carefully remove all plastic coverings from glass
    drops gently to avoid damaging the finish.
2. Turn OFF power to junction box where the light will be installed.
3. Loosen the bolts (C1) from the body (C) and remove the glass drops (C3) from the
    bracket (C2).   
4. Connect the ground wire from the fixture to the ground junction box wire (usually the 
    green or bare wire) with a plastic nut (E) and wrap the connection with electrical tape.
    Connect the hot wire to the junction box wire (usually black or smooth) with a plastic wire 
    nut (E) and wrap the connection with electrical tape. connect the neutral wire to the neutral
    junction box wire (usually white or ribbed) with a plastic wire nut (E) and wrap the connection 
    with electrical tape.Attach the wall bracket (C2) to wall with mounting screws (B).
5. Attach the wall bracket (C2) to wall with mounting screws (B). Please reinforce your wall 
    as necessary.
5.1. There are 2 elongated holes in bracket for mounting light fixture onto the junction box with 
    screws (B1).
5.2.  There are 3 round holes in brakcet (2 holes in the top and 1 hole in the bottom) for mounting 
    light fixture onto the wall with screws (B2).
6. Fasten lightbulb (D) to lampholder.
7. Attach the glass drops (C3) to the bracket (C2) with bolts (C1).
8. Restore power to the junction box and test the light fixture.
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6610022H222 PETALS BRILLIANT WALL SCONCE
6610022H222 PETALS FROST WALL SCONCE



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 

turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

PETRA SHORT TABLE LAMP BASE 662065L613B

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150-Watt max 

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the fixture's finish.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 

turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

PETRA TALL TABLE LAMP BASE 662065L614B

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150-Watt max 

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the fixture's finish.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 

turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

PETRA X TABLE LAMP BASE 662065L615B

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150-Watt max 

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the fixture's finish.



 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Pierce Floor Lamp 
 
 
 
 
 
 

parts enclosed: 
 
A Finial     1 
B  Lamp Shade    1 
C Harp     1 
E  Washer     1 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is 
wider than the other) as a safety feature to reduce the risk 
of electric shock. This plug will fit in a polarized outlet only 
one way. If the plug does not fit fully in the outlet, reverse 
the plug. If it still does not fit, contact a qualified 
electrician. Never use with an extension cord unless plug 
can be fully inserted. Do not attempt to defeat this safety 
feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow 
it to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. 
Do not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to ONE (1) 100-Watt 

maximum Type A standard medium base 
incandescent light bulb (not included) or ONE (1) 23-
watt compact fluorescent light bulb (not included) or 
ONE (1) 20-Watt LED light bulb (not included). To 
avoid the risk of fire, do not exceed the 
recommended wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle 
(D). 

3. Unscrew the Finial (A) from the harp top. Place the 
Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of 
the Lamp Shade.  

4. Attach the Finial (A) and Washer (E) onto the harp 
top and tighten to secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), 
or ONE (1) 23-watt maximum compact fluorescent 
light bulb (not included), or ONE (1) 20-watt 
maximum LED light bulb (not included) into the 
socket.  

6. Remove Protective Plastic from Electrical Plug. 
7. Plug the lamp into proper electrical outlet and test 

this lamp. 
 

care instructions: 
1.     Wipe clean with a soft, dry cloth or static duster. 
2.    Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 

Made in China 
 
 
 
 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L69F PIERCE FLOOR LAMP FINIAL
     IRON FINIAL

A PT-PIERCE PART

LIGHTING 91594L69H PIERCE FLOOR LAMP HARP
     IRON HARP

A PT-PIERCE PART

LIGHTING 91594L69SH PIERCE FLOOR LAMP SHADE
     FAUX SILK REPLACEMENT SHADE

A PT-PIERCE

LIGHTING 91594L68F PIERCE TABLE LAMP FINIAL
     IRON FINIAL

A PT-PIERCE PART

LIGHTING 91594L68H PIERCE TABLE LAMP HARP
     IRON HARP

A PT-PIERCE PART

LIGHTING 91594L68SH PIERCE TABLE LAMP SHADE
     FAUX SILK REPLACEMENT SHADE

A PT-PIERCE

PARTS INVENTORY



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

POPPY LARGE CHANDELIER
652036H0267

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. Use a screw driver to take down the screw (N) and
loosen the other screw, then move the round iron plate (K)
aside, then install the bulb on the socket.Then secure the
round plate (K) with the screw (N) again. Then install the
cover (L) & pinecone knob (M) at the bottom as well.
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

POPPY SMALL CHANDELIER
652036H0266

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. Use a screw driver to take down the screw (N) and
loosen the other screw, then move the round iron plate (K)
aside, then install the bulb on the socket.Then secure the
round plate (K) with the screw (N) again. Then install the
cover (L) & pinecone knob (M) at the bottom as well.
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Installation is complete, turn on power at fuse or circuit
breaker.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036B4PCH POPPY GOLD 4MM 12 FT CHAIN
     .16" X 12 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B4PCH6 POPPY GOLD 4MM 6 FT CHAIN
     .16" X 6 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B6PCH POPPY GOLD 6MM 12 FT CHAIN
     .24" X 12 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B6PCH6 POPPY GOLD 6MM 6 FT CHAIN
     .24" X 6 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036BPCN POPPY GOLD CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-POPPY PART

LIGHTING 912036BPFL POPPY GOLD LARGE FINIAL
     LG BOTTOM PLATE W/ FINIAL

A PT-POPPY PART

LIGHTING 912036BPFS POPPY GOLD SMALL FINIAL
     SM BOTTOM PLATE W/ FINIAL

A PT-POPPY PART

LIGHTING 912036BPFINT POPPY TOP DECORATIVE FINIAL
     GOLD DECORATIVE TOP FINIAL

A PT-POPPY PART

PARTS INVENTORY



1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Connect the 2 power wires (black and white color) with
nipples (D) and earth wire according to their colors.
6. Attach the base to the bracket (B) and secure with side
screws (C) again.
7. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

POPPY FLUSHMOUNT
662036H576



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASEPORTOBELLO BASE ONLY

(D)

A. Finial (1)
B. Harp (1)



TO ASSEMBLE:
1. Shut off the main electrical supply from the main fuse 
box/circuit breaker.
2. Carefully unpack all fixture parts and hardware. Lay items out 
on a clear workspace.
3. Determine the desired hanging height of lighting fixture from 
ceiling. Unscrew the sleeves (D) and retie the Safety Cable (E) with 
double loop on the desired length. Cut the excessive Safety Cable (E) 
if no room to store in the Canopy (B). Ensure to cut three Safety 
Cable (E) the same length otherwise the fixture might not be level.   
4. Attach the ground wire from the fixture to the ground junction 
box wire from the outlet box (Usually green or bare wire). Or wrap 
the fixture's ground wire around Green ground screw (G), and then 
fix the green ground screw into the Mounting plate (A). 
5. Connect the hot wire to the hot junction box wire (usually 
black or smooth) with a plastic wire connector (F) and wrap the 
connection with electrical tape. Connect the neutral wire to the 
neutral junction box wire (usually white or ribbed) with a Plastic 
wire connector (F) and wrap the connection with electrical tape.
6. Attach the Mounting plate (A) to the outlet box using the 
Mounting screws (H). Tighten with a screwdriver.
7. Attach the Canopy (B) to the Mounting plate (A) using the 
Ring (C) and tighten it.
8. Insert the 25-watt bulbs (not included) into the sockets.
9. Insert the Shade (J) and turn clockwise the Knob (I) until tight.  
10. Restore power to the junction box and test lamp fixture.
11. Installation is complete. 

IMPORTANT SAFETY INSTRUCTIONS:
1. We recommend installation by a licensed electrician.     
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture. 

WARNINGS:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.  
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

CARE INSTRURCTIONS:
1. Wipe clean using a soft,dry cloth or static duster.
2. Always avoid the use of harsh chemicals and abrasives to clean 
light fixture as they may damage the finish.

RAECHELLE GLOBE CHANDELIER 667198H257

PARTS ENCLOSED: 
(A)Mounting Plate (1)
(B)Canopy (1)
(C)Ring (1)
(D)Sleeve (3)
(E)Safety Cable (3)
(F)Plastic Wire Connector (3)
(G)Green Ground Screw (1)
(H)Mounting Screw (2)
(I)Knob (16)
(J)Shade (16)

A

DB

E

F

C

GH

J

I



RAMSEY 3-LT CHANDELIER 6610182H623  

 

 

  

important safety instruction: 
 
  
1. We recommend installation by a licensed    
electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended Wattage for this fixture. 
UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED)  
 

warnings: 
1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or 
personal injury, turn off lamp and allow it cool prior 
to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or 
look directly at lit bulb. 
4. Keep flammable materials away from the lit bulb. 
 
to assemble: 
  
1. SHUT OF THE MAIN ELECTRICAL SUPPLY FROM 
THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Carefully remove all parts from the box. 
3. Assemble the arms using Allen Key (Q), Screws (R) 
and Serrated Washer (S). (See STEP 1) 
4.  Determine the desired hanging height of lighting 
fixture from ceiling and thread the Hanging Rod(s) 
(D, M, and/or N) to light fixture body accordingly. 
Guide wiring carefully through the Hanging Rod(s) 
before threading these together. (See STEP 2) 
5. Affix the Mounting Bracket (A) onto the Outlet 
Box. (See STEP 3) 
6. Connect the wires using the Compact Splicing 
Connector. Pull the lever up, insert a conductor 
(wire) and push the lever back down. 
7. Place the Canopy (C) over the ceiling outlet 
junction box and secure it in place by tightening the 
3 Canopy screws. 
8. Fix the Lampshades (E) with the appropriate 
Threaded Collar (F).  See STEP 5,6) 

9. Install the bulbs (not included) on the socket.  
 

care instructions: 
 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 
 
 
 
 

part description QTY 

A Mounting Bracket 1 

B Compact Splicing Connector 3 

C Canopy 1 

E Lampshade 3 

F Threated Collar 3 

D Hanging Rod 18" (450 mm) 1 

M Hanging Rod 12" (300 mm) 3 

N Hanging Rod  6"  (150 mm) 1 

Q Allen Key 1 

R Allen Screw 3 

S Serrated Washer 3 

parts enclosed: 

x 5 pcs Hanging Rod(s) 

3 pcs 

3 pcs 



RAMSEY 5-LT CHANDELIER 6610182H624  

 

 

  

important safety instruction: 
 
  
1. We recommend installation by a licensed    
electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended Wattage for this fixture. 
UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED)  
 

warnings: 
1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or 
personal injury, turn off lamp and allow it cool prior 
to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or 
look directly at lit bulb. 
4. Keep flammable materials away from the lit bulb. 
 
to assemble: 
  
1. SHUT OF THE MAIN ELECTRICAL SUPPLY FROM 
THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Carefully remove all parts from the box. 
3. Assemble the arms using Allen Key (Q), Screws (R) 
and Serrated Washer (S). (See STEP 1) 
4.  Determine the desired hanging height of lighting 
fixture from ceiling and thread the Hanging Rod(s) 
(D, M, and/or N) to light fixture body accordingly. 
Guide wiring carefully through the Hanging Rod(s) 
before threading these together. (See STEP 2) 
5. Affix the Mounting Bracket (A) onto the Outlet 
Box. (See STEP 3) 
6. Connect the wires using the Compact Splicing 
Connector. Pull the lever up, insert a conductor 
(wire) and push the lever back down. 
7. Place the Canopy (C) over the ceiling outlet 
junction box and secure it in place by tightening the 
3 Canopy screws. 
8. Fix the Lampshades (E) with the appropriate 
Threaded Collar (F).  See STEP 5,6) 

9. Install the bulbs (not included) on the socket.  
 

care instructions: 
 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 
 
 
 
 

part description QTY 

A Mounting Bracket 1 

B Compact Splicing Connector 3 

C Canopy 1 

E Lampshade 5 

F Threated Collar 5 

D Hanging Rod 18" (450 mm) 1 

M Hanging Rod 12" (300 mm) 3 

N Hanging Rod  6"  (150 mm) 1 

Q Allen Key 1 

R Allen Screw 5 

S Serrated Washer 5 

parts enclosed: 

x 5 pcs Hanging Rod(s) 

5 pcs 

5 pcs 



RAMSEY 6-LT CHANDELIER 6610182H625  

 

 

  

important safety instruction: 
 
  
1. We recommend installation by a licensed    
electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended Wattage for this fixture. 
UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED)  
 

warnings: 
1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or 
personal injury, turn off lamp and allow it cool prior 
to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or 
look directly at lit bulb. 
4. Keep flammable materials away from the lit bulb. 
 
to assemble: 
  
1. SHUT OF THE MAIN ELECTRICAL SUPPLY FROM 
THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Carefully remove all parts from the box. 
3. Assemble the arms using Allen Key (Q), Screws (R) 
and Serrated Washer (S). (See STEP 1) 
4.  Determine the desired hanging height of lighting 
fixture from ceiling and thread the Hanging Rod(s) 
(D, M, and/or N) to light fixture body accordingly. 
Guide wiring carefully through the Hanging Rod(s) 
before threading these together. (See STEP 2) 
5. Affix the Mounting Bracket (A) onto the Outlet 
Box. (See STEP 3) 
6. Connect the wires using the Compact Splicing 
Connector. Pull the lever up, insert a conductor 
(wire) and push the lever back down. 
7. Place the Canopy (C) over the ceiling outlet 
junction box and secure it in place by tightening the 
3 Canopy screws. 
8. Fix the Lampshades (E) with the appropriate 
Threaded Collar (F).  See STEP 5,6) 

9. Install the bulbs (not included) on the socket.  
 

care instructions: 
 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 
 
 
 
 

part description QTY 

A Mounting Bracket 1 

B Compact Splicing Connector 3 

C Canopy 1 

E Lampshade 6 

F Threated Collar 6 

D Hanging Rod 18" (450 mm) 1 

M Hanging Rod 12" (300 mm) 3 

N Hanging Rod  6"  (150 mm) 1 

Q Allen Key 1 

R Allen Screw 6 

S Serrated Washer 6 

parts enclosed: 

x 5 pcs Hanging Rod(s) 

6 pcs 

6 pcs 



 

 
 
 

 
parts enclosed: 
 

part description  qty 

A Floor Lamp 1 

E Lampshade 1 

F Threaded Collar 1 
   

   

   
   

 
 

 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

 

warnings: 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 
 

to assemble: 
 

 
 
 
 
 
 
 
 

care instructions: 

 

1. Carefully remove all the parts from the box. 
2. Unscrew Threaded Collar (F) from the socket of the 
floor lamp. 
3. Fix the Lampshade (E) with the appropriate 
Threaded Collar (F).  
4. Insert one (1) 6-watt maximum LED light bulb (not 
included) into the socket. Plug the lamp into the proper 
electrical outlet and test this lamp. 

3. UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED) 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 

RAMSEY FLOOR LAMP 6610182H626 



 

 
 
 

 
 
parts enclosed: 

part description  qty 

A Mounting Bracket 1 

B Compact Splicing Connector 3 

C Back Plate 1 
D Threaded Cap without hole 1 
E Lampshade 1 

F Threaded Collar 1 

G Threaded Cap with hole 1 
H Additional Cable with Plug 1 

 

 
 

 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

        

 

to assemble: 
 

 
 

 
  
 
 

 
 

 
care instructions: 

1. To plug-in. Choose a place nearby a socket. 
2. Affix the Mounting Bracket (A) onto the Outlet Box. 
3. Place the Backplate (C) over the Mounting Bracket 
and secure it in place by tightening the four Canopy 
screws. 
4.To Hardwire: to transform your wall sconce from plug-
in to hardwired, loose the connections of the cable on 
the Compact Splicing Connectors (B). 
5. Remove the cable with the socket. 
6. Pass the cable through the cap with hole (G). 
7. Unscrew the Threaded Cap with hole (G) and replace 
it with the one without hole. (D)  
8. Connect the hot wire on the fixture to the hot outlet 
box wire (usually black) using the Compact Splicing 
Connector (B). Pull the lever up, insert a conductor 
(wire) and push the lever back down. 
9. Connect the neutral wire on the fixture to the neutral 
outlet box wire (usually white) using the Compact 
Splicing Connector (B). Pull the lever up, insert a 
conductor (wire) and push the lever back down. 
10. Attach the ground wire (silver) from the fixture to the 
ground junction box wire from the outlet box (usually 
green) using the Compact Splicing Connector (B). Pull 
the lever up, insert a conductor (wire) and push the lever 
back down. 
11. Fix the Lampshades (E) with the appropriate 
Threaded Collar (F).  
12. Restore power to the junction box and test the 
fixture. 

3. UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED) 

Clean with a dry, soft cloth only.  
No harsh abrasives 
or chemical agents. 

RAMSEY SWING ARM SCONCE 6610182H629 

warnings: 
1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or 
personal injury, turn off lamp and allow it to cool 
prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or 
look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 
5. SHUT OF THE MAIN ELECTRICAL SUPPLY 
FROM THE MAIN FUSE BOX/CIRCUIT BREAKER 

to assemble: 
 

care instructions: 

-

 B 



 

 
 
 

 
parts enclosed: 
 

part description  qty 

A Table Lamp 1 

E Lampshade 1 

F Threaded Collar 1 
   

   

   
   

 
 

 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

 

warnings: 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 
 

to assemble: 
 

 
 
 
 
 
 
 
 

care instructions: 

 

1. Carefully remove all the parts from the box. 
2. Unscrew Threaded Collar (F) from the socket of the 
table lamp. 
3. Fix the Lampshade (E) with the appropriate 
Threaded Collar (F).  
4. Insert one (1) 6-watt maximum LED light bulb (not 
included) into the socket. Plug the lamp into the proper 
electrical outlet and test this lamp. 

3. UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED) 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 

RAMSEY TABLE LAMP 6610182H627 



 

 
 
 

 
parts enclosed: 
 

part description  qty 

A Table Lamp 1 

E Lampshade 1 

F Threaded Collar 1 
   

   

   
   

 
 

 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

 

warnings: 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 
 

to assemble: 
 

 
 
 
 
 
 
 
 

care instructions: 

 

1. Carefully remove all the parts from the box. 
2. Unscrew Threaded Collar (F) from the socket of the 
table lamp. 
3. Fix the Lampshade (E) with the appropriate 
Threaded Collar (F).  
4. Insert one (1) 6-watt maximum LED light bulb (not 
included) into the socket. Plug the lamp into the proper 
electrical outlet and test this lamp. 

3. UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED) 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 

RAMSEY TABLE LAMP 6610182H627 



 

 
 
 
 
parts enclosed: 
 

part description  qty 
A Mounting Bracket 1 
B Compact Splicing Connector 3 
C Backplate 1 
E Lampshade 1 
F Threaded Collar 1 
   

 
 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

  
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 

1. Affix the Mounting Bracket (A) onto the Outlet Box.  
2. Connect the hot wire on the fixture to the hot outlet 
box wire (usually black) using the Compact Splicing 
Connector (B). Pull the lever up, insert a conductor 
(wire) and push the lever back down. 
3. Connect the neutral wire on the fixture to the neutral 
outlet box wire (usually white) using the Compact 
Splicing Connector (B). Pull the lever up, insert a 
conductor (wire) and push the lever back down. 
4. Attach the ground wire (silver) from the fixture to the 
ground junction box wire from the outlet box (usually 
green) using the Compact Splicing Connector (B). Pull 
the lever up, insert a conductor (wire) and push the 
lever back down. 
5. Place the Backplate (C) over the Mounting Bracket 
and Outlet Box and secure it in place by tightening the 
three Canopy screws. 
6. Fix the Lampshade (E) with the appropriate 
Threaded Collar (F).  
7. Restore power to the junction box and test the 
fixture. 

3. UL CLASSIFICATION: DRY 
BULB WATTAGE MAX 28 WATTS INCANDESCENT/ 
6 WATTS LED (BULB NOT INCLUDED) 

Clean with a dry, soft cloth only. No harsh abrasives 
or chemical agents. 

RAMSEY WALL SCONCE 6610182H628 

warnings: 

to assemble: 

care instructions: 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 
2. To avoid the risk of fire, electrical shock, or 
personal injury, turn off lamp and allow it to cool 
prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or 
look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 
5. SHUT OF THE MAIN ELECTRICAL SUPPLY 
FROM THE MAIN FUSE BOX/CIRCUIT BREAKER 

 B 



 
 
 

WALL SCONCE (A) 
       Assembly and Installation Instructions 

CAUTION: 
 BEFORE INSTALLING FIXTURE, MAKE SURE THE POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 

FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 

Important Safety Instructions: 
 These instructions are provided for your safety. It is very important that they are read carefully and completely before 

beginning the installation of this lighting fixture. 
 We strongly recommend that a professional electrician install all direct wire fixtures. 
 THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODES BY A 

PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS 
INVOLVED. 

 The lighting fixture is meant for indoor use. It must be connected only to 3-wire, single-phase electrical supply systems 
(provided with Ground wire or equivalent protection system). 

 For your safety, it is strongly recommended that two people install the lighting fixture. 
 To avoid the risk of fire, do not exceed the recommended lamp wattage. 
 The lighting fixture is meant for indoor use, DRY LOCATIONS ONLY. 
 Save these instructions. 
 
WARNING:  
 To reduce the risk of fire, electrical shock or personal injury, always turn off light fixture and allow it to cool 

prior to replacing light bulb. 
 Do not touch bulb when fixture is turned on. Do not look directly at lit bulb. 
 Keep flammable materials away from lit bulb. 
 This lighting fixture contains lead, a chemical known to the State of California to cause cancer, birth defects 

and other reproductive harm. Wash hands after installing, handling, cleaning or otherwise touching this light 
fixture. 

 
Pre-assembly:  
 Remove all parts and hardware from box along with any plastic protective packaging. 
 Do not discard any contents until after assembly is complete to avoid accidentally discarding small parts or hardware. 
 For your safety and convenience, assembly by two people is recommended. 
 
Parts and Hardware Included:        
(3) PLASTIC WIRE CONNECTORS (A)  
(1) MOUNTING BRACKET (B)     
(1) GREEN GROUND SCREW (C)      
(2) J-BOX MOUNTING SCREWS (D)   
(2) MOUNTING STUDS (E)        
(1) BACKPLATE (F)  
(2) KNURLED BALL NUTS (G)   
   



TOOLS REQUIRED (not included): Ladder, Phillips Head & Flat Blade Screwdrivers, Pliers, Wire Cutter/Stripper & 
Electrical Tape. 

 

Assembly Instructions: 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM THE MAIN FUSE BOX/CIRCUIT BREAKER! 
2. Carefully unpack all fixture parts and hardware and lay them out on a clear workspace. 
3. Attach the MOUNTING BRACKET (B) to the ceiling outlet box using the J-BOX MOUNTING SCREWS (C). Align the 

slots of the MOUTNING BRACKET (B) with the two threaded holes located on the J-Box. Use a screwdriver to tighten 
each screw until the MOUNTING BRACKET (B) is firmly secured to the J-Box. ` 

4. Carefully inspect the wall sconce fixture wires. The NEUTRAL FIXTURE WIRE has FINE LONGITUDINAL RIDGES 
running along its length. The HOT FIXTURE WIRE is SMOOTH and the bare copper wire is the GROUND WIRE. If you 
have any doubt and cannot identify the power-supply wires with confidence, then we recommend that you ask an 
electrician and that you not continue with the installation. 

5. Gently pull existing wire from the junction box and allow wires to hang. The HOT or LIVE wire is usually black. The 
NEUTRAL wire is usually white. Check to see if there is a ground wire that is usually green or green with a yellow stripe 
or exposed copper metal wire. If needed, use a pair of wire strippers to remove about 1/2 inches of insulation from each 
wire. 

6. Attach the GROUND WIRE from the fixture to the GROUND JUNCTION BOX WIRE from the outlet junction box (J-box) 
(usually green insulation or bare wire). Fasten each together with a PLASTIC WIRE CONNECTOR (E) by twisting the 
connector in a clockwise direction and wrap the connection with electrical tape. Be sure that no wire strands are 
exposed. If your outlet junction box DOES NOT have a GROUND WIRE, be sure to insert the GREEN GROUND 
SCREW (B) into the MOUNTING BRACKET (B), marked as “GND”, facing downward and wrap the fixture's bare ground 
wire around the GREEN GROUND SCREW (C). Tighten screw to clamp ground wire between ground screw head and 
MOUNTING BRACKET (B). IT IS IMPERATIVE THAT THE JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

7. Connect the NEUTRAL FIXTURE WIRE to the NEUTRAL JUNCTION BOX WIRE (usually white insulation). Fasten 
each together with a PLASTIC WIRE CONNECTOR (A) by twisting the connector in a clockwise direction and wrap the 
connection with electrical tape. Be sure that no wire strands are exposed. 

8. Connect the HOT FIXTURE WIRE to the HOT JUNCTION BOX WIRE (usually black insulation). Fasten each together 
with a PLASTIC WIRE CONNECTOR (A) by twisting the connector in a clockwise direction and wrap the connection 
with electrical tape. Be sure that no wire strands are exposed. DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED. 

9. Check the wiring connections and if all looks good, gently tuck the wire connections neatly into the ceiling outlet junction 
box. 

10. Screw the MOUNTING STUDS (E) onto the MOUNTING BRACKET (B). 
11. Place the BACKPLATE (F) onto MOUNTING STUDS (E) and secure into place using the KNURLED BALL NUTS (G). 
12. Screw light bulb into the threaded socket and make sure they do not exceed the maximum wattage specified on the 

fixture's wattage rating level.   
13. Restore power to ceiling outlet junction box and test fixture. 
14. Installation is complete. 
 
Care Instructions: 
 Wipe clean with a soft, dry cloth or static duster. 
 Always avoid the use of harsh chemicals or abrasive cleaners as they may cause damage to the fixture’s finish. 



 

www.curreyandcompany.com 

 

Note: The drawing of the back plate is for reference only. 



  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 23-watt maximum 
compact fluorescent light bulb (not included) or one (1) 
20-Watt maximum LED light bulb (not included). To 
avoid the risk of fire, do not exceed the recommended 
wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Lamp Shade (B) over the assembled Harp (C), making 
sure the harp top extends through the hole at the top of 
the Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light 
bulb (not included), or ONE (1) 20-watt maximum LED 
light bulb (not included) into the socket.  

6. Remove protective plastic from electrical plug (E). 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
Made in China 

parts enclosed: 
A Finial 1 
B Lamp Shade 1 
C Harp 1 

 
 
 
 
 
 
 

Reeded Glass Floor Lamp 



 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to one (1) 100-watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 23-watt maximum 
compact fluorescent light bulb (not included) or one (1) 
20-watt maximum LED light bulb (not included). To 
avoid the risk of fire, do not exceed the recommended 
wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Lamp Shade (B) over the assembled Harp (C), making 
sure the harp top extends through the hole at the top of 
the Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light 
bulb (not included), or ONE (1) 20-watt maximum LED 
light bulb (not included) into the socket.  

6. Remove protective plastic from electrical plug (E). 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
Made in China 

 

parts enclosed: 
A Finial 1 
B Lamp Shade 1 
C Harp 1 

 
 
 
 
 
 
 

Reeded Glass Table Lamp 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L047F REEDED FLOOR LAMP FINIAL
     PLATED ORB FINIAL

A PT-REEDED PART

LIGHTING 91594L047H REEDED FLOOR LAMP HARP
     NICKEL HARP

A PT-REEDED PART

LIGHTING 91594L047SH REEDED FLOOR LAMP SHADE
     LINEN REPLACEMENT SHADE

A PT-REEDED

LIGHTING 91594L048F REEDED TABLE LAMP FINIAL
     PLATED ORB FINIAL

A PT-REEDED PART

LIGHTING 91594L048H REEDED TABLE LAMP HARP
     NICKEL HARP

A PT-REEDED PART

LIGHTING 91594L048SH REEDED TABLE LAMP SHADE
     LINEN REPLACEMENT SHADE

A PT-REEDED

PARTS INVENTORY



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

RETRO TRIPOD SHADE ONLY

A. Socket cover (1)
B. Socket cover ring (1)
C. Bulb cover (1)

1. Carefully remove all parts from the box and remove all 
    protective coverings.
2. Turn OFF power to the circuit breaker where the lamp will be 
     installed.
3. Attach bulb cover (C) to socket cover (A) by using socket
    cover ring (B) following the thread.

4. Restore power to the circuit breaker and test lamp fixture.

RETRO TRIPOD BASE ONLY

A. Shade (1)
B. Khob (1)
C. Lamp Body (1)

3. Attach Shade (A) to the lamp body (C) following the image
    and tighten knob (B).3. Attach Shade (A) to the lamp body (C) following the image
    and tighten knob (B).

installed.

RETRO TRIPOD LAMP

A. Shade (1)
B. Khob (1)
C. Lamp Body (1)
D. Socket Cover (1)
E. Socket Cover Ring (1)
F. Bulb Cover (1)

 4. Attach bulb cover (F) to socket cover (D) By following the 
     thread of socket cover ring (E).

 5. Restore power to the circuit breaker and test lamp fixture.

B. Knob (1)

2. Attach shade (A) to the lamp body (C) following the image
    and tighten knob (B).

3. Attach bulb cover (F) to socket cover (D) by following the 
    thread of socket cover ring (E).

4. Install lightbulb to the lamp.

Wipe with a soft dry, cloth. Do not use polishes or 
cleaners on your lamp.

A. Shade (1)
B. Knob (1)
C. Lamp (1)
D. Socket cover (1)
E. Socket cover ring (1)
F. Bulb cover (1)

Wipe with a soft, dry cloth. Do not use polishes or 
cleaners on your lamp.

 (not included).



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 913507L210AB RETRO TRIPOD BULB COVER

     ANTQ BRASS INSIDE SM SHADE
A PT-RETRO PART

LIGHTING PARTS SKUS



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

RETRO TRIPOD SHADE ONLY

A. Socket cover (1)
B. Socket cover ring (1)
C. Bulb cover (1)

1. Carefully remove all parts from the box and remove all 
    protective coverings.
2. Turn OFF power to the circuit breaker where the lamp will be 
     installed.
3. Attach bulb cover (C) to socket cover (A) by using socket
    cover ring (B) following the thread.

4. Restore power to the circuit breaker and test lamp fixture.

RETRO TRIPOD BASE ONLY

A. Shade (1)
B. Khob (1)
C. Lamp Body (1)

3. Attach Shade (A) to the lamp body (C) following the image
    and tighten knob (B).3. Attach Shade (A) to the lamp body (C) following the image
    and tighten knob (B).

installed.

RETRO TRIPOD LAMP

A. Shade (1)
B. Khob (1)
C. Lamp Body (1)
D. Socket Cover (1)
E. Socket Cover Ring (1)
F. Bulb Cover (1)

 4. Attach bulb cover (F) to socket cover (D) By following the 
     thread of socket cover ring (E).

 5. Restore power to the circuit breaker and test lamp fixture.

B. Knob (1)

2. Attach shade (A) to the lamp body (C) following the image
    and tighten knob (B).

3. Attach bulb cover (F) to socket cover (D) by following the 
    thread of socket cover ring (E).

4. Install lightbulb to the lamp.

Wipe with a soft dry, cloth. Do not use polishes or 
cleaners on your lamp.

A. Shade (1)
B. Knob (1)
C. Lamp (1)
D. Socket cover (1)
E. Socket cover ring (1)
F. Bulb cover (1)

Wipe with a soft, dry cloth. Do not use polishes or 
cleaners on your lamp.

 (not included).4. Install lightbulb to the lamp (not included).

RETRO WHITE FLOOR LAMP

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

Do not use polishes or cleaners on your lamp. Wipe with soft,
lint free cloth.

1. Carefully remove all parts from the box and remove all 
protective coverings.
2. Attach shade (A) to the lamp body (C) following the image
and tighten knob (B).
3. Attach bulb cover (F) to socket cover (D) by following the 
thread of socket cover ring (E).
4. Install light bulb to the lamp (not included).

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

RETRO WHITE FLOOR LAMPRETRO WHITE FLOOR LAMP

DO NOT use polishes or Cleaners on your lamp. Wipe with soft,
 lint free cloth.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASERHYS BRASS TABLELAMP BASE

A. Finial (1)
B. Harp (1)

RHYS BRASS TABLE LAMP



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS BRASS FLOOR LAMP

(c)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.

RHYS BRASS WALL SCONCE

(C)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS BRONZE FLOOR LAMP

(c)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.

RHYS BRONZE WALL SCONCE

(C)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL FLOOR LAMP

(c)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL FLOOR LAMP

(c)



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)



 

 
 
  

Rosalind Black Chandelier 66594H560 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Center Rod 1 
N Chandelier Body 1 
O Candle Sleeve 5 
P Quick link 1 

  
 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. Please save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off the fixture and allow it to cool prior to 
replacing the light bulbs. 

3. Do not touch the bulbs when the fixture is turned on. 
Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Screw the Center Rod (M) in the bottom of the 

Chandelier Body (N) and turn clockwise until firmly 
tightened. 

3. Attach the Mounting Bracket (B) onto the Ceiling Outlet 
Box using Mounting Screws (C). Tighten the screws 
with a screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

5. Thread the Nipple (G) to the Mounting Bracket (B) and 
secure it with the Hex Nut (F), exposing approximately 
2” of its thread.  

6. Pull out the fixtures wire power cord and the bare 
copper ground wire woven through the Chain (K). 

7. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 

8. Connect Chain (K) to the Screw Collar Loop (I) by using 
the Quick Link (P). Close the opening of the Quick Link 
(P) by screwing the nut clockwise. 

O



 

 
                                                         
Made in China 

 

 
 
 
 

 

Rosalind Black Chandelier 66594H560 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the chandelier 
finish 

9. Gently pull existing ground, hot, and neutral junction 
box wires down from the ceiling junction box and allow 
these to hang. 

10. Carefully inspect the fixture wires on the chandelier. 
The neutral fixture wire is ribbed. The hot fixture wire is 
smooth, and the ground fixture wire is bare copper. 

11. Attach the ground wire from the fixture to the ground 
junction box wire. It usually has green insulation 
around it or is bare. Fasten these together with a Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. If 
the ceiling outlet junction box does not have a ground 
junction box wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground” 
facing down, and wrap the ground wire from the fixture 
around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp the ground fixture wire between the 
head of Ground Screw (D) and Mounting Bracket (B). 
IT IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

12. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. Make 
sure that no wire strands are exposed. 

13. Connect the hot fixture wire to the hot junction box wire. 
It usually has black insulation around it. Fasten these 
together with a plastic Wire Connector (A) and wrap 
the connection with electrical tape. Make sure that no 
wire strands are exposed. Do not reverse the hot and 
neutral connections or safety will be compromised. 

14. Gently tuck the wire connections neatly into the ceiling 
outlet junction box. 

15. Place the Canopy (E) over the ceiling outlet junction 
box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Slide the Candle Sleeves (O) over the sockets. 
17. Insert Five (5) 25-Watt maximum Type B incandescent 

light bulbs (not included), or Five (5) 6-watt maximum 
compact fluorescent light bulbs (not included), or Five 
(5) 4-watt maximum LED light bulbs (not included) into 
the socket. DO NOT EXCEED SPECIFIED WATTAGE. 

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 
 
  

Rosalind Brass Chandelier 66594H559 
 
 
 
 

parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Center Rod 1 
N Chandelier Body 1 
O Candle Sleeve 5 
P Quick link 1 

  
 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. Please save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off the fixture and allow it to cool prior to 
replacing the light bulbs. 

3. Do not touch the bulbs when the fixture is turned on. 
Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Screw the Center Rod (M) in the bottom of the 

Chandelier Body (N) and turn clockwise until firmly 
tightened. 

3. Attach the Mounting Bracket (B) onto the Ceiling Outlet 
Box using Mounting Screws (C). Tighten the screws 
with a screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

5. Thread the Nipple (G) to the Mounting Bracket (B) and 
secure it with the Hex Nut (F), exposing approximately 
2” of its thread.  

6. Pull out the fixtures wire power cord and the bare 
copper ground wire woven through the Chain (K). 

7. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 

8. Connect Chain (K) to the Screw Collar Loop (I) by using 
the Quick Link (P). Close the opening of the Quick Link 
(P) by screwing the nut clockwise. 

O



 

 
                                                         
Made in China 

 

 
 
 
 

 

Rosalind Brass Chandelier 66594H559 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the chandelier 
finish 

9. Gently pull existing ground, hot, and neutral junction 
box wires down from the ceiling junction box and allow 
these to hang. 

10. Carefully inspect the fixture wires on the chandelier. 
The neutral fixture wire is ribbed. The hot fixture wire is 
smooth, and the ground fixture wire is bare copper. 

11. Attach the ground wire from the fixture to the ground 
junction box wire. It usually has green insulation 
around it or is bare. Fasten these together with a Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. If 
the ceiling outlet junction box does not have a ground 
junction box wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground” 
facing down, and wrap the ground wire from the fixture 
around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp the ground fixture wire between the 
head of Ground Screw (D) and Mounting Bracket (B). 
IT IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

12. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. Make 
sure that no wire strands are exposed. 

13. Connect the hot fixture wire to the hot junction box wire. 
It usually has black insulation around it. Fasten these 
together with a plastic Wire Connector (A) and wrap 
the connection with electrical tape. Make sure that no 
wire strands are exposed. Do not reverse the hot and 
neutral connections or safety will be compromised. 

14. Gently tuck the wire connections neatly into the ceiling 
outlet junction box. 

15. Place the Canopy (E) over the ceiling outlet junction 
box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Slide the Candle Sleeves (O) over the sockets. 
17. Insert Five (5) 25-Watt maximum Type B incandescent 

light bulbs (not included), or Five (5) 6-watt maximum 
compact fluorescent light bulbs (not included), or Five 
(5) 4-watt maximum LED light bulbs (not included) into 
the socket. DO NOT EXCEED SPECIFIED WATTAGE. 

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 
 
  

Rosalind Rattan Black Chandelier 66594H558 
 
 
 
 
parts enclosed: 
 
A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Center Rod 1 
N Chandelier Body 1 
O Candle Sleeve 5 
P Quick link 1 

  
 
 

caution: 
BEFORE INSTALLING THIS FIXTURE, MAKE SURE THE 
POWER TO THE CIRCUIT IS TURNED OFF AT THE MAIN 
FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 

recommended wattage for this fixture. 
3. This fixture is meant for indoor use, DRY 

LOCATIONS ONLY. 
4. Do not use the electric cord to support the weight of the 

fixture. 
5. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

6. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

7. Please save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by pulling 

on the power cord as a bad connection or damage may 
result.  

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off the fixture and allow it to cool prior to 
replacing the light bulbs. 

3. Do not touch the bulbs when the fixture is turned on. 
Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all the parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 

THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Screw the Center Rod (M) in the bottom of Chandelier 

Body (N) and turn clockwise until firmly tightened. 
3. Attach the Mounting Bracket (B) onto the Ceiling Outlet 

Box using Mounting Screws (C). Tighten the screws 
with a screwdriver until secure. 

4. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

5. Thread the Nipple (G) to the Mounting Bracket (B) and 
secure it with the Hex Nut (F), exposing approximately 
2” of its thread.  

6. Pull out the fixtures wire power cord and the bare 
copper ground wire woven through the Chain (K). 

7. Slide the Canopy (E) and the Threaded Ring (J) up the 
Chain (K). 

8. Connect Chain (K) to the Screw Collar Loop (I) by using 
the Quick Link (P). Close the opening of the Quick Link 
(P) by screwing the nut clockwise. 

O



 

 
                                                         
Made in China 

 

 
 
 
 

 

Rosalind Rattan Black Chandelier 66594H558 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the chandelier 
finish 

9. Gently pull existing ground, hot, and neutral junction 
box wires down from the ceiling junction box and allow 
these to hang. 

10. Carefully inspect the fixture wires on the chandelier. 
The neutral fixture wire is ribbed. The hot fixture wire is 
smooth, and the ground fixture wire is bare copper. 

11. Attach the ground wire from the fixture to the ground 
junction box wire. It usually has green insulation 
around it or is bare. Fasten these together with a Wire 
Connector (A) and wrap the connection with electrical 
tape. Make sure that no wire strands are exposed. If 
the ceiling outlet junction box does not have a ground 
junction box wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground” 
facing down, and wrap the ground wire from the fixture 
around the Ground Screw (D). Tighten the Ground 
Screw (D) to clamp the ground fixture wire between the 
head of Ground Screw (D) and Mounting Bracket (B). 
IT IS IMPERATIVE THAT THE CEILING OUTLET 
JUNCTION BOX IN YOUR HOME BE PROPERLY 
GROUNDED! 

12. Connect the neutral fixture wire to the neutral junction 
box wire. It usually has white insulation around it. 
Fasten these together with a plastic Wire Connector 
(A) and wrap the connection with electrical tape. Make 
sure that no wire strands are exposed. 

13. Connect the hot fixture wire to the hot junction box wire. 
It usually has black insulation around it. Fasten these 
together with a plastic Wire Connector (A) and wrap 
the connection with electrical tape. Make sure that no 
wire strands are exposed. Do not reverse the hot and 
neutral connections or safety will be compromised. 

14. Gently tuck the wire connections neatly into the ceiling 
outlet junction box. 

15. Place the Canopy (E) over the ceiling outlet junction 
box and secure it in place by screwing the Threaded 
Ring (J) onto the Screw Collar Loop (I). 

16. Slide the Candle Sleeves (O) over the sockets. 
17. Insert Five (5) 25-Watt maximum Type B incandescent 

light bulbs (not included), or Five (5) 6-watt maximum 
compact fluorescent light bulbs (not included), or Five 
(5) 4-watt maximum LED light bulbs (not included) into 
the socket. DO NOT EXCEED SPECIFIED WATTAGE. 

18. Restore power to junction box and test the fixture. 
19. Installation is now completed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ROSCOE GLOBE CHANDELIER
662036H177

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (A) by
loosening the side screws (D).
3. Feed the cord through tubes (E) (F) (K) and assemble
tubes together according to the desired height. Thread the
linked tubes onto the fixture body screw nipple (G). Feed
cord through canopy (A) and mounting bracket (B) and
thread canopy onto assembled tubes.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cables with nipples (C). Push the cables
into the outlet box.
7. Attach the canopy (A) to the mounting bracket (B) and
secure with screws (D).
8. Adjust the arms in the orientation of the drawing
according to the arrow stickers located on the chandelier
arms. Fix arms in place by tightening the screws (J) with
small wrench (I).
9. Install the bulbs (included) on the sockets and then
thread the glass globe shades (H) on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ROSCOE GLOBE CHANDELIER
662036H177

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (A) by
loosening the side screws (D).
3. Feed the cord through tubes (E) (F) (K) and assemble
tubes together according to the desired height. Thread the
linked tubes onto the fixture body screw nipple (G). Feed
cord through canopy (A) and mounting bracket (B) and
thread canopy onto assembled tubes.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cables with nipples (C). Push the cables
into the outlet box.
7. Attach the canopy (A) to the mounting bracket (B) and
secure with screws (D).
8. Loosen each set screw (J) using the allen wrench (I)
provided. Carefully adjust the arms in the orientation of your
preference. Fix arms in place by tightening the screws (J)
with the allen wrench (I).
9. Install the bulbs (included) on the sockets and then
thread the glass globe shades (H) on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

If the chandelier is
installed on a sloping
roof, please take off
the screw (L) and install
the screw nipple (M) in
the rods E/F/K, and
then link the rods and
canopy with the linking
part (N).



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ROSCOE TASK FLOOR LAMP
662036L434

1. Carefully remove all parts from the box.
2. Connect the rods (D) (E) together according to the
illustration.
3. Install the connected lamp body on the rod joint (F) in the
marble base firmly.
4. Install the bulb on the socket and then install the glass
ball (A) on the socket too.
5. According to the drawing, install iron pipe (C) on the lamp
arm (B).
6. Adjust the orientation of the arm with provided internal
hexagonal (G) wrench according to the illustration.
7. Installation is completed. Plug the lamp into wall outlet



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

ROSCOE TASK TABLE LAMP
662036L433

1. Carefully remove all parts from the box.
2. Install the centre rod (D) on the rod joint (E) firmly.
3. Install the bulbs on the socket and then install the glass
ball (A) on the socket too..
4. According to the drawing, install iron pipe (C) on the lamp
arm (B).
5. Adjust the orientation of the arm with provided internal
hexagonal (F) wrench according to the illustration.
6. Installation is completed. Plug the lamp into wall outlet.



ROSCOE WALL SCONCE
662036H435

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
3. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
4. Connect the 2 power wires (black and white color)with
connectors (D) and earth wire according to their colors.
5. Attach the base to the bracket (B) and secure with side
screws (C) again.
6. Install the bulbs on the socket and then install the glass
ball (F) on the socket too.
7. According to the drawing, install iron pipe (H) on the lamp
arm (G).
8. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.
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 Santa Barbara Table Lamp 6610136L257KT

parts enclosed: 
A Finial 1 

B Lamp Shade (packed separately) 1 

C Harp 1 

important safety instructions: 

1. To avoid the risk of fire, do not exceed the recommended

wattage.

2. This portable lamp has a polarized plug (one blade is

wider than the other) as a safety feature to reduce the risk

of electric shock. This plug will fit in a polarized outlet only

one way. If the plug does not fit fully in the outlet, reverse

the plug. If it still does not fit, contact a qualified electrician.

Never use with an extension cord unless plug can be fully

inserted. Do not attempt to defeat this safety feature.

warnings: 
1. Do not remove the lamp from packaging by pulling on the

power cord, as a bad connection may result.

2. To reduce the risk of fire, electrical shock, or personal

injury, turn off the lamp and allow it to cool prior to

replacing the light bulb.

3. Do not touch the bulb when the lamp is turned on or look

directly at lit bulb.

4. Keep flammable materials away from lit bulb.

5. Remove the clear shade cover prior to use.

6. This portable lamp is meant for indoor use, dry locations

only.

7. This lamp has been rated for up to one (1) 150-Watt

maximum Type A standard medium base incandescent

light bulb (not included) or one (1) 32-watt compact

fluorescent light bulb (not included) or one (1) 28-Watt

LED light bulb (not included).

8. Save these instructions.

to assemble: 
1. Unpack all parts from carton carefully.

2. Insert the Harp (C) into the Saddle (D) and lower the harp

caps until they cover the two-pronged Saddle (D).

3. Unscrew the Finial (A) from the harp top. Place the

Shade (B) over the assembled Harp (C), making sure the

harp top extends through the hole at the top of the Lamp

Shade.

4. Attach the Finial (A) onto the harp top and tighten to

secure the Lamp Shade (B).

5. Insert ONE (1) 150-watt maximum TYPE A standard

medium base incandescent light bulb (not included), or

ONE (1) 32-watt maximum compact fluorescent light

bulb (not included), or ONE (1) 28-watt maximum LED

light bulb (not included) into the socket.

6. Remove the protective plastic from the electrical plug.

7. Plug the lamp into a proper electrical outlet and test

this lamp.

care instructions: 

1. Wipe clean with a soft, dry cloth or static duster.

2. Always avoid the use of harsh chemicals or abrasive

cleaners as they may cause damage to the lamp finish.

Made in the Philippines 



A. Finial- 1pc. 
B. Harp- 1pc. 
C. Saddle- 1pc. 

Warnings: 
1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. Toavoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
Do not touch bulb when fixture is turned on or look directly at 
lit bulb. 
Keep flammable materials away from lit bulb. 

T 

 
 
 
 

Parts enclosed: 
 

A. Finial- 1pc. 
B. Harp- 1pc. 

 

 
 

Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended wattage for this fixture. 

 
 

Warnings: 
 

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 

To assemble: 
 

1. Carefully remove all parts from the box and remove 
all protective coverings. 
2. Turn OFF power to the circuit breaker where the lamp 
will be installed. 
3. Attach Harp (B) to the Saddle (C). 
4. Unscrew Finial (A) & place Shade on Harp (B) and 
tighten Finial (A) to harp (B). 
5. Restore power to the circuit breaker and test lamp 
fixture. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Care instructions: 

 
UL NO: E492403, UL Rating: Dry, Bulb Wattage: 60 W
 conversion to max 35 W SBCFL OR 28 W SBLED 
BULB: 1 X A-19 (NOT INCLUDED)

DO NOT use  polishes  or  Cleaners  on  your  lamp.Wipe 
with soft, lint free cloth. 

SANTIAGO CAST IRON LAMP BASE
 



parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain (E) as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop (G),
then put the cable (H) and the naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

SARDINIA ROUND CHANDELIER
652036H071



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036H71CH SARDINIA CHAND 12 FT CHAIN
     12 FT RUST CHAIN

A PT-SARDINI PART

LIGHTING 912036H71CH6 SARDINIA CHAND 6 FT CHAIN
     6 FT RUST CHAIN

A PT-SARDINI PART

LIGHTING 912036H72CN SARDINIA CHAND RECT CANOPY
     RECT CANOPY W/ HARDWARE

A PT-SARDINI PART

LIGHTING 912036H71CN SARDINIA CHAND ROUND CANOPY
     ROUND CANOPY W/ HARDWARE

A PT-SARDINI PART

PARTS INVENTORY



 
   

  
 

 
 

 

ITEM

(A)

(B)

DIAGRAM DESCRIPTION QTY

Bulb (Not included)

3

Mounting Screw

1

3(D)

Screw 3(E)

Glass Shade

1(F)

(G) 1

Wire Connectors

ground screw
Mounting Plate & green

Backplate Screw

(C)

2

Backplate(H) 1

(G)(F)(E)

(D)(B) (C)

(A) (H)

ND
G

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 

1.5 watt Type T6 LED lightbulb (25-watt incandescent bulb equivalent) for 
this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(A), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(B). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (B). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

6. Tuck these wire connections neatly into the outlet box, place the 
Backplate (H) over the Mounting plate (C) and align the three holes of the 
Backplate (H) with the corresponding holes on the Mounting plate (C), 
secure the Backplate (H) with Backplate Screws (D) until the fixture is 
secured to the wall. 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING).

8. Place the Glass Shade (G) onto Socket and secure with Screws (E). 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

SAYRE 1‐LIGHT WALL SCONCE 6610031H258 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



 
   

  

                 
 

parts enclosed: 

SAYRE LINEAR CHANDELIER 6610031H179 

Page 1 of 2 



 
   

  
 
 

6. Place the Spring Washers (R) and Hex Nuts (P) over three nipples 
in sequence; place one Internal Star Washer (Q), the Ground Wire 
(O), another Internal Star Washer (Q) and Hex Nut (P) over the 4th 
nipple in sequence. Tighten all the 4pcs Hex Nuts (P). MAKE SURE 
TO KEEP THE FIBERGLASS SLEEVES INSIDE THE 
CONNECTORS (K).  

7. Drill holes into the ceiling for inserting the Anchors (C). Insert an 
anchor into each hole in the ceiling.  

8. Attach the Mounting Plate (E) to the outlet box with the provided 
Screws (A). Insert the Tapping Screw (D) through the holes on the 
Mounting Plate (E) into the Anchors (C), tighten the Tapping 
Screws (D) using screwdriver. 

9. Joint the fixture Safety Cable (U) with safety cable from ceiling. 
10. Connect all the black wires exiting from fixture to the black wire (T) 

from the part bag using the wire connector (B) and wrap the 
connection with electrical tape. Connect all the white wires exiting 
from fixture to the white wire (T) from the part bag using the wire 
connector (B) and wrap the connection with electrical tape. 

11. Connect the black wire (T) to the hot wire (usually black or smooth) 
from the outlet box using the wire connector (B). Connector the 
white wire (T) to the neutral wire (usually white or ribbed) from the 
outlet box using the wire connector (B). DO NOT REVERSE THE 
HOT AND NRUTRAL WIRE CONNECTIONS; OTHERWISE, 
SAFETY WILL BE COMPROMISED.  

12. If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire (O) from the fixture to it using the wire 
connector (B). If the outlet box does not have a ground wire, 
connect the green ground wire (O) from the fixture to the green 
ground screw provided on the Mounting Plate (E).  

13. Tuck these wire connections neatly into the outlet box, place the 
Canopy (G) over the Mounting Plate (E) and secure the canopy with 
the Screws (F). 

14. Installation is completed. Turn on the power at the circuit breaker or 
fuse box. Turn the light switch on to activate the fixture. 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

SAYRE LINEAR CHANDELIER 6610031H179 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for 5 x 1.5 watt type T6 LED lightbulb 

(25-watt incandescent bulb equivalent). To avoid the risk of fire, do 
not exceed the recommended wattage. 

 

warnings: 
All wire are connected. When unpacking, be carefully not to remove 

the fixture from packaging by pulling on the power cord as a bad 

connection may result. Do not connect electricity until the fixture is 

fully assembled. 

To reduce the risk of fire, electrical shock, or personal injury, always 

turn off fixture and allow it to cool prior to replacing the light bulb. 

Do not touch bulb when fixture is turned on or look directly at lit bulb. 

Keep flammable materials away from lit bulb. 

 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Insert the Bulbs (not included) into the socket (H). Place the 

Glass (V) onto the socket cup and secure the glass (V) by 
screwing the Finials (N) in a clockwise direction.  

4. Determine the desired hanging height, feed the fixture wires 
through the Nipples (L) and the Pipes (M), thread the Pipes (M) 
onto the fixture body. 

5. Disassemble the Hex Nuts (P), the Spring Washers (R), the 
Internal Star Washers (Q) from the Connectors (K). Insert the 
Fiberglass Sleeve (S) into the Connectors (K). Feed the fixtures 
wires through the Fiberglass Sleeves (S), the Canopy (G) and 
the reinforce Metal Plate (J), let the nipples that are pre-
assembled on connectors (K) exit from the holes of the reinforce 
Metal Plate (J).  
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DIAGRAM DESCRIPTION QTY

Plug

Nipple

(E)

Bulb (Not included)

(C)

(A)

(B)

(D)

Screw

Pipe

Glass

(F)

(G)

1

1

1

2

3

1

1

1

1

1

(H)

(I)

(J)

Hex Nut

Spring Washer

Steel Washer

(K)

(L)

Cylinder Nut

Flat Plate

1

1

ITEM

Socket

(M) 1Arm Weight

(A)

(B)

(C)

(D)

(F)

(E)

BOTTOM VIEW (D)

(G)

(J)
(I)

(K)
(L)

(H)

(M)

important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider than the 

other) as a feature to reduce the risk of electric shock. This plug will fit in 
a polarized outlet only one way. If the plug does not fit fully in the outlet, 
reverse the plug. If it still does not fit, contact a qualified electrician.  
Never use with an extension cord unless plug can be fully inserted. Do 
not alter the plug. 

2. To avoid the risk of fire, do not exceed the recommended wattage for 
this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on the power 

cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, turn off lamp 

and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Assemble the Tube (F) onto the lamp body by screwing onto the 

Nipple (D). 
3. Align the Tube (F) with the hole of Cylinder Nut (K) and Flat Plate (L). 

Assemble them onto the lamp base by screwing the Nipple (D). 
4. Carefully lay the floor lamp flat, and pull out the cord. Secure the Steel 

Washer (J) and Spring Washer (I) by tightening the Hex Nut (H). 
ATTENTION: BEFORE TIGHTENING THE HEX NUT, MAKE SURE 
THE CORD EXIT IS ORIENTED TOWARDS THE BACK OF THE 
LAMP WHEN LAMP IS ASSEMBLED.  

5. Screw  the Arm Weight (M) onto the lamp body until tight. 
6. Insert the Bulb (B, not included) into the Socket (A). 
7. Place the glass globe (G) onto the socket cup and secure the glass 

globe (G) by tightening the Screws (E) in a clockwise direction. 
8. Assembly is complete. 
9. Adjust the pole to desired position. 
10. Insert the Plug (C) into proper electrical outlet and test fixture. 

 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they will 

damage the finish.  

parts enclosed: 

SAYRE TASK FLOOR LAMP 6610031L181 



 
   

  
 

 

ITEM

(A)

(B)

(C)

DIAGRAM DESCRIPTION QTY

O
FF

Bulb (Not included)

1

1

Socket

Plug 1

(A)
(B)

(C)

3(D) Screw

1(E) Glass

(E)

(F)

1(F) Arm Weight

(D)

important safety instructions: 
1. This portable luminaire has a polarized plug (one blade is wider than 

the other) as a feature to reduce the risk of electric shock. This plug will 
fit in a polarized outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a qualified 
electrician.  Never use with an extension cord unless plug can be fully 
inserted. Do not alter the plug. 

2. To avoid the risk of fire, do not exceed the recommended wattage for 
this fixture. 

 

warnings: 
1. Do not remove the lamp from its packaging by pulling on the power 

cord, as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, turn off 

lamp and allow it to cool prior to replacing light bulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all plastic 

coverings. 
2. Screw the Arm Weight (F) onto the lamp body until tight. 
3. Insert the Bulb (B, not included) into the Socket (A). 
4. Place the glass globe (E) onto the socket cup and secure the glass 

globe (E) by tightening the Screws (D) in a clockwise direction. 
5. Assembly is complete. 
6. Adjust the pole to desired position. 
7. Insert the Plug (C) into proper electrical outlet and test the lamp. 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

parts enclosed: 

SAYRE TASK TABLE LAMP 6610031L180 



 
   

  
 

 
 

ITEM

(A)

(B)

DIAGRAM DESCRIPTION QTY

Bulb (Not included)

3

Mounting Screw

1

3(D)

Screw 6(E)

Glass Shade

2(F)

(G) 2

Wire Connectors

ground screw
Mounting Plate & green

Backplate Screw

(C)

2

Backplate(H) 1

(G)(F)(E)

(D)(B) (C)

(A) (H)

NDG

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of two 1.5 

watt Type T6 LED lightbulb (25-watt incandescent bulb equivalent) for this 
fixture. 

3. This fixture can be installed either vertically or horizontally. 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(A), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(B). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (B). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

6. Tuck these wire connections neatly into the outlet box, place the 
Backplate (H) over the Mounting plate (C) and align the three holes of the 
Backplate (H) with the corresponding holes on the Mounting plate (C), 
secure the Backplate (H) with Backplate Screws (D) until the fixture is 
secured to the wall. 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING).

8. Place the Glass Shade (G) onto Socket and secure with Screws (E). 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

SAYRE 2‐LIGHT WALL SCONCE 6610031H259 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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ITEM

(A)

(B)

DIAGRAM DESCRIPTION QTY

Bulb (Not included)

3

Mounting Screw

1

3(D)

Screw 9(E)

Glass Shade

3(F)

(G) 3

Wire Connectors

ground screw
Mounting Plate & green

Canopy Screw

(C)

2

Canopy(H) 1

H

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of three 

1.5 watt Type T6 LED lightbulb (25-watt incandescent bulb equivalent) for 
this fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by 

pulling on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (C) to outlet box using the Mounting Screws 

(A), tighten with a screwdriver. Ensure the side of the Mounting Plate (C) 
marked ‘‘GND’’ is facing out. 

4. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(B). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (B). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

5.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (B). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(C).  

6. Tuck these wire connections neatly into the outlet box, place the Canopy 
(H) over the Mounting plate (C) and align the three holes of the Canopy 
(H) with the corresponding holes on the Mounting plate (C), secure the 
Canopy (H) with Canopy Screws (D) until the fixture is secured to the 
ceiling. 

7. Install the proper light bulb (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING).

8. Place the Glass Shade (G) onto Socket and secure with Screws (E). 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

SAYRE 3‐LIGHT FLUSHMOUNT 6610031H260 

 
care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 







CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91636H244CH LG SCROLL CHAND 12 FT CHAIN

     5 MM X 3.7 MT RUST CHAIN
A PT-SCROLL PART

LIGHTING 91636H244CH6 LG SCROLL CHAND 6 FT CHAIN
     5 MM X 1.8 MT RUST FINSH CH

A PT-SCROLL PART

LIGHTING 91636H244CN LG SCROLL CHAND CANOPY
     RUST FINISH CANOPY W/ HARDWARE

A PT-SCROLL PART

LIGHTING 91636H244CRL LG SCROLL CHAND LG CRYSTAL
     40 MM CRYSTAL W/ 3 BEADS

A PT-SCROLL PART

LIGHTING 91636H244CRM LG SCROLL CHAND MD CRYSTAL
     30 MM CRYSTAL W/ 2 BEADS

A PT-SCROLL PART

LIGHTING 91636H120CH LG SCROLL SLVR CHAND 12 FT CH
     5 MMX3.7 MT SILV CLAY FINSH CH

A PT-SCROLL PART

LIGHTING 91636H120CH6 LG SCROLL SLVR CHAND 6 FT CH
     5 MMX1.8 MT SILV CLAY FINSH CH

A PT-SCROLL PART

LIGHTING 91636H120CN LG SCROLL SLVR CHAND CANOPY
     SILVER CLAY FINISH CANOPY

A PT-SCROLL PART

LIGHTING 91636H120CRL LG SCROLL SLVR CHAND LG CRYSTL
     40 MM CRYSTAL W/ 3 BEADS

A PT-SCROLL PART

LIGHTING 91636H120CRM LG SCROLL SLVR CHAND MD CRYSTL
     30 MM CRYSTAL W/ 2 BEADS

A PT-SCROLL PART

LIGHTING PARTS SKUS



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

HAIRPAIN WALL SCONCE

A. Socket Ring (1)
B. Socket (1)
A. Socket Cover (1)
B. Socket Cover Ring (1)

5. Unscrew socket cover ring (B) place shade on socket
cover (A) and tighten socket cover ring (B) to Socket cover (A)

6. Restore power to the circuit breaker and test wall sconce.

.

Socket Cove Ring

Socket Cover
Back Plate

Attach shade to socket cover (A) by removing socket cover 
ring (B) re fix socket cover ring (B) after shade attached.

HAYLEN WALL SCONCE BASE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp. Wipe with soft, 
lint free cloth.

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade to socket cover (A) by removing socket cover
ring (B) re fix socket cover ring (B) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

with screws.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

HAYLEN WALL SCONCE BASEHAYLEN WALL SCONCE BASE

DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.

Back Plate

5. Restore power to the circuit breaker and test wall sconce.

2 X B-10

2x40wUL NO:E491659 UL RATING:DAMP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE:6W
BULB: 2 X B-10 (NOT INCLUDED)

SIMMS LONG-ARM DOUBLE SCONCE663507H648-SIMMS LONG-ARM DOUBLE SCONCE663507H648 SIMMS LONG-ARM DOUBLE SCONCE

UL NO:E491659, UL RATING: DAMP, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 2XB-10 (NOT INCLUDED)

5. Insert bulb B-10 Do Not exceed specified wattage.
6. Restore power to the circuit breaker and test wall sconce.

DO NOT use polishes or Cleaners on your lamp. Wipe with 
soft,     lint free cloth.
DO NOT use polishes or Cleaners on your lamp. Wipe with soft, 
lint free cloth.

UL NO:E491659, UL RATING: DAMP, MAX BULB WATTAGE: 2X40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 2 X B-10 (NOT INCLUDED)

5. Insert bulb B-10. Do Not exceed specified wattage.
6. Restore power to the circuit breaker and test wall sconce.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

A. Finial (1)
B. Harp (1)

ANDI INLAY TABLE LAMP BASERHYS NICKEL WALL SCONCE

UL NO: E491659, UL RATING: DRY, MAX BULB WATTAGE: 40 W
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

(c)(C)

2. Turn OFF power to the circuit breaker where the wall sconce                       
     be installed.
3. Remove back plate from base & fix it onto wall with screws.
4. After fixing back plate onto outlet, fix the wall sconce 
    through base & tighten the top nuts.
5. Attach harp (B) to the saddle (C).
6. Unscrew finial (A) place shade on harp (B) and tighten 
    finial (A) to harp (B).
7. Restore power to the circuit breaker and test wall sconce.(C)

HAIRPAIN WALL SCONCE

A. Socket Ring (1)
B. Socket (1)
A. Socket Cover (1)
B. Socket Cover Ring (1)

5. Unscrew socket cover ring (B) place shade on socket
cover (A) and tighten socket cover ring (B) to Socket cover (A)

6. Restore power to the circuit breaker and test wall sconce.

.

Socket Cove Ring

Socket Cover
Back Plate

Attach shade to socket cover (A) by removing socket cover 
ring (B) re fix socket cover ring (B) after shade attached.

HAYLEN WALL SCONCE BASE

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

UL NO:E491659 UL RATING:DMAP, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-19 (NOT INCLUDED)

Do not use polishes or cleaners on your lamp. Wipe with soft, 
lint free cloth.

DAMP,

1. Carefully remove all parts from the box and remove all
protective coverings.
2. Turn OFF power to the circuit breaker where the wall sconce 
be installed.
3. Remove back plate from base & fix it onto wall screws.
4. After fixing back plate onto outlet, fix the wall sconce 
through base.
5. Attach shade to socket cover (A) by removing socket cover
ring (B) re fix socket cover ring (B) after shade attached. 
6. Restore power to the circuit breaker and test wall sconce.

with screws.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

HAYLEN WALL SCONCE BASEHAYLEN WALL SCONCE BASE

DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.

Back Plate

5. Restore power to the circuit breaker and test wall sconce.

2 X B-10

2x40wUL NO:E491659 UL RATING:DAMP, MAX BULB WATTAGE:2X40W
CONVERSION TO MAX LED WATTAGE:6W
BULB: 2 X B-10 (NOT INCLUDED)

SIMMS LONG-ARM DOUBLE SCONCE

UL NO:E491659 UL RATING:DAMP, MAX BULB WATTAGE:40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X B-10 (NOT INCLUDED)

SIMMS WALL SCONCE

Back Plate

UL NO:E491659 UL RATING:DAMP, MAX BULB WATTAGE:40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X B-10 (NOT INCLUDED)

663507H647-SIMMS WALL SCONCE

4. Keep flammable materials away from lit bulb. Insert bulb B-10 
Do Not exceed specified wattage.

DO NOT use polishes or Cleaners on your lamp. Wipe with soft, 
lint free cloth.

663507H647-SIMMS WALL SCONCE

UL NO:E491659, UL RATING: DAMP, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: B-10 (NOT INCLUDED)

5. Insert bulb B-10 Do Not exceed specified wattage.
6. Restore power to the circuit breaker and test wall sconce.

663507H647 SIMMS WALL SCONCE

5. Insert bulb B-10. Do Not exceed specified wattage.
6. Restore power to the circuit breaker and test wall sconce.



 
  

  
 

 

 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

Mounting Plate &
green ground screw

DIAGRAM DESCRIPTION

Canopy Screw

Wire Connectors

Mounting Screw

Canopy

Glass Shade

1

1

2

2

3

1

QTY

B

A

C

D
E

F

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for LED light. The LED light is not replaceable. 
 

warnings: 
1. All wires are connected. When unpacking, be careful not to remove the 

fixture from packaging by pulling the power cord, as a bad connection may 
result. Do not connect electricity until the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off the 
fixture and allow it to cool down prior to replacing the glass. 

3. Do not touch the glass when fixture is turned on or look directly at lit 
fixture. Keep flammable materials away from lit fixture. 
 

to assemble: 

1. Carefully remove all parts from the box and remove all protective 
coverings. Take care not to lose any small parts. 

2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C) 

and tighten them with a screwdriver. Ensure the side of the Mounting Plate 
(B) marked “GND” is facing out. 

4. Determine the desired hanging height, pull the wire gently to desired 
length, and tighten the wire on the back side of Canopy (E). 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a Wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a Wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a Wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Tuck these wire connections neatly into the outlet box, align the two holes 
on the Canopy (E) with the corresponding holes on the Mounting Plate (B), 
and secure the Canopy (E) to the ceiling with Canopy Screws (D).  

8. Install the Glass Shades (F) into the socket cups. 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

SOLTAIRE 3-LT PENDANT 6610031H610 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



 
   

  
 

 
 

 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

(I)

(J)

DIAGRAM DESCRIPTION QTY

2

Mounting Plate &
green ground
Anchor Screws

1

2

Wire Connectors 3

Support cable
and bracket assy 1

PlasticAnchors

3

Wood Screw 1

(K)

4

Steel flat washer

Mounting Screw

4Cylinder Nut

2

1

(L) Glass Shade 12

Canopy Screws
& Hex Nuts
Canopy

A

B

C

D

G

H

J

1/8 IN

F

I

E

K

3/8 IN

L

H

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2.  This fixture has been rated for LED light. The LED light is not replaceable. 

warnings: 
1. All wires are connected. When unpacking, be careful not to remove the fixture from 

packaging by pulling the power cord, as a bad connection may result. Do not 
connect electricity until the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off the fixture and 
allow it to cool down prior to replacing the glass shades. 

3. Do not touch the glass when fixture is turned on or look directly at lit fixture. Keep 
flammable materials away from lit fixture. 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed.  
2. Carefully remove all parts from the box and remove all plastic coverings. Take care 

not to lose any small parts. 
3. Determine the desired hanging height and adjust the cable lengths accordingly by 

wrapping the extra lengths on the interior of the Canopy (F). 
4. Using a 3/8 in. drill bit  to drill  two holes into the ceiling, insert an Plastic Anchor 

(A) into each hole. 
5. Using a 1/8 in. drill bit, drill a pilot hole inside of the Outlet Box. 
6. Attach the Mounting Plate (B) to the outlet box with the provided Mounting Screws 

(J) and tighten with screwdriver. Place the Steel flat washer (H) onto the Anchor 
Screws (C) and insert the Anchor Scews (C) through the corresponding holes on 
the Mounting Plate (B) into the Plastic Anchors (A) and tighten the Anchor Screws 
(C) using a screwdriver. 

7. While holding the fixture, install the Safety Cable (G) and Flat Washer (H) by 
aligning them to the pilot hole, and tighten with Wood Screw (I). 

8. Connect the black wire from fixture to the hot wire (usually black or smooth) from 
the outlet box using a Wire Connector (D). Connect the white wire from fixture to 
the neutral wire (usually white or ribbed) from the outlet box using a Wire 
Connector (D). DO NOT REVERSE THE HOT AND NEUTRAL WIRE 
CONNECTIONS; OTHERWISE, SAFETY WILL BE COMPROMISED. 

9. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (D). If the outlet box does 
not have a ground wire, connect the green ground wire from the fixture to the green 
ground screw provided on the Mounting Plate (B).  

10. Tuck these wire connections neatly into outlet box, protrude the Canopy Screws 
(E) to the holes on Canopy (F), secure the Canopy (F) in place with Cylinder Nuts 
(K). 

11. Install the Glass Shades (L) into socket cups. 
12. Installation is completed. Turn on the power at the circuit breaker or fuse box. Turn 

the light switch to activate the fixture. 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners (including 

ammonia-based products) or abrasives on our lamp, as they will damage the finish. 

parts enclosed: 

SOLTAIRE 12‐LT LINEAR CHAND  6610031H314 



 
   

 
 
 

 

 

4Plastic Anchor(K)

4

ITEM
(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

(I)

(J)

DIAGRAM DESCRIPTION QTY

Mounting Plate &
green ground 1

Wire Connectors 3

Support cable
and bracket assy

1

5

Wood Screw 5

4

Steel flat washer

Mounting Screw 2

1

Glass Shade 12
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for LED light. The LED light is not replaceable. 

warnings: 
1. All wires are connected. When unpacking, be careful not to remove the fixture from 

packaging by pulling the power cord, as a bad connection may result. Do not 
connect electricity until the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off the fixture and 
allow it to cool down prior to replacing the glass shades. 

3. Do not touch the glass when fixture is turned on or look directly at lit fixture. Keep 
flammable materials away from lit fixture. 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed.  
2. Carefully remove all parts from the box and remove all plastic coverings. Take care 

not to lose any small parts. 
3. Determine the desired hanging height and adjust the cable lengths accordingly by 

wrapping the extra lengths on the interior of the Canopy (F). 
4. Using a 3/8 in. drill bit  to drill four holes into the ceiling, insert an Plastic Anchor (K) 

into each hole. 
5. Using a 1/8 in. drill bit, drill a pilot hole inside of the Outlet Box. 
6. Attach the Mounting Plate (B) to the outlet box with the provided Mounting Screws 

(I) and tighten with screwdriver. Place the Steel flat washer (H) onto the Wood 
Screws (C) and insert the Wood  Scews (C) through the corresponding holes on 
the Mounting Plate (B) into the Plastic Anchors (K) and tighten the Wood Screws 
(C) using a screwdriver. 

7. Install the Safety Cable (A) and Flat Washer (H) by aligning them to the pilot hole, 
and tighten with Wood Screw (C). 

8. While holding the fixture, connect the black wire from fixture to the hot wire (usually 
black or smooth) from the outlet box using a Wire Connector (D). Connect the white 
wire from fixture to the neutral wire (usually white or ribbed) from the outlet box 
using a Wire Connector (D). DO NOT REVERSE THE HOT AND NEUTRAL WIRE 
CONNECTIONS; OTHERWISE, SAFETY WILL BE COMPROMISED. 

9. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (D). If the outlet box does 
not have a ground wire, connect the green ground wire from the fixture to the green 
ground screw provided on the Mounting Plate (B).  

10. Tuck these wire connections neatly into outlet box, protrude the Canopy Screws (E) 
to the holes on Canopy (F), secure the Canopy (F) in place with Nuts (G). 

11. Install the Glass Shades (J) into socket cups. 
12. Installation is completed. Turn on the power at the circuit breaker or fuse box. Turn 

the light switch to activate the fixture. 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners (including 

ammonia-based products) or abrasives on our lamp, as they will damage the finish. 

parts enclosed: 

SOLTAIRE 12‐LT ROUND CHAND  6610031H315 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for LED light. The LED light is not replaceable. 

warnings: 
1. All wires are connected. When unpacking, be careful not to remove the fixture 

from packaging by pulling the power cord, as a bad connection may result. Do 
not connect electricity until the fixture is fully assembled. 

2. To avoid the risk of fire, electrical shock, or personal injury, turn off the fixture 
and allow it to cool down prior to replacing the glass. 

3. Do not touch the glass when fixture is turned on or look directly at lit fixture. 
Keep flammable materials away from lit fixture. 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed.  
2. Carefully remove all parts from the box and remove all plastic coverings. Take 

care not to lose any small parts. 
3. Determine the desired hanging height and adjust the cable lengths accordingly 

by wrapping the extra lengths on the interior of the Canopy (F). 
4. Using a 1/8 in. drill bit, drill a pilot hole inside of the Outlet Box. 
5. Attach the Mounting Plate (I) to the outlet box with the provided Mounting 

Screws (E) and tighten with screwdriver. 
6. Install the Safety Cable (A) and Flat Washer (B) by aligning them to the pilot 

hole, and tighten with Wood Screw (C). 
7. While holding the fixture, connect the black wire from fixture to the hot wire 

(usually black or smooth) from the outlet box using a Wire Connector (H). 
Connect the white wire from fixture to the neutral wire (usually white or ribbed) 
from the outlet box using a Wire Connector (H). DO NOT REVERSE THE HOT 
AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

8. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (H). If the outlet box 
does not have a ground wire, connect the green ground wire from the fixture to 
the green ground screw provided on the Mounting Plate (I).  

9. Tuck these wire connections neatly into outlet box, protrude the Canopy Screws 
(D) to the corresponding holes on Canopy (F), secure the Canopy (F) in place 
with Nuts (G). 

10. Install the Glass Shades (J) into socket cups. 
11. Installation is completed. Turn on the power at the circuit breaker or fuse box. 

Turn the light switch to activate the fixture. 

parts enclosed: 

SOLTAIRE 19-LT ROUND CHANDELIER 6610031H611 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners (including 

ammonia-based products) or abrasives on the fixture as they will damage the 

surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for LED light. The LED light is not replaceable. 
 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch the LED light when fixture is turned on or look directly at lit LED 

light.  
4. Keep flammable materials away from lit bulb. 

to assemble: 

1. Carefully remove all parts from the box and remove all protective 
coverings. Take care not to lose any small parts. 

2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Place the Canopy Screws (F) through the holes on the Mounting Plate (A) 

as shown and tighten each with a Hex Nut (C). 
4. Attach the Mounting Plate (A) to outlet box using the Mounting Screws (B) 

and tighten them with a screwdriver. Ensure the side of the Mounting Plate 
(A) marked ‘‘GND’’ is facing out. 

5. Determine the desired hanging height, pull the wire gently to desired 
length, and tighten the wire on the back side of Canopy (D). 

6. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a Wire connector (G). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a Wire connector (G). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

7.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a Wire connector (G). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(A).  

8. Tuck these wire connections neatly into the outlet box, align the holes on 
the Canopy (D) with the Canopy Screws (F) and secure the Canopy (D) 
onto the ceiling with Cylinder Nuts (E).  

9. Install the Glass Shade (H) on the socket cup. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 
 

parts enclosed: 

SOLTAIRE PENDANT 6610031H313 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 
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important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for LED light. The LED light is not replaceable. 
 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch the LED light when fixture is turned on or look directly at lit LED 

light.  
4. Keep flammable materials away from lit bulb. 

to assemble: 

1. Carefully remove all parts from the box and remove all protective 
coverings. Take care not to lose any small parts. 

2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Place the Backplate screws (A) through the holes on the Mounting Plate 

(B) as shown and tighten each with a Hex Nut (D). 
4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C) 

and tighten them with a screwdriver. Ensure the side of the Mounting Plate 
(B) marked ‘‘GND’’ is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a Wire connector (E). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a Wire connector (E). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a Wire connector (E). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Align the holes on the Backplate (F) with the Backplate Screws (A) and 
secure the Backplate (F) onto the wall with Cylinder Nuts (G).  

8. Install the Glass Shade (H) over the cup. 
9. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

SOLTAIRE WALL SCONCE 6610031H316 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh 

cleaners (including ammonia-based products) or abrasives on 

the fixture as they will damage the surface. 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (C).
2. Attach mounting plate (A) to J-Box using screws (B).
3. Attach sconce body (D) to mounting plate (A) and secure 
with screw (F) and washer (E) .
4. Insert bulb (G) into the socket and twist clockwise to 
lock in place.
5. Thread knurled shade cover (H) onto sconce body (D). 
6. Assembly is complete.

SPOTLIGHT SCONCE 9IN

Sconce body (1)
Knurled shade cover (2)
GU10 LED Bulb (2)
Washer (2)
Mounting screw (4)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.
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parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Connect bare ground wire from fixture to bare ground wire
from outlet box using wire connector (C).
2. Attach mounting plate (A) to J-Box using screws (B).
3. Attach sconce body (D) to mounting plate (A) and secure 
with screw (F) and washer (E) .
4. Insert bulb (G) into the socket and twist clockwise to 
lock in place.
5. Thread knurled shade cover (H) onto sconce body (D). 
6. Assembly is complete.

SPOTLIGHT SCONCE 18IN

Sconce body (1)
Knurled shade cover (2)
GU10 LED Bulb (2)
Washer (2)
Mounting screw (4)
Wiring nut (3)

Wipe with a clean, dry cloth. Do not use acid or corrosive 
liquid to clean the lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result.

1. Installation by a licensed elecrician is strongly
recommended. 
2. Turn off circuit breakers and power supply to the fixture.
Failure to disconnect power supply prior to installation may
result in serious injury.

"G
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parts enclosed:

warnings:

1. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.

UL NO: E510817, UL RATING: DRY, 
MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

important safety instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal
injury, turn off lamp and allow it to cool prior to replacing

light bulb.
3. Do not touch bulb when fixture is turned on or look 

directly at lit b.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box and remove all

protective coverings.
2. Turn OFF power to the circuit breaker where the lamp

win be installed
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten

finial (A) to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

care instructions:
Do not use polishes or cleaners on your lamp.Wipe with 
soft, lint free cloth.

A. Finial (1)
B. Harp (1) 

STUCCO TABLE LAMP 
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Sutherlin Gesso Chandelier 66594H163 
 
 
 
 
 

parts enclosed: 
 

A Wire Connector 3 
B Mounting Bracket 1 
C Mounting Screw 2 
D Ground Screw 1 
E Canopy 1 
F Hex Nut 2 
G Nipple 1 
H Lock Washer 1 
I Screw Collar Loop 1 
J Threaded Ring 1 
K Chain 1 
L Fixture Loop 1 
M Quick Link 1 

 
 

 
caution: 
BEFORE INSTALLING THIS CHANDELIER, MAKE SURE 
THE POWER TO THE CIRCUIT IS TURNED OFF AT THE 
MAIN FUSE BOX / CIRCUIT BREAKER UTILITY BOX. 
 
important safety instructions: 
1. This chandelier is meant for indoor use, DRY 

LOCATIONS ONLY. 
2. Do not use the electric cord to support the weight of 

the chandelier. 
3. These instructions are provided for your safety. It is 

important that they are read carefully and completely 
before beginning the installation of this lighting fixture. 

4. For your safety, it is strongly recommended that two 
people install the lighting fixture. 

5. THIS PRODUCT MUST BE INSTALLED IN 
ACCORDANCE WITH THE APPLICABLE 
INSTALLATION CODES BY A PERSON FAMILIAR 
WITH THE CONSTRUCTION AND OPERATION OF 
THE PRODUCT AND THE HAZARDS INVOLVED. 

6. Save these instructions. 
 

warnings:  
1. Do not remove the fixture from the packaging by 

pulling on the power cord as a bad connection or 
damage may result.  

2. To reduce the risk of fire, electrical shock or personal 
injury, always turn off the chandelier and allow it to 
cool prior to replacing the light bulbs. 

3. Do not touch the bulbs when the chandelier is turned 
on. Do not look directly at lit bulbs. 

4. Keep flammable materials away from lit bulbs. 
 

to assemble: 
Remove all parts and hardware from the box along with 
any plastic protective packaging. Do not discard any 
contents until after assembly is complete to avoid 
accidentally discarding small parts or hardware. 
1. SHUT OFF THE MAIN ELECTRICAL SUPPLY 

FROM THE MAIN FUSE BOX/CIRCUIT BREAKER. 
2. Attach the Mounting Bracket (B) onto the Ceiling 

Outlet Box using Mounting Screws (C). Tighten the 
screws with a screwdriver until secure. 

3. Attach one Hex Nut (F) to the top, and the other Hex 
Nut (F) to the bottom of the Nipple (G). Put the Lock 
Washer (H) in before attaching the Screw Collar Loop 
(I) to the bottom end of the Nipple (G). 

4. Secure the top of the Nipple (G) to the Mounting 
Bracket (B) with the Hex Nut (F), exposing 
approximately 2” of its thread.  

5. Pull out the fixtures 2 wire power cord and bare 
copper ground wire woven through the Chain (K). 

6. Slide the Canopy (E) and the Threaded Ring (J) up 
the Chain (K). 

7. Connect Chain (K) to the Fixture Loop (L) and hang 
to Screw Collar Loop (I) by using the Quick Link (M). 
Close the opening of the Quick Link (M) by screwing 
the nut clockwise. 



 

 
                                                         Made in China 

 

 
 
 
 
 

Sutherlin Gesso Chandelier 66594H163 
 
 
 
 
 

 care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to finish on the 
chandelier.  

 
  

8. Gently pull existing ground, hot, and neutral 
junction box wires down from the ceiling junction 
box and allow these to hang. 

9. Carefully inspect the fixture wires on the 
chandelier. The neutral fixture wire is ribbed. The 
hot fixture wire is smooth, and the ground fixture 
wire is copper. 

10. Attach the ground wire from the fixture to the 
ground junction box wire. It usually has green 
insulation around it or is bare wire. Fasten these 
together with a Wire Connector (A) and wrap the 
connection with electrical tape. Make sure that no 
wire strands are exposed. If the ceiling outlet 
junction box does not have a ground junction box 
wire, insert the Ground Screw (D) into the 
Mounting Bracket (B) where it is marked “Ground”, 
facing down and wrap the ground wire from the 
fixture around the Ground Screw (D). Tighten the 
Ground Screw (D) to clamp the ground fixture wire 
between the head of Ground Screw (D) and 
Mounting Bracket (B). IT IS IMPERATIVE THAT 
THE CEILING OUTLET JUNCTION BOX IN 
YOUR HOME BE PROPERLY GROUNDED! 

11. Connect the neutral fixture wire to the neutral 
junction box wire. It usually has white insulation 
around it. Fasten these together with a plastic 
Wire Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands are 
exposed. 

12. Connect the hot fixture wire to the hot junction box 
wire. It usually has black insulation around it. 
Fasten these together with a plastic Wire 
Connector (A) and wrap the connection with 
electrical tape. Make sure that no wire strands are 
exposed. Do not reverse the hot and neutral 
connections or safety will be compromised. 

13. Gently tuck the wire connections neatly into the 
ceiling outlet junction box. 

14. Place the Canopy (E) over the ceiling outlet 
junction box and secure it in place by screwing the 
Threaded Ring (J) onto the Screw Collar Loop (I). 

15. Insert SIX (6) 25-Watt maximum Type B 
incandescent light bulb (not included), or SIX (6) 
6-watt maximum compact fluorescent light bulb 
(not included), or SIX (6) 4-watt maximum LED 
light bulb (not included) into the socket. DO NOT 
EXCEED SPECIFIED WATTAGE. 

16. Restore power to junction box and test the fixture. 
17. Installation is now completed. 
 
 
 
 
 



 

parts enclosed: 
 

A Finial 1 

B Lamp Shade 1 

C Harp 1 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Sutherlin Gesso Floor Lamp 66594L164KT 
 
 
 important safety instructions: 

1. To avoid the risk of fire, do not exceed the 
recommended wattage. 

2. This portable lamp has a polarized plug (one blade is 
wider than the other) as a safety feature to reduce the 
risk of electric shock. This plug will fit in a polarized 
outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord 
unless the plug can be fully inserted. Do not attempt to 
defeat this safety feature. 

warnings: 
1. Do not remove the lamp from packaging by pulling on 

the power cord, as a bad connection may result.  
2. To reduce the risk of fire, electrical shock or personal 

injury, turn off the lamp and allow it to cool prior to 
replacing the light bulb. 

3. Do not touch the light bulb when the lamp is turned on 
or look directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
5. Remove clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry 

locations only. 
7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included), or one (1) 23-watt compact 
fluorescent light bulb (not included), or one (1) 20-Watt 
LED light bulb (not included).  

8. Save these instructions. 

to assemble: 
1. Unpack all parts from the carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of the 
Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten it to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light 
bulb (not included), or ONE (1) 20-watt maximum LED 
light bulb (not included) into the socket.  

6. Remove protective plastic from the electrical plug. 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 

care instructions: 
Wipe clean with a soft, dry cloth or static duster. 
Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the lamp’s 
finish. 

 
Made in China 

 
 
 
 



 

parts enclosed: 
 

A Finial 1 

B Lamp Shade 1 

C Harp 1 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Sutherlin Gesso Table Lamp 66594L165 
 
 
 
 

important safety instructions: 
1. To avoid the risk of fire, do not exceed the 

recommended wattage. 
2. This portable lamp has a polarized plug (one blade is 

wider than the other) as a safety feature to reduce the 
risk of electric shock. This plug will fit in a polarized 
outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord 
unless the plug can be fully inserted. Do not attempt to 
defeat this safety feature. 

warnings: 
1. Do not remove the lamp from packaging by pulling on 

the power cord, as a bad connection may result.  
2. To reduce the risk of fire, electrical shock or personal 

injury, turn off the lamp and allow it to cool prior to 
replacing the light bulb. 

3. Do not touch the light bulb when the lamp is turned on 
or look directly at lit bulb. 

4. Keep flammable materials away from lit bulb. 
5. Remove clear shade cover prior to use. 
6. This portable lamp is meant for indoor use, dry 

locations only. 
7. This lamp has been rated for up to one (1) 100-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included), or one (1) 23-watt compact 
fluorescent light bulb (not included), or one (1) 20-Watt 
LED light bulb (not included).  

8. Save these instructions. 

to assemble: 
1. Unpack all parts from the carton carefully.  
2. Insert the Harp (C) into the Saddle (D) and lower the 

harp caps until they cover the two-pronged Saddle (D). 
3. Unscrew the Finial (A) from the harp top. Place the 

Shade (B) over the assembled Harp (C), making sure 
the harp top extends through the hole at the top of the 
Lamp Shade (B).  

4. Attach the Finial (A) onto the harp top and tighten it to 
secure the Lamp Shade (B). 

5. Insert ONE (1) 100-watt maximum TYPE A standard 
medium base incandescent light bulb (not included), or 
ONE (1) 23-watt maximum compact fluorescent light 
bulb (not included), or ONE (1) 20-watt maximum LED 
light bulb (not included) into the socket.  

6. Remove protective plastic from the electrical plug. 
7. Plug the lamp into proper electrical outlet and test this 

lamp. 

care instructions: 
Wipe clean with a soft, dry cloth or static duster. Always 
avoid the use of harsh chemicals or abrasive cleaners 
as they may cause damage to the lamp’s finish. 

 
 
Made in China 

 
 
 
 



 

 

 

 



 

 

 



 



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

(diagram / line drawing)

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2.. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

Ancel Table Lamp

(A) Finial (1) 
(B) Harp Top (1) 
(C) Harp (1) 
(D) Harp Caps (2) 
(E) Socket (1) 
(F) Saddle (1) 
(G) Lamp Base (1) 
(H) Shade 
(I) Bulb (not included)

3. This fixture has been rated for up to one (1) 150WATT 
max or smaller 3way Type A or max 18W 3W SBLED Lamp

1. Raise the Harp Caps (D) and insert the bottom ends of 
the Harp (C) into the Saddle (F). 
 
2. Lower the the Harp Caps (D) until they cover the 
two-pronged Saddle (F). 
 
3. Unscrew the Finial (A) from the Harp Top (B) 
 
4. Place the Shade (H) over the Harp (C) making sure the 
Harp Top (B) extends through the top ring of the Shade (H). 
 
5. Secure the Shade (H) by turning the Finial (A) onto the 
Harp Top (B). 
 
6. Insert the specified light bulb into the socket (E). DO NOT 
EXCEED THE SPECIFIED WATTAGE. 

1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of harsh chemicals or abrasive 
cleaners as they may cause damage to the fixture's finish.
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Brass Sconce 

Assembly Instructions 
Important Safety Instructions:  
l For safety purposes, this lamp is equipped with a polarized plug (one blade is wider than the other). If 

the plug does not fit securely into your outlet, do not force it – contact a professional electrician. Use 
the plug with an extension cord only if it can be fully inserted into the cord’s socket. Never alter the 
plug in any way.  

l These instructions are provided for your safety. It is important that they are read carefully and 
completely before assembling fixture.  

l This fixture has been rated for up to (1) E17 /max 25-watt TYPE T standard bulb (not included). To 
avoid the risk of fire, do not exceed the recommended wattage.  
 

 
Warning: 
l To reduce the risk of fire, electrical shock, or personal injury, always turn off and unplug lamp and 

allow it to cool prior to replacing light bulb.   
l Do not touch bulb when fixture is turned on.  Do not look directly at light bulb.   
l Keep flammable materials away from light bulb.   

 
 
Pre-assembly: 
l Remove all parts and hardware from box along with any plastic protective packaging.   
l Do not discard any contents until after assembly is complete to avoid accidentally discarding small 

parts or hardware.                          
 
To Assemble:  (Please refer to page 2 for image) 
CORD COVER ASSEMBLY INSTRUCTIONS: 
1. Remove mounting plate (A) from backplate by removing screws (D). 

2. Determine desired location for light fixture on wall/bookcase/bookcase. Hold mounting plate (A) in a level position against the wall. 

Using a pencil, mark the location of the mounting holes in mounting plate (A) onto the wall/bookcase. 

3. Drill small holes at marked locations on the wall/bookcase. Holes should be sized so they accommodate wall anchors (E), 

provided. Insert wall anchors into drilled holes. 

4. Affix mounting plate (A) to the wall/bookcase by threading mounting screws (C) through holes in mounting plate (A) and into wall 

anchors. 

5. Slide backplate over mounting plate (A). Thread screws (D) into vacant holes at the top and sides of backplate to secure fixture to 

the mounting surface. 

6. Insert one (1) 25W Bulb of Type T Candelabra base bulb into the socket located inside shade. 

7. Insert three prong plug (B) into wall/bookcase outlet. 

8. Control power to the fixture by rotating switch. 
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Care Instructions:  
l Clean with a soft, dry cloth or static duster.  
l Always avoid the use of harsh chemicals or abrasive cleaners.          
 

 

 
 
 
 
 
  
 
 
 
 
Customer service 
Our team of customer service professionals is available to assist you with products that are already in your 
home.   Phone: 1.800.777.1745 x3050   E-mail: customerservice@arhaus.com  
 

Thank you for purchase! 
| www.arhaus.com | 



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 911595350HW TREMONT SCONCE HARDWARE

     1 SET OF REPLACEMENT HARDWARE
A PT-TREMONT PART

LIGHTING PARTS SKUS







 
 

to assemble as a fixed lamp: 
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH 
THE APPLICABLE INSTALLATION CODES BY A PERSON 
FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF 
THE PRODUCT AND THE HAZARDS INVOLVED. 
 
1. Remove mounting plate (C) from backplate (E) by removing  
screws (D) 
2. Cut off the plug form the power cord and pull out the wire through 
the cord exit (G) into the backplate (E).  
4. Insert the End Cap (M) into the cord exit (G) 
5. Cut off the extra cord length and leave 6 inches long for wiring 
with conjunction box wire. 
6. Attach the Mounting Plate (C) to the outlet box using the two 
Mounting Screws (K). Tighten each screw in a clockwise until the 
Mounting Plate (C) is firmly secured to the conjunction box. 
7. We strongly recommend that a professional electrician install all 
direct wire fixtures. Carefully inspect the fixture’s wires and wrap 
and fasten each corresponding wires of the junction box and the 
one of fixture with electrical tape and wire connectors (L). DO NOT 
REVERSE THE HOT AND NEUTRAL CONNECTIONS OR 
SAFETY WILL BE COMPROMISED. 
8. Slide backplate (E) over mounting plate (C). Thread screws (D) 
into vacant holes at the top and sides of backplate (E) to secure 
fixture to the mounting surface. 
9. Insert two (2) Max 20W Type T standard bulbs (not included) or 
equivalent LED Type T bulbs (not included) into the sockets 
located inside of shade. 
10. Control power to the fixture by rotating switch. 
 

care instructions: 
 Clean with a soft, dry cloth or static duster.  
 Always avoid the use of harsh chemicals or abrasive cleaners. 
 

TREMONT BRONZE/BRASS 24" SCONCE 661595H601/ 661595H602 
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Tremont Bronze Sconce 
Assembly Instructions 

Important Safety Instructions:  
l For safety purposes, this lamp is equipped with a polarized plug (one blade is wider than the other). If 

the plug does not fit securely into your outlet, do not force it – contact a professional electrician. Use 
the plug with an extension cord only if it can be fully inserted into the cord’s socket. Never alter the 
plug in any way.  

l These instructions are provided for your safety. It is important that they are read carefully and 
completely before assembling fixture.  

l This fixture has been rated for up to (1) E17 /max 25-watt TYPE T standard bulb (not included). To 
avoid the risk of fire, do not exceed the recommended wattage.  
 

 
Warning: 
l To reduce the risk of fire, electrical shock, or personal injury, always turn off and unplug lamp and 

allow it to cool prior to replacing light bulb.   
l Do not touch bulb when fixture is turned on.  Do not look directly at light bulb.   
l Keep flammable materials away from light bulb.   

 
 
Pre-assembly: 
l Remove all parts and hardware from box along with any plastic protective packaging.   
l Do not discard any contents until after assembly is complete to avoid accidentally discarding small 

parts or hardware.                          
 
To Assemble:  (Please refer to page 2 for image) 
CORD COVER ASSEMBLY INSTRUCTIONS: 
1. Remove mounting plate (A) from backplate by removing screws (D). 

2. Determine desired location for light fixture on wall/bookcase/bookcase. Hold mounting plate (A) in a level position against the wall. 

Using a pencil, mark the location of the mounting holes in mounting plate (A) onto the wall/bookcase. 

3. Drill small holes at marked locations on the wall/bookcase. Holes should be sized so they accommodate wall anchors (E), 

provided. Insert wall anchors into drilled holes. 

4. Affix mounting plate (A) to the wall/bookcase by threading mounting screws (C) through holes in mounting plate (A) and into wall 

anchors. 

5. Slide backplate over mounting plate (A). Thread screws (D) into vacant holes at the top and sides of backplate to secure fixture to 

the mounting surface. 

6. Insert one (1) 25W Bulb of Type T standard bulb into the socket located inside shade. 

7. Insert three prong plug (B) into wall/bookcase outlet. 

8. Control power to the fixture by rotating switch. 
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Care Instructions:  
l Clean with a soft, dry cloth or static duster.  
l Always avoid the use of harsh chemicals or abrasive cleaners.          
 

 

 
 
 
 
 
  
 
 
 
 
Customer service 
Our team of customer service professionals is available to assist you with products that are already in your 
home.   Phone: 1.800.777.1745 x3050   E-mail: customerservice@arhaus.com  
 

Thank you for purchase! 
| www.arhaus.com | 
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parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X A-19 (NOT INCLUDED)

TRUSS 36” ROUND CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 8 bulbs. 

lint free cloth.



E

F

G

H

I

A

B

D

C

J

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2) 

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 6 X B-10 (NOT INCLUDED)

TRUSS 49” RECTANGLE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

protective coverings.

be installed.

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912082H381CH TRUSS CHANDELIER 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-TRUSS PART

LIGHTING 912082H381C6 TRUSS CHANDELIER 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-TRUSS PART

LIGHTING 912082H380CN TRUSS RECT CHANDELIER CANOPY
     ANTIQUE COPPER CANOPY

A PT-TRUSS PART

LIGHTING 912082H381CN TRUSS ROUND CHANDELIER CANOPY
     ANTIQUE COPPER CANOPY

A PT-TRUSS PART

PARTS INVENTORY



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.
See page 2 for final installation instructions. 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the finial iron sphere(N), screw the finial 
ball in the threaded part of the chandelier bottom.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

TULIP 8 LTS CHANDELIER
#66636H101

N
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TULIP 8 LTS CHANDELIER
# 66636H101

STEP 1
Unscrew the iron support (O) for the chandelier from the finial.

Screw the iron sphere (N) on the finial of chandelier.
STEP 2

N
O

Once chandelier is installed, complete below steps:





important safety instructions:

care instructions:

warnings:

UDAYA WALL SCONCE
ARHAUS

y  our home

1. Professional installation recommended.
2.To avoid the risk of fire, do not exceed the recommeded

wattage for this fixture.

1.Do not remove the lamp from its packaging by pulling on
the power cord , as a bad connection may result.

2.To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.

3.Do not touch bulb when fixture is turned on or look directly
at lit bulb.

4.Keep flammable materials away from lit bulb.

5.Be sure to shut off power at the main fuse before
installing the fixture.

to assemble:
1. Carefully remove all parts and hardware from the carton

2. Turn OFF power to the circuit breaker where the wall sconce
 be installed.

3. Removed back plate (A) from base & fix it onto wall with 
screws (B).

4.Gently tuck the wire connectors nearly in to the wall outlet box (C). 

After fixing back plate onto outlet, fix the wall sconce through base 

and thighten the top & bottom screws (D).
5.

6. Insert 1 x B10 bulb into the Wall Sconce socket and make sure
they do not exceed the maximum wattage specified on the
wattage label.

Wipe with a soft dry cloth. To protect finish, avoid the
use of chemicals and household cleaners.

parts enclosed:
A. Screws (2) 
B. Plastic Wire Nuts (2) 

7. Restore power to the wall outlet.

 UL NO: E178419, UL RATING : DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X B-10 (NOT INCLUDED)



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

URSULA CHANDELIER
662036L0415

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed using
a pair of chain pliers.
4. Install the top part (K) to the screw nipple (L) together.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I) through
the chain (E) in every 3-4 rings until through the ceiling loop
(J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with the lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal ornaments (M)/(N)/(O) in the right
places according to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

URSULA FLOOR LAMP
662036L076

1. Carefully remove all parts from the box.
2. Install centre pole (F) on the base (G) first, then adjust
the cable at bottom of the base (G) and link centre pole (F)
and the top part (B) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration)
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the pipe (A) to the top part (B) to fix the iron
“shade” on the top.
6. Install the bulbs on the sockets.
7. Install the glass and crystal ornaments (C)/(D)/(E) on the
lamp according to the illustration.
8. Plug the lamp into the wall outlet.



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

URSULA RECTANGLE CHANDELIER
662036H077

1.Carefully remove all parts from the box.
2.Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3.Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4.Use the open ring (F) to link the chain and the loop (L),
then put the cable (G) and naked earth cable (H) through
the chain in every 3-4 rings until through the ceiling loop
(E).
5.INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6.Affix the mounting bracket (B) on the outlet box.
7.Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8.Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9.Install the bulbs on the sockets.
10.Install the glass and crystal ornaments (I)/(J)/(K) on the
lamp according to the illustration.
11.Installation is complete, turn on power at fuse or circuit
breaker.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036URCRB URSULA BALL CRYSTAL

     GLASS BALL CRYSTAL
A PT-URSULA PART

LIGHTING 912036URCRBT URSULA BOTTOM CRYSTAL
     BOTTOM GLASS CRYSTAL

A PT-URSULA PART

LIGHTING 912036415CH URSULA CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-URSULA PART

LIGHTING 912036415CH6 URSULA CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-URSULA PART

LIGHTING 912036H77CN URSULA RECT CHAND CANOPY
     RECT CANOPY W/ HARDWARE

A PT-URSULA PART

LIGHTING 912036URCL URSULA S/10 CLIPS
     SET OF 10 CLIPS

A PT-URSULA PART

LIGHTING 912036415CN URSULA SM ROUND CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-URSULA PART

LIGHTING 912036URCRTP URSULA TOP CRYSTAL
     TOP GLASS CRYSTAL

A PT-URSULA PART

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

URSULA RECTANGLE CHANDELIER
662036H077

1.Carefully remove all parts from the box.
2.Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3.Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4.Use the open ring (F) to link the chain and the loop (L),
then put the cable (G) and naked earth cable (H) through
the chain in every 3-4 rings until through the ceiling loop
(E).
5.INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6.Affix the mounting bracket (B) on the outlet box.
7.Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8.Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9.Install the bulbs on the sockets.
10.Install the glass and crystal ornaments (I)/(J)/(K) on the
lamp according to the illustration.
11.Installation is complete, turn on power at fuse or circuit
breaker.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

In order to adjust the chandelier position, if needed, turn 
canopy collar loop until the chandelier settles in the 
desired position.

VITICCIO 15LTS CHANDELIER
NEW GREY W/SILVER
#66636H145

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace chain (N) insert wire clip  into the hole on 
the iron frame. Twist the wire to close the loop and 
secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 15 X 32W
type of socket: E12

N
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636VITCH VITICCIO CHAND 12 FT CHAIN
     GREY SILVER 12 FT CHAIN

A PT-VITICCI PART

LIGHTING 91636VITCH6 VITICCIO CHAND 6 FT CHAIN
     GREY SILVER 6 FT CHAIN

A PT-VITICCI PART

LIGHTING 91636VITCN VITICCIO CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-VITICCI PART

LIGHTING 91636VITCR VITICCIO CHAND CRYSTAL
     CRYSTAL STRAND W/ DROP

A PT-VITICCI PART

LIGHTING 91636VITF VITICCIO CHAND FINIAL
     CRYSTAL FINIAL

A PT-VITICCI PART

PARTS INVENTORY



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

In order to adjust the chandelier position, if needed, turn 
canopy collar loop until the chandelier settles in the 
desired position.

VITICCIO 52"RECT.CHANDELIER 
LINEAR NEW GREY W/SILVER 
#66636H592 
 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace chain (N) insert wire clip  into the hole on 
the iron frame. Twist the wire to close the loop and 
secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 15 X 25W
type of socket: E12

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

In order to adjust the chandelier position, if needed, turn 
canopy collar loop until the chandelier settles in the 
desired position.

VITICCIO SILVER 71'' RECT 
CHANDELIER 
#66636H407 
 
 
 
 

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace chain (N) insert wire clip  into the hole on 
the iron frame. Twist the wire to close the loop and 
secure it in place.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 15 X 25W
type of socket: E12

N
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VITICCIO SILVER DOUBLE 
SCONCE  
#66636H406 
 
 
(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 6 x 40 W 
type of socket: E12 
 

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

- To replace chain (N) insert wire clip  into the hole on the 
iron frame. Twist the wire to close the loop and secure it in 
place.

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

N





 



parts enclosed: important safety instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

VIVIENNE CHANDELIER
652036H0268

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the ornaments (M) / (N) / (O) in the right places
according to the illustration.
11. Install the bulbs on the sockets.
12. Installation is complete, turn on power at fuse or circuit
breaker.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 12" BRASS CONE PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 12" BRONZE CONE PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
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A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)
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(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659
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A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 12" WHITE CONE PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).
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(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659
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A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 22" BRASS CONE PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A
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A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 22" BRONZE CONE PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 24" BRASS DOME PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 24" BRONZE DOME PENDANT



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 24" WHITE DOME PENDANT



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

01/02Page  01/02

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

L. Shade (4)

ARNO WHITE 4-LT CHANDELIER

4x40W

4

ARNO BLACK 4-LT CHANDELIERWATLEY BRASS 24" DRUM PENDANT

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

1. Attach the mounting plate (B) to the ceiling outlet box using the 
enclosed mounting screws (C) and tighten with a screwdriver. 
The green ground screw (D) should face the floor.
2. Remove the threaded tube (G) from the screw collar with loop
(H) screw the threaded tube (G) into the mounting plate (B) fully.
3. Place the canopy (F) over the screw collar with loop (H) and 
screw into the threaded tube (G). Adjust the threaded tube (G) so
that 1/4" of threading on the screw collar with loop (H) extends
beyond the canopy (F).
4. Remove the canopy (F) and screw collar with loop (H) from the 
threaded tube (G). Fix the threaded tube (G) by tightening the
hex nut (E) to sit flush against the mounting plate (B).
5. Thread the screw collar with loop (H) back into the threaded 
tube (G). Install canopy (F) by tightening the lock ring (I) on the
screw collar with loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN
 YOUR HOME BE PROPERLY GROUNDED

6. Open removable link (J) to attach chain (K) to the screw collar 
with loop (H). Open second removable link (J) to attach fixture to 
the chain (K). Adjust chain (K) length if necessary.
7. Unscrew the lock ring (I) and canopy (F) to slide down the
chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures 
wires. The neutral fixture wire is white. the hot fixture wire is 
black. the ground wire is green.
9. Gently pull the wiring down from the ceiling junction box and 
allow it to hang.
10. Attach the ground wire from the fixture to the ground junction 
box wire from the ceiling box (usually green) using a wire
connector (A) and wrap the connection with electrical tape. Be 
sure that no wire strands are exposed. If your ceiling box does
not have a ground wire, insert the green ground screw (D) into 
the mounting plate (B) facing down, and wrap the fixture's ground
wire around the ground screw.
11. Connect the neutral fixture wire to the neutral junction box
wire. Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape. Be sure that no wire strands are
 junction box wire. Fasten each together with a wire connector (A)
and wrap the connection with electrical tape.

IT IS IMPRERATIVE THAT THE OUTLET BOX IN 
YOUR HOME BE PROPERLY GROUNDED

WATLEY BRASS 24" DRUM PENDANT

H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

663507H593 - WATLEY BRASS 24" DRUM PENDANT



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.

Page  02/02

12. Connect the hot fixture wire to the hot junction box wire. 
Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape.

DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE 
COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling 
junction box. cover the ceiling junction box with the canopy (F)
then lock with the lock ring (I).
14. Insert bulb A-19 Do Not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" BRASS DOME PENDANT

UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" BRASS DOME PENDANT

UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" BRONZE DOME PENDANT
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UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
    electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential damage
    and scratches to the shade.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)

9

OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" BRONZE DOME PENDANT

31
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UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
    electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential damage
    and scratches to the shade.



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

01/02Page  01/02

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

L. Shade (4)

ARNO WHITE 4-LT CHANDELIER

4x40W

4

ARNO BLACK 4-LT CHANDELIERWATLEY BRASS 24" DRUM PENDANT

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

1. Attach the mounting plate (B) to the ceiling outlet box using the 
enclosed mounting screws (C) and tighten with a screwdriver. 
The green ground screw (D) should face the floor.
2. Remove the threaded tube (G) from the screw collar with loop
(H) screw the threaded tube (G) into the mounting plate (B) fully.
3. Place the canopy (F) over the screw collar with loop (H) and 
screw into the threaded tube (G). Adjust the threaded tube (G) so
that 1/4" of threading on the screw collar with loop (H) extends
beyond the canopy (F).
4. Remove the canopy (F) and screw collar with loop (H) from the 
threaded tube (G). Fix the threaded tube (G) by tightening the
hex nut (E) to sit flush against the mounting plate (B).
5. Thread the screw collar with loop (H) back into the threaded 
tube (G). Install canopy (F) by tightening the lock ring (I) on the
screw collar with loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN
 YOUR HOME BE PROPERLY GROUNDED

6. Open removable link (J) to attach chain (K) to the screw collar 
with loop (H). Open second removable link (J) to attach fixture to 
the chain (K). Adjust chain (K) length if necessary.
7. Unscrew the lock ring (I) and canopy (F) to slide down the
chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures 
wires. The neutral fixture wire is white. the hot fixture wire is 
black. the ground wire is green.
9. Gently pull the wiring down from the ceiling junction box and 
allow it to hang.
10. Attach the ground wire from the fixture to the ground junction 
box wire from the ceiling box (usually green) using a wire
connector (A) and wrap the connection with electrical tape. Be 
sure that no wire strands are exposed. If your ceiling box does
not have a ground wire, insert the green ground screw (D) into 
the mounting plate (B) facing down, and wrap the fixture's ground
wire around the ground screw.
11. Connect the neutral fixture wire to the neutral junction box
wire. Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape. Be sure that no wire strands are
 junction box wire. Fasten each together with a wire connector (A)
and wrap the connection with electrical tape.

IT IS IMPRERATIVE THAT THE OUTLET BOX IN 
YOUR HOME BE PROPERLY GROUNDED

WATLEY BRASS 24" DRUM PENDANT

H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

663507H594 - WATLEY BRONZE 24" DRUM PENDANT



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.
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12. Connect the hot fixture wire to the hot junction box wire. 
Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape.

DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE 
COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling 
junction box. cover the ceiling junction box with the canopy (F)
then lock with the lock ring (I).
14. Insert bulb A-19 Do Not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.



ARNO WHITE 3-LT CHANDELIER

parts enclosed:
important safety instructions:

warnings:

to assemble:

01/02Page  01/02

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR 
HOME BE PROPERLY GROUNDED

,

A. Wire connectors (2)
B. Mounting plate (1)
C. Mounting screw (2)
D. Green ground screw (1)
E. Hex nut (1)
F. Canopy (1)
G. Threaded tube (5)
H. Screw collar (1)
I. Lock ring (1)
J. Hanging tube (5)
    6" - (1)
  12" - (3)
  18" - (1)
K. Fixture body (1)
L. Shade (3)

parts enclosed:

ARNO BLACK 3-LT CHANDELIER

L. Shade (4)

ARNO WHITE 4-LT CHANDELIER

4x40W

4

ARNO BLACK 4-LT CHANDELIERWATLEY BRASS 24" DRUM PENDANT

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

1. Attach the mounting plate (B) to the ceiling outlet box using the 
enclosed mounting screws (C) and tighten with a screwdriver. 
The green ground screw (D) should face the floor.
2. Remove the threaded tube (G) from the screw collar with loop
(H) screw the threaded tube (G) into the mounting plate (B) fully.
3. Place the canopy (F) over the screw collar with loop (H) and 
screw into the threaded tube (G). Adjust the threaded tube (G) so
that 1/4" of threading on the screw collar with loop (H) extends
beyond the canopy (F).
4. Remove the canopy (F) and screw collar with loop (H) from the 
threaded tube (G). Fix the threaded tube (G) by tightening the
hex nut (E) to sit flush against the mounting plate (B).
5. Thread the screw collar with loop (H) back into the threaded 
tube (G). Install canopy (F) by tightening the lock ring (I) on the
screw collar with loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN
 YOUR HOME BE PROPERLY GROUNDED

6. Open removable link (J) to attach chain (K) to the screw collar 
with loop (H). Open second removable link (J) to attach fixture to 
the chain (K). Adjust chain (K) length if necessary.
7. Unscrew the lock ring (I) and canopy (F) to slide down the
chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures 
wires. The neutral fixture wire is white. the hot fixture wire is 
black. the ground wire is green.
9. Gently pull the wiring down from the ceiling junction box and 
allow it to hang.
10. Attach the ground wire from the fixture to the ground junction 
box wire from the ceiling box (usually green) using a wire
connector (A) and wrap the connection with electrical tape. Be 
sure that no wire strands are exposed. If your ceiling box does
not have a ground wire, insert the green ground screw (D) into 
the mounting plate (B) facing down, and wrap the fixture's ground
wire around the ground screw.
11. Connect the neutral fixture wire to the neutral junction box
wire. Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape. Be sure that no wire strands are
 junction box wire. Fasten each together with a wire connector (A)
and wrap the connection with electrical tape.

IT IS IMPRERATIVE THAT THE OUTLET BOX IN 
YOUR HOME BE PROPERLY GROUNDED

WATLEY BRASS 24" DRUM PENDANT

H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

663507H595 - WATLEY WHITE 24" DRUM PENDANT



DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE COMPROMISED

14. After all connection are make, tuck all wiring into the ceiling 
junction box. Cover the ceiling junction box with the canopy (F),
then lock with the lock ring (I).
15. Insert bulb A19 Do Not exceed specified wattage.
16. Restore power to the outlet box and check operation of 
fixture.

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft, 
lint free cloth.

Page  02/02

12. Connect the hot fixture wire to the hot junction box wire. 
Fasten each together with a wire connector (A) and wrap the 
connection with electrical tape.

DO NOT REVERSE THE HOT AND NEUTRAL 
CONNECTIONS OR SAFETY WILL BE 
COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling 
junction box. cover the ceiling junction box with the canopy (F)
then lock with the lock ring (I).
14. Insert bulb A-19 Do Not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" WHITE DOME PENDANT

UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main fuse
    box or circuit breaker. Check to make sure all parts are included. If any part
    is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and  local 
    electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential damage
    and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade.



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

LIBRARIO TASK LAMP

A. Harp (1)
B. Finial (1)
C. Shade (1)

(E)

C D
C

C
C

C CD

(B)

(C)

A. Finial (1)
B. Hapr (1)
A. Finial (1)
B. Shade (1)
C. Harp (1)

4. Unscrew finial (A) place shade (B) on harp (C) and tighten
    finial (A) to harp (C).

(B)

(C)

(D)

(A)
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OMBRA WHITE TABLE LAMP

(C)

3.

4.(C)

(A)

(B)

OMBRA NATURAL TABLE LAMPWATLEY 22" WHITE CONE PENDANT

E491659

A

B
C

D

E F
G

HI

J

K

A. Wire Connectors (2)
B. Mounting Plate (1)
C. Mounting Screws (2)
D. Green Ground Screw (1)
E. Hex Nut (1)
F. Canopy (1)
G. Threaded Tube (1)
H. Screw Collar With Loop (1)
I. Lock Ring (1)
J. Removable Link (2)
K. Chain (1)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to 
    follow the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. 
    If any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local 
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

ASSEMBLY & INSTALLATION:
        SHUT OFF THE MAIN ELECTRICAL SUPPLY FROM 
        THE FUSE BOX OR CIRCUIT BREAKER PANEL

For your safety and convenience, assembly by two people is recommended.

1. Attach the Mounting Plate (B) to the ceiling outlet box using the enclosed
    Mounting Screws (C) and tighten with a screwdriver. The Green Ground
    Screw (D) should face the floor.
2. Remove the Threaded Tube (G) from the Screw Collar with Loop (H).
    Screw the Threaded Tube (G) into the Mounting Plate (B) fully.
3. Place the Canopy (F) over the Screw Collar with Loop (H) and screw into
    the Threaded Tube (G). Adjust the Threaded Tube (G) so that 1/4” of 
    threading on the Screw Collar with Loop (H) extends beyond the Canopy(F).
4. Remove the Canopy (F) and Screw Collar with Loop (H) from the Threaded
    Tube (G). Fix the Threaded Tube (G) by tightening the Hex Nut (E) to sit 
    flush against the Mounting Plate (B). 
5. Thread the Screw Collar with Loop (H) back into the Threaded Tube (G).
    Install Canopy (F) by tightening the Lock Ring (I) on the Screw Collar 
    with Loop (H).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

6. Open Removable Link (J) to attach Chain (K) to the Screw Collar with 
    Loop (H). Open second Removable Link (J) to attach fixture to the 
    Chain (K). Adjust Chain (K) length if necessary. 
7. Unscrew the Lock Ring (I) from the Screw Collar with Loop (H). Allow the
    Lock Ring (I) and Canopy (F) to slide down the Chain (K) to the fixture body.
8. Thread wires through fixture. Carefully inspect the fixtures wires.
    The neutral fixture wire is white. The hot fixture wire is black. The ground
    wire is green.
9. Gently pull the wiring down from the ceiling junction box and allow it to hang.
10. Attach the ground wire from the fixture to the ground junction box wire 
     from the ceiling box (usually green) using a Wire Connector (A) and wrap 
     the connection with electrical tape. Be sure that no wire strands are
     exposed. If your ceiling box does not have a ground wire, insert the Green
     Ground Screw (D) into the Mounting Plate (B) facing down, and wrap the 
     fixture’s ground wire around the ground screw. 
11. Connect the neutral fixture wire to the neutral junction box wire. Fasten
      each together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.
12. Connect the hot fixture wire to the hot junction box wire. Fasten each
      together with a Wire Connector (A) and wrap the connection with 
      electrical tape. Be sure that no wire strands are exposed.DO NOT REVERSE THE HOT AND NEUTRAL 

CONNECTIONS OR SAFETY WILL BE COMPROMISED
13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

IT IS IMPERATIVE THAT THE OUTLET BOX IN YOUR
HOME BE PROPERLY GROUNDED

DO NOT REVERSE THE HOT AND NEUTRAL
CONNECTIONS OR SAFETY WILL BE COMPROMISED

13. After all connection are made, tuck all wiring into the ceiling junction box.
     Cover the ceiling junction box with the Canopy (F), then lock with the 
     Lock Ring (I).

14. Insert Bulb A19 Do not exceed specified wattage.
15. Restore power to the outlet box and check operation of fixture.

CARE INSTRUCTIONS:
Do not polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

IMPORTANT SAFETY INSTRUCTIONS:

1. To avoid the risk of fire, do not exceed the recommended wattage for this 
     fixture.

UL NO: E491659 UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W 
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:

1. Hardwiring carries a risk of electric shock or electrocution. Failure to follow
    the instructions below could lead to severe injury or death.
2. Before hardwiring your lamp, shut off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If 
    any part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.

PARTS ENCLOSED:

WATLEY 36" WHITE DOME PENDANT

UL NO:E491659 UL RATING: DRY, MAX BULB WATTAGE: 60W
CONVERSION TO MAX LED WATTAGE: 12W
BULB: 1 X A-19 (NOT INCLUDED)

WARNINGS:
1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main fuse
    box or circuit breaker. Check to make sure all parts are included. If any part
    is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and  local 
    electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. “Please don’t remove chain packaging until installed due to potential damage
    and scratches to the shade”.

1. Hardwiring carries a risk of electric shock or electrocution. Failure 
    to follow the instructions below could lead to severe injury death.
2. Before hardwiring your lamp, shot off the electrical supply from the main
    fuse box or circuit breaker. Check to make sure all parts are included. If any
    part is broken or missing, do not attempt to install the fixture.
3. All electrical wiring must be in accordance with national, state, and local
   electrical codes. If you are unfamiliar with wiring, use a licensed electrician.
4. Please don’t remove chain packaging until installed due to potential 
    damage and scratches to the shade.





Super
Category

Product ID Description Stat Collection Route

LIGHTING 912012WPCH WOODEN PRISM 12 FT CHAIN
     12 FT ANTQ BRONZE CHAIN

A PT-WDPRISM PART

LIGHTING 912012WPCH6 WOODEN PRISM 6 FT CHAIN
     6 FT ANTQ BRONZE CHAIN

A PT-WDPRISM PART

LIGHTING 912012WPSL WOODEN PRISM CANDLE SLEEVE
     ANTQ BRONZE CANDLE COVER

A PT-WDPRISM PART

LIGHTING 912012WPCN WOODEN PRISM CANOPY
     CANOPY W/ HARDWARE

A PT-WDPRISM PART

PARTS INVENTORY



M







Super
Category

Product ID Description Stat Collection Route

LIGHTING 917198L137SH ABBOTT FLOOR LAMP SHADE REPL
     LINEN/COTTON SHADE REPLACEMENT

A PT-ABBOTT

LIGHTING 917198L136F ABBOTT TABLE LAMP FINIAL
     REPLACEMENT PART

A PT-ABBOTT PART

LIGHTING 917198L136H ABBOTT TABLE LAMP HARP
     REPLACEMENT PART

A PT-ABBOTT PART

LIGHTING 911989L0560F ADRANO TABLE LAMP FINIAL
     BRUSHED NICKEL FINIAL

A PT-ADRANO PART

LIGHTING 911989L0560H ADRANO TABLE LAMP HARP
     NICKEL HARP

A PT-ADRANO PART

LIGHTING 91AMORCCH2 AMOROSO CAROUSEL 12 FT CHAIN
     12 FT CHAIN

A PT-AMOROSO PART

LIGHTING 91AMORCCH62 AMOROSO CAROUSEL 6 FT CHAIN
     6 FT CHAIN

A PT-AMOROSO PART

LIGHTING 91AMORCCN2 AMOROSO CAROUSEL CANOPY
     CANOPY & HARDWARE

A PT-AMOROSO PART

LIGHTING 91AMORCQLS2 AMOROSO CAROUSEL QUICK LINKS
     SET OF 2 QUICK LINKS

T PT-AMOROSO PART

LIGHTING 91AMORCRYS AMOROSO REPLACEMENT CRYSTAL
     5" DIAM. CRYSTAL

A PT-AMOROSO PART

LIGHTING 91AMORCCH DO NOT USE
     DO NOT USE

A PT-AMOROSO

LIGHTING 91AMORCCH6 DO NOT USE
     DO NOT USE

A PT-AMOROSO

LIGHTING 91AMORCCN DO NOT USE
     DO NOT USE

A PT-AMOROSO

LIGHTING 91AMORCQLS DO NOT USE
     DO NOT USE

A PT-AMOROSO

LIGHTING 912036ANACRB ANABELLA BALL W/ STRAND
     GLASS BALL CRYSTAL W/ STRAND

A PT-ANABELL PART

LIGHTING 91ANABELFIN ANABELLA BRS TOP LAMP FINIAL
     BRASS FINIAL FOR TL/FL

A PT-ANABELL PART

LIGHTING 91ANABFLTF ANABELLA GLASS PIECE FINIAL
     GLASS SPHERE FINIAL TL/FL

A PT-ANABELL PART

LIGHTING 912036ANACH ANABELLA GOLD 12 FT CHAIN
     .16" X 12 FT GOLD CHAIN

A PT-ANABELL PART

LIGHTING 912036ANACH6 ANABELLA GOLD 6 FT CHAIN
     .16" X 6 FT GOLD CHAIN

A PT-ANABELL PART

LIGHTING 912036H340CN ANABELLA GOLD RECT CANOPY
     RECT CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACN ANABELLA GOLD ROUND CANOPY
     GOLD CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACRL ANABELLA LG CRYSTAL
     LARGE 3" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANALGT ANABELLA LG TEARDROP
     LG GLASS TEARDROP CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANACRM ANABELLA MD CRYSTAL
     MEDIUM 2.5" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036NIKCH ANABELLA NICKEL 12 FT CHAIN
     .16" X 12 FT NICKEL CHAIN

A PT-ANABELL PART

LIGHTING 912036NIKCH6 ANABELLA NICKEL 6 FT CHAIN
     .16" X 6 FT NICKEL CHAIN

A PT-ANABELL PART

LIGHTING 912036H369CN ANABELLA NICKEL RECT CANOPY
     NICKEL RECT CANOPY W/ HRDWR

A PT-ANABELL PART

LIGHTING 912036NIKCN ANABELLA NICKEL ROUND CANOPY
     NICKEL CANOPY W/ HARDWARE

A PT-ANABELL PART

LIGHTING 912036ANACL ANABELLA S/10 BRNZ CLIPS
     SET OF 10 CLIPS

A PT-ANABELL PART

LIGHTING 912036ANACRS ANABELLA SM CRYSTAL
     SMALL 2" GLASS CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANASMT ANABELLA SM TEARDROP
     SM GLASS TEARDROP CRYSTAL

A PT-ANABELL PART

LIGHTING 912036ANAF ANABELLA TABLE LAMP FINIAL
     GLASS FINIAL

A PT-ANABELL PART

LIGHTING 91ANATLTDB ANABELLA TL TEARDROP CRYSTALS
     BOX OF CRYSTALS FOR ANA TL

A PT-ANABELL PART



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91ANDARCH ANDALUCIA 12 FT CHAIN
     0.16 X 12 FT SILVER FOIL CHAIN

A PT-ANDALUC PART

LIGHTING 91ANDALCH ANDALUCIA 3-TIER 12 FT CHAIN
     0.2 X 12 FT SILVER FOIL CHAIN

A PT-ANDALUC PART

LIGHTING 91ANDALCH6 ANDALUCIA 3-TIER 6 FT CHAIN
     0.2 X 6 FT SILVER FOIL CHAIN

A PT-ANDALUC PART

LIGHTING 91ANDALUCAN ANDALUCIA 3-TIER CANOPY
     4.73" CANOPY W/ MTG HRDWR

T PT-ANDALUC PART

LIGHTING 91ANDARCH6 ANDALUCIA 6 FT CHAIN
     0.16 X 6 FT SILVER FOIL CHAIN

A PT-ANDALUC PART

LIGHTING 91ANDALCHOOK ANDALUCIA CHAND C HOOK
     C HOOK ATTACHMENT UNIV.

A PT-ANDALUC PART

LIGHTING 912036H105S ANDALUCIA RECT CANOPY SCREWS
     S/5 ANTQ SILVER SCREW REPL

A PT-ANDALUC PART

LIGHTING 91ANDRCTCRC ANDALUCIA RECT CLEAR CRYSTAL
     9.45" CLEAR CRYSTAL W/RING

A PT-ANDALUC PART

LIGHTING 91ANDRCTCRS ANDALUCIA RECT SILVER CRYSTAL
     9.45" IRON CRYSTAL W/RING

A PT-ANDALUC PART

LIGHTING 91ANDRDCRC ANDALUCIA ROUND CLEAR CRYSTAL
     11.82" CLEAR CRYSTAL W/RING

A PT-ANDALUC PART

LIGHTING 91ANDRDCRS ANDALUCIA ROUND SILVER CRYSTAL
     11.82" IRON CRYSTAL W/RING

A PT-ANDALUC PART

LIGHTING 9110031H17CH ANDREAS CHAND 12 FT CHAIN
     12 FT BRONZE CHAIN

A PT-ANDREAS PART

LIGHTING 9110031H17P12 ANDREAS CHAND 12" ROD
     12" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17P18 ANDREAS CHAND 18" ROD
     18" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17CH6 ANDREAS CHAND 6 FT CHAIN
     6 FT BRONZE CHAIN

A PT-ANDREAS PART

LIGHTING 9110031H17P6 ANDREAS CHAND 6" ROD
     6" BRONZE ROD

A PT-ANDREAS PART

LIGHTING 9110031H17G ANDREAS CHAND GLASS TUBE
     2.4" GLASS TUBE REPLACEMENT

A PT-ANDREAS PART

LIGHTING 9110031H20CN ANDREAS CHAND RECT CANOPY
     10X4.5 RECT CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H17CN ANDREAS CHAND ROUND CANOPY
     9.9" DIAM CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H21CN ANDREAS PENDANT CANOPY
     5" DIAM CANOPY W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 9110031H21G ANDREAS PENDANT GLASS TUBE
     3.5" GLASS TUBE REPLACEMENT

A PT-ANDREAS PART

LIGHTING 9110031H21MP ANDREAS SCONCE HARDWARE
     MOUNTING PLATE W/ HARDWARE

A PT-ANDREAS PART

LIGHTING 911989ANDF ANDROMEDA TABLE LAMP FINIAL
     NICKEL FINIAL

A PT-ANDROME PART

LIGHTING 91594L040CH ANKARA PENDANT 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-ANKARA PART

LIGHTING 91594L040CH6 ANKARA PENDANT 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-ANKARA PART

LIGHTING 91594L040CN ANKARA PENDANT CANOPY
     CANOPY W/ HARDWARE

A PT-ANKARA PART

LIGHTING 91ANKARSCR ANKARA S/3 NUTS
     SET OF 3 NUTS

T PT-ANKARA PART

LIGHTING 91230L360F ANTOINETTE TABLE LAMP FINIAL
     ANTQ BRASS FINIAL

A PT-ANTOINT PART

LIGHTING 91230L360H ANTOINETTE TABLE LAMP HARP
     8" ANTQ BRASS HARP

A PT-ANTOINT PART

LIGHTING 91230L360SH ANTOINETTE TABLE LAMP SHADE
     ANTQ BEIGE SHADE REPLACEMENT

A PT-ANTOINT

LIGHTING 91APOLRDBR15 APOLLO BRASS 15" EXT ROD
     BRASS 15" ROD

A PT-APOLLO PART

LIGHTING 91APOLRDBR8 APOLLO BRASS 8" EXT ROD
     BRASS 8" ROD

A PT-APOLLO PART

LIGHTING 91APOLRDBZ15 APOLLO BRONZE 15" EXT ROD
     BRONZE 15" ROD

A PT-APOLLO PART



Super
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LIGHTING 91APOLRDBZ8 APOLLO BRONZE 8" EXT ROD
     BRONZE 8" ROD

A PT-APOLLO PART

LIGHTING 912036H128R2 APOLLO CHAND 15.75" ROD
     HANGING ROD 15.75

A PT-APOLLO PART

LIGHTING 912036ROD1 APOLLO CHAND 7.9" ROD
     HANGING ROD 7.9

A PT-APOLLO PART

LIGHTING 912036G9BULB APOLLO CHAND DIM G9 BULB
     DIMMABLE G9 2W LED BULB

A PT-APOLLO PART

LIGHTING 912036H128C APOLLO CHAND SLOPE CONNECTOR
     CONNECTING HARDWARE FOR SLOPE

A PT-APOLLO PART

LIGHTING 912036H128CN APOLLO CHANDELIER CANOPY
     CANOPY WITH HARDWARE

A PT-APOLLO PART

LIGHTING 912036H128S APOLLO CHANDELIER GLASS SHADE
     ROUND GLASS SHADE

A PT-APOLLO

LIGHTING 912036H128B APOLLO CHANDELIER LED BULB
     G9 2W LED BULB

T PT-APOLLO PART

LIGHTING 912036L214D ARC FLOOR LAMP DIFFUSER
     19.7" ACRYLIC DIFFUSER

A PT-ARC PART

LIGHTING 912036L214F ARC FLR LAMP GLASS FINIAL BRNZ
     1.6" GLASS FINIAL BRONZE

A PT-ARC PART

LIGHTING 912036L216F ARC FLR LAMP GLASS FINIAL BRS
     1.6" GLASS FINIAL BRASS

A PT-ARC PART

LIGHTING 912036114D ARC LAMP DIFFUSER REPLACEMENT
     ACRYLIC DIFFUSER

D PT-ARC PART

LIGHTING 913507L054F ARDEA FLOOR LAMP FINIAL
     FINIAL

A PT-ARDEA PART

LIGHTING 913507L054H ARDEA FLOOR LAMP HARP
     HARP

A PT-ARDEA PART

LIGHTING 913507L055F ARDEA TABLE LAMP FINIAL
     FINIAL

A PT-ARDEA PART

LIGHTING 913507L055H ARDEA TABLE LAMP HARP
     HARP

A PT-ARDEA PART

LIGHTING 91ARROWSHD ARROW GLASS SHADE
     GLASS SHADE

T PT-ARROW

LIGHTING 91ATWOODCH3 ATWOOD 3 FT. CHAIN
     3 FT. CHAIN

A PT-ATWOOD PART

LIGHTING 91AUBREYCAN AUBREY 12.5" RND SVR CANOPY
     12.5" DIA CANOPY

T PT-AUBREY PART

LIGHTING 91636H206CN AUBREY 14.5 CM RUST CANOPY
     RUST FINISH CANOPY W/ HARDWARE

A PT-AUBREY PART

LIGHTING 91636H65CN AUBREY 14.5 CM SILVER CANOPY
     GREY SILV CANOPY W/ HDWR

A PT-AUBREY PART

LIGHTING 91AUBREYCANO AUBREY 14.5" RND BRZ CANOPY
     14.5" DIA CANOPY

T PT-AUBREY PART

LIGHTING 91636H359CN AUBREY 16.5 CM RUST OVL CANOPY
     RUST OVAL CANOPY W/ HARDWARE

A PT-AUBREY PART

LIGHTING 91636H74CN AUBREY 16.5CM OVAL SLVR CANOPY
     GREY SILV OVAL CANOPY W/ HDWR

A PT-AUBREY PART

LIGHTING 91636H65CH AUBREY 4 MM 12' SILVER CHAIN
     4 MM X 3.7 MT GREY SILV CHAIN

A PT-AUBREY PART

LIGHTING 91636H65CH6 AUBREY 4 MM 6' SILVER CHAIN
     4 MM X 1.8 MT GREY SILV CHAIN

A PT-AUBREY PART

LIGHTING 91636H206CH AUBREY 4 MM RUST 12' CHAIN
     4 MM X 3.7 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H206CH6 AUBREY 4 MM RUST 6' CHAIN
     4 MM X 1.8 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H71CH AUBREY 5 MM 12' SILVER CHAIN
     5 MM X 3.7 MT GREY SILV CHAIN

A PT-AUBREY PART

LIGHTING 91636H71CH6 AUBREY 5 MM 6' SILVER CHAIN
     5 MM X 1.8 MT GREY SILV CHAIN

A PT-AUBREY PART

LIGHTING 91636H361CH AUBREY 5 MM RUST 12' CHAIN
     5 MM X 3.7 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H361CH6 AUBREY 5 MM RUST 6' CHAIN
     5 MM X 1.8 MT RUST FINSH CHAIN

A PT-AUBREY PART

LIGHTING 91636H206F AUBREY CHANDELIER GLASS FINIAL
     40 MM GLASS CHAND FINIAL

A PT-AUBREY PART
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LIGHTING 91636L434F AUBREY FLOOR LAMP GLASS FINIAL
     40 MM GLASS LAMP FINIAL

A PT-AUBREY PART

LIGHTING 91636L0434CL AUBREY GOLD CLIPS S/10
     SET OF 10-ATTACH ROD TO FRAME

A PT-AUBREY PART

LIGHTING 91636H206CRL AUBREY LARGE CRYSTAL W/ ROD
     40 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H203L AUBREY LRG CRYSTAL W/ BRZ ROD
     40 MM GLASS W/ BRZ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRL AUBREY LRG CRYSTAL W/ SLVR ROD
     40 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H203M AUBREY MED CRYSTAL W/ BRZ ROD
     30 MM GLASS W/ BRZ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRM AUBREY MED CRYSTAL W/ SLVR ROD
     30 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H206CRM AUBREY MEDIUM CRYSTAL W/ ROD
     30 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91AUBRSBP AUBREY RUST SCONCE BACK PLATE
     BACK PLATE/ HARDWARE

A PT-AUBREY PART

LIGHTING 91636H65CL AUBREY SILVER CLIPS S/10
     SET OF 10-ATTACH ROD TO FRAME

A PT-AUBREY PART

LIGHTING 91636H206CRS AUBREY SMALL CRYSTAL W/ ROD
     20 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91636H203S AUBREY SML CRYSTAL W/ BRZ ROD
     20 MM GLASS W/ BRZ ROD

A PT-AUBREY PART

LIGHTING 91636H65CRS AUBREY SML CRYSTAL W/ SLVR ROD
     20 MM GLASS SPHERE W/ ROD

A PT-AUBREY PART

LIGHTING 91230L428F AVALON TABLE LAMP FINIAL
     POLISHED NICKEL FINIAL

A PT-AVALON PART

LIGHTING 91230L428H AVALON TABLE LAMP HARP
     10" POLISHED NICKEL HARP

A PT-AVALON PART

LIGHTING 91230L428SH AVALON TABLE LAMP SHADE
     IVORY SHADE REPLACEMENT

D PT-AVALON

LIGHTING 91230L429F BALOR TABLE LAMP FINIAL
     CLEAR + BRASS HARP

A PT-BALOR PART

LIGHTING 91230L429H BALOR TABLE LAMP HARP
     8.5" BRASS HARP

A PT-BALOR PART

LIGHTING 91230L429SH BALOR TABLE LAMP SHADE
     BLACK SHADE REPLACEMENT

A PT-BALOR

LIGHTING 91BAUCLSHCLR BAUER CLOCHE CLR SHADE
     GLASS SHADE

A PT-BAUER PART

LIGHTING 912036BDLB BEADED LAMP LARGE BEAD
     .59" GREY BEAD W/ GOLD

A PT-BEADED PART

LIGHTING 912036BDS BEADED LAMP SCREW
     BLACK SCREW FOR BEADS

A PT-BEADED PART

LIGHTING 912036BDSB BEADED LAMP SMALL BEAD
     .32" GREY BEAD W/ GOLD

A PT-BEADED PART

LIGHTING 91594L572F BELVEDERE TABLE LAMP FINIAL
     ANTIQUE BRASS FINIAL

A PT-BELVEDE PART

LIGHTING 91594L572H BELVEDERE TABLE LAMP HARP
     BRASS HARP

A PT-BELVEDE PART

LIGHTING 91636H358CN BONITA 12.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-BONITA PART

LIGHTING 91636H155CN BONITA 14.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-BONITA PART

LIGHTING 91636H358CH BONITA 3 MM 12 FT CHAIN
     3 MM X 3.7 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636H358CH6 BONITA 3 MM 6 FT CHAIN
     3 MM X 1.8 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636H155CH BONITA 5 MM 12 FT CHAIN
     5 MM X 3.7 MT SILV CLAY CHAIN

A PT-BONITA PART

LIGHTING 91636H155CH6 BONITA 5 MM 6 FT CHAIN
     5 MM X 1.8 MT SLVR CLY CHAIN

A PT-BONITA PART

LIGHTING 91636H155CC BONITA CHANDELIER CANDLE COVER
     SHORT METAL SILVER/CLAY SLEEVE

A PT-BONITA PART

LIGHTING 91636BONCRL BONITA LARGE CRYSTAL
     150 MM GLASS CRYSTAL W/ SILVER

A PT-BONITA PART
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LIGHTING 91636H110CC BONITA SILVER CANDLE COVER
     IVORY SILVER CANDLE COVER

A PT-BONITA PART

LIGHTING 91636H110CH BONITA SILVER CHAND 12 FT CHN
     12FT IVORY SILV FINISH CHN 5MM

A PT-BONITA PART

LIGHTING 91636H110CH6 BONITA SILVER CHAND 6 FT CHAIN
     6 FT IVORY SILV FINISH CHN 5MM

A PT-BONITA PART

LIGHTING 91636H110CN BONITA SILVER CHAND CANOPY
     IVORY SILVER LG CANOPY W/ HRDW

A PT-BONITA PART

LIGHTING 91636BONCRS BONITA SMALL CRYSTAL
     80 MM GLASS CRYSTAL W/ SILVER

A PT-BONITA PART

LIGHTING 91CANCLCRL CANCELLO PRISM CRYSTAL LARGE
     100 MM CRYSTAL W/CLIP

A PT-CANCELL PART

LIGHTING 91CABCLCRS CANCELLO PRISM CRYSTAL SMALL
     65 MM CRYSTAL W/CLIP

A PT-CANCELL PART

LIGHTING 912036H118CH CAPIZ CHANDELIER 12 FT CHAIN
     .16" X 12 FT HANGING CHAIN

A PT-CAPIZ PART

LIGHTING 912036H118C6 CAPIZ CHANDELIER 6 FT CHAIN
     .16" X 6 FT HANGING CHAIN

A PT-CAPIZ PART

LIGHTING 912036H118CL CAPIZ CHANDELIER BRONZE CLIP
     BRONZE CLIP TO HANG SEA SHELL

A PT-CAPIZ PART

LIGHTING 912036H118CN CAPIZ CHANDELIER CANOPY
     ANTIQUE SILVER CANOPY

A PT-CAPIZ PART

LIGHTING 912036H118R CAPIZ CHANDELIER S/10 RING
     SET OF 10 RINGS TO LINK SHELLS

A PT-CAPIZ PART

LIGHTING 912036H118S1 CAPIZ CHANDELIER SEA SHELL 1
     ROUND HANGING SHELL 8"H X 2"W

A PT-CAPIZ PART

LIGHTING 912036H118S2 CAPIZ CHANDELIER SEA SHELL 2
     ROUND HANGING SHELL 16.5"HX2"W

A PT-CAPIZ PART

LIGHTING 912036H118S3 CAPIZ CHANDELIER SEA SHELL 3
     ROUND HANGING SHELL 25"H X 2"W

A PT-CAPIZ PART

LIGHTING 91954L108F CARLISLE TABLE LAMP FINIAL
     1.5" ANTQ BRASS FINIAL

D PT-CARLISL PART

LIGHTING 91954L108H CARLISLE TABLE LAMP HARP
     7" ANTQ BRASS HARP

D PT-CARLISL PART

LIGHTING 91594L403CH CARRAWAY CHAND 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-CARRAWA PART

LIGHTING 91594L403CH6 CARRAWAY CHAND 6 FT CHAIN
     6 FT HANGING CHAIN

A PT-CARRAWA PART

LIGHTING 91594L403CL CARRAWAY CHAND S/50 CLIPS
     SET OF 50 HANGING CLIPS

A PT-CARRAWA PART

LIGHTING 91594L403CN CARRAWAY CHANDELIER CANOPY
     CANOPY W/ HARDWARE

A PT-CARRAWA PART

LIGHTING 91594L439RG CARSON FLOOR LAMP LOCK RING
     SHADE LOCK RING

D PT-CARSON PART

LIGHTING 912012H064CSS CASCADE 50MM BRZ CANDLE SLEEVE
     ANTQ. BRONZE CANDLE SLEEVE

A PT-CASCADE PART

LIGHTING 912012H064CS CASCADE 70MM BRZ CANDLE SLEEVE
     ANTQ. BRONZE CANDLE SLEEVE

A PT-CASCADE PART

LIGHTING 912012H064CH CASCADE GREY CHAND 12 FT CHAIN
     12 FT RUST HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H064C6 CASCADE GREY CHAND 6 FT CHAIN
     6 FT RUST HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H064CN CASCADE GREY CHAND CANOPY
     RUST CANOPY WITH HARDWARE

A PT-CASCADE PART

LIGHTING 912012H127CH CASCADE IVORY CHAND 12FT CHAIN
     12 FT BLACK HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H127C6 CASCADE IVORY CHAND 6 FT CHAIN
     6 FT BLACK HANGING CHAIN

A PT-CASCADE PART

LIGHTING 912012H127CN CASCADE IVORY CHAND CANOPY
     BLACK CANOPY WITH HARDWARE

A PT-CASCADE PART

LIGHTING 913507L122F CASETI FLOOR LAMP FINIAL
     BRASS FINIAL 2" H

A PT-CASETI PART

LIGHTING 913507L122H CASETI FLOOR LAMP HARP
     BRASS HARP 8" H

A PT-CASETI PART

LIGHTING 913507L123SH CASETI REPLACEMENT SHADE
     LINEN REPLACEMENT SHADE

A PT-CASETI
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LIGHTING 913507L123F CASETI TABLE LAMP FINIAL
     BRASS FINIAL 1" H

A PT-CASETI PART

LIGHTING 913507L123H CASETI TABLE LAMP HARP
     BRASS HARP 7" H

A PT-CASETI PART

LIGHTING 91CELINECHN6 CELINE 6FT CHAIN
     6FT CHAIN

T PT-CELINE PART

LIGHTING 91CELINECC CELINE CANDLE SLEEVE
     CANDLE SLEEVE REPLACEMENT

A PT-CELINE PART

LIGHTING 91CELINECN CELINE CHAND CANOPY
     CANOPY WITH HARDWARE

A PT-CELINE PART

LIGHTING 66636H0257CS 12 LIGHT CANDLE COVER S/12
     1 SET PER BOX/ REPLACEMENT PTS

T PT-CHAND PART

LIGHTING 65636H0257C SET OF 12 CANDLE COVERS 12 LT
     1 SET OF 12 PER BOX

T PT-CHAND PART

LIGHTING 911595L546NT CLARENCE BRZ FLOOR LAMP NUT
     BRASS NUT REPLACEMENT

A PT-CLARENC PART

LIGHTING 911595L546N DO NOT USE A PT-CLARENC

LIGHTING 91636H257CH6 12 LT SLVR 6 FT CHAIN
     5 MM X 1.8 MT SILVER CLAY CHAI

A PT-CLAUDET PART

LIGHTING 91636H257CR CLAUDET 12 LT CRYSTAL
     38 MM DROP CRYSTAL

A PT-CLAUDET PART

LIGHTING 91636H257F CLAUDET 12 LT FINIAL
     30 MM GLASS FINIAL

A PT-CLAUDET PART

LIGHTING 91636H257CH CLAUDET 12 LT RUST 12' CHAIN
     5 MM X 3.7 MT RUST CHAIN

A PT-CLAUDET PART

LIGHTING 91636H257CN CLAUDET 12 LT RUST CANOPY
     RUST FINISH CANOPY W/ HARDWARE

A PT-CLAUDET PART

LIGHTING 91636H121CH CLAUDET 12 LT SLVR 12' CHAIN
     5 MMX3.7 MT GREY SILV FINSH CH

A PT-CLAUDET PART

LIGHTING 91636H121CH6 CLAUDET 12 LT SLVR 6' CHAIN
     5 MMX1.8 MT GREY SILV FINSH CH

A PT-CLAUDET PART

LIGHTING 91636H121CN CLAUDET 12 LT SLVR CANOPY
     GREY SILV FNSH LG CNPY W/ HRDW

A PT-CLAUDET PART

LIGHTING 91636H121CR CLAUDET 12 LT SLVR CRYSTAL
     38 MM DROP CRYSTAL

A PT-CLAUDET PART

LIGHTING 91636H121F CLAUDET 12 LT SLVR FINIAL
     30 MM GLASS FINIAL

A PT-CLAUDET PART

LIGHTING 91636COL6B COLLIER 4 MM 12 FT BRZ CHAIN
     12 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6W COLLIER 4 MM 12 FT WHITE CHAIN
     12 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6B6 COLLIER 4 MM 6 FT BRZ CHAIN
     6 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6W6 COLLIER 4 MM 6 FT WHITE CHAIN
     6 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8B COLLIER 5 MM 12 FT BRZ CHAIN
     12 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8W COLLIER 5 MM 12 FT WHITE CHAIN
     12 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8B6 COLLIER 5 MM 6 FT BRZ CHAIN
     6 FT BRONZE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL8W6 COLLIER 5 MM 6 FT WHITE CHAIN
     6 FT ASH WHITE CHAIN

A PT-COLLIER PART

LIGHTING 91636COL6TC COLLIER 6 LIGHT TOP CRYSTAL
     50 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COL6CNB COLLIER 6 LT BRONZE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL6CNW COLLIER 6 LT WHITE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL8TC COLLIER 8 LIGHT TOP CRYSTAL
     60 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COL8CNB COLLIER 8 LT BRONZE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART

LIGHTING 91636COL8CNW COLLIER 8 LT WHITE CANOPY
     CANOPY W/ HARDWARE

A PT-COLLIER PART
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LIGHTING 91636COLBC COLLIER BOTTOM CRYSTAL
     40 MM CRYSTAL SPHERE

A PT-COLLIER PART

LIGHTING 91636COLCST COLLIER CRYSTAL STRAND
     39" CRYSTAL STRAND

A PT-COLLIER PART

LIGHTING 91636COLFC COLLIER FLOWER CRYSTAL
     20 MM FLOWER CRYSTAL

A PT-COLLIER PART

LIGHTING 91636COLCRL COLLIER LARGE CRYSTAL DROP
     76 MM DROP CRYSTAL

A PT-COLLIER PART

LIGHTING 91636COL8CL COLLIER LG CRYSTAL W/ OCT
     63 MM DROP W/ OCTOGON

A PT-COLLIER PART

LIGHTING 91636COL6CM COLLIER MD CRYSTAL W/ OCT
     50 MM DROP W/ OCTOGON

A PT-COLLIER PART

LIGHTING 91636COL8CS COLLIER SM CRYSTAL W/ OCT
     38 MM DROP W/ OCTOGON

A PT-COLLIER PART

LIGHTING 91594L492F COUNTESS TABLE LAMP FINIAL
     MATTE BLACK FINIAL

A PT-COUNTES PART

LIGHTING 91594L492H COUNTESS TABLE LAMP HARP
     NICKEL HARP

A PT-COUNTES PART

LIGHTING 91594L492SH COUNTESS TABLE LAMP SHADE
     BEIGE FAUX SILK SHADE

A PT-COUNTES

LIGHTING 91636H249CRS SMALL CROWN CHAND SM CRYSTAL
     38 MM CRYSTAL W/ OCTAGON

D PT-CROWN PART

LIGHTING 912036DNCH DANDELION CHAND 12 FT CHAIN
     12 FT NICKEL CHAIN

A PT-DANDELI PART

LIGHTING 912036DNCH6 DANDELION CHAND 6 FT CHAIN
     6 FT NICKEL CHAIN

A PT-DANDELI PART

LIGHTING 912036DNCN DANDELION CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-DANDELI PART

LIGHTING 912036DNCR DANDELION CHAND CRYSTAL
     BEADED FLOWER CLUSTER

A PT-DANDELI PART

LIGHTING 91594L404F DUMONT FLOOR LAMP FINIAL
     ANTIQUE SILVER LEAF FINIAL

A PT-DUMONT PART

LIGHTING 91594L404H DUMONT FLOOR LAMP HARP
     BRASS HARP

A PT-DUMONT PART

LIGHTING 91594L404SH DUMONT FLOOR LAMP SHADE
     LINEN REPLACEMENT SHADE

D PT-DUMONT

LIGHTING 91594L487F DUMONT TABLE LAMP FINIAL
     ANTIQUE SILVER LEAF FINIAL

A PT-DUMONT PART

LIGHTING 91594L487H DUMONT TABLE LAMP HARP
     BRASS HARP

A PT-DUMONT PART

LIGHTING 91594L487SH DUMONT TABLE LAMP SHADE
     LINEN REPLACEMENT SHADE

D PT-DUMONT

LIGHTING 91DYEREXRD12 DYER 12" EXTENSION ROD
     12" ROD

T PT-DYER PART

LIGHTING 91DYEREXRD18 DYER 18" EXTENSION ROD
     18" ROD

T PT-DYER PART

LIGHTING 91DYEREXRD6 DYER 6" EXTENSION ROD
     6" ROD

T PT-DYER PART

LIGHTING 91DYERST DYER BOTTOM SPIKE/ARM
     STEEL TUBE REPLACEMENT

A PT-DYER PART

LIGHTING 91954H104CH ELIANA LANTERN 12 FT CHAIN
     4.5MM 12FT ANTQE BRSS FNSH CHN

A PT-ELIANA PART

LIGHTING 91954H104CH6 ELIANA LANTERN 6 FT CHAIN
     4.5MM 6 FT ANTQE BRSS FNSH CHN

A PT-ELIANA PART

LIGHTING 91954H104CN ELIANA LANTERN CANOPY
     ANTIQUE BRASS CANOPY

A PT-ELIANA PART

LIGHTING 91954H104L ELIANA LANTERN CHAIN LOOP
     ANTIQUE BRASS CHAIN LOOP

A PT-ELIANA PART

LIGHTING 91ERIKSONSHD ERIKSON NICKEL-PLATED SHADE
     SHADE

T PT-ERIKSON

LIGHTING 91FARRAHFN FARRAH CHANDELIER FINIAL
     BRASS FINIAL

A PT-FARRAH PART

LIGHTING 91FARCHPLE FARRAH CHANDELIER POLES
     1 EA. 6"/12"/18" (36" TTL)

A PT-FARRAH PART

LIGHTING 91FARTLSH FARRAH TL FABRIC SHADE
     8" X 4.5" X 4" TAPER SHADE

A PT-FARRAH PART
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LIGHTING 91FAROWTBFIN FARROW BRS TBL LAMP FINIAL
     BRASS FINIAL

T PT-FARROW PART

LIGHTING 91FAROWTBHRP FARROW BRS TLE LAMP HARP
     BRASS HARP

T PT-FARROW PART

LIGHTING 917198H398CH FERRIS CHANDELIER 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-FERRIS PART

LIGHTING 917198H398C6 FERRIS CHANDELIER 6 FT CHAIN
     6 FT HANGING CHAIN

D PT-FERRIS PART

LIGHTING 917198H398SL FERRIS CHANDELIER CANDLE COVER
     CANDLE SLEEVE

A PT-FERRIS PART

LIGHTING 917198H398CN FERRIS CHANDELIER CANOPY
     BLACK IRON CANOPY

D PT-FERRIS PART

LIGHTING 917198H398R2 FERRIS RECT CHANDELIER 12" ROD
     12" BLACK IRON HANGING ROD

D PT-FERRIS PART

LIGHTING 917198H398R8 FERRIS RECT CHANDELIER 18''ROD
     18" BLACK IRON HANGING ROD

A PT-FERRIS PART

LIGHTING 91FERRISRCN FERRIS ROUND CANOPY SET
     COMPLETE HARDWARE SET

T PT-FERRIS PART

LIGHTING 917198H398SP FERRIS SPECIAL ORDER PART
     REPLACEMENT PART

T PT-FERRIS PART

LIGHTING 91594L489F FIELDING CHARCOAL FLOOR FINIAL
     CHARCOAL GREY FINIAL

A PT-FIELDIN PART

LIGHTING 91594L489H FIELDING CHARCOAL FLOOR HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L493F FIELDING CHARCOAL TABLE FINIAL
     CHARCOAL GREY FINIAL

D PT-FIELDIN PART

LIGHTING 91594L493H FIELDING CHARCOAL TABLE HARP
     BRASS HARP

D PT-FIELDIN PART

LIGHTING 91594L493SH FIELDING CHARCOAL TABLE SHADE
     LINEN SHADE

D PT-FIELDIN

LIGHTING 91594L384F FIELDING FLOOR LAMP FINIAL
     ANTIQUED FINIAL

A PT-FIELDIN PART

LIGHTING 91594L384H FIELDING FLOOR LAMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L384SH FIELDING FLOOR LAMP SHADE
     LINEN & WHITE SHADE

A PT-FIELDIN

LIGHTING 91594L491H FIELDING RUST FLOOR LMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L355F FIELDING TABLE LAMP FINIAL
     ANTIQUED FINIAL

A PT-FIELDIN PART

LIGHTING 91594L355H FIELDING TABLE LAMP HARP
     BRASS HARP

A PT-FIELDIN PART

LIGHTING 91594L355SH FIELDING TABLE LAMP SHADE
     LINEN & WHITE SHADE

A PT-FIELDIN

LIGHTING 913507L062F FLORA FLOOR LAMP FINIAL
     ANTIQUE BRASS FINIAL

A PT-FLORA PART

LIGHTING 913507L062H FLORA FLOOR LAMP HARP
     ANTIQUE BRASS HARP

A PT-FLORA PART

LIGHTING 913507L063F FLORA TABLE LAMP FINIAL
     ANTIQUE BRASS FINIAL

A PT-FLORA PART

LIGHTING 913507L063H FLORA TABLE LAMP HARP
     ANTIQUE BRASS HARP

A PT-FLORA PART

LIGHTING 91636H151CH FOTINI CHAND 12 FT CHAIN
     3 MM X 3.7 MT SILV CLAY CHAIN

A PT-FOTINI PART

LIGHTING 91636H151CH6 FOTINI CHAND 6 FT CHAIN
     3 MM X 1.8 MT SILVER CLY CHAIN

A PT-FOTINI PART

LIGHTING 91636H151CN FOTINI CHAND CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-FOTINI PART

LIGHTING 91636H151CRC FOTINI CHAND CRYSTAL STRAND
     STRAND OF 10 CRYSTALS W/ GOLD

A PT-FOTINI PART

LIGHTING 91636H151CRL FOTINI CHAND LG CRYSTAL
     50 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H151CRS FOTINI CHAND SM CRYSTAL
     38 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H343CH FOTINI LG 12 FT CHAIN
     4 MM X 3.7 MT SILVER CLY CHAIN

A PT-FOTINI PART
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LIGHTING 91636H343CH6 FOTINI LG 6 FT CHAIN
     4 MM X 1.8 MT SILVER CLY CHAIN

A PT-FOTINI PART

LIGHTING 91636H343CN FOTINI LG CHAND CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-FOTINI PART

LIGHTING 91636H343CR FOTINI LG CHAND CRYSTAL
     50 MM CRYSTAL W/ SILVER WIRE

A PT-FOTINI PART

LIGHTING 91636H343CRC FOTINI LG CHAND CRYSTAL STRAND
     STRAND OF 17 CRYSTAS W/ SILVER

A PT-FOTINI PART

LIGHTING 91636H303CR FOTINI SCONCE CRYSTAL
     38 MM CRYSTAL W/ GOLD WIRE

A PT-FOTINI PART

LIGHTING 91636H303CRC FOTINI SCONCE CRYSTAL STRAND
     STRAND OF 10 CRYSTALS W/ GOLD

A PT-FOTINI PART

LIGHTING 912036H63CH GARNET BRASS 12 FT CHAIN
     12 FT BRASS CHAIN

A PT-GARNET PART

LIGHTING 912036H63CH6 GARNET BRASS 6 FT CHAIN
     6 FT BRASS CHAIN

A PT-GARNET PART

LIGHTING 912036H63CC GARNET BRASS CANDLE COVER
     ANTIQUE BRASS CANDLE COVER

A PT-GARNET PART

LIGHTING 912036H63CN GARNET BRASS CANOPY
     BRASS CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 912036H62CNR GARNET BRASS RECT CANOPY
     BRASS RECT CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 912036H11CH GARNET BRONZE 12 FT CHAIN
     12 FT BRONZE CHAIN

A PT-GARNET PART

LIGHTING 912036H11CH6 GARNET BRONZE 6 FT CHAIN
     6 FT BRONZE CHAIN

A PT-GARNET PART

LIGHTING 912036H041CC GARNET BRONZE CANDLE COVER
     ANTIQUE BRONZE CANDLE COVER

A PT-GARNET PART

LIGHTING 912036H113CN GARNET BRONZE CANOPY
     BRONZE CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 912036H114CN GARNET BRONZE RECT CANOPY
     BRONZE RECT CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 912036H85CH GARNET SILVER 12 FT CHAIN
     12 FT SILVER CHAIN

A PT-GARNET PART

LIGHTING 912036H85CH6 GARNET SILVER 6 FT CHAIN
     6 FT SILVER CHAIN

A PT-GARNET PART

LIGHTING 912036H85CC GARNET SILVER CANDLE COVER
     ANTIQUE SILVER CANDLE COVER

A PT-GARNET PART

LIGHTING 912036H85CN GARNET SILVER CANOPY
     SILVER CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 912036H86CNR GARNET SILVER RECT CANOPY
     SILVER RECT CANOPY W/ HARDWARE

A PT-GARNET PART

LIGHTING 91GEO48BRCH GEODE 48" BRASS 12 FT CHAIN
     0.20" X 12 FT. BRASS CHAIN

A PT-GEODE PART

LIGHTING 91GEO48BRCH6 GEODE 48" BRASS 6 FT CHAIN
     0.20" X 6 FT. BRASS CHAIN

A PT-GEODE PART

LIGHTING 91GEO48BZCH GEODE 48" BRONZE 12 FT CHAIN
     0.20" X 12 FT. BRONZE CHAIN

A PT-GEODE PART

LIGHTING 91GEO48BZCH6 GEODE 48" BRONZE 6 FT CHAIN
     0.20" X 6 FT. BRONZE CHAIN

A PT-GEODE PART

LIGHTING 91GEO48SVCH GEODE 48" SILVER 12 FT CHAIN
     0.20" X 12 FT. SILVER CHAIN

A PT-GEODE PART

LIGHTING 91GEO48SVCH6 GEODE 48" SILVER 6 FT CHAIN
     0.20" X 6 FT. SILVER CHAIN

A PT-GEODE PART

LIGHTING 912036BRCC GEODE BRASS CANDLE COVER
     BRASS CANDLE COVER

A PT-GEODE PART

LIGHTING 912036BZCC GEODE BRONZE CANDLE COVER
     BRONZE CANDLE COVER

A PT-GEODE PART

LIGHTING 912036SVCC GEODE SILVER CANDLE COVER
     SILVER CANDLE COVER

A PT-GEODE PART

LIGHTING 91594GHETLF GHENT TABLE LAMP FINIAL
     RUSTIC BLACK FINIAL

A PT-GHENT PART

LIGHTING 91594GHETLH GHENT TABLE LAMP HARP
     10.5" BRASS HARP

A PT-GHENT PART

LIGHTING 91594GHETLSH GHENT TABLE LAMP SHADE
     LINEN SHADE REPLACEMENT

A PT-GHENT
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LIGHTING 91954H132CH GLOBE PENDANT 12 FT CHAIN
     VINTAGE BRASS 12 FT CH

A PT-GLOBE PART

LIGHTING 91954H132C6 GLOBE PENDANT 6 FT CHAIN
     VINTAGE BRASS 6 FT CH

A PT-GLOBE PART

LIGHTING 91954H132CN GLOBE PENDANT CANOPY
     VINTAGE BRASS CANOPY

A PT-GLOBE PART

LIGHTING 91954H132GLL GLOBE PENDANT LARGE GLASS BALL
     12" DIA. GLASS BALL W/WAX RING

A PT-GLOBE

LIGHTING 91954H132GLS GLOBE PENDANT SMALL GLASS BALL
     8" DIA. GLASS BALL W/WAX RING

A PT-GLOBE

LIGHTING 91GLOBESMSRW GLOBE SM PENDANT CAP SCREW
     NICKEL CAP SCREW

A PT-GLOBE PART

LIGHTING 91GLOBESMWR GLOBE SMALL WAX RING
     WAX RING REPLACEMENT

A PT-GLOBE PART

LIGHTING 91594L102F GLASS CLMN BRZ FLR LAMP FINIAL
     1" BRONZE FINIAL

A PT-GLSCLMN PART

LIGHTING 91594L102H GLASS CLMN BRZ FLR LAMP HARP
     9.5" PLATED BRASS HARP

A PT-GLSCLMN PART

LIGHTING 91636H210CH GRAND 28 LT CHAND 12 FT CHAIN
     6 MM X 3.7 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H210CH6 GRAND 28 LT CHAND 6 FT CHAIN
     6 MM X 1.8 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H210PLT GRAND 28 LT CHAND MOUNTING PLT
     MOUNTING PLATE

A PT-GRAND PART

LIGHTING 91636H210CN GRAND 28 LT CHAND SP CANOPY
     DARK SILVER CLAY CANOPY

A PT-GRAND PART

LIGHTING 91636H364CH GRAND CHAND 12 FT CHAIN
     5 MM X 3.7 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H364CH6 GRAND CHANDELIER 6 FT CHAIN
     5 MM X 1.8 MT DK SILVER CLY CH

A PT-GRAND PART

LIGHTING 91636H364CN GRAND CHANDELIER CANOPY
     DK SILVER CLAY CANOPY W/ HDWR

A PT-GRAND PART

LIGHTING 91636H364SL ITALIAN WHITE CANDLE SLEEVE
     CANDLE SLEEVE

A PT-GRAND PART

LIGHTING 69594L0260SH GRANT CHANDELIER SHADE
     REPLACEMENT GLASS GLOBE

D PT-GRANT PART

LIGHTING 912036HBRCH HEMISPHERE BRASS 12 FT CHAIN
     .16" X 12 FT ANTQ GOLD CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBRCH6 HEMISPHERE BRASS 6 FT CHAIN
     .16" X 6 FT ANTIQUE GOLD CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBRCN HEMISPHERE BRASS CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

LIGHTING 912036HBZCH HEMISPHERE BRONZE 12 FT CHAIN
     .16" X 12 FT BRONZE CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBZCH6 HEMISPHERE BRONZE 6 FT CHAIN
     .16" X 6 FT BRONZE CHAIN

A PT-HEMISPH PART

LIGHTING 912036HBZCC HEMISPHERE BRONZE CANDLE COVER
     ANTIQUE BRONZE CANDLE COVER

A PT-HEMISPH PART

LIGHTING 912036HBZCN HEMISPHERE BRONZE CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

LIGHTING 91HEMISUHOOK HEMISPHERE BRONZE U HOOK UNIV.
     BRONZE U HOOK FOR CANOPY

A PT-HEMISPH PART

LIGHTING 912036HSVCH HEMISPHERE SILVER 12 FT CHAIN
     .16" X 12 FT SILVER CHAIN

A PT-HEMISPH PART

LIGHTING 912036HSVCH6 HEMISPHERE SILVER 6 FT CHAIN
     .16" X 6 FT SILVER CHAIN

A PT-HEMISPH PART

LIGHTING 912036HSVCN HEMISPHERE SILVER CANOPY
     CANOPY WITH HARDWARE

A PT-HEMISPH PART

LIGHTING 91230L359F ISABELLA TABLE LAMP FINIAL
     BRASS BALL FINIAL

A PT-ISABELA PART

LIGHTING 91230L359H ISABELLA TABLE LAMP HARP
     11" BRASS HARP

A PT-ISABELA PART

LIGHTING 91230L359SH ISABELLA TABLE LAMP SHADE
     BLACK REPLACEMENT SHADE

A PT-ISABELA

LIGHTING 91636H111CH IVY CHANDELIER 12 FT CHAIN
     5 MMX3.7 MT GREY SILV FINSH CH

A PT-IVY PART
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LIGHTING 91636H111CH6 IVY CHANDELIER 6 FT CHAIN
     5 MMX1.8 MT GREY SILV FINSH CH

A PT-IVY PART

LIGHTING 91636H111CN IVY CHANDELIER CANOPY
     GREY SILV FINSH CANOPY W/ HRDW

A PT-IVY PART

LIGHTING 91JADAHOK JADA CHANDELIER CONNECTOR HOOK
     HOOK

T PT-JADA PART

LIGHTING 91JADACR JADA CHANDELIER CRYSTAL
     CRYSTAL W/ HOOK

A PT-JADA PART

LIGHTING 91594L496SH JAMES FLOOR LAMP SHADE
     IRON SHADE

D PT-JAMES

LIGHTING 91594L496R JAMES FLOOR LAMP SOCKET RING
     WHITE SOCKET RING

D PT-JAMES PART

LIGHTING 91594L490SH JAMES TABLE LAMP SHADE
     IRON SHADE

D PT-JAMES

LIGHTING 91594L490R JAMES TABLE LAMP SOCKET RING
     WHITE SOCKET RING

A PT-JAMES PART

LIGHTING 912036HKCH KATHERINE 12 FT CHAIN
     .16" X 12 FT HANGING CHAIN

A PT-KATHERI PART

LIGHTING 912036HKCR1 KATHERINE CRYSTAL PENDANT 1
     CRYSTAL BEAD

A PT-KATHERI PART

LIGHTING 912036HKCR6 KATHERINE CRYSTAL PENDANT 6
     CRYSTAL WITH 1 BEAD

A PT-KATHERI PART

LIGHTING 91KEAGAN8HRP KEAGAN TBL LAMP HARP
     FINIAL INCLUDED

A PT-KEAGAN PART

LIGHTING 91594L67SH KELLEN BRONZE FLR LAMP SHD
     LINEN REPLACEMENT SHADE

A PT-KELLEN

LIGHTING 91594L549R KELLEN FLOOR LAMP RING
     SILVER LOCK RING

A PT-KELLEN PART

LIGHTING 91594L549SH KELLEN FLOOR LAMP SHADE
     BLK LINEN SHADE REPLACEMENT

A PT-KELLEN

LIGHTING 91636H248CN LA CAGE 12.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H141CN LA CAGE 12.5 CM CANOPY - BRNZ
     BRONZE SM CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H102CN LA CAGE 12.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H365CN LA CAGE 14.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H103CN LA CAGE 14.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H139CN LA CAGE 14.5 CM CANOPY- BRNZ
     BRONZE LG CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H140CN LA CAGE 16.5 CM CANOPY- BRNZ
     BRONZE OVAL CANOPY W/ HDWR

A PT-LACAGE PART

LIGHTING 91636H248CH LA CAGE 4 MM 12 FT CHAIN
     4 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH LA CAGE 4 MM 12 FT CHAIN -GOLD
     4 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH LA CAGE 4 MM 12 FT CHAIN- BRNZ
     4 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CH6 LA CAGE 4 MM 6 FT CHAIN
     4 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH6 LA CAGE 4 MM 6 FT CHAIN - GOLD
     4 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH6 LA CAGE 4 MM 6 FT CHAIN-BRONZE
     4 MM X1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH LA CAGE 5 MM 12 FT CHAIN
     5 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH LA CAGE 5 MM 12 FT CHAIN -GOLD
     5 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H139CH LA CAGE 5 MM 12 FT CHAIN- BRNZ
     5 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH6 LA CAGE 5 MM 6 FT CHAIN
     5 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH6 LA CAGE 5 MM 6 FT CHAIN - GOLD
     5 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART
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LIGHTING 91636H139CH6 LA CAGE 5 MM 6 FT CHAIN-BRONZE
     5 MM X 1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CR LA CAGE CRYSTAL -SILVER/BRONZE
     30 MM CRYSTAL W/ NICKEL WIRE

A PT-LACAGE PART

LIGHTING 91LCFLUSHBC LA CAGE FLUSHMT BOTTOM CRYSTAL
     LA CAGE CRYSTAL W/ WIRE

A PT-LACAGE PART

LIGHTING 91636H367CN LA CAGE RECT CHAND CANOPY
     SILVER CLAY OVAL CANOPY W HDWR

A PT-LACAGE PART

LIGHTING 91LACAGESVBP LA CAGE SVR SCONCE BACK PLATE
     BACK PLATE

A PT-LACAGE PART

LIGHTING 91LAILACAN LAILA 24" CHANDELIER CANOPY
     5"X10" CANOPY

A PT-LAILA PART

LIGHTING 91LAILA37CN LAILA 37" CHAND RECT CANOPY
     28X5X1 RECT CANOPY

A PT-LAILA PART

LIGHTING 91LAILA49CN LAILA 49" CHAND RECT CANOPY
     36X5X1 RECT CANOPY

A PT-LAILA PART

LIGHTING 912082H0322CH LAILA CHAND 6 FT CHAIN
     2 METERS PER BOX/ CSV PARTS

A PT-LAILA PART

LIGHTING 912082H0322CN LAILA CHAND CANOPY
     CANOPY W/ HARDWARE

T PT-LAILA PART

LIGHTING 912082H0355H LAILA CHAND CHAIN HOOK
     CHAIN HOOK

T PT-LAILA PART

LIGHTING 912082H134CH LAILA PENDANT 12 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134C6 LAILA PENDANT 6 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134CN LAILA PENDANT CANOPY
     ANTIQUE COPPER CANOPY

A PT-LAILA PART

LIGHTING 912082H326H LAILA SCONCE HARDWARE
     MOUNTING HARDWARE

A PT-LAILA PART

LIGHTING 91LANCBRFIN LANCIA BRASS FLR LAMP FINIAL
     4 IN BRASS FINIAL

A PT-LANCIA PART

LIGHTING 91230LANF LANCIA BRONZE FLR LAMP FINIAL
     4 INCH BRONZE FINIAL

A PT-LANCIA PART

LIGHTING 91230LANS LANCIA FLOOR LAMP SHADE
     GREY LINEN COTTON SHADE

A PT-LANCIA

LIGHTING 912036H142SK LARKYN CHAND GLASS STICK K
     7" GLASS STICK NO. K

A PT-LARKYN PART

LIGHTING 912036H142SL LARKYN CHAND GLASS STICK L
     9" GLASS STICK NO. L

A PT-LARKYN PART

LIGHTING 912036H142SM LARKYN CHAND GLASS STICK M
     8.25" GLASS STICK NO. M

A PT-LARKYN PART

LIGHTING 912036H142CH LARKYN CHANDELIER 12 FT CH
     .16" X 12 FT BRONZE HANGING CH

A PT-LARKYN PART

LIGHTING 912036H142C6 LARKYN CHANDELIER 6 FT CH
     .16" X 6 FT BRONZE HANGING CH

A PT-LARKYN PART

LIGHTING 912036H142C LARKYN CHANDELIER CANOPY
     ANTIQUE BRONZE CANOPY

A PT-LARKYN PART

LIGHTING 91594L043F LAUREL TABLE LAMP FINIAL
     BRUSHED BLACK NICKEL FINIAL

A PT-LAUREL PART

LIGHTING 91594L043H LAUREL TABLE LAMP HARP
     NICKEL HARP

A PT-LAUREL PART

LIGHTING 91594L043SH LAUREL TABLE LAMP SHADE
     LINEN REPLACEMENT SHADE

A PT-LAUREL

LIGHTING 91LEAFGDCN12 LEAF GOLD 12FT CHAIN
     12 FT GOLD CHAIN

T PT-LEAF PART

LIGHTING 91LEAFGDCN6 LEAF GOLD 6FT CHAIN
     6 FT GOLD CHAIN

T PT-LEAF PART

LIGHTING 91954L107F LEILANI TABLE LAMP FINIAL
     BRASS PINEAPPLE FINIAL

A PT-LEILANI PART

LIGHTING 91594L481F LEWIS TABLE LAMP FINIAL
     AGED BRASS FINIAL

A PT-LEWIS PART

LIGHTING 912036BR4CH LEYLAND 4MM BRS 12 FT CHAIN
     .16" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR4CH6 LEYLAND 4MM BRS 6 FT CHAIN
     .16" X 6 FT BRASS CHAIN

A PT-LEYLAND PART
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LIGHTING 912036BZ4CH LEYLAND 4MM BRZ 12 FT CHAIN
     .16" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ4CH6 LEYLAND 4MM BRZ 6 FT CHAIN
     .16" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH LEYLAND 4MM NIK 12 FT CHAIN
     .16" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH6 LEYLAND 4MM NIK 6 FT CHAIN
     .16" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH LEYLAND 6MM BRS 12 FT CHAIN
     .24" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH6 LEYLAND 6MM BRS 6 FT CHAIN
     .24" X 6 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH LEYLAND 6MM BRZ 12 FT CHAIN
     .24" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH6 LEYLAND 6MM BRZ 6 FT CHAIN
     .24" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH LEYLAND 6MM NIK 12 FT CHAIN
     .24" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH6 LEYLAND 6MM NIK 6 FT CHAIN
     .24" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 91LEYRCTCSBR LEYLAND BRASS RECT S/4 SCREWS
     SET OF 4 BRASS CANOPY SCREWS

T PT-LEYLAND PART

LIGHTING 912036BRCN LEYLAND BRASS ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036L482F LEYLAND BRONZE LAMP FINIAL
     BRONZE LAMP FINIAL-TBL OR FLR

A PT-LEYLAND PART

LIGHTING 912036BZCN LEYLAND BRONZE ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 91LYLNDFINBR LEYLAND BRS FLOOR LAMP FINIAL
     BRASS FINIAL

T PT-LEYLAND PART

LIGHTING 65LEYFLRBASE LEYLAND FLOOR LAMP - BASE ONLY
     REPLACEMENT BASE

D PT-LEYLAND PART

LIGHTING 91LEYBRSHDW LEYLAND FLUSHMT BRS BRCKT/HDWR
     BRASS BRACKET & HARDWARE

A PT-LEYLAND PART

LIGHTING 91LEYBRZHDW LEYLAND FLUSHMT BRZ BRCKT/HDWR
     BRONZE BRACKET & HARDWARE

A PT-LEYLAND PART

LIGHTING 91LEYNKLHDW LEYLAND FLUSHMT NKL BRCKT/HDWR
     NICKEL BRACKET & HARDWARE

A PT-LEYLAND PART

LIGHTING 912036LEYCRL LEYLAND LARGE CRYSTAL
     8" CRYSTAL

A PT-LEYLAND PART

LIGHTING 912036NKCN LEYLAND NICKEL ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036BRCNR LEYLAND RECT BRASS CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036BZCNR LEYLAND RECT BRONZE CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036NKCNR LEYLAND RECT NICKEL CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036LEYCL LEYLAND S/10 BRONZE CLIPS
     SET OF 10 BRONZE CLIPS

A PT-LEYLAND PART

LIGHTING 912036LEYCRS LEYLAND SMALL CRYSTAL
     5" CRYSTAL

A PT-LEYLAND PART

LIGHTING 91LILYBRROD7 LILY 7" BRASS FLUSHMOUNT STICK
     7" BRASS STICK/ FLUSHMOUNT

A PT-LILY PART

LIGHTING 912036H108CH LILY CHAND 12 FT CHAIN
     12 FT CHAIN

A PT-LILY PART

LIGHTING 912036H108SS LILY CHAND 12.25" BRASS STICK
     12.25" BRASS STICK/ 32" CHAND

A PT-LILY PART

LIGHTING 912036H108SL LILY CHAND 13.38" BRASS STICK
     13.38" BRASS STICK/ 32" CHAND

A PT-LILY PART

LIGHTING 912036H108B LILY CHAND 3/8" SCREW BALL
     BRASS SCREW BALL

A PT-LILY PART

LIGHTING 912036H109FS LILY CHAND 4.38" GLASS FLOWER
     4.38" LILY PAD (SM/SM)

A PT-LILY PART

LIGHTING 912036H108FM LILY CHAND 5.13" GLASS FLOWER
     5.13" LILY PAD (SM/LG) (LG/SM)

D PT-LILY PART
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LIGHTING 912036H108FL LILY CHAND 5.88" GLASS FLOWER
     5.88" LILY PAD (LG/LG)

A PT-LILY PART

LIGHTING 912036H108CH6 LILY CHAND 6 FT CHAIN
     6 FT CHAIN

A PT-LILY PART

LIGHTING 912036H109SS LILY CHAND 8.5" BRASS STICK
     8.5" BRASS STICK/ 24" CHAND

A PT-LILY PART

LIGHTING 912036H109SL LILY CHAND 9.5" BRASS STICK
     9.5" BRASS STICK/ 24" CHAND

A PT-LILY PART

LIGHTING 91LILYCHROD LILY CHAND CENTER ROD
     CENTRE PART K

T PT-LILY PART

LIGHTING 912036H108CN LILY CHAND ROUND CANOPY
     CANOPY W/ HARDWARE

A PT-LILY PART

LIGHTING 912036H108W LILY CHAND SILICON WASHER
     SILICON WASHER REPLACEMENT

A PT-LILY PART

LIGHTING 912036H108F LILY CHANDELIER 7/10" FINIAL
     0.7" BRASS PLATED FINIAL

A PT-LILY PART

LIGHTING 91LOLATBFIN LOLA TABLE LAMP FINIAL
     FINIAL

T PT-LOLA PART

LIGHTING 91LOLATBHRP LOLA TABLE LAMP HARP
     HARP

T PT-LOLA PART

LIGHTING 91LOUISECND LOUISE CANDLE SLEEVE
     CANDLE SLEEVE

T PT-LOUISE PART

LIGHTING 912036H274CH LOUISE CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CH6 LOUISE CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CN LOUISE CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LOUISE PART

LIGHTING 912036H274CRC LOUISE CHAND CRYSTAL STRAND
     WOODEN BEAD STRAND

A PT-LOUISE PART

LIGHTING 912036H274CRL LOUISE CHAND LG CRYSTAL
     WOOD DROP W/ STRAND

A PT-LOUISE PART

LIGHTING 912036H274CL LOUISE CHAND S/10 CLIPS
     SET OF 10 CLIPS

A PT-LOUISE PART

LIGHTING 912036H274CRS LOUISE CHAND SM CRYSTAL
     WOOD DROP BEAD

A PT-LOUISE PART

LIGHTING 916587L947F LOVELL TABLE LAMP FINIAL
     SILVER FINIAL

A PT-LOVELL PART

LIGHTING 916587L347SH LOVELL TABLE LAMP SHADE
     LINEN REPLACEMENT SHADE

A PT-LOVELL

LIGHTING 91LUCLCH LUCILLE CHAND 12 FT CHAIN
     12 FT BRONZE CHAIN

A PT-LUCILLE PART

LIGHTING 91LUCLCH6 LUCILLE CHAND 6 FT CHAIN
     6 FT BRONZE CHAIN

A PT-LUCILLE PART

LIGHTING 91LUCLCN LUCILLE CHAND CANOPY
     5.88" DIA. BRONZE CANOPY

A PT-LUCILLE PART

LIGHTING 91636LSACH LUISA HRT CHAND 12 FT CHAIN
     GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACH6 LUISA HRT CHAND 6 FT CHAIN
     GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACN LUISA HRT CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LUISA PART

LIGHTING 91636LSAFS LUISA HRT CHAND FINAL SPHERE
     30 MM GLASS SPHERE

A PT-LUISA PART

LIGHTING 91636LSAGD LUISA HRT CHAND GLASS DROP
     38 MM GLASS DROP

A PT-LUISA PART

LIGHTING 91594L70CH MARGOLIS PENDANT 12 FT CHAIN
     PAINTED GLD 12 FT HANGING CHN

A PT-MARGOLI PART

LIGHTING 91594L70CH6 MARGOLIS PENDANT 6 FT CHAIN
     PAINTED GLD 6 FT HANGING CHN

A PT-MARGOLI PART

LIGHTING 91594L70CN MARGOLIS PENDANT CANOPY
     ASSEMBLY PARTS FOR CANOPY

A PT-MARGOLI PART

LIGHTING 91636H101CN MARIELLA 14.5 CM CANOPY
     GOLD CANOPY W/ HARDWARE

D PT-MARIELL PART

LIGHTING 91636H101CH MARIELLA 4 MM 12 FT CHAIN
     4 MM X 3.7 MT GOLD CHAIN

D PT-MARIELL PART



Super
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LIGHTING 91636H101CH6 MARIELLA 4 MM 6 FT CHAIN
     4 MM X 1.8 MT GOLD CHAIN

D PT-MARIELL PART

LIGHTING 912036H554CH MARLOW RUST CHAND 12 FT CHAIN
     12 FT HANGING CHAIN

A PT-MARLOW PART

LIGHTING 912036H554C6 MARLOW RUST CHAND 6 FT CHAIN
     6 FT HANGING CHAIN

D PT-MARLOW PART

LIGHTING 912036H554CN MARLOW RUST CHAND CANOPY
     ANTIQUE RUST CANOPY

D PT-MARLOW PART

LIGHTING 918947L138SH MERCURY RISING DESK LAMP SHADE
     GLASS SHADE FOR DESK LAMP

A PT-MERCURY PART

LIGHTING 91MERCFLSR MERCURY RISING FL SOCKET RING
     SOCKET RING FOR MERCURY FL

T PT-MERCURY PART

LIGHTING 918947L0390SH MERCURY RISING FLOOR LAMPSHADE
     REPLACEMENT SHADE

A PT-MERCURY

LIGHTING 91MICHATLFIN MICHA TABLE LAMP FINIAL
     TALL TABLE LAMP FINIAL

A PT-MICHA PART

LIGHTING 91MICHATLHRP MICHA TALL TABLE LAMP HARP
     MICHA TBL LAMP 8.5" HARP

A PT-MICHA PART

LIGHTING 913507L170F MYLES FLOOR LAMP FINIAL
     BRASS FINIAL REPLACEMENT

A PT-MYLES PART

LIGHTING 913507L170H MYLES FLOOR LAMP HARP
     BRASS HARP REPLACEMENT

A PT-MYLES PART

LIGHTING 91NOELLABRG NOELLA BRASS GLASS GLOBE
     WHITE GLASS SHADE

A PT-NOELLA PART

LIGHTING 91NOELLBRSLP NOELLA BRASS SLOPE CONNECTOR
     SLOPE CONNECTOR

T PT-NOELLA PART

LIGHTING 91NOELLBZSLP NOELLA BRONZE SLOPE CONNECTOR
     SLOPE CONNECTOR

T PT-NOELLA PART

LIGHTING 91NOELLASHD NOELLA GLASS SHADE
     GLASS SHADE

T PT-NOELLA

LIGHTING 91NORW143G NORWELL CHANDELIER GLOBE
     GLASS GLOBE

T PT-NORWELL PART

LIGHTING 91OAKLEY6HRP OAKLEY TABLE LAMP 6" HARP
     6" BRASS HARP

A PT-OAKLEY PART

LIGHTING 91OMBRATLFIN OMBRA WH TBL LAMP BRS FINIAL
     BRASS TABLE LAMP FINIAL

A PT-OMBRA PART

LIGHTING 91ORGCYLNT ORGANIC S/2 CYLINDER NUTS
     SET OF 2 CYLINDER NUTS

T PT-ORGANIC PART

LIGHTING 91PALOMA12CH PALOMA CHAND 12FT CHAIN
     12 FEET

A PT-PALOMA PART

LIGHTING 91PALOMA6CH PALOMA CHAND 6FT CHAIN
     6 FEET

A PT-PALOMA PART

LIGHTING 91PALOMACN PALOMA CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-PALOMA PART

LIGHTING 91594L69F PIERCE FLOOR LAMP FINIAL
     IRON FINIAL

A PT-PIERCE PART

LIGHTING 91594L69H PIERCE FLOOR LAMP HARP
     IRON HARP

A PT-PIERCE PART

LIGHTING 91594L69SH PIERCE FLOOR LAMP SHADE
     FAUX SILK REPLACEMENT SHADE

A PT-PIERCE

LIGHTING 91594L68F PIERCE TABLE LAMP FINIAL
     IRON FINIAL

A PT-PIERCE PART

LIGHTING 91594L68H PIERCE TABLE LAMP HARP
     IRON HARP

A PT-PIERCE PART

LIGHTING 91594L68SH PIERCE TABLE LAMP SHADE
     FAUX SILK REPLACEMENT SHADE

A PT-PIERCE

LIGHTING 912036B4PCH POPPY GOLD 4MM 12 FT CHAIN
     .16" X 12 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B4PCH6 POPPY GOLD 4MM 6 FT CHAIN
     .16" X 6 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B6PCH POPPY GOLD 6MM 12 FT CHAIN
     .24" X 12 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036B6PCH6 POPPY GOLD 6MM 6 FT CHAIN
     .24" X 6 FT GOLD CHAIN

A PT-POPPY PART

LIGHTING 912036BPCN POPPY GOLD CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-POPPY PART
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LIGHTING 912036BPFL POPPY GOLD LARGE FINIAL
     LG BOTTOM PLATE W/ FINIAL

A PT-POPPY PART

LIGHTING 912036BPFS POPPY GOLD SMALL FINIAL
     SM BOTTOM PLATE W/ FINIAL

A PT-POPPY PART

LIGHTING 912036BPFINT POPPY TOP DECORATIVE FINIAL
     GOLD DECORATIVE TOP FINIAL

A PT-POPPY PART

LIGHTING 91POPPYCON POPPY U-SHAPED CONNECTOR
     CHAIN

T PT-POPPY PART

LIGHTING 913507L105F PORTOBELLO TABLE LAMP FINIAL
     3/4" ANTIQUE BRASS FINIAL

A PT-PORTOBE PART

LIGHTING 913507L105H PORTOBELLO TABLE LAMP HARP
     7" BRASS HARP

A PT-PORTOBE PART

LIGHTING 91RAECHGLB RAECHELLE GLASS GLOBE
     MILK GLOBE

T PT-RAECH PART

LIGHTING 913507L210AB RETRO TRIPOD BULB COVER
     ANTQ BRASS INSIDE SM SHADE

A PT-RETRO PART

LIGHTING 91RHYSBRF RHYS BRASS LAMP FINIAL
     1.25" BRASS FINIAL

A PT-RHYS PART

LIGHTING 91RHYSBZF RHYS BRONZE LAMP FINIAL
     1.25" BRONZE FINIAL

A PT-RHYS PART

LIGHTING 91RHYSNKF RHYS NICKEL LAMP FINIAL
     1.25" NICKEL FINIAL

A PT-RHYS PART

LIGHTING 91ROSCOEFIX ROSCOE BRASS FIXTURE
     FIXTURE ONLY

D PT-ROSCOE PART

LIGHTING 91ROSCOEG ROSCOE CHANDELIER GLOBE
     7.75" GLOBE REPLACEMENT

A PT-ROSCOE PART

LIGHTING 91ROSCOESHC ROSCOE S/6 LG DBL-HEAD SCREWS
     SET OF 6 DBL HEAD CONN.

A PT-ROSCOE PART

LIGHTING 91ROSCOEDHC ROSCOE S/6 LG SNGL-HEAD SCREWS
     SET OF 6 SINGLE HEAD CONN.

A PT-ROSCOE PART

LIGHTING 91ROSCOSMSCW ROSCOE S/7 SM SET SCREWS
     S/7 CONNECTOR ARM SCREWS

T PT-ROSCOE PART

LIGHTING 91SANTIAGFIN SANTIAGO TABLE LAMP FINIAL
     BRASS FINIAL

A PT-SANTIAG PART

LIGHTING 91SANTIAGHRP SANTIAGO TABLE LAMP HARP
     BRASS HARP

A PT-SANTIAG PART

LIGHTING 912036H71CH SARDINIA CHAND 12 FT CHAIN
     12 FT RUST CHAIN

A PT-SARDINI PART

LIGHTING 912036H71CH6 SARDINIA CHAND 6 FT CHAIN
     6 FT RUST CHAIN

A PT-SARDINI PART

LIGHTING 912036H72CN SARDINIA CHAND RECT CANOPY
     RECT CANOPY W/ HARDWARE

A PT-SARDINI PART

LIGHTING 912036H71CN SARDINIA CHAND ROUND CANOPY
     ROUND CANOPY W/ HARDWARE

A PT-SARDINI PART

LIGHTING 91636H244CH LG SCROLL CHAND 12 FT CHAIN
     5 MM X 3.7 MT RUST CHAIN

D PT-SCROLL PART

LIGHTING 91636H244CH6 LG SCROLL CHAND 6 FT CHAIN
     5 MM X 1.8 MT RUST FINSH CH

D PT-SCROLL PART

LIGHTING 91636H244CN LG SCROLL CHAND CANOPY
     RUST FINISH CANOPY W/ HARDWARE

D PT-SCROLL PART

LIGHTING 91636H244CRL LG SCROLL CHAND LG CRYSTAL
     40 MM CRYSTAL W/ 3 BEADS

D PT-SCROLL PART

LIGHTING 91636H244CRM LG SCROLL CHAND MD CRYSTAL
     30 MM CRYSTAL W/ 2 BEADS

D PT-SCROLL PART

LIGHTING 91636H244CC LG SCROLL RUST CANDLE COVER
     LONG METAL RUST SLEEVE

A PT-SCROLL PART

LIGHTING 91636H120CH LG SCROLL SLVR CHAND 12 FT CH
     5 MMX3.7 MT SILV CLAY FINSH CH

D PT-SCROLL PART

LIGHTING 91636H120CH6 LG SCROLL SLVR CHAND 6 FT CH
     5 MMX1.8 MT SILV CLAY FINSH CH

D PT-SCROLL PART

LIGHTING 91636H120CN LG SCROLL SLVR CHAND CANOPY
     SILVER CLAY FINISH CANOPY

D PT-SCROLL PART

LIGHTING 91636H120CRL LG SCROLL SLVR CHAND LG CRYSTL
     40 MM CRYSTAL W/ 3 BEADS

D PT-SCROLL PART

LIGHTING 91636H120CRM LG SCROLL SLVR CHAND MD CRYSTL
     30 MM CRYSTAL W/ 2 BEADS

D PT-SCROLL PART
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LIGHTING 91SOLTAIRSHD SOLTAIRE GLASS SHADE
     GLASS SHADE

T PT-SOLTAIR

LIGHTING 916587H142R3 CLEAR GLASS CRYSTAL ROD LG
     8" ROD W/ 50 MM GLASS CRYSTAL

D PT-SPHERE PART

LIGHTING 916587H142R2 CLEAR GLASS CRYSTAL ROD MD
     7" ROD W/ 45 MM GLASS CRYSTAL

A PT-SPHERE PART

LIGHTING 916587H142R1 CLEAR GLASS CRYSTAL ROD SM
     6" ROD W/ 28 MM GLASS CRYSTAL

A PT-SPHERE PART

LIGHTING 916587H142RKT CLEAR GLASS CRYSTALS FULL SET
     SM, MD, LG CRYSTALS WITH RODS

A PT-SPHERE PART

LIGHTING 912036L528H ST AUGUSTINE CARVED LAMP HARP
     HARP

D PT-STAUG PART

LIGHTING 912036L528SH ST AUGUSTINE CARVED LAMP SHADE
     REPLACEMENT SHADE

D PT-STAUG

LIGHTING 912036L528F ST AUGUSTINE CARVED LMP FINIAL
     TOP WOOD FINIAL

D PT-STAUG PART

LIGHTING 912036L526F ST AUGUSTINE TALL LAMP FINIAL
     TOP WOOD FINIAL

A PT-STAUG PART

LIGHTING 912036L526P ST AUGUSTINE TALL LAMP PIPE
     PIPE TO SUPPORT SHADE

A PT-STAUG PART

LIGHTING 912036L526SH ST AUGUSTINE TALL LAMP SHADE
     REPLACEMENT SHADE

A PT-STAUG PART

LIGHTING 91STUCCOHRP STUCCO TABLE LAMP HARP
     7" HARP

T PT-STUCCO PART

LIGHTING 91594H163CH SUTHERLIN CHAND 12 FT CHAIN
     12 FT WHITE GESSO CHAIN

A PT-SUTHERL PART

LIGHTING 91594H163CH6 SUTHERLIN CHAND 6 FT CHAIN
     6 FT WHITE GESSO CHAIN

A PT-SUTHERL PART

LIGHTING 91594H163CN SUTHERLIN CHAND CANOPY
     5" DIA WHITE CANOPY W/ HDWR

A PT-SUTHERL PART

LIGHTING 91594H163CS SUTHERLIN CHAND S/6 SLEEVES
     SET OF 6 WHITE CANDLE SLEEVES

A PT-SUTHERL PART

LIGHTING 91THORNTBFIN THORNTON 26" TBL LAMP FINIAL
     BRASS FINIAL

A PT-THORNTN PART

LIGHTING 91THORNTBHRP THORNTON 26" TBL LAMP HARP
     BRASS HARP

A PT-THORNTN PART

LIGHTING 911595350HW TREMONT SCONCE HARDWARE
     1 SET OF REPLACEMENT HARDWARE

A PT-TREMONT PART

LIGHTING 912036URCRB URSULA BALL CRYSTAL
     GLASS BALL CRYSTAL

A PT-URSULA PART

LIGHTING 912036URCRBT URSULA BOTTOM CRYSTAL
     BOTTOM GLASS CRYSTAL

A PT-URSULA PART

LIGHTING 912036415CH URSULA CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-URSULA PART

LIGHTING 912036415CH6 URSULA CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-URSULA PART

LIGHTING 912036H77CN URSULA RECT CHAND CANOPY
     RECT CANOPY W/ HARDWARE

A PT-URSULA PART

LIGHTING 912036URCL URSULA S/10 CLIPS
     SET OF 10 CLIPS

A PT-URSULA PART

LIGHTING 912036415CN URSULA SM ROUND CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-URSULA PART

LIGHTING 912036URCRTP URSULA TOP CRYSTAL
     TOP GLASS CRYSTAL

A PT-URSULA PART

LIGHTING 912012H298CH VANVES CHAND 12 FT CHAIN
     12 FT ANTQ BLACK CHAIN

A PT-VANVES PART

LIGHTING 912012H298CH6 VANVES CHAND 6 FT CHAIN
     6 FT ANTQ BLACK CHAIN

A PT-VANVES PART

LIGHTING 912012H298CS VANVES CHAND BLK CANDLE SLEEVE
     BLACK CANDLE COVER

A PT-VANVES PART

LIGHTING 912012H298CN VANVES CHAND CANOPY
     6" DIAM CANOPY W/ HARDWARE

A PT-VANVES PART

LIGHTING 912012H343CS VANVES CHAND WHT CANDLE SLEEVE
     WHITE CANDLE COVER

A PT-VANVES PART

LIGHTING 91636VITCH VITICCIO CHAND 12 FT CHAIN
     GREY SILVER 12 FT CHAIN

A PT-VITICCI PART
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LIGHTING 91636VITCH6 VITICCIO CHAND 6 FT CHAIN
     GREY SILVER 6 FT CHAIN

A PT-VITICCI PART

LIGHTING 91636VITCN VITICCIO CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-VITICCI PART

LIGHTING 91636VITCR VITICCIO CHAND CRYSTAL
     CRYSTAL STRAND W/ DROP

A PT-VITICCI PART

LIGHTING 91636VITF VITICCIO CHAND FINIAL
     CRYSTAL FINIAL

A PT-VITICCI PART

LIGHTING 912036VBD VIVIENNE BOTTOM PLATE
     6.7" DIA. WOODEN PLATE

A PT-VIVIENN PART

LIGHTING 912036H268CH VIVIENNE CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-VIVIENN PART

LIGHTING 912036H268CH6 VIVIENNE CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-VIVIENN PART

LIGHTING 912036H268CN VIVIENNE CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-VIVIENN PART

LIGHTING 912036H268CRC VIVIENNE CHAND CRYSTAL STRAND
     WOODEN BEAD STRAND

A PT-VIVIENN PART

LIGHTING 912036H268CRL VIVIENNE CHAND LG CRYSTAL
     WOOD DROP W/ LONG STRAND

A PT-VIVIENN PART

LIGHTING 912036H268CL VIVIENNE CHAND S/10 CLIPS
     SET OF 10 CLIPS

A PT-VIVIENN PART

LIGHTING 912036H268CRS VIVIENNE CHAND SM CRYSTAL
     WOOD DROP W/ SHORT STRAND

A PT-VIVIENN PART

LIGHTING 91WATLBZCH16 WATLEY BZ 16" CHAIN/22" PEND
     16 CHAIN/22 CONE PNDT

A PT-WATLEY PART

LIGHTING 912012WPCH WOODEN PRISM 12 FT CHAIN
     12 FT ANTQ BRONZE CHAIN

A PT-WDPRISM PART

LIGHTING 912012WPCH6 WOODEN PRISM 6 FT CHAIN
     6 FT ANTQ BRONZE CHAIN

A PT-WDPRISM PART

LIGHTING 912012WPSL WOODEN PRISM CANDLE SLEEVE
     ANTQ BRONZE CANDLE COVER

A PT-WDPRISM PART

LIGHTING 912012WPCN WOODEN PRISM CANOPY
     CANOPY W/ HARDWARE

A PT-WDPRISM PART

LIGHTING 9135070576F WESTGATE FLOOR LAMP FINIAL
     BRASS FINIAL

D PT-WESTGAT PART

LIGHTING 9135070576H WESTGATE FLOOR LAMP HARP
     BRASS HARP

D PT-WESTGAT PART

LIGHTING 9135070577F WESTGATE TABLE LAMP FINIAL
     BRASS FINIAL

D PT-WESTGAT PART

LIGHTING 9135070577H WESTGATE TABLE LAMP HARP
     BRASS HARP

D PT-WESTGAT PART
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	ARIANA NK TABLE LAMP BASE 662889L672B
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	ARROW BRASS FLUSHMOUNT 6610031H420
	ARROW BRASS SCONCE 6610031H416
	ARROW BRONZE SCONCE 6610031H417
	ARROW CHANDELIER 6610031H317-H318
	ARROW PENDANT 6610031H319-H320
	ASUL 02 TABLE LAMP AI
	ATTICUS 2 LT VANITY 7910121H078
	ATTICUS VANITY 3 LT SCONCE 7910121H079
	AUBREY 02 5 LTS CHANDELIER AI
	AUBREY 02 8 LTS CHANDELIER AI
	AUBREY 02 FLOOR LAMP AI
	AUBREY 02 LG RECT CHANDELIER AI
	AUBREY 03 PARTS
	AUBREY BRASS 4-TIER CHAND 66636H583
	AUBREY BRASS 5-LT CHAND 66636H580
	AUBREY BRASS 7-LT OVAL CHAND 66636H587
	AUBREY BRASS 8-LT CHAND 66636H584
	AUBREY BRASS 14IN PENDANT 66636H579
	AUBREY BRASS 20IN FLUSHMOUNT 66636H585
	AUBREY BRASS 47IN RECT CHAND 66636H582
	AUBREY BRASS 60IN RECT CHAND 66636H586
	AUBREY BRASS WALL SCONCE 66636H581
	AUBREY BRONZE 7-LT OVAL CHAND 66636H422
	AUBREY BRONZE 60 RECT.CHAD 66636H401
	AUBREY BRONZE FLUSHMOUNT 66636H404
	AUBREY RUST 60 RECT.CHAD 66636H400
	AUBREY RUST FLUSHMOUNT 66636H405
	AUBREY SILVER 7-LT OVAL CHAND 66636H423
	AUBREY SILVER 60 RECT.CHAD 66636H402
	AUBREY SILVER FLUSHMOUNT 66636H403
	AVENTURE SCONCE LARGE 6610204H651 & 6610204H652
	AVENTURE SCONCE SMALL 6610204H649 & 6610204H650
	AVERY 02 BUFFET LAMP BASE AI
	AVERY 02 COLUMN FLOOR LAMP BASE AI
	AVERY 02 COLUMN TABLE LAMP BASE AI
	AVERY 02 FLOOR LAMP BASE AI
	AVERY 02 TABLE LAMP BASE AI
	AXLE 02 TASK FLOOR LAMP AI
	AXLE 02 TASK TABLE LAMP AI
	BAUER CLEAR FLARE PENDANT 6610031H428
	BAUER CLOCHE PENDANT CLEAR GLASS 6610031H322
	BAUER CLOCHE PENDANT MILK GLASS 6610031H427
	BAUER DOME PENDANT CLEAR GLASS 6610031H321
	BAUER DOME PENDANT MILK GLASS
	BAUER MILK FLARE PENDANT 6610031H429
	BEACON 2‐TIER PENDANT 6610031H312
	BEACON MEDIUM PENDANT 6610031H310
	BEACON SMALL PENDANT 6610031H311
	BEADED 02 FLOOR LAMP AI
	parts enclosed:
	warnings:

	BEADED 02 TABLE LAMP AI
	parts enclosed:
	warnings:

	BELLEGARDE SCONCE 6610204H653 & 6610204H654
	BICYCLE 02 DESK LAMP AI
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	BONITA 02 3 LTS CHANDELIER AI
	BONITA 02 CHANDELIER AI
	BONITA 02 WALL SCONCE AI
	BONITA 03 PARTS
	BREA BRASS WALL SCONCE 663507H650
	Page 1

	BRIAR 02 FLOOR LAMP AI
	CABELLO LARGE PENDANT 663284H562
	CABELLO MEDIUM PENDANT 663284H561
	CABELLO SMALL PENDANT 663284H560
	CABELLO XL PENDANT 663284H563
	CAMERON 2-TIER CHANDELIER 662036H439
	parts enclosed:
	warnings:

	CAMERON 3-TIER CHANDELIER 662036H438
	parts enclosed:
	warnings:

	CAMERON 4-TIER CHANDELIER 662036H437
	parts enclosed:
	warnings:

	CAMERON 49 RECT CHANDELIER 662036H436
	parts enclosed:
	warnings:

	CAMERON 59 RECT CHANDELIER 662036H441
	parts enclosed:
	warnings:

	CAMERON WALL SCONCE 662036H440
	parts enclosed:
	warnings:

	CAPIZ CHANDELIER 662036H118
	parts enclosed:
	warnings:

	CARRAWAY 02 CHANDELIER AI
	CARRAWAY 03 PARTS
	CASCADE 02 CHANDELIER AI
	CASCADE 02FLUSHMOUNT AI
	CASCADE 03 PARTS
	CAYDON BLACK TABLE LAMP 663928L61NKT 663928L61BKT
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	CAYDON WHITE TABLE LAMP 663928L60BKT 663928L60NKT
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	CELINE CHANDELIER 66594H282
	CLARENCE 02 FLOOR LAMP AI
	CLAUDETTE 02 12LT CHANDELIER AI
	CLAUDETTE 03 PARTS
	COLLIER 02 6 AW AI
	COLLIER 02 8 AW AI
	COLLIER 02 8 LTS CHANDELIER AI
	COLLIER 03 PARTS
	CORTENNA 02 TASK FLOOR LAMP AI
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	CORTENNA 02 TASK TABLE LAMP AI
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	COUNTESS 02 TABLE AI
	COUNTESS 02
	COUNTESS 03 PARTS
	DANDELION 02 LARGE CHANDELIER AI
	parts enclosed:
	warnings:

	DANDELION 02 SMALL CHANDELIER AI
	parts enclosed:
	warnings:

	DANDELION BRASS 22” CHANDELIER 662036H345
	parts enclosed:
	warnings:

	DANDELION BRASS 32” CHANDELIER 662036H346
	parts enclosed:
	warnings:

	DANDELION BRASS FLUSHMOUNT 662036H347
	parts enclosed:
	warnings:

	DANDELION FLUSHMOUNT 662036H273
	parts enclosed:
	warnings:

	DAWSON BRASS TABLE LAMP 66594L284
	Dawson Nickel Table Lamp 66594L283
	DELUCA FLOOR LAMP 6610031L324
	DELUCA TABLE LAMP 6610031L323
	DIVYA 02 TABLE LAMP AI
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	DYER 2 LT WALL SCONCE 667198H231
	DYER 10LT CHANDELIER 667198H229
	DYER 12LT LINEAR CHANDELIER 667198H230
	ELENORA CHARCOAL 2-LT SCONCE 6610146H562
	ELENORA CHARCOAL 3-LT SCONCE 6610146H563
	ELENORA CHARCOAL 8-LT CHAND 6610146H561
	ELENORA SILVER 2-LT SCONCE 6610146H565
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	FARIDA 03 PARTS
	FARRAH RATTAN FLOOR LAMP 66594L214
	FARRAH RATTAN WALL SCONCE 66594H215
	FARROW CHARCOAL TABLE LAMP 663289L328KT
	FARROW WHITE TABLE LAMP 663289L329KT
	FERDINAND FLOOR LAMP 6610109L244KT
	FERDINAND TABLE LAMP 6610109L243KT
	FERRIS 02 CHANDELIER 40
	FERRIS 02 RECT CHANDELIER 52
	FERRIS 03 PARTS
	FIELDING 02 TABLE AI
	FIELDING 03 PARTS
	FINNEGAN TASK FLOOR LAMP 6610071H443
	FINNEGAN TASK TABLE LAMP 6610071H442
	FORSYTHE 02 CHANDELIER AI
	FOTINI 02 PENDANT AI
	FOTINI 02 WALL SCONCE AI
	FOTINI 03 PARTS
	FRAMED FLARE 02 INDUSTRIAL PENDANT AI
	FRAMED FLARED 13  PENDENT 6610031H253
	FRAMED FLARED 17  PENDENT 6610031H254
	GARNET 02 CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 MEDIUM CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 PENDANT AI
	parts enclosed:
	warnings:

	GARNET 02 RECT CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 SCONCE AI
	parts enclosed:
	warnings:

	GARNET 03 PARTS
	GARNET BRASS 21 INCH CHANDELIER 662036H561
	parts enclosed:
	warnings:

	GARNET BRASS 35INCH PENDANT 662036H267
	parts enclosed:
	warnings:

	GARNET BRASS 51INCH CHANDELIER 662036H270
	parts enclosed:
	warnings:

	GARNET BRASS 54 INCH RECT CHAND 662036H563
	parts enclosed:
	warnings:

	GARNET BRONZE 21 INCH CHANDELIER 662036H560
	parts enclosed:
	warnings:

	GARNET BRONZE 35INCH PENDANT 662036H268
	parts enclosed:
	warnings:

	GARNET BRONZE 51INCH CHANDELIER 662036H271
	parts enclosed:
	warnings:

	GARNET BRONZE 54 INCH RECT CHAND 662036H565
	parts enclosed:
	warnings:

	GARNET SILVER 21 INCH CHANDELIER 662036H562 - Copy
	parts enclosed:
	warnings:

	GARNET SILVER 21 INCH CHANDELIER 662036H562
	parts enclosed:
	warnings:

	GARNET SILVER 35INCH PENDANT 662036H269
	parts enclosed:
	warnings:

	GARNET SILVER 51INCH CHANDELIER 662036H272
	parts enclosed:
	warnings:

	GARNET SILVER 54 INCH RECT CHAND 662036H564
	parts enclosed:
	warnings:

	GEODE BRASS 1-LT PENDANT 662036H570
	parts enclosed:
	warnings:

	GEODE BRASS 3-LT PENDANT 662036H573
	parts enclosed:
	warnings:

	GEODE BRASS FLUSHMOUNT 662036H349
	parts enclosed:
	warnings:

	GEODE BRONZE 1-LT PENDANT 662036H572
	parts enclosed:
	warnings:

	GEODE BRONZE 3-LT PENDANT 662036H575
	parts enclosed:
	warnings:

	GEODE BRONZE FLUSHMOUNT 662036H348
	parts enclosed:
	warnings:

	GEODE NICKLE FLUSHMOUNT662036H350
	parts enclosed:
	warnings:

	GEODE SILVER 1-LT PENDANT 662036H571
	parts enclosed:
	warnings:

	GEODE SILVER 3-LT PENDANT 662036H574
	parts enclosed:
	warnings:

	GHENT 02 TABLE AI
	GHENT 03 PARTS
	GIULIANA 6-LT CHANDELIER 6610149H545
	GIULIANA FLOOR LAMP KIT 6610149547KT
	GIULIANA FLUSHMOUNT 6610149H548
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	GLOBE 03 PARTS
	GRAND 02 9 LTS CHANDELIER AI
	GRAND 02 12 LTS CHANDELIER AI
	GRAND 02 28LTS CHANDELIER AI
	GRAND 03 PARTS
	GRAND 28LTS CHANDELIER 65636H0210
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	HEALDSBURG 02 LARGE PENDANT AI
	parts enclosed:
	warnings:

	HEALDSBURG 02 MEDIUM PENDANT AI
	parts enclosed:
	warnings:

	HEALDSBURG 02 SMALL PENDANT AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 GEODE CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 LARGE GEODE CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 PRISM CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 03 PARTS
	HENRI 02 SWAG AI
	HORSE HEAD 02 TABLE LAMP AI
	HOWELL TABLE LAMP BASE 662889L670B
	INDUSTRIAL CLOCHE 02 PENDANT AI
	IVY 02 5LT CHANDELIER AI
	IVY 03 PARTS
	JACARRA 48 INCH ROUND CHANDELIER 6610184H558
	Sheets and Views
	6610184H558


	JACARRA 50 INCH LINEAR CHANDELIER 6610184H559
	Sheets and Views
	6610184H559


	JACARRA PENDANT 6610184H557
	Sheets and Views
	6610184H557


	JADA 02 9LT CHANDELIER AI
	parts enclosed:
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	JADA 02 15LT CHANDELIER AI
	parts enclosed:
	warnings:
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	parts enclosed:
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	KARSON TASK FLOOR LAMP 6610071H425
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	KEAGAN TABLE LAMP KIT 661384L355KT
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	LA CAGE 03 PARTS
	LA CAGE BRONZE 9-LT RECT 66636H409
	LA CAGE BRONZE 12-LT CHAND 6636H411
	LA CAGE BRONZE 15IN PENDANT 66636H589
	LA CAGE BRZ 16IN DRUM PEND 66636H591
	LA CAGE OVAL BRONZE CHAND 66636H413
	LA CAGE OVAL SILVER CLAY CHAND 66636H412
	LA CAGE SILVER CLAY 9-LT RECT 66636H408
	LA CAGE SILVER CLY 12-LT CHAND 66636H410
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	LA CAGE SVR CLAY 16IN DRUM PEND 66636H590
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	LAILA 03 PARTS
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	LAILA 70IN RECT CHANDELIER 662082H596
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	LAILA LARGE CHANDELIER 652082H0355
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	LANCIA 02 FLOOR LAMP AI
	LANCIA 02 TABLE LAMP AI
	LANCIA 03 PARTS
	LANISTER 02 LARGE MESH PENDANT AI
	parts enclosed:
	warnings:

	LANISTER 02 MEDIUM MESH PENDANT AI
	parts enclosed:
	warnings:

	LANISTER 02 SMALL MESH PENDANT AI
	parts enclosed:
	warnings:

	LARGO TABLE LAMP BASE 662889L669B
	LARKIN 03 PARTS
	LARKYN 02 CHANDELIER AI
	parts enclosed:
	warnings:

	LATHE ALABASTER TABLE LAMP 662889L553KT
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	LATHE BLACK FLOOR LAMP 6610109L552KT
	LATHE BLACK TABLE LAMP 6610109L551KT
	LATHE NATURAL FLOOR LAMP 6610109L550KT
	LATHE NATURAL TABLE LAMP 6610109L549KT
	LEAF  6 LIGHTS CHANDELIER GOLD 6610149H358
	LEAF 02 TABLE LAMP AI
	LEAF 3 LIGHTS WALL SCONCE GOLD 6610149H361
	LEAF 3 LIGHTS WALL SCONCE SILVER 6610149H365
	LEAF 6 LIGHTS CHANDELIER SILVER 6610149H362
	LEAF 8 LIGHT FLUSHMOUNT SILVER 6610149H363
	LEAF 8 LIGHTS FLUSHMOUNT GOLD 6610149H359
	LEAF 12 LIGHTS CHANDELIER GOLD 6610149H360
	LEAF 12 LIGHTS CHANDELIER SILVER 6610149H364
	LENNON 02 DOUBLE SCONCE AI
	LENNON 02 SWING ARM SCONCE AI
	LEYLAND 02 1-TIER CHAND AI
	parts enclosed:
	warnings:

	LEYLAND 02 6 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 11 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 22 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 FLUSH MOUNT AI
	parts enclosed:
	warnings:

	LEYLAND 02 RECT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 TABLE LAMP AI
	parts enclosed:
	warnings:

	LEYLAND 03 PARTS
	LEYLAND BRASS 5-TIER CHAND 662036H264
	parts enclosed:
	warnings:

	LEYLAND BRASS FLOOR LAMP 760LEYFLBR
	parts enclosed:
	warnings:

	LEYLAND BRASS WALL SCONCE 760LEYSCNE
	parts enclosed:
	warnings:

	LEYLAND BRONZE 5-TIER CHAND 662036H266
	parts enclosed:
	warnings:

	LEYLAND BRONZE FLOOR LAMP 652036L0483
	parts enclosed:
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	LEYLAND BRONZE WALL SCONCE 652036H0273
	parts enclosed:
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	LEYLAND NICKEL 5-TIER CHAND 662036H265
	parts enclosed:
	warnings:

	LEYLAND NICKEL FLOOR LAMP 652036L0547
	parts enclosed:
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	LEYLAND NICKEL WALL SCONCE 652036H0376
	parts enclosed:
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	LILY 02 24IN CHANDELIER AI
	parts enclosed:
	warnings:

	LILY 02 32IN CHANDELIER AI
	parts enclosed:
	warnings:

	LILY 03 PARTS
	LILY BLACK 8-LT CHANDELIER 662036H430
	parts enclosed:
	warnings:

	LILY BLACK 10-LT CHANDELIER 662036H431
	parts enclosed:
	warnings:

	LILY BLACK FLUSHMOUNT 662036H432
	parts enclosed:
	warnings:

	LILY FLUSHMOUNT 662036H274
	parts enclosed:
	warnings:

	LINDEN 02 FLOOR LAMP AI
	LINDEN 02 TABLE LAMP AI
	LOUISE 02 CHANDELIER AI
	parts enclosed:
	warnings:

	LOUISE 03 PARTS
	LOWMAN TABLE LAMP BASE 6610114L325B
	LUCENS BR 1 LT PENDANT 6610031H653
	LUCENS BR 3-LT SEMI FLUSH 6610031H652
	LUCENS BR 5 LT LINEAR CHAND 6610031H654
	LUCREZIA 02 WALL SCONCE AI
	LUCREZIA 03 PARTS
	LUISA 02 CHANDELIER 9 LTS AI
	LUISA 03 PARTS
	MARGOLIS 02 PENDANT AI
	MARGOLIS 03 PARTS
	MARGOLIS SM GLASS PENDANT 66594H651
	MARLOW 02 WIRE CHANDELIER AI
	parts enclosed:
	warnings:
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	care instructions:

	MARLOW 03 PARTS
	MARQUEE 02 TASK FLOOR LAMP AI
	MARQUEE 02 TASK TABLE LAMP AI
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	MICHA SQUARE TABLE LAMP 6610109L557KT
	MICHA TALL TABLE LAMP KIT 6610109L556KT
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	MYLES 03 PARTS
	NOELLA 02 CHANDELIER AI
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	ODIN 2-LIGHT ISLAND PENDANT 667198H281
	ODIN TABLE LAMP 667198L280
	ODIN TASK FLOOR LAMP 667198L135
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	ORGANIC 02 PENDANT AI
	ORGANIC CLEAR 16IN PENDANT 6610031H607
	PALLADIAN SCONCE LARGE 6610204H645 & 6610204H646
	PALLADIAN SCONCE SMALL 6610204H647 & 6610204H648
	PALOMA 3-ARM FLOOR LAMP 66594L218
	PALOMA LARGE CHANDELIER 66594H622
	PETALS 02 CHANDELIER AI
	PETALS 02 FLOOR LAMP AI
	PETALS 02 TABLE LAMP AI
	PETALS 02 WALL SCONCE AI
	PETALS BRILLIANT CHANDELIER 6610022H221
	PETALS BRILLIANT FLOOR LAMP 6610022L224
	PETALS BRILLIANT TABLE LAMP 6610022L223
	PETALS BRILLIANT WALL SCONCE 6610022H222
	PETALS FROST CHANDELIER 6610022H225
	PETALS FROST FLOOR LAMP 6610022L228
	PETALS FROST TABLE LAMP 6610022L227
	PETALS FROST WALL SCONCE 6610022H226
	PETRA SHORT TABLE LAMP BASE 662065L613B
	PETRA TALL TABLE LAMP BASE 662065L614B
	PETRA X TABLE LAMP BASE 662065L615B
	PIERCE 02 FLOOR AI
	PIERCE 03 PARTS
	POPPY 02 LARGE CHANDELIER AI
	parts enclosed:
	warnings:

	POPPY 02 SMALLCHANDELIER AI
	parts enclosed:
	warnings:

	POPPY 03 PARTS
	POPPY 18 INCH ROUND FLUSHMOUNT 662036H576
	parts enclosed:
	warnings:

	PORTOBELLO TABLE LAMP 663507L105KT
	Page 1

	RAECHELLE GLOBE CHANDELIER 667198H257
	RAMSEY 3 LT ROUND CHANDELIER 6610182H623
	RAMSEY 5 LT ROUND CHANDELIER 6610182H624
	RAMSEY 6 LT LINEAR CHANDELIER 6610182H625
	RAMSEY FLOOR LAMP 6610182H626
	RAMSEY SWING ARM SCONCE 6610182H629
	RAMSEY TABLE LAMP 6610182H627 - Copy
	RAMSEY TABLE LAMP 6610182H627
	RAMSEY WALL SCONCE 6610182H628
	RATTAN SWING ARM SCONCE 7910110H128
	REEDED GLASS 02 FLOOR AI
	REEDED GLASS 02 TABLE AI
	REEDED GLASS 03 PARTS
	RETRO 02 FLOOR LAMP AI
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	RETRO 03 PARTS
	RETRO WHITE FLOOR LAMP KIT 663507L453KT
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	RHYS 02 TABLE LAMP AI
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	RHYS NICKEL FLOOR LAMP 663507L247BKT
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	RHYS NICKEL FLOOR LAMP 663507L247KT
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	RHYS NICKEL WALL SCONCE-SA BRASS 663507H250KT
	Page 1

	ROSALIND BLACK CHANDELIER 66594H560
	ROSALIND BRASS CHANDELIER 66594H559
	ROSALIND RATTAN BLACK CHANDELIER 66594H558
	ROSCOE 02 GLOBE CHANDELIER AI
	parts enclosed:
	warnings:

	ROSCOE GLOBE CHANDELIER 662036H177
	parts enclosed:
	warnings:

	ROSCOE TASK FLOOR LAMP 662036L434
	parts enclosed:
	warnings:

	ROSCOE TASK TABLE LAMP 62036L433
	parts enclosed:
	warnings:

	ROSCOE WALL SCONCE 662036H435
	parts enclosed:
	warnings:

	RYLAND TABLE LAMP KIT 661384L356KT
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	SANTA BARBARA 02 TABLE LAMP AI
	SANTIAGO TABLE LAMP KIT 66627L567KT
	Santiago cast iron lamp base
	Parts enclosed:
	Important safety instructions:
	Warnings:
	To assemble:
	Care instructions:

	SARDINIA 02 ROUND CHANDELIER AI
	parts enclosed:
	warnings:

	SARDINIA 03 PARTS
	SAYRE 1-LIGHT WALL SCONCE 6610031H258
	SAYRE 02 LINEAR CHANDELIER AI
	SAYRE 02 TASK FLOOR LAMP AI
	SAYRE 02 TASK TABLE LAMP AI
	SAYRE 2-LIGHT WALL SCONCE 6610031H259
	SAYRE 3-LIGHT FLUSHMOUNT 6610031H260
	SCROLL BALL 02 LARGE CHANDELIER AI
	SCROLL BALL 03 PARTS
	SIMMS LONG-ARM DOUBLE SCONCE 663507H648
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	SIMMS WALL SCONCE 663507H647
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	SOLTAIRE 3-LT PENDANT 6610031H610
	SOLTAIRE 12‐LT LINEAR CHAND 6610031H314-REV
	SOLTAIRE 12‐LT ROUND CHAND 6610031H315-REV
	SOLTAIRE 19 LT ROUND CHAND 6610031H611
	SOLTAIRE PENDANT 6610031H313
	SOLTAIRE WALL SCONCE 6610031H316
	SPOTLIGHT SCONCE 9IN 6610204H655
	SPOTLIGHT SCONCE 18IN 6610204H656
	STUCCO TABLE LAMP CANE SHADE 663928L255KT
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	Sutherlin Gesso 02 Chandelier AI
	Sutherlin Gesso 02 FLOOR LAMP AI
	Sutherlin Gesso 02 TABLE LAMP AI
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